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° Foreword 


The extreme importance of light becomes obvious when we 
consider that without light, our most important sense — SIGHT — 
is lost. However, raw or uncontrolled light is very harmful to our 
eyes. The correct use of the proper amount of light constitutes good 
illumination. 


Developments in the field of Illumination have been made at a 
remarkably rapid pace in recent years. We feel a definite obligation 
to our customers to offer the latest and best in lighting equipment, 
together with information on the use of these products. This book 
is published as a guide for those interested in planning systems of 
lighting that will be correctly designed and profitable to the user. 


As distributors of the products we offer on the pages that fol- 
low, we feel a further obligation— to present lines produced by 
manufacturers who have a background of years of experience and 
engineering talent. From the field of available equipment we un- 
hesitatingly recommend the lines listed herein as being those we 
have chosen because of their quality and value and the integrity of 
the manufacturer. 


The General Electric Supply Corporation offers a broader ser- 
vice than that of a mere supplier of lighting equipment. In each 
District there is available a trained lighting specialist who is closely 
in touch with the correct lighting practices in every field. These 
specialists are at the service of all architects, contractors and 
customers who are interested in a complete analysis of their lighting 
problems. This service is further augmented by the staff of engineers 
and lighting experts of the General Electric Company and the sev- 
eral equipment manufacturers whose products we distribute. 
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The Science of Seeing Points the we 


The evolution of civilization has been a gradual 
one and for that reason we are apt to feel that the 
familiar conditions under which we live and work 
today are normal ones for a human being. A few 
minutes thought, however, and we know this is not 
true. Everyone knows that we abuse our teeth by 
the unnatural conditions we impose on them. Per- 
haps, by the same token, we are misusing our eyes 
today. 


Man’s Work Has Changed 





Consider under what circumstances our bodies 
and eyes evolved for hundreds of thousands of 
years. Until not so. many years ago man used his 
eyes almost entirely for viewing objects out-of- 
doors. Most of the tasks he did involved long range 
vision with no severe tolerances — hunting, skin- 
ning a bear, or weaving a cloth with raw-hide 
thongs were typical tasks. Today, however, the 
one-sixteenth inch tolerances, to which our ances- 
tors worked, have been replaced by the one-ten- 
thousandths of an inch tolerances of our modern 
work-world. 


Eye Tasks are More Difficult 


Today we live indoors for the most part. We 
work in offices, factories, stores and homes. Our 
modern life requires us to use our eyes, which were 
formed for seeing at a range of 20 feet or more, for 
close concentration over long periods of time on 
small objects less than an arm’s length away. We 
must read books, magazines and newspapers to 
keep up with our modern times. We work at type- 
writers, sewing machines, drafting boards, lathes, 





and concentrate on other intricate details in fac- 
tory, office and home. We pore over facts and fig- 
ures in correspondence, files, plans or account 
books. Nor is that the end of the day’s work for 
the eyes. 


Eye Tasks Have Been Lengthened 


Our ancestors’ work-day was governed by the sun. 
They rose at dawn, worked throughout the day and 
when night came they went to bed. Consequently, 
their eyes received the rest they required. Contrast 
this with the present. Today, we not only use our 
eyes in the performance of our daily activities, but 
we also use them many hours each evening to read 
the evening paper, a favorite book, or attending the 
movies. It has been estimated that we use our eyes 
one-third longer than did our ancestors. 


We give the eyes light to see by but almost never 
enough light for them to see easily, quickly, and 
comfortably. The reason for this shortage of light- 
ing may be attributable to a lack of knowledge of 
the part light plays in conserving human eyes and 
human energy. Until the true value of light is 
recognized, lighting will never emerge from its 
primitive state and the work of the world will con- 
tinue to be done under levels of illumination that 
are pitifully inadequate. 


Controlled Light 


If modern civilization has placed severe burdens 
upon our eyes, it is only natural that we look about 
for some means of overcoming or at least lessening 
these burdens. This immediately brings us to a 
consideration of the process of seeing and we find 
that seeing involves not only the eyes, but also the 
task and the light. 


Good lighting aids defective eyes even more than it does normal eyes 
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Obviously we can do very little about the task 
itself. If we are working at a lathe, that’s our liveli- 
hood and we must continue to work there. If we 
are transcribing from a shorthand book, we must 
continue to keep our eyes on the task. 


Also, if our eyes are normal or have been given 
normal vision through the use of glasses, there is 
practically nothing more that can be done to them 
to make the seeing job easier. It is the primary field 
of the eye specialist to make eyes or vision as near 
perfect as possible. But he cannot make a perfect 
eye better. True, we can use magnifying glasses or 
microscopes to make small details appear larger but 
this often introduces other complications and is not 
practical for our every-day work. 


SEEING ALWAYS INVOLVES THREE ELEMENTS 
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While we do not have much control over the 
seeing-task and we cannot make good eyes better 
we do have complete control over the light we pro- 
vide. How important, therefore, to study the ef- 
fects of this one factor that we control. How im- 
portant to know how much light we should have 
and how much light we are actually getting. 


Measured Light 


Today there is no more need to depend on our 
eyes to guess about light than there is on our sense 
of feeling to guess about temperature. True, the 
human eye is a marvelous organ, almost unap- 
proachable in sensitivity by an optical instrument. 
But the new General Electric Light Meter, while it 
will not respond as the eye will to a candle-light 
a mile away, is a better and more dependable mea- 
suring device. 








Light for Seeing 





The GE Light Meter 


The human eye is not concerned with measuring 
but with seeing. The Light Meter is only interested 
in measuring and indicating with great sensitivity 
significant differences in levels of illumination. 


The Light Meter reading is instantaneous and 
simple. You see with your own eyes as indicated 
by a pointer and a scale, how light is actually fluctu- 
ating from minute to minute and from place to 
place. 


The Meter really approves or condemns seeing 
conditions instantly. It should be the constant com- 
panion of everyone interested in the conservation 


of eyesight. 


Daylight Outdoors 





On a bright sunshiny day, if we were to measure 
the illumination in the direct sunlight in a play- 
ground we would find anywhere from 8,000 to 
10,000 footcandles. In the shade of a tree the 
meter would record at least 500 footcandles. 


It takes three times as much light to read a newspaper with the same ease as it does a well-printed book 
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Daylight Indoors 


As we approach this school building, or any 
building, however, the illumination decreases very 
rapidly because the large structure cuts off part of 
the sky area from which the light comes. When 
we go inside the classroom and give each student 


an 


Wiha e 





in the first row of desks a Light Meter, we find that 
the farther away from the window one goes, the 
fewer the footcandles available. In 20 feet the level 
of illumination decreases from 90 footcandles to 5 
footcandles, thus unfairly penalizing those students 
whose desks are farthest from the windows. The 
same condition obtains in an office or factory. 


Eyes Are Being Worn Out Too Soon 


The eyes of mankind, far from being allowed to 
wear out naturally, are being goaded into a rapid 
decline. Our modern civilization not only forces us 





to do close visual work during must of our working 
hours, but has brought us indoors to do it by the 
merest fraction of the light we enjoyed outdoors 
where our eyes developed. The result of such eye- 
strain over a period of years is responsible for the 





increasing prevalence of defective vision as we grow 
older. The accompanying chart shows the per- 
centage of eye defects found among industrial 
workers for several different age groups. 


Most of us are born with good eyes, just as good 
as our lungs, our hearts, our limbs. Yet the chart 
shows us that if the author is right who says “Life 
Begins at Forty’ most of us are off to a poor start 
when it comes to eyes. 
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There has been a lot done on dental hygiene. It 
is taught in schools. It is written about copiously 
in books. Yet, compared with eyes, in importance, 
of what value are teeth? If teeth get bad we can 
have them pulled out and false ones put in their 
place. And even with that makeshift, we can get 
along fairly well. But when it comes to eyes, while 
we can replace them with mechanical ones which 
may look almost the same, nothing can be done to 
restore lost vision. 


If teeth are so important, and they are, then how 
much more important are eyes. If we were to trans- 
late eye defects into leg defects, what a pitiful sight 
our streets would be. Every other person would 
either be on crutches or be using a cane, being 
wheeled in a chair, or clattering along on a wooden 
leg. Appalling? Certainly. And yet this needless 
sacrifice goes on year after year. 


To substantiate the conclusion that our genera- 
tion is wearing out its eyes too soon, the above 
chart is offered. It classifies workers according to 
age and gives the percentage of eye defects found 
in each group. 


Prescribing Light Scientifically 


Seeing tasks vary in their severity. Transcribing 
from a shorthand book is a difficult seeing task for 
the stenographer, but do we know whether that 
task is as difficult as looking for blemishes in a cast- 
ing or sewing on dark goods with black thread? 


Poor lighting is one of the causes of near-sightedness 
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We do, thanks to the recently developed Luckiesh- 
Moss Visibility Meter. This instrument enables the 
lighting specialist to accurately judge how difficult 
it is to see a particular object and to specify foot- 
candles, for the first time, upon a rational and con- 
sistent basis. The meter is calibrated in two scales. 
One shows the number of footcandles that must be 
provided on an object if that object is to be seen 
with the same ease as one reads 8-point black type 
under 10 footcandles of illumination. The second 
scale permits the operator to compare the relative 
difficulty of seeing a number of different objects. 
It may be said of the Visibility Meter that it is the 
first instrument to take footcandle recommenda- 
tions out of the empirical practice of the past and 
place them on the firm scientific basis of the Science 
of Seeing. 


More Light Conserves Eyes 


Tests made on a group of operators in the statis- 
tical department of a large business organization 
definitely established the fact that good lighting 
aids in the conservation of eyesight. 


In making this test Dr. M. Luckiesh and Frank 
K. Moss of the Lighting Research Laboratory of 
the General Electric Co. at Nela Park had one 
group of Pree working under 8 footcandles of 
general lighting while another group worked under 
a supplementary system producing 60 footcandles 
of illumination; the following day they would 
alternate the operators. Tests were made at the be- 
ginning and the end of the day by means of a special 
instrument for measuring ocular fatigue. This in- 
strument consists of a pair of prisms that rotate in 
opposite directions. The subject places her right 
eye at the prism, keeping both eyes open and fixates 
upon the test object, a small capital letter “E’’, 14 


Light for Seeing 


inches from the eye. When the subject is comfort- 
ably positioned she opens an electrical circuit by 
means of a key which brings into play a magnetic 
clutch and rotates the prism. When the power of 
the prism overcomes the converging power of the 
eye the image splits into two, one for each eye. At 
the instant of splitting the subject depresses the key 
thus returning the prism to zero position ready for 
the next observation. This was repeated 20 times. 
These tests indicated that the eye muscles were 
three times as fatigued when the day’s work was 
done under the lower levels of illumination as they 
were when it was done under the higher level. 


More Light Conserves Energy 


When we lift something of heavy weight we do 
not lift it with our fingers alone. On the contrary, 
hands, arms and back get in on the work and we 
tire our whole body. 


We do not see with our eyes only — we see with 
our entire body. Heart, muscles, nerves — all are a 
part of the seeing machine. We can understand 
this very easily if we consider the every-day expe- 
rience of driving an automobile. If you drive your 
car 20 miles on a clear day over a good stretch of 
road you aren't the least bit fatigued after the drive. 
But, take that same drive at night with darkness 
around you and a heavy fog on the road and con- 
trast your feelings at the end of 20 miles. You’re 
all tired out. You know you have been doing some 
real work and yet the only difference has been in 
the lighting. In the first instance with good light 
around you, you saw without any great amount of 
effort. In the second case you grasped that wheel, 
tensed every muscle, and used up a tremendous 
amount of energy in doing what? — trying to see. 


95% of all people over 60 have defective vision. Light is a great aid to these 
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In testing this in the Lighting Research Labora- 
tory, Luckiesh and Moss selected a group of sub- 
jects, seated them at a table containing an inclined 
rack for holding the book and instructed them to 
read naturally and steadily. The subject was also 
instructed to rest two or three fingers of the left 
hand naturally and comfortably upon a large flat 
knob of a concealed key and depress this key firmly 
as he read the last word on each page. What the 
subject did not know, however, was that those mak- 
ing the test were not interested at all in having this 
button pushed at the end of each page. That button 
was a subterfuge. What they actually wished to 
know was the amount of pressure exerted by the 
hand all of the time the reading was being done. 
This test showed that the higher the illumination 
the greater the relaxation and the less the pressure, 
and that when the subject read under 100 foot- 
candles the tension was only about two-thirds as 
much as when he read under one footcandle. 


More Light Helps the Visually Handicapped 


Good lighting balances the inequalities in the 
performance of human beings. Fast workers with 
normal vision are enabled to produce more useful 
work when provided with good lighting, while 
poor workers and those with sub-normal vision 
receive even greater assistance from good lighting. 
This is not surmise, as evidenced by the following 
table which shows the results of an interesting 
laboratory experiment in which the level of illumi- 
nation was raised from 3 to 12 footcandles. 


Classification of Increase in rate 


Workers of Working 
Groupi with bettseccyes secu. se oe 14% 
Group<with: poorcrieyes. =e ee 22% 


But More Light is Just Part of the Story 


Whether we work or play, provision is always 
made for light and air. Those things we must have 


to get along. More light, however, is only one of 
the factors that can and must be controlled by the 
lighting specialist if a good seeing environment is 
to result. Quality, control, direction and surround- 
ings play an important part in the correct solution 
of a lighting problem and are deserving of intelli- 
gent consideration. 





Probably the most apparent and at the same time 
most vicious factor of quality is that of glare. It 
is not comfortable to look at the sun when it is 
high in the heavens. Neither is it comfortable to 
look at a sheet of water glistening in the bright 
sunshine. In looking directly at the sun you en- 
counter direct glare. In looking at the sheet of 
water under the bright sunlight you encounter re- 
flected glare. Both uncomfortable and you instinc- 
tively turn your eyes away from them. 


The worker, however, cannot look away from 
his tasks. To perform them he must look at them 
even though the unshielded bulb in his line of 
vision may be uncomfortably bright and is annoy- 
ingly reflected into his eyes by the polished surface 
he may be working on. 


So the illuminating engineer of today recognized 
that supplying light, of the right quality for com- 
fortable eye work, is as important as supplying 
light of the right quantity. 


The following pages offer a list of the many 
vehicles available for transforming raw light into 
sight saving illumination. 


Practically all lighting equipment in use today, has been developed during the last ten years 
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Light for Seeing 


How Much Light is Enough? 


There is no danger of obtaining too much 
light under modern sources of artificial illu- 
mination, properly applied. The best lighting 
systems supply really meager light compared 
to the intensities of daylight. This is apparent 
when we compare 5 to 10 foot candles, aver- 
age indoor values with 500 to 10,000 foot 
candles of outdoor daylight. 


The eye will function and distinguish ob- 
jects under an intensity of less than one foot 
candle. To avoid premature aging of the eyes 
and needless expenditure of nervous energy, 
it is necessary to provide more light than just 
enough for seeing. This can be economically 
done today because of the progress the elec- 
tric industry has made. The cost of energy, 
equipment and lamps has been constantly de- 
creasing and their efficiency has been materi- 
ally increased. 


The desirable quantity of light for any par- 
ticular installation depends upon actual con- 
ditions such as the accuracy of the operation, 
the fineness of the detail to be observed, the 
color of goods worked on or handled, and, in 
the case of stores, the advertising value result- 
ing from the attractiveness of a well-lighted 
interior. 


Many installations supplying 25 to 50 foot 
candles of general lighting are now in use 
with supplementary illumination of from 100 
to 250 foot candles. These have proved to be 
profitable and practical as it is found the 
benefits derived more than offset the slight 
additional cost of operating such a system. 


Any factory, store or office manager look- 
ing for noticeable results from lighting im- 
provements should plan to provide at least 
double the amount of light now in service. 
Any expense for new lighting equipment is 
only justified when an appreciable advance is 
made in the amount of light provided. 














10 Foot Candles (Artificial Light) 


One dollar today buys ten times as much light as it did twenty-five years ago — twice as much as it did ten years ago 
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. Are you using modern lamps in 


. Do you have spotty illumination 


. Are there black sharp Shadows as 


Get the Answers to these Questions 


Many factors can affect your light- 
ing with consequent bad effect upon 
working efficiency. These questions 
will give you an idea as to the plenty 
or poverty of your lighting. 


Are there any bare lamps? 


Are there scattered bright lights? 


obsolete equipment ? 


from too few outlets? 


you hold your hand above desk, 
counter, or workbench? 


. Is your place gloomy and cheerless or is 


it a pleasant place for employees and 
patrons ? 


. Are all your lighting units clean and in 


good order? 


. Are there any gaps in your lighting from 


burned out lamps or empty sockets? 


. Do your lamps burn with a yellow, lifeless 


glow caused by overloaded wiring or im- 
proper voltage? 


Gs 


Bc 
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Are you sure the ceilings and walls are 
painted in the right colors for best results 
from the lighting systems? 


Can your employees or customers distin- 
guish color or fine detail in daylight near 
a window better than under your artificial 
lighting ? 


Do your employees complain of head- 
aches? 


13. Do some of your employees get 
tired more quickly than others? 


14. Are many items returned for credit 
by disappointed customers ? 


15. Can desks be located without re- 
spect to windows and lighting, 
thereby making every foot of 
space available? 


The cost of even the best equipment is the smallest item in the total cost of light 








Light for Seeing 


What Lighting Has Done 


In the Office 
1. Earned many times its cost through speedier 
work and fewer mistakes. 
2. Increased straight typing rate by 10% and trans- 
scribing output by 20%. 
3. Significantly reduced fatigue of ocular muscles. 
4. Increased production on key punch machines 


57% and decreased errors 60%. 


In the Store 


i 


Uo 


Cut selling time from 18 to 20 minutes per sale 
to 11 to 12 minutes, thus allowing same sales 
force to handle more customers. 


Attracted a larger and finer clientele. 


Cut down sales resistance by presenting mer- 
chandise under favorable conditions. 


Reduced returned goods problem. 


In the School 


iF 


We 


Helped to lessen eyestrain and check increase in 
eye defects. 

Given the student with poor eyes a more equal 
chance with those of normal vision. 
Eliminated the handicap of seat location. 
Made for more thorough assimilation of knowl- 
edge, better education and more efficient school 
operation. 


In the Factory 


4, 


Helped to prevent accidents. 

Improved production efficiency and thereby de- 
creased production costs. 

Reduced the possibility of spoiling materials 
and ruining tools and machinery through faulty 
work, 

Insured more accurate work and thereby im- 
proved quality of product. 








Lighting may be valued in terms of dollars, work, sales, spoilage, returned goods, health or SIGHT 
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Recommended Foot-Candles for Industrial Interiors 


Foot-Candles 


Airplane Hangers 
Live Storage 
RED ater CD Eee cerecteesenercercaes *30-50 


Aisles, Stairways, Passage- 
ways 


Fine 


Automobile Manufacturing 


Assembly Line) iiccccacccs-cee *50-100 

Frame Assembly .........--2:-+--0++ 15 

Body Manufacturing— 
IA'SS@MD Mite. seececncsresscrcaeacensrencs 20 


Finishing and Inspecting.. 
...*100 or more 








Boalkeries yp sccrsccccsseresnevsecestecseanossatere 20 
Book Binding : 
Folding, Assembling, Past- 
16) 2 CLG ie cererecectees sovensenaswonenes 10 
Cutting, Punching and 
Stitching . 20 
Embossing ce 
Breweries 
Brew. (HOUSE ecesccc.ces eee 5 
Boiling, Keg Washing, and 
Billing meee ere creas 10 
IBOteh ih g peececerencene aS 
Candy Making ................ = FAQ) 
Canning and Preserving..........-. 20 
Chemical Works rs 
Hand Furnaces, Boiling 
Tanks, Stationary Driers, 
Stationary or Gravity 
Grystalliz in Oo ticcccecceecccsseesm-ee 5 
Mechanical Furnaces, Gen- 
erators and Stills, Me- 
chanical Driers, Evapora- 


tors, Filtration, Mechanical 
Crystallizing, Bleaching.... 10 
Tanks for Cooking, Ex- 
tractors, Percolators, Ni- 
trators, Electrolytic Cells. 15 


Clay Products and Cements 
enliog Filter Presses, 
Kiln Rooms 
Molding, Pressing, 
ing and Trimming 
Enameling aie 
Color and Glazing..............-- 


Cloth Products ; 
Cutting, Inspecting, 
ing— 
Eight, GOOdS eecsesensiccvereaess 20 
Dark Goods........ *100 or more 
Pressing, Cloth Treating 
(Oil Cloth, etc.)— 


Clean- 





Sew- 





Light Goods ee alo) 
Dark Goods 20 
Coal Breaking and Washing, 
Scrécnitig 72a see ee 
Construction 
Indoor Generale 10 
Dalrvs Products yrcscseteencrcecse oe 20 
Elevator — Freight and Pas- 
SCD SOL ee nckae eva ee ed 10 
Engraving *100 or more 





Forge Shops and Welding...... 10 


Foundries 
Charging Floor, Tumbling, 


Cleaning, Pouring and 
Shaking wQut ees. eeee 5 
Rough Molding and Core 
Malin os 0 eee ee 10 
Fine Molding and Core 
Making Piz. 5 20 
Garage—Automobiles 
Storage— 
|B YF a Rr et nc 2 
MALY OM sexe cheacerceescies ees 10 
Repair Dept. and Washing 
waiieaton nemua alsa cud dunsiesansuah ae *30-50 








Foot-Candles 


Glass Works 

Mix and Furnace Rooms, 
Pressing and Lehr Glass 
Blowing Machines .......... 10 

Grinding, Cutting Glass to 
SizemeSilverin gies cress 20 
ine Grinding, Polishing, 
Beveling, Inspection, 
Etching and Decorating 30-50 

Glass Cutting (Cut Glass), 
Inspecting Fine............ *50-100 


Glove Manufacturing 
Light Goods— 
Cutting, Pressing, Knit- 
CLD a geeceeee eee a ccc ees 10 
Sorting. Stitching, Trim- 
ming and Inspecting...... 20 
Dark Goods— 


Cutting, Pressing, Knit- 
CETL Gy ceenteaceeteetaseesnceceseaeceee 
Sorting, Stitching, Trim- 


ming and Inspecting 
doses obevostesvunewsetorete *100 or more 


Hat Manufacturing 


Dyeing, Stiffening, Braid- 
ing, Cleaning and Re- 
fining— 

Light 


Dark 





eat anensv eentoneesestenacbecerctees 20 


Ice Making 
Engine and Compressor 
Room 


Inspecting 





Jewelry and Watch Manufac- 
turing fee ae *100 or more 


Laundries and Dry Cleaning.. 20 
Leather Manufacturing 





AE ers sae Ci elie ee 5 
Cleaning, Tanning and 
St¥etching oye) See 10 
Cutting, Fleshing and Stuff- 
UNG We ohess cencsraecevdasencicsaduasteascaue 15 
Finishing and Scarfing.......... 20 
Leather Working 
Pressing, Winding and 
Glazing— 
Ligh tokiccacessceccsaveresccesecssecasve 10 
Data errs eet eae 20 
Grading, Matching, Cut- 
ting, Scarfing, Sew- 
ing— 
ig hits eieecccs sececteaececercesr ects 20 
Dark 
Lockerg Rooms sees eee 5 
Machine Shops 
Rough Bench and Machine 
WW OL keene oes 10 
Medium Bench and Ma- 
chine Work, Ordinary 
Automatic Machines, 


Rough Grinding, Medi- 
um Buffing and Polishing 20 
Fine Bench and Machine 
Work, Fine Automatic 
Machines, Medium Grind- 
ing, Fine Buffing and 
Polishing fics eee *50-100 
Extra Fine Bench and Ma- 
chine Work, Grinding 
(Fine Work)......*100 or more 


Meat Packing 


Slauphiterin g 9 ese scerenn 10 
Cleaning, Cutting, Cook- 
ing, 


Grinding, Canning, 
Packin gages. cst 


Foot-Candles 

Milling—Grain Foods 
Cleaning, Grinding 
Rolling 
Baking or Roasting... 
Flour Grading 


Offices 
Private and General— 
Close Work 








Paint Manufacturing 


Paint Shops 

Dipping, Spraying, Firing... 10 

Rubbing, Ordinary Hand 
Painting and Finishing.... 20 

Fine Hand Painting and 
Lepganley vevee oe ese ed *50-100 

Extra Fine Hand Painting 
and Finishing (Automo- 
bile Bodies, Piano Cases, 
Ctice) ae eer *100 or more 


Paper Box Manufacturing 










Paper Manufacturing 
Beaters, Machine, Grinding 10 
Calendering 
Finishing, Cutting and 

Trimming 


Plating 
Polishing and Burnishing........ 15 


Power Plants, Engine Rooms, 
Boilers 
Boilers, Coal and Ash Han- 
dling, Storage Battery 
ROOniS Meee eo ee 
Auxiliary Equipment, Oi] 
Switches and Transform- 


erators, 
pressors 


Printing Industries 
Matrixing and Casting.......... 10 
Miscellaneous Machines 
Presses 
Proof Reading........ *100 or more 
Lithographing 
Linotype, Monotype, 

Setting, Imposing, 
and Engraving 


Receiving and Shipping............ 10 


Rubber Manufacturing and 
Products 
Calendars, Compounding 
Mills, Fabric Preparation, 
Stock Cutting, Tubing 
Machines, Solid Tire 
Operations, Mechanical 
Goods Building, Vulcan- 
1Z1n 
Bead 


ing 


Sheet Metal Works 
Miscellaneous Machines, 
Ordinary Bench Work.... 15 
Punches, Presses, Shears, 
Stamps, Welders, Spin- 
ning, Fine Bench Work.. 20 
Tin Plate Inspection.......... 30-50 


Shoe Manufacturing 

Hand Turning, Miscellane- 
ous Bench and Machine 
Work 

Inspecting and Sortin 
Material, Cutting, 
and Welting (Light)........ 20 

Inspecting and Sorting Raw 
Material, Cutting, Stitch- 
Ig (Wank) seen *100 or more 


Raw 
asting 


Foot-Candles 
Soap Manufacturing 


Kettle Houses, Cutting, 
Soap Chip and Powder.... 10 
Stamping, EAP ping and 
Packing, Filling and 
Packing Soap Powder... 20 
Steel and Iron Mills, Bar, 
Sheet and Wire Prod- 
ucts 
Boetre Pits and Reheat- 
Ing eC Urnaces ye eee b) 
Charging and Casting 
FIOGrs Scent ee 10 


Muck and Heavy Rolling, 
Shearing, rough by gauge, 
Pickling and Cleaning...... 10 

Plate Inspection, Chipping.. 30 

Automatic Machines, Rod, 
Light and Cold Rolling, 
Wire Drawing, Shearing, 
finéSby slines ee 15 


Stone Crushing and Screening 
Belt Conveyor Tubes, Main 


Line Shafting, Spaces, 
Chute Rooms, Inside of 
Bins *o2.2s.o eee eed 5) 
Primary Breaker Room, 
Auxiliary Breakers under 
Bins 22 ee ee 5 
SCrCene ROOOISme ete eee 10 
Store and Stock Rooms 
Rough bulky material.......... 2 
Medium or fine material re- 
QUILTING Care We cerseeeereeece 10 
Structural Steel Fabrication.... 10 
SugateGtading ss eee 30 
Testing 
Ough) Vice eee 10 
Finegan ee 20 
Extra Fine Instruments, 
Scalesjectcss *100 or more 
Textile Mills 
(Cotton)— 


Opening and _ Lapping, 
Carding, Drawing- 
frame, Roving, Dyeing 10 

Spooling, Spinning, 
Drawing-in, Warping, 
Weaving, Quilling, In- 


specting, Knitting, 

Sishing (over beam 

end). ee eae 20 
(Silk)— 


Winding, Throwing, Dye- 





ine sresvevepteccessscnssuteecetocnaed 15 
Quilling, War ing, Weav- 
ing and Finishing— 
LightsGoods ise 15 
Dark iGoodsa eae ne 30 
(Woolen)— 
Carding, Picking, Wash- 
ing, \Gombingwe= ae 10 
Twisting and Dyeing........ 10 
Drawing-in, Warping— 
Light) Goods ==. 15 
Dark Go0dS$ .....sccs-coceee 30 
W eaving— 
Light Goods ..... Eas, Tb) 
Dark? (Goods. cee 30 
Knitting Machines ........ 20 


Tobacco Products 
Drying, Stripping, General.. 10 
Grading and Sorting 


dibadessccacacnasieaeonense *100 or more 
Toilet and Wash Rooms........ 5 
Upholstering 
Automobile, Coach and 
Furniture) 2.2 ee 20 
Warehouse (2 See eee 5 
Woodworking 
Rough Sawing and Bench 
Woks. eee 10 
Sizing, Planing, Rough 
Sanding, Medium  Ma- 
chine and Bench Work, 
Glueing, Veneering, 
Cooperage 7 eee 20 
Fine Bench and Machine 
Working, Fine Sanding 
and: Finish. 222 eee 30 


The illumination under the shade of a tree on a summer day is a thousand “foot-candles” 
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Recommended Lighting Levels 


Recommended Foot-Candles for Commercial Interiors 


Foot-Candles 


Armories 
ri SHEdS Mocs ecee cca er eee 10 
Exhibition Halls  ...:.2.......... 10 
Art Galleries 


5 
On Paintings (Local)....*50-100 


Auditoriums 


a 





BALDOR ONIO Pe crertasttcccotecessecceseseset LD 





Baseball—Indoor Games.......... 20 
pas Ct bal ie eecc sees ceescteceecseoscce 20 
Bowling—On Pins (local)...... 20 
Bowling—On Alley ...............-. 10 
Billairds—On Table (local).... 30 
Billiards—General  ..............-.--2 10 
Cars 
Baggage, Day Coach, Din- 
rhavegy | eden D bea tay Ue er eens 10 
Mail— 
age Racks ies coe ecrcsssecers 15 
Letter Cases ... 15 
EOLA I Ci cecesreerne seastcostercasencts 2 
Street Railway and Subway 10 
Churches 
PAUTCIEO LI OY ge cesecsestscet eeceetease 5 


Sunday School Room.... 
Pulpit or Rostrum 


Club and Lodge Rooms 
Lounge 
Reading Room 








RSOUL Car EC OOMDS Wi retectencseectteeeceeeeecae 
Dyance mirlallsigeesee segs acer 5 
Depot—Waiting Room ............ 10 
DirAatting me ROOM gee. apes 30 
Elevators 

Freight and Passenget.......... 5 


Fire Engine House : 
hen Alarm is turned in.. 10 
INE (Ohietpe dhl ee eee ee 2 


Foot-Candles 


Gymnasiums 

Main Exercising Floo.......... 15 
Swimming Pool ......:...ccccccsc0 10 
Shower Rooms 





Locker Rooms 
Fencing, Boxing, Wrestling 20 


Halls, Passageways in 
Interiors .... 


Handball 


Hospitals 
Lobby and Reception Room 5 
Corridors 
Wards (with local illumina- 








RIOT) nese vacee veanccesececstrancen *30-50 
Privates ROOMS) etccencces-cscass 10 
Night Illumination .............. 0.2 
Operating Table (Local) 

Rss debcsecacedesdccevesvene *100 or more 
Operating ROOm) pees 20 
Waboratories aectessnc teen pees 20 

Hotels 
SOD yb ccecscnsecerecases: oeeet en consaseene 10 
Dining) Room! fieeetsce ssc 3) 
ItCh Agee eee ee 10 
BedLO OMS Meeeceeccnsrce cers ccrsezetece 10 
GCOLtIdOLS a eecnreee ne cee Z 
Writing Room <.............. *30-50 
Library 
Reading Rooms .............. *30-50 
Stack wR OOM ieceecstsscecceerccenoe: 10 


Moying Picture Theatres 
During Intermission 
During Pictures 





Museum 
General 
Special Exhibits (Local) 50-100 


Office Buildings 
Private and General 
flices— 
Close Work 
No Close Work... 
File Room 
Vault 





Post Office 
Lobby 
Sorting, 


Mailing, 
Storage 


Foot-Candles 











Post Office 
Private and General Offices 20 
File Room and Vault.......... 10 
Corridors and Stairways...... 2 
Professional Offices 
Waiting (ROOM) cctecreszeees 10 
Consultation Room ... reed) 
Operating Offices ......cc..cccccces 20 
Wentale Chairiacnese eee *30-50 
Railway 
Depot—Waiting Room ........ 10 
sLicket gO ihcesp ee neste ee 20 
Rest Room, Smoking Room 10 
Baggage Checking Office...... 115) 
Stora gel sacs ee ne 5 
Concourse 5 
Train Platform 2 
Restaurants, Lunch Rooms 
and Cafeterias 
Dining vArea ease ceeceee 10 
Roode Displays eco *30-50 
Schools 
FATICICOLIUIN ieee eeee errs 10 
Class Rooms, Library and 
Oicews sen 20 
Corridors and Stairways...... 5 
DOTA With Gree eee eee 
Laboratories <........... 
Manual Training ... 
Sewing? Rooms \c..ccsccecerse 
Sight Saving Classes........ *30-50 
Studys RN OOMiSta steers 20 
Desks and Blackboard......... 20 


Show Cases 
Four times that of store 
proper. 
Show Windows 
Large Cities— 
Brightly Lighted District..200 
Secondary Business Loca- 
tions 
Neighborhood Stores........ 50 
Medium Cities— 
Brightly Lighted District..100 
Neighborhood Stores 
Small Cities and Towns...... 
Lighting to Reduce Day- 
Fie Window Reflec- 
Sasstacedsepesscctoseaczecrs 200-500 


tions 


Foot-Candles 
Sr ere en earen and Large 
t 







Specialty 
Mai RLGOree tecsscrtect eee ee 20 
Basements store eo 15 
Stores—Medium Size and De- 
partments in Large Stores 
Ua cenceeaucenaussasancassertetesetcarenseece 1 
Automobile Supply .............. 20 
Bake mShopy sate 20 
BOOK Gyn tate cane 20 
GHinaiives 22h net hae oe oes 15 
Cigar ee 15 
Clothing pa ae 20 
Confectionery = 20 
Dairy Products 20 
Decorator “.2.2 15 
Drugeee= 15 
Dry Goodsune.ss 20 
Blectrical #Supply geese 20 
PIGE Stim eee eee oe eee 15 
Hattie: tee e see es 20 
Burniture .tc2:.seeen ee 20 
GLOCeryan ee eee 20 
aberdasherypuseeerens 20 
Hatd ware Seer ee 15 
Hate eee rn eee 20 
Jewelry, = .tacu2 eee, 20 
Leather, Handbags and 
Trunks e220 eee 20 
Meat hecho rn oe ees 20 
Millinery 20 
Mu siG Ves arent een 20 
INO EONS A esc eee ees 20 
Plano pcre eee 20 
Shoe. ene RBar ee 20 
Sporting Goods 20 
EL atl Oreos 20 
Tobacco .... 15 
Wiariety a Storeia.ee ee 20 
Telephone Exchanges 
Operating Rooms ................ 10 


Terminal Rooms 
Cable Vaults 





Theatres _ 
Auditorium 





*IJlumination of this order may in some instances be provided from a general lighting system. In other cases it will be found more economical 
to provide a combination of general lighting plus supplementary. Especially in the latter case, the direction of light, diffusion, eye protection, 
study of direct and reflected glare, as well as elimination of objectionable shadows are all vitally important and must be considered. 


FOR RECREATIONAL LIGHTING 
Foot-Candles 





Infield 
Outfield 


Baseball—Soft Ball 
Basket Ball 





Bathing Beaches 





ssi FET Cb anew 30 
Bowling tiecre eres dccscerccseene 30-50 
Boxing 
OBES Heer cca teas teaser cecrecssocecuce 2 
Ring— 
PA ITIALC UIE acevesceccccecascreccaceasesee 100 
Professional E 
Championships tas tcossece 500 
CT OCIA OLE ene cae etaspceenes 10 
MSrOCUet Beta terrae a Cee 5 
Football 
SYSE TG ate ee Ane slat ae ree 2 
Field— 
PFACTICOD Vantec 10 
Kora OS eee ee ech 20 


Foot-Candles 





Gymnasiums 
Main Exercising Flooc.......... 15 
SHOW ers ROOMS Wercieeetssstecsance 10 
Locker Rooms ...... re 


Fencing, Boxing, Wrestling 20 





Is Griveloy tl be apie ee ee ee aoe 30 
Horseshoe Pitching ............-....- 10 
TCemiOCK Cygierc teteeee es eeses ctf aack 10 
Play SrOund See eerecre ees 5 
Rolo meee rk ok ye eS 5 
IRACQ UCL ematcencniceseeescrtsa sate eeares 30 
TROQUC Iie cee terse ee oe ek 5 
Skating Rink (Indoor)............ 10 
Skating (Outdoor) ...........2......-. 5 
STC TUE TS 0h es Saale to ee eres 30 
Swimming Pools ...................-+ 10 
Table Tennis—Ping Pong........ 30 
Target Shooting (On Target) 30 
OT OragNS ae eee cso n pa coven cooks 20-50 
PTopogeag wolides yee asa 2 


Trap Shooting (on bird at 
trap) 


Volley Ball 








FOR OUTDOOR LIGHTING 


Foot-Candles 
Automobile Parking Spaces.... 1 


Bulletin and Poster Boards 
Bright Surroundings 


MightySurkaces ees 50 
Darke Surtaces: eecose cee 100 
Dark Surroundings 
Right) Suttaces | esses... 20 
Darky Surfaces oe eee en 50 
Building 
Construction Work .............. 5 
EXCAV ACO Mim cesses seneeeees tan ene 2 
Building Exteriors and Monu- 
ments—Floodlighted 
Bright Surroundings 
Right Surtacesy ncecsasecce-ee 10 
Dark jSurfacesi-sa- eee 20 
Dark Surroundings 
ieht Surbaces! aiseeentaceeece 5 
Darke Surtaces eas eeeere ae 10 
Church Windows (Art Glass) 
Sapavdiecvoiccosauscereueiueccassaateans 20-200 
Circus 





Foot-Candles 








Delt Fields mee scns-ecee > 
Flags—Floodlighted © ............ 30-50 
Gasoline Filling Stations 
At oPunipsiy sass eens 20 
Yard and Driveways.............. 5 
Loading a DOCKS =a ae nS 
Eumbers Yards tes. eeet ee 1 
Motordromes 
SGats) ice ene ee 2 
aT Pak Sites steue eee eee 20 
Monuments (See Building Ex- 
teriors) 
Piers 
Brerghtiencc. i cate ee 
Passenger ee ee 
Prison atds) cee eee 
Protective Industrial .... 
Quarriesi7 ae re 
Railroad Yards 
Receiving <2. eee 0.1 
Classification) sees coe 0.2 
Signs—Painted (See Poster 
Boards) 
Ship Yard Construction............ 5 
Storage. “Yards 9. ees 1 


illumination far less than ten foot-candles are prevalent in homes and offices 
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Method of Solving Lighting Problems 


Step 1— Spacing Layout 

Sketch the Floor Plan of the room to be lighted and 
arrange outlet spacing symmetrically with respect to bays, 
columns, or other architectural features. Table I gives the 
usual spacing as well as the maximum allowable spacing for 
various ceiling heights, assuming the units are mounted as 
high as possible. 

Determine actual area per outlet and apply in Table III. 


EXAMPLE 
(References Marked + in Accompanying Tables) 


eb 
ig 
Bee, ae 10-8" ——=-5 +4" 


SCHOOL CLASSROOM 
32-0 X 22-0" 


O je) 


CEILING HEIGHT 12'-O" © 


oO" 


I 











Typical layout for school classroom—Semi-indirect or 


indirect lighting—(Type D or E). Recommended—20 


footcandles. 

From Table I 
Maximum spacing allowable...................... 12 ft. 
Actual spacing ised cna rte ce ee 1024 x 11 ft. 
Area, Der outlet inate eee eee 117 square feet 


From Table Il 
Conditions Factor=A 


From Table Ill 


Under Types D and E units—opposite 110-125 square 
feet—conditions A show a 500-watt lamp will produce the 
required footcandles. Properly wired, 750-watt and 1000- 
watt lamps may be used in the future. 


Table I— Spacing of Lighting Outlets 


Spacing Between Outside 


Spacing Between Outlets Outlets and Wall 

















Ceding: | | ee Approx. 
Height Aisles or Area per 
(Or Height Maximum Storage |Desks, Work- Outlet 
in the Usual (For Units at}} Next to |benches, etc.,|| (At Usual 
Clear) Ceiling) Wall Against Wall|} Spacings) 
Not more Not more 
(Feet) (Feet) than* Usually than* (Sq. Ft.) 
8 7 7% one- 3 50-60 
9 8 8 5 60-70 
10 9 9 half 34% 70-85 
11 10 10% 3% 85-100 
120+ 10-12 f 12 + actual 314-4 100-150 
13 10-12 13 spacing 34-44% 100-150 
14 10-13 15 4-5 100-170 
15 10-13 17 between 4-5 100-170 
16 10-13 19 4-6 100-170 
18 10-20 21 units 4-6 100-400 
20 18-24 24 5-7 300-500 
20 and up 20-30 30 5-7 400-900 








pet 
*Where it is definitely known that some form of indirect lighting will be used, 
the maximum spacing between outlets may be increased about two feet, and 
the distance from the outside outlets to the wall may be increased by one foot. 


Note: Column 2 in Table III gives the minimum mounting height for Direct 


Lighting Units (Types A, B and C) for the actual spacing used. Suspension 
distance of indirect units (Types D and E) largely a matter of appearance. 


Step 2 — Interior Conditions 


Classify the room and maintenance conditions into one of 
the three classes in Table II. This takes into account the 
proportions of the room, interior finish, and maintenance 
conditions, each of which bear an important relation to 
lighting results, 


Apply this “conditions factor’ in turn in Table III. 
Table II — Classification of Interiors 


CONDITIONS FACTOR 


Inprrect-LicHTING 
Tyres D AnD E 


Drirect-LicHTING 
Types A, B ann C 


Approximate Color 
Proportions | Ceiling 





















































of and 
Room ee Maintenance Maintenance 
idewalls 
Very Good Fair 
Width Light A A 
4 times Medium A A A B 
ceiling sd EST 
height Dark A B c Cc 
Width Light A B At B 
2 times | Medium A B B o 
ceiling 
height Dark B Cc C : 
Width Light B C B Cc 
equal to | Medium c G C . 
ceiling 
height Dark co € Cc * 
Area Per Outlet crea tier! 
eaesave Lighted Reflector ye Sse 
S 2 to 
Approximate Spacing ber Se Than 
55-65 Sq. Ft. A 
or WIN B 
734'x734' Spacing Cc 
65-75 Sq. Ft. A 
or 8’ 6” B 
814'x814! Spacing Gc 
75-85 Sq. Ft. 3 A 
or 6 8h” B 
9’x9’ Spacing os e 
85-95 Sq. Ft. 3 A 
or oS 9/0" B 
9 14/x9 14’ Spacing 5 G 
95-110 Sq. Ft. 4 A 
or ria | O68 B 
10’x10’ Spacing ! Cc 
—$ NAN 
110-125 Sq. Ft. + ei At 
or 2 100” B 
11’x11’ Spacing 5 CG 
125-145 Sq. Ft. € A 
or 3B 10'6” B 
1134’x11 4’ Spacing = Cc 
145-170 Sq. Ft. A 
or IO" B 
12 14/x12 Spacing C 
170-200 Sq. Ft. A 
or 11’ 6” B 
13 14’x13 4’ Spacing Cc 
200-230 Sq. Ft. A 
or 12’ 6” B 
1434’x1434’ Spacing Cc 
230-260 Sq. Fr. A 
or 13%0* B 
15 14'x15 4! Spacing Cc 
260-300 Sq. Ft. A 
or 13’ 6” B 
1634’x1634’ Spacing C 
300-340 Sq. Ft. A 
or 14’ 6” B 
18’x18’ Spacing cS 
340-390 Sq. Ft. A 
15’ 6” B 


or 
10’x10 Snacing 


Q 


a  S 
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Solving Lighting Problems 





Step 3—Foot Candles Produced—Equipment Types, Lamp Sizes 


When the lighting layout has been made, the type of under the conditions of use. Choose the lamp size necessary 
equipment selected, and the conditions established in ac- to produce the foot-candle standard recommended for the 
cordance with previous discussion, refer to Table III to particular application at hand. For recommended foot-candle 
obtain the foot candles produced by the various sizes of lamps standards, refer to pages 12 and 13. 


Table III — Illumination values calculated for various lamp sizes in various equipment types 




























TYPE A 
Direct Lighting 


TYPE B 
Direct Lighting 


UNGAR (C 
Direct Lighting 


TYPE D 
Semi-Indirect Lighting 


DY PEeE 
Indirect Lighting 




























































Wiis Oeen ela e N 

pees QOS RKO ee 
Traaetonw « 7 \y OTH } 

QT Tp PAE | SRLS | FEA WE 

SALI | SOHO | PSCXLETI ES Bi ere Bz 

OPT | ONE S| BSCR EPO SY iS 








Average Foot Candles Average Foot Candles Average Foot Candles Average Foot Candles Average Foot Candles 


150 200 300 500 200 300 500 750 150 200 300 500 200 300 500 750 300 500 
Watt | Watt | Watt | Watt | Watt | Watt | Watt | Watt | Watt | Watt | Watt | Watt | Watt | Watt | Watt | Watt | Watt | Watt 




















15-18 | 21-26 |... 10-14 yee 0 aoe 27-43 |. 
AAS el o16-21 7-10 14-22 |.... 16-27 |.. 
9-11 | 13-16 6 10-14 13-16 |... 
13-16 | 18-22 9-13 19-25 23-35 
10-13 | 13-18 69 12-19 14-23 
8-10 | 11-13 6 8-12 11-14 
11-14 | 15-19 8-11 | 11-17 | 18-28 16-22 19-32 
8-11 | 12-15 58 8-11 | 13-18 10-16 13-19 
78 10-12 5 6-7 10-12 7-10 9-13 
10-12 | 14-17 | 23-28 | 41-50 } 12-15 7-10 | 10-14 | 17-24 | 30-43 8-11 | 14-19 18-25 
8-10 | 11-14 | 17-23 | 30-41 9-12 5- 79 11-17 | 19-30 5-8 9-14 13-18 
68 9-11 | 14-17 | 25-30 79 5-6 7-11 | 13-19 5) 6-9 9-11 
8-10 | 12-15 | 21-26 | 38-46 | 11-13 69 9-12 | 15-21 | 27-37 7-10 | 12-17 16-25 
68 10-12 | 16-21 | 29-38 8-11 6 6-8 9-15 | 16-27 5-7 8-12 10-16 
5-6 8-10 | 13-16 | 23-29 GB 1013845202251 230-34 fee 5 69 11-16 5) 5-8 7-10 
79 10-13 | 18-22 | 3239 | 9-11 5-7 8-11 | 13-19 | 23-34 | 69 11-15 | 20-277] 30-41 7-12 | 14-22 
6-7 8-10 | 1418 | 25-32 | 7-9 5 5-7 8-13 | 14-23 6 7-11 | 13-20 | 20-30 7 8-14 
5 78 12-14 | 21-25 Smee Oet dai 15-20) | 22-90) 9 Sores eee 68 1114. (| Sa 5-7 9-13 | 1420 J ou... 68 
68 9-11 | 15-19 | 27-34 8-10 | 13-17 | 24-31 | 36-46 79 11-16 | 19-28 | 5-7 9-13 | 17-23 | 26-35 | 6-10 | 11-18 
56 79 12-15 | 21-27 | 68 10-13 | 18-24 | 27-36 5-6 7-11 | 13-19 5 69 11-17 | 17-26 6 7-11 
5 6-7 10-12 | 17-21 5 8-10 | 14-18 | 21-27 5-7 9-13) ease 6 Spe elo 7 pee 5-7 
5-7 79 13-17 | 23-30 | 68 12-15 | 21-26 | 31-39 5 68 9-14 | 17-25 6 8-11 | 15-20 | 23-30 | 5-9 10-16 
5 6-7 10-13 | 17-23 5-6 O-12)5116-210 24-31) een 69 P1170 eee 9-15 | 14-23 5 6-10 
ripaastantd 5-6 8-10 | 15-17 5 79 13-16) |(°19-24) | cee 6 failed pee 5 69 014) Ie 56 
68 11-14 7 18-26 | 5-7 8-13 
5-6 8-11 5 P2718). | ee eae 5-8 
bs 5 78 S12 eee 5 
=! 5-7 10-12 15-21 6 7A1 
Lees 5 7-10 1015) 22 7 
on RES ae 67 3410) | Sas oe Sa 
8-10 14-18 5 6-10 
68 014) ) 6 
5-6 69. | ee 
79 12-17 5 59 
6-7 O12 [eee 5 
Foy i Cee Vo ygl Rae tied he peed We PoP WTS a ee ec ARRY oS ed eet fai en SRN ol hee ar | iis Ye poe eee (cee eae | ee ne 
68 10-14 ae 57 
5-6 S40) | en ee 
5 Bick [eee ee 
5-7 Sea PAR | Ae hemes 6 
5 69 e 








GENERAL ELECTRIC SUPPLY CORPORATION 


Adequate Wiring Lowers Lighting Costs 


The efficient and economical production ot 
light requires wiring of sufficient capacity to 
carry energy from the service switch to the 
lamp socket without excessive voltage drop. 
Loss of energy in the circuit and uncertainty 
in the voltage available at the lamp socket 
when the lighting is in use result from voltage 
drop, and are of serious import if the drop ts 
great. 


The maintenance of a fairly uniform out- 
put of light from a lamp can only be obtained 
if the voltage drop is limited to a relatively 
few percent. 


A change of one percent in the voltage de- 
livered at the lamp socket changes the candle- 
power of the lamp several percent. A 115-volt 
lamp burned at 110 volts will produce but 
86% of its normal light output and for each 
watt consumed at 110 volts it produces 8% 
less light than it would for each watt used at 
115 volts. If the 5 volt differential resulted 
from poor wiring instead of the improper se- 
lection of lamps, a 12% loss in efficiency, or 
lumens per watt, would result. 


In order to avoid a reduction in light out- 
put the wiring drop should not excecdio 7, 
and at least part of this drop should be com- 
pensated for by a service entrance voltage 
that is maintained a few volts higher than the 
labeled voltage of the lamps. 


An analysis of the cost of producing light 
with different amounts of voltage drop indi- 
cates the economy of providing sufficient cop- 
per to bring the drop down to at least three 
percent. The cost of energy, the cost per outlet 
for wiring with different sizes of wire, the num- 
ber of hours use per year of the lighting in- 
stallation and the size and cost of the lamps 
used, all enter into the problem. Voltage 


drop, resulting from poor wiring, represents 
a loss of energy that has to be paid the same 
as if it were consumed by the lamps. Further- 
more, if this voltage drop contributes to the 
undervoltage operation of the lamps, the re- 
duced efficiency of light production must also 
be charged against poor wiring. When lamps 
are operated undervoltage, the operating ex- 
pense is reduced, because the lamps consume 
less energy and have a decreased rate of re- 
placement. The reduction in light output is 
greater than the reduction in operating cost, 
so the cost per unit of light is increased 
above that which it would be if the lamps 
were run fully up to their labeled voltage. 

In wiring a building that is to render ser- 
vice for a number of years, provision should 
be made for a probable increase in electrical 
requirements, by providing more wiring ca- 
pacity than is actually required for present 
needs. Levels of illuminaton have been 
steadily increasing and will undoubtedly con- 
tinue to do so as people become conscious of 
the relation of lighting to visual sense; the 
dominant factor in human behavior and the 
one responsible for most of their usefulness, 
happiness and comfort. 

For general lighting, there should, in gen- 
eral, be one branch circuit for each 400 
square feet or less of working space or rent- 
able area. No wire smaller than No. 12 should 
be used in branch circuits. If the run from the 
panelboard to the first outlet is over 50 feet, 
No. 10 wire or larger should be used in this 
part of the circuit. The initial watts per cir- 
cuit should not exceed 1000. 

Runs exceeding 100 feet from. the panel- 
board to the first outlet should be avoided 
wherever practicable by relocation or addition 
to panelboards. 


Recommendations for adequate wiring for the efficient operation of 
Lighting Equipment, as well as a complete listing of wiring materials, 


are given in our new 480 page WIRING BOOK No. 37W. If you do 
not have a copy one is available for you upon request. 





Inadequate Wiring is Costly 
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Miller-Ivanhoe Equipment 


Ivanhoe Lighting Equipment for Industrial, 
Commercial, and Residential Requirements 


Because of the nation-wide publicity and editorial 
support given to the Better Light — Better Sight 
movement, the public has become definitely con- 
scious of the importance of good lighting, and is 
becoming more critical and demanding, in the mat- 
ter of PROPER lighting, every day. As that con- 
sciousness has grown, so has the appreciation of 
IVANHOE lighting 
equipment, which, 
backed by 31 years of 
pioneering and man- 
ufacturing experi- 
ence, stands for the 
most scientific design 
and widest range of 
equipment meeting 
market requirements, 
and for Quality, De- 
pendability, and 
Value. 

IVANHOE makes 
each field of lighting 
— industrial, com- 
mercial and residen- 
tial—a highly spe- 
cialized art. There is 
no new development 
of science, in any of 
these fields, which is not immediately known to us. 
On the heels of knowing follows engineering ex- 
periment, new design, and factory development. 
Result — the best lighting job in all fields 
and first on the market for dealers and contractors. 


Consider the factory—as complete and modern 
a plant as there is in all the lighting equipment 





Factories—The Miller Company, Meriden, Connecticut 


industry. Rolling mills, foundries, spinning rooms, 
press rooms, plating rooms for all forms of plating 
including chromium, continuous welding processes 
which add to the mechanical strength of reflectors 
and greater flexibility of design, Photometric Labo- 
ratories, and a fully equipped plant for steel porce- 
lain enameling—one of the very few plants devoted 
exclusively to the 
production of light- 
ing equipment 
(which alone makes 
possible the mainte- 
nance of maximum 
reflecting efficiency). 
Also — important — 
we use electric fur- 
naces exclusively, thus 
ensuring perfect heat 
control and elimina- 
tion of dust particles 
(both of which in- 
fluence reflector per- 
formance). Also — 
important — we use 
Alzak finish on alum- 
inum reflectors to pre- 
serve the reflecting 
surface against de- 
preciation without sacrificing the control of light. 

We illustrate and describe on the following 
pages, complete lighting equipment—the newest, 
most scientifically correct, most dependable — for 
every type of interior, whether in factory, office, 
school, church, store, hospital, public building or 
the home. Each unit the best unit for the best light- 
ing job. 


Ivanhoe Commercial Fixtures have this Important Patented Feature 


Most Ivanhoe commercial fixtures are supplied standard 
with MS843 stem which terminates at the ceiling in a pat- 
ented die cast hickey constructed of two parts keyed to- 
gether. The upper portion threads to the ¥g-inch stud in 
the outlet box; the lower portion is on the fixture stem. 
The wired fixture is raised into position and the two 
hickey parts keyed together without turning or threading 
the fixture, or twisting the wires. The hickey is adjustable 
in length and supports the fixture item flexibly without 
rotation. This flexible connection permits the fixture to 


swing through an angle of 20°. With this hickey construc- 
tion, the installer can shorten a fixture with a hack saw 
and hand drill without re-threading any parts. Stems are 
available in standard stock lengths—12”, 14”, 16”, 18”, 
20”, 22”, 24” and 30”. This assures faster delivery in that 
stocks of these standard length tubes are always available. 
In ordering other than standard lengths, the nearest stock 
length should be selected as special lengths are made to 
order only and are subject to a deferred delivery. 


Delivery Schedule 


A” Items so designated have been considered very ac- 
tive items, and shipments of normal requirements may be 
expected within forty-eight hours from receipt of order 
at the factory. 


“B” Shipments of normal requirements of items so desig- 
nated may be expected within one week from receipt of 
order at the factory. 


“C” Shipments of normal requirements of items so desig- 


nated may be expected within two weeks from receipt of 
order at the factory. 


‘"D” ‘Items so designated are not carried in stock, and are 
made up after orders are received. Average expectancy of 
shipment within three to four weeks. 


Note: The above applies to regular catalog material. Any 
variation or special requirements have to be considered 
as “special orders”, and are handled as quickly as the na- 
ture of these special requirements may permit. 
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GENERAL ELECTRIC SUPPLY CORPORATION 
SCHEDULE F F. O. B. Factories 


Inspected by Underwriters’ Laboratories. 


Ivanhoe Helmet 


The Helmet is an open type semi-indirect lighting unit. It con- 
sists of a pleasingly simple suspension fixture which supports a grace- 
ful, flaring bowl of pressed Sudan glass. When it is illuminated, the 
small amount of light transmitted through the glass produces a warm 
ivory glow of low brightness; the high percentage of light reflected 
upward is sufficiently spread to produce uniformly lighted ceilings. 
These characteristics, together with its high efficiency, make this unit 
ideal for the lighting of offices, schools, stores, hotels, and similar 
interiors. Available with or without metal trim. 


The fixture side rods supporting the glassware are equipped with 
a simple locking device making it impossible for the glass to acci- 
dentally detach when raised or struck at the bottom. 


In order to facilitate wiring of the fixture the socket cover is 
arranged so that it may be slipped up the fixture stem by releasing 
its lock ring, exposing the socket for easy wiring. 





S 2 
7 Zonular Distribution of Light 
THE Percentage Total 
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To secure a uniform level of illumination it is recom- 
mended that a spacing be used which does not greatly 
exceed 114 times the height of ceiling above the work- 
ing plane. The distance of the units from the ceiling 
should be approximately % the height of the ceiling. 





THE HELMET COMPLETE WITH GLASS AND ORNAMENTS 







List Price Dimensions—Inches Std. Pkg 

Ve Catalog Each, Del. Number and Lamp Type Dia. Lgth. Mtg. Leth. » We. 

THE Number Complete Code Size of Glass | Wattage Socket Tube Stem Hgt. Ov'll, Qty.Lbs. 
HELMET M 1129x14Sudan $11.00 C 6299x14 Sudan 200 Medium 14 18 25 30 1 10 
MO1130x18 Sudan 16.60 B 6299x18 Sudan 300-500 Mogul 18 18 26 33 1 2 

M 1149 M_ 1149x14 Sudan 20.00 C 6299x14 Sudan 200 Medium 14 18 25 30 rt fib 
MO 1150 MO1150x18 Sudan 30.00 C 6299x18 Sudan 300-500 Mogul 18 18 26 eenOe 1 25 
M_ 1179x14 Sudan 20.00 C 6299x14 Sudan 200 Medium 14 18 25-30 Tees 

MO1180x18 Sudan 30.00 C 6299x18 Sudan 300-500 Mogul 18 18 26ue oe {722 


Fixtures are supplied standard not wired. Wire and socket attached. Fixtures F.O.B. Meriden 
Conn. Glassware F'0.B Monaca, Pa. Fixtures standard with MS843 stem. All fixtures supplied 
standard in Nuvon finish. Metal trim on glass is supplied in Nuvon with polished trim. 

Nuvon finish is Satin Aluminum in appearance. Mounting height is the distance from ceiling 
to top of glass. 


Replacement Glass, Schedule E, F. O. B. Factories } 


Std. Pkg. 
List Price Del. Dimen. In. For Use Wt, 
Catalog Number Each Code Diam. Depth Fixture No. Qty. Lbs. 
6299x14 Sudan 3 BH $4.95 Cc 14 5 M-1129, M-1149, M-1179 2 14 
6299x18 Sudan 3 BH 9.33 B 18 63% MO-1130, MO-1150, MO-1180 2 35 


Mogul socket fixtures can be supplied with special Tri-Lite socket for use with the 
Mazda double filament lamp bulbs at a price of $0.60 list each additional. Add TRI to 
catalog number when desired this way. 


Tri-Lite switch for 2 filament socket, $1.65 list each. 
Extra length stem and wire, Nuvon, $0.60 list per foot. 
Standard Canopy switch, $1.65 list each. 


THE 
HELMET 


M 1179 
MO 1180 
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SCHEDULE 'F 





Ivanhoe Commercial Lighting 


F. O. B. Factories 


Inspected by Underwriters’ Laboratories. 


Ivanhoe Metro and Mayfair 


THE METRO 


The Metro is a popular open type semi-indirect lighting unit, It 
consists of a pleasingly simple fixture which supports a gracefully 
constructed bowl of blown Genco glass. While the bowl when 
illuminated is of satisfactory low brightness, it transmits an ap- 
preciable amount of light directly to the working plane. The major 


» portion of the light, however, is reflected upward and is sufficiently 


spread to produce uniformly lighted ceilings. This bowl is plain 
and is available with or without attractive metal trim. These char- 
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dentally detach when raised or struck at the bottom. 


Zonular Distribution of Light 
Percentage Total 
Lamp Lumens 





To secure a uniform level of illumination it is recommended that 
a sPe1a8 be used which does not greatly exceed 114 times the 
height of ceiling above the working plane. The distance of the 
se from the ceiling should be approximately % the height of the 
ceiling. 


THE MAYFAIR 


The Mayfair is a semi-indirect lighting fixture embodying a recent 
achievement of a noted manufacturer of molded plastics. The bow] 
of this fixture is.a plastic that combines the physical characteristics 
of such material with the beautiful and efficient illumination quali- 
ties of lighting glassware. 


Molded under intense heat and pressure the lighting bowl is a 
translucent shell, lighter in weight than glass but having a similar 
smooth, hard surface that is impervious to moisture and therefore 
easily cleaned. The resilience of the material enables it to withstand 
shock that would shatter glassware. Other admirable qualities are 
its resistance to high lamp temperatures, resistance to corrosion and 
the permanence and uniformity of its properties and structure. 


The unlighted bowl is cream color and when illuminated it be- 
comes translucent with a warm ivory glow of low uniform bright- 
ness. The greater portion of its light is reflected upward at a wide 
angle, providing semi-indirect lighting of high efficiency suitable 
for offices, stores, fine shops, hotel rooms, and similar interiors. 


Zonular Distribution of Light 
Percentage Total 





acteristics, bopehnes with its high efficiency, make this unit suitable 
ools, stores, hotels and similar locations. 

The fixture side rods supporting the glassware are equipped with 
a sop locking device making it impossible for the glass to acci- 
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To secure a unitorm level of illumination it is recommended that 
a spacing be used which does not greatly exceed 144 times the 
height of ceiling above the working plane. The distance of the 
units from the ceiling should be approximately % the height of the 
ceiling. 
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MAYFAIR METRO COMPLETE WITH GLASS AND ORNAMENTS 
Dimensions — Inches 
List Price De- Number L; r 
Catalog N Each livery and Size ape ype Length 

see Saad Canes Code of Glass Wattage Socket Diam. Tube Mtg. Length 

Stem Height Overall 
M 1131x14 G ‘oO 11.00 B 52072x14 Genco 200 Medium 14 18 26 30 1 
MO 1132x18 Genes $16.60 B 52072x18 Genco 300-500 Mogul 18 18 26 33 1 
MO 1133x22 Genco 35.00 C 52072x22 Genco 750-1000 Mogul 22 22 28 36 1 
M 1163x14 Genco 20.00 B 52072x14 Genco 200 Medium 14 18 26 30 1 
MO 1164x18 Genco 3,00 B 52072x18 Genco 300-500 Mogul 18 18 26 33 1 
MO 1166x22 Genco 57.00 C 52072x22 Genco 750-1000 Mogul 22 22 28 37 1 

THE MAYFAIR COMPLETE 

MO 1291 15.18 A =. 300-500 Mogul 18 18 25% 3314 1 


Catalog Number 


REPLACEMENT GLASS, THE METRO, SCHEDULE E, F. 0. B. FACTORIES 


Dimensions — Inches 


52072x14 Genco 
52072x18 Genco 
52072x22 Genco 


Fixtures are sep 


Fixtures standard wi 
polished trim. 


3 BH 
3 BH 
3 BH 


lied standard not wired. Wire and socket attached. Fixtures F.O.B. Meriden, Conn. : 
MS843 stem. All fixtures supplied standard in Nuvon finish. Metal trim on Metro glass is supplied in Nuvon with 


List Price Delivery For Use with 
Each Code Diam. Depth Fixture Number Qu 
$ 4.95 B 14 4% M-1131, M-1163 
9.33 B 18 7 MO-1132, MO-1164 
25.83 Cc 22 9 MO-1133, MO-1166 


Nuvon finish is Satin Aluminum in appearance. Mounting height is the distance from ceiling to top of glass. 


Mogul socket fixtures can be supplied with special Tri-Lite socket for use with the Mazda double 
list each additional. Add TRI to catalog number when desired this way. 
Tri-Lite switch for 2 filament socket, $1.65 list each. 


Standard Canopy switch, $1.65 list each. 


Standard 
Package 


Quan- Weight, 
tity Pounds 


8 
15 
20 
12 
20 
30 


12 


Standard Package 


antity 
2 
2 
1 


Extra length stem and wire, Nuvon, $0.60 list per foot. 


Weight 
Pounds 
10 
20 
28 


Glassware F.O.B. Monaca, Pa. 


lament lamp bulbs at a price of $0.60 
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GENERAL ELECTRIC SUPPLY CORPORATION 
SCHEDULE F F. O. B. Meriden, Conn. 


Inspected by Underwriters’ Laboratories. 


Ivanhoe Indirecto aud Cavalier 


THE INDIRECTO 


Attractively, yet simply designed, the Indirecto is a highly efficient, totally 
indirect lighting fixture. It is an open type unit and its simple construction per- 
mits easy lamp removal and cleaning of interior. This fixture is constructed with 
aluminum outer reflector and Alzak aluminum insert which adequately provides 
the widespread illumination required from units of this type. The Indirecto is 
especially desirable for use in offices, stores, drafting rooms, and similar interiors 
where uniform intensity with a minimum of shadow from entirely concealed light 
sources is a distinct advantage. It comes with either chain or stem suspension. 


THE CAVALIER 


In the Cavalier is found all the appeal of a beautifully designed, gracefully 
modern indirect lighting fixture. It is an open type fixture — highly efhcient — 
and so simply constructed that its interior may be cleaned and lamp removed with 
the utmost ease. These units are constructed with either aluminum or porcelain 
enameled steel reflectors to adequately provide the widespread illumination re- 
quired from units of this type. The Cavalier is recommended for offices, stores, 
drafting rooms, or similar locations, where a uniform intensity of light and 
minimum of shadow are required from concealed light sources. 

In the aluminum Cavalier the outer bowl is of No. 16 gauge aluminum, Nuvon 
finished outside. It is fitted with a No. 18 gauge Alzak farted aluminum insert 
that provides the widespread illumination indicated upon the photometric curve. 
[In the porcelain enameled fixture no insert is required, and the bowl is of No. 24 
gauge steel, porcelain enameled white inside and light cream (Ivre) outside. 
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THE INDIRECTO AND CAVALIER INDIRECTO 
(Aluminum) and CAVALIER 


Zonular Distribution of Light 





Percentage Total 
Zone Lamp Lumens 
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To secure a uniform level of illumination is is recommended that 
a spacing be used that does not greatly exceed 11/4 times the height 
of ceiling above the working plane. The distance of the units from 
the ceiling should be approximately % the height of the ceiling. 


THE CAVALIER 
(Porcelain Enamel) 


Zonular Distribution of Light 
Percentage Total 
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QO-TB0? i cccccncnctseanpercecenacccth eciena teats seek eee cto ng ee gee nee eee, 
0218092 ec eee ee ee 78.2 == 
SS 
—— 







To secure a uniform level of illumination it is recommended that a spacing be used that does not greatly 
exceed 114 times the height of ceiling above the working plane. The distance of the units from the ceiling 
should be approximately % the height of the ceiling. 

FIXTURES COMPLETE AS SHOWN 


Dimensions — Inches St. Pkg. 





Catalog List Price Lee Lam ue 
ini i Fi amp ype 
Nimes onus Each = Code «Wattage © Socket Diam Thr Mte Let. qe, Wt 
cert Hgt. Ov. Lbs. 
THE INDIRECTO 
M 1153 Nuvon $15.00 B Chain 150-200 Medium 17% ....... 26 a2 lets 
M 1153 Ivory Duco 14.50 B Chain 150- 200 Medium 1734 ........ 26 Slim Cees) 
MO 1156 Nuvon 18.00 B Chain 300- 500 Mogul 39°) 222 
MO 1156 Ivory Duco 17.50 B Chain 300- 500 Mogul 39' 5 25922 
MO 1158 Nuvon 24.00 B Chain 750-1000 Mogul 44 —2 26 
MO 1158 Ivory Duco 23.00 B= Chain 750-1000 Mogul 50 2 26 
M 1152 Nuvon 15.00 B Stem 150-200 Medium 1734 18 26 325 2s 
M 1152 Ivory Duco 14.50 B Stem 150-200 Medium 1734 18 26 RV BOG 
MO 1155 Nuvon 18.00 A Stem 300-500 Mogul 2034 24 31 30 W222 
MO 1155 Ivory Duco 17.50 A Stem 300-500 Mogul 2034 24 31 39.) Zee 2 
MO 1157 Nuvon 24.00 B Stem 750-1000 Mogul 25 2435) 44 92° 26 
THE MO 1157 Ivory Duco 23.00 B Stem 750-1000 Mogul 25 305539 50.) :20ee 
CAVALIER THE CAVALIER — ALUMINUM WITH INSERT 
M 1172 Nuvon 15.00 C Stem 150-200 Medium 1544 18 24 30 S27 o 
MO 1175 Nuvon 18.00 B Stem 300-500 Mogul 18% 24 31 30 2eaee 
MO 1177 Nuvon 24.00 Cc Stem 750-1000 Mogul 22% 24 31% 42 2 28 
THE CAVALIER — PORCELAIN ENAMEL WITHOUT INSERT 
M 1173  Ivre and Nuvon 11.25 C Stem 150-200 Medium 154% 18 24 3072 7 
MO 1176 Ivre and Nuvon 12.75 B Stem 300-500 Mogul 18% 24 31 39 2s 
MO 1178 Ivre and Nuvon 15.90 C Stem 750-1000 Mogul 22144 24 314% 42 2 29 


Fixtures standard with MS843 stem. 

Fixtures are spp plc standard not wired. Wire and socket included. 

Mounting height is the distance from ceiling to top of deflector. 

Nuvon finish is Satin Aluminum in appearance. 

Ivre is a creamy white porcelain caeel: finish. 

Mogul socket fixtures can be supplied equipped with special TRI-LITE socket for use with 
the Mazda double filament lamp bulbs, at a price of $0.60 list each additional. Add TRI to 
catalog number when desired this way. 

Extra length chain and wire, Nuvon, $0.18 list per foot; Ivory Duco $0.18 list per foot. 

Extra length stem and wire, Nuvon, $0.60 list per foot; Ivory Duco $0.60 list per foot. 


Canopy switch, $1.65 list each. 
Tri-Lite switch, $1.65 list each. 
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Ivanhoe Commercial Lighting 


SCHEDULE F F. O. B. Meriden, Conn. 


Inspected by Underwriters’ Laboratories. 


Ivanhoe Louvre — Beehive — Dualite 


To secure a uniform level of illumination it is recommended that a spacing be used 
which does not greatly exceed 142 times the height of ceiling above the working plane. 
See distance of the units from the ceiling should be approximately % the height of the 
ceiling. 
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The Louyre—A modern indirect lighting 
unit, distinctive and graceful in appearance. 
Combining utility with beauty, it provides 
a wide distribution of reflected light through 
the use of Ivanite finished aluminum inside 
reflecting surface on the top louvre. Addi- 
tional fight filtering through the lower 
louvres softly illuminates the entire fixture. 
By inserting a color screen in the bottom 
cap, the color of the fixture may be changed 
as desired to blend with room decorations. 
When color screen is used the efficiency of 
the unit is not decreased. The bottom knob 
is softly luminous. 

Color screens are included with the Louvre 
in red, green and amber colors. Color 
screens will be packed with fixture. 


The Beehiye—An indirect ball type unit— 
an engineered lighting unit—not a common 
ball globe. Modern treatment and efficiency 
demands the new and simple construction to 
provide ease of installation and maintenance 
and consideration of brightness to eliminate 
eye strain so often forgotten in the design of 
modern lighting equipment. 

The glassware is satin finish inside. It is 
securely and rigidly locked to the stem by 
a zaddle strap, fitter cover and lock nut. 
The aluminum bottom 
inside and is held in place by three spring 
clips, easily removed for relamping, and_ is 
of sufficient height to shield the lamp fila- 
ment from the eye. 


is Ivanite finished 


The Dualite—A practical lighting unit de- 
signed on semi-indirect principles to meet a 
wide range of lighting requirements. The 
light is entirely diffused and is of a soft, 
uniform quality. The greater percentage of 
light is reflected from the ceiling. The direct 
rays filtering through the glass Souon bowl 
are free from all glare. Small aluminum’ de- 
flector supplied with each_ unit serves ‘a 
double purpose—increases efficiency—reduces 
downward component of light, making the 
glass bowl luminous. This deflector may or 
aes not be used depending upon service de- 
sired. 

The deflector has an inner reflecting sur- 
face of white porcelain enamel. The out- 
side of deflector is of Ivre Porcelain Enamel. 


Easy to clean—durable. 
FIXTURES COMPLETE AS SHOWN 


a Numberand 2 Dimensions — Inches Std. Pkg. Mets witb 

Catalog Binish Price Del. Silat amp ype Leth. yy Fi . 4 
; tg. Leth. Wt., ixtures are supplied 
Number Kae Code Glass Wattage Sacketums piam-aclvihe Hee Ov'li Qty. rie Phaadatd nem wire Tee ire 

oe Stem and socket included. 

THE BEEHIVE Mounting height is the 
M 1125 Nuvon with Black $16.20 D  G210CRI | 200° © Medium 12 24 .. 38 1 10 distance, from ceiling to 
MO 1126 Nuvonwith Black 19.50 D G 211 CRI 300-500 Mogul 14 24 ees 40 1 15 Nutoabiaish is = satin 
THE LOUVRE age in eppestances 

M 1159 Nuvon $13.50 B Chain Type 200 Medium 17 eo 25 33 1¢ anal 10 ORIPACCS © sIxEnTeS “5 WA 
MO 1160 Nuvon 14.10 B Chain Type 300-500 Mogul 17 — 23% 34% 1 15 ee sriPege or factory at 

MO 1161 Nuvon 186759 Ce Chain Type 750-1000 Mogul 20% .. 33 44 1 20 M en, eect fi 

M 1169 Nuvon 14.25 C Swivel Stem 200 Medium 17 18) 25 3314 1 10 ne gu lied et. aa a 
MO 1170 Nuvon 14.85 B Swivel Stem 300-500 Mogul 17 18 25% 34% 1 15 cial € supplied wit yt 
MO 1171 Nuvon 19.50 C  SwivelStem 750-1000 Mogul 204% 24 33 44 1 20 cial TRI-LITE socket for 
use with Mazda double 
THE DUALITE filament lamp bulbs at 
M 1188 Bronze $10.00 C Chain Type 200 Medium 14 nee 2596) 230 1 10 $0.60 list each additional. 
MO 1189 Bronze 12.00 B Chain Type 300-500 Mogul 16 26 32 1 15 Add TRI to catalog num- 
M 1190 Bronze 10.00 C — Swivel Stem 200. Medium 14 18 2544 30 1 12 ber when desired this way. 
MO 1191 Bronze 12.00 B Swivel Stem 300-500 Mogul 16 18 26 32 1 17 Extra length of chain 
and wire, Nuvon finish, 


The Dualite Suspension parts are Bronze. Deflector is Porcelain Enamel; Ivre outside and white inside. 


$0.18 list per foot. 
REPLACEMENT GLASS FOR THE BEEHIVE — SCHEDULE FP, F. O. B. Factories 


Extra length stem and 
wire, $0.60 list per foot 


List i ions — Inches Standard Package 
Catalog Price Delivery eee For Use 8 Nuvon. 
Number Each Code Diameter Depth Fixture Number Quantity Wt., Lbs. Standard Canopy switch, 
$1.65 list each. 
G 210 Cri. $4.20 D 12 8 M-1125 2 8 Tri-Lite Canopy switch, 
G 211 Cri. 5.70 D 14 914 MO-1126 2 12 $1.65 list each. 
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GENERAL ELECTRIC SUPPLY CORPORATION 
SCHEDULE F F. O. B. Meriden, Conn. 


Inspected by Underwriters’ Laboratories. 


Ivanhoe Bullet 





The Bullet constitutes the unusual and the modern in semi- 
>, indirect lighting units. It is uniquely yet simply designed for 

ceiling mounting —is exceptionally compact —and provides 
an unusually wide-spread distribution of light. 


The Bullet’s globe is totally enclosed and of dust-tight con- 
struction. Inasmuch as its contour is smooth and vertical, dust 
cannot possibly collect to destroy any of its original illuminat- 
ing efficiency. An inner aluminum reflector fits closely around 
the neck of the lamp, and extends upward to enclose the ceiling 
grid. From this reflector is suspended another aluminum te- 
flector which encloses the lower half of the lamp bulb. 


The Bullet’s globe is of crystal glass. A satin diffusing 
finish is applied to the inside of the straight or upper portion 
of the globe, and a translucent crystal enameled finish to the 
inside of the entire rounded bottom. 


Wherever fine and efficient illumination 
is desired —in offices, stores, restaurants, 
corridors, and similar interiors the Bullet 
can be ideally used. It may be had plain 
without metal trim where desired. 


lf 


iS 


Zonular Distribution of Light 


Percentage of 


Zone Clear Lamp Lumens 

(22:90 Aig Ae ep renner ek cn teat oes ee 13.4 
9021802 See etn ee eer oeenre Sun en 2b 

0:180 et Fotal) eee ee 65.5 


The Bullet should not be spaced more than 
114 times the ceiling height in order to supply 
MO 1147 uniform illumination. 





The Bullet Complete with Glass and Ornaments 


List Price Length Std. Pkg. 
Catalog Each Delivery Number and Lamp Type Diam. Inches We., 
Number Finish Complete Code Size of Glass Wattage Socket Inches Overall Qty. Lbs. 
MO 1146 = Nuvon $50.00 D G 233 300-500 Mogul 14 1444 1 35 
MO 1147 Nuvon 84.00 D G 251 750-1500 Mogul 16 17 1 40 
MO 1184 Nuvon 45.00 D G 233 300-500 Mogul 14 14144 1 25 
MO 1186 Nuvon 69.00 D G 251 750-1500 Mogul 16 18 1 30 
Plain Bullet Without Metal Trim 
MO 1122 Nuvon 28 .50 C G 233 300-500 Mogul 14 1444 1 12 
MO 1123 Nuvon 45 .00 Cc G 251 750-1500 Mogul 16 17 1 20 


Replacement Glass, Schedule F, F.O.B. Factories 
Standard ae 


Catalog List Price Delivery Dimensions in Inches For Use ta 
Number Each e Diam. Depth Fixture Number Qty. Lbs. 
G 233 Cri. $13.95 C 14 14 MO-1122, MO-1146, MO-1184 2 16 
G 251 Cri. 24.00 Cc 16 17 MO-1123, MO-1147, MO-1186 2 24 


_ Mogul socket fixtures can be supplied equipped with special Tri-Lite socket for use with the Mazda double filament lamp bulbs at a 
price of $0.60 list each additional. Add TRI to catalog number when desired this way. 


NUVON.: finish is Satin Aluminum in appearance. 
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Ivanhoe Diamond and Jewel 


The Diamond 


The Diamond, a totally enclosed globe unit of highly efficient Genco glass, is 
entirely apart from the usuai fixture and glassware combination. It is gracefully 
simple and modern and is proportioned to provide the diffusion and low bright- 
ness that makes it desirable for use in gehoote. offices, stores, and similar locations 
where direct lighting is preferred. The fixture comes either plain or with attrac- 
tively designed metal trim over globe. Designed especially for this glass the 
fixture has a special fitter that supports the globe from the inside in a dust-tight 
manner, and also serves as a reflector to utlice light ordinarily lost through the 
fitter in conventional holder constructions. 





The Jewel 


The Jewel is a totally enclosed globe unit of the same 
contour as the Diamond, only it is of Raa Glass. The 
lower half of the ee is heavily enameled to direct the 
major portion of the light to the ceiling and provide a 
uniformly lighted glass of low brightness. The upper half 
of the Crystal globe is lightly diffused to insure an evenly 
lighted ceiling when clear bulbs are used. 


M 1128 
MO 1128 









; Sei, M 1148 
Le THE DIAMOND MO 1148 
Zonular Distribution of Light 

Percentage Total 






Zone Lamp Lumens =< 
0-60° 255. 
yx ° 
90-180" 
0-180° 





To secure a uniform level of illumination the Diamond should 
be spaced not more than 114 times the mounting height above the 
working plane. 









THE JEWEL 


Zonular Distribution of Light 
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To secure a uniform level of illumination the Jewel should be 
spaced not more than 144 times the mounting height above the 
working plane. 
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THE DIAMOND AND THE JEWEL COMPLETE WITH GLASS AND ORNAMENTS 













List Dimensions — Inches Std. Pkg. 
Price Delivery Number and Lamp Type 
Caraibg Number Each Code Size of Glass Wattage Socket Dian rh og Lene Qty. thee 
22eZZ ae Sem O"F 
2222 THE DIAMOND 
Ss Zije M 1128x14Genco $9.30 B 5900x14Genco 200 Medium 14 18 32 1-10 
SoA M 1128x16 Genco (11.00 B  —-5990x16 Genco —- 200 Medium 16 18 34 1 12 
==. JHE MO 1128116 Genco 12.00 += B_—-5990x16 Genco 300-500 Mogul — 16 24 ae rie oT) 
DIAMOND 40 1128x18 Genco 14.90 C —_5990x18Genco 300-500 Mogul ~—S_ 18 24 on 517 
Fixtures are supplied M 1148x14 Genco 22.00 Cc 5990x14 Genco 200 Medium 14 18 32 1 18 
standard not wired. Wire M 1148x16 Genco 29.00 B 5990x16 Genco 200 Medium 16 18 34 1 20 
and socket attached. MO 1148x16 Genco 30.00 B 5990x16 Genco 300-500 Mogul 16 24 40 1 22 
Fixtures F.O.B. Meri- MO 1148x18 Genco 35.00 Cc 5990x18 Genco 300-500 Mogul 18 24 42 1 24 
vat . Spat Slssewate THE JEWEL 
onaca, Pa.  Fix- 
eA A ae M 1128x14 CE $11.90 Cc 5990x14 CE 200 Medium 14 18 32 1 10 
stem rpg erga M 1128x16 CE 13.50 Cc 5990x16 CE 200 Medium 16 18 34 1 12 
lied standard in Nuvon MO 1128x16 CE 14.50 Cc 5990x16 CE = 300-500 32S Mogul 16 24 40 1 15 
Pre Teeth trimacn alaee MO 1128x18CE «17.80 = C-——«5900x18CE 300-500 Mogul ~—s18 24 27. 
Eee oe tendctis Niigvonteerith M 1148x14 CE 24.60 C  — 5900x14 CE 200 Medium 14 18 eT tak 
at ia te pgp M 1148x16 CE 31.59 C 5990x16 CE 200 Medium —16 18 34 1 20 
Be aesat halabs is “Satin MO 1148x16 CE 32.50 C  5000x16CE 300500 += Mogul «== '16 24 Somat 1 22 
Ridisionaieine appearance. MO 1148x18 CE 37.90 C 5990x18CE 300500 Mogul 18 24 ao eee to 24 
Hi alt pd Poeke fied REPLACEMENT GLASS, SCHEDULE E, F. 0. B. FACTORIES 
Tri-lite socket, for use List ; Dimensions — Inches Standard Packag~ 
with the Mazda _ double Catalog Price Delivery For Use / 
filament lamp bulbs at a Number Each Code Diameter Depth Fixture Number Quantity We., Los. 
rice of $0.60 list each 
Sidifensiew AddeTRL to THE DIAMOND i 
catalog number when de- 5990x14 Genco $3.63 B 14 10% othe eines 2 
sired. this see 5990x16 Genco 5.34 B 16 12% { ype el 2 13 
filament socket, $1.65 list 5990x18 Genco 8.25 Cc 18 14% MO-1128, MO-1148 2 18 
sen length stem and THE JEWEL 
wire, Nuvon, $0.60 list 5990x14 CE $6.21 Cc 14 10% we Oe 2 10 
Bee ot Canopy switch 5990x16 CE 7.83 4 16 124% M-1148. MO-1148 2 13 
$1.65 list each. ; 5990x18 CE 11.13 c 18 14% MO-1128, MO-1148 2 18 
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O. B. Monaca, Pa. 
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F. 
“1 tO} Meriden, Conn. 


Ivanhoe Keldon Glassware and Fixtures 


These units might be referred to as improved 
Keldons but to distinguish them from all previous 
Keldon units we call them New and deservedly so. 
These new Keldons are the same in glass contour 
and fixture, but now they are available in new col- 
ors and decorations. 


Formerly we offered only a plain and decorated 
unit. Now you have a choice of (1) plain white 
enameled glass, Dec. No. 788; (2) white enameled 
glass with tan stripes, Dec. No. 458; (3) the lower 
half plain tan enameled glass, Dec. No. 789. 


The new decorations do not materially lower the 
lighting efficiency of the unit and they add a soft, 
pleasant lighting effect which is particularly agree- 
able, and harmonizes with the modern style of neu- 
tral wall treatment. 


The Ivanhoe Keldon is undoubtedly the most efh- 
cient semi-indirect lighting unit on the market. It 
is'one of the most popular. The secret of its popu- 
larity is its combination of efficiency, beauty and 
low maintenance cost. Its lines are simple, excel- 
lently proportioned and therefore in permanent 
gdied taste. 


It is recommended for offices, drafting rooms, 
reading rooms, hospitals and all other interiors 
where lighting of high intensity with diffused light 


is essential. 


The fixture of the new Keldon presents a more 
attractive appearance. Its construction is more sim- 
ple. The bottom cap employs a positive lock, but 
is easily removed. Installation is made easy by the 
use of the famous adjustable suspension Z-hickey 


and screw ring canopy. The finish is attractive and 
permanent. 


The new Keldon is superior to the typical semi- 
indirect unit in that it does not throw shadows on 
the ceiling. Light diffusion comparable to that of 
the highest quality heavy density glass bowls is ob- 
tained. 


From the standpoint of maintenance the Ivanhoe 
Keldon has two outstanding features. First: Being 
totally-enclosed, it does not suffer reduced efficiency 
through the accumulation of dust and dirt on the 
lamp or inside the globe. Dust collected on the ex- 
terior can easily be removed from the smooth sur- 
face with a moist cloth. Second: The Keldon is 
unique in the enclosed glass unit line, in that the 
lamp can be removed or replaced without removing 
the globe from its holder. The lamp becomes 
quickly accessible by the removal of the bottom cap. 


The new Ivanhoe Keldon fixtures were designed 
especially for the No. 5363 Keldon glassware and 
are covered by design patents. The canopies, top. 
and bottom caps, tubes and cover rings are all made 
of brass. The stem suspension, consisting of 34- 
inch iron pipe and 34-inch brass casing, is standard. 
No chain is supplied. 


All fixtures are equipped with medium or mogul 
porcelain sockets. Ceiling fixtures are supplied with 
cross bars; suspension fixtures with 3@-inch Z- 
hickey. All fixtures are supplied not wired, but 
with socket and wire included in the package. The 
standard finish is Polished Bronze, that will har- 
monize with any commercial interior. 


The Ivanhoe Keldon—Engineering Data 


_ The distribution of light from the Keldon is shown by the diagram. Fifty-five percent of the light is 
directed toward the ceiling and seventeen per cent downward. This compares favorably with heavy 
density open glass bowls formerly largely recommended for semi-indirect lighting. 


0 
x 





\\ 
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How the Keldon Distributes Light 
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The glassware is securely attached to the fixture, all 
joints being tightly closed to prevent accumulation of dust 
in the interior of the unit. 


The Ivanhoe Keldon 
Spacing and Mounting-Height 


The distance of the units from the ceiling should be 
approximately one-sixth of the height of the ceiling. The 
spacing should not exceed one and one-half the height of 
the ceiling above the working plane. 








Ivanhoe Commercial Lighting 


SCHEDULE F F. O. B. Monaca, Pa. 
Inspected by Underwriters’ Laboratories. F. O. B. Meriden, Conn. 


Ivanhoe Keldon Glassware and Fixtures 





Keldon Ceiling Fixture and 
Keldon Glassware Decoration 


Keldon Ceiling Fixture and 
Keldon Glassware Decoration 





No. 789 No. 788 
Keldon Suspension Fixture 
and Keldon Glassware Decoration 
No. 458 
Ceiling Type Keldon Glassware and Fixtures 
List Recommended _ Std. Pkg. List List 
*Catalog Number Price Delivery Dimensions Inches Mazda C Quan- Wt., Catalog No. Price Catalog Number Price 
Complete Unit Each Code Diam. Depth Lamp Watts tity . Lbs. Fixture Only Each Glass Only Each 
M 782x14 CE 458 $15.30 Cc 14 14 150 1 11 M 782 $ 6.60 5363x14 CE 458 $ 8.70 
M 782x14 CE 788 15.00 Cc 14 14 150 1 11 M 782 6.60 5363x14 CE 788 8.40 
M 782x14 CE 789 15.00 Cc 14 14 150 1 11, M 782 6.60 5363x14 CE 789 8.40 
M 782x16 CE 458 18.00 C 16 1514 200 1 13 M 782 6.60 5363x16 CE 458 11.40 
M 782x16 CE 788 17.40 C 16 15144 200 1 13 M 782 6.60 5363x16 CE 788 10.80 
M 782x16 CE 789 17.40 C 16 1514 200 1 13 M 782 6.60 5363x16 CE 789 10.80 
MO 785x16 CE 458 26.70 C 18 174% 300-500 1 16 MO 785 10.05 5363x18 CE 458 16.65 
MO 785x16 CE 788 25.80 C 18 17% 300-500 1 16 MO 785 10.05 5363x18 CE 788 15.75 
MO 785x16 CE 789 25.80 C 18 174% 300-500 1 16 MO 785 10.05 5363x18 CE 789 15.75 


Suspension Type Keldon Glassware and Fixtures 


M 792x14 CE 458 15.90 C 14-25 150 1 12 M 792 7.20 5363x14 CE 458 8.70 
M 792x14 CE 788 15.60 C 14 25 150 1 12 M 792 7.20 5363x14 CE 788 8.40 
M 792x14 CE 789 15.60 C 14 25 150 1 12 M 792 7.20 5363x14 CE 789 8.40 
M 792x16 CE 458 18.60 C 16 26% 200 1 14 M792 7.20 5363x16 CE 458 11.40 
M 792x16 CE 788 18.00 C 16 2634 200 1 14 M 792 7.20 5363x16 CE 788 10.80 
M 792x16 CE 789 18.00 C 16 2634 200 1 14 M792 7.20 5363x16 CE 789 10.80 
MO 795x18 CE 458 25.65 C 18 274% 300-500 1 146 MO795 9.00 5363x18 CE 458 16.65 
MO 795x18 CE 788 24.75 C 18 274% 1«°\300500 1 16 MO795 9.00  5363x18 CE 788 15.75 
MO 795x18 CE 789 24.75 C 18 27% 300-500 1 146 MO795 9.00 5363x18 CE 789 15.75 


Keldon glassware is supplied with top Acid Etched inside. 


*When ordering, give complete catalog number as M 782x14 CE 458. 


Fixtures are supplied standard not wired. Wire and socket attached. 
Fixtures F.O.B. Meriden, Conn. Glassware F.O.B. Monaca, Pa. 
Standard finish Polished Bronze. 


Fixtures can be supplied equipped with special Tri-lite socket for use with the Mazda double filament lamp bulbs at a price of $0.60 
list each additional. Add TRI to catalog number when desired this way. 


Tri-lite switch for 2 filament socket, $1.65 list each. 
Standard Canopy switch, $1.65 list each. 
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Ivanhoe Trojan Utility Line 
Fixtures 


Ivanhoe Trojan Utility Fixtures are 
a combination of the Standard Ivan- 
hoe Utility Line hanger with Ivanhoe 
Trojan glass. They make a highly 
efhcient and pleasing fixture for gen- 
eral commercial requirements. Glass 
and hanger specifications are given on 
the individual glass and hanger pages. 








Chain Pendant 


Swivel Stem Pendant 





Ceiling Type 


CHAIN PENDANT 


*Catalog Number List De- Dimensions —Inches Recommended Std. Pkg. Catalog List Catalog Number List 
Complete Unit Price _ livery Mazda C Wt., Number Price Glass only Price 
Each Code Diam. Length Fitter Lamp Watts Qty. Lbs. Hangeronly Each Each 
M850-5264x9 Genco’ § 2.97 A 9 35 4 60-100 12 63 M850 $ 1.92 5264x9 Genco $ 1.05 
M850-5264x10 Genco ee) A 10 37 4 100-150 12 71 M850 1.92 5264x10 Genco 1.65 
M850-5264x12x4 Genco 4.74 A 12 37 4 100-150 12 86 M850 1.92 5264x12x4 Genco 2.82 
M851-5264x12x6 Genco 4.89 B 12 37 6 100-150 12 71 M851 2.07 5264x12x6 Genco 2.82 
M851-5264x14 Genco 5.70 A 14 3814 6 150-200 12 86 M851 2.07 5264x14 Genco 3.63 
M851-5264x16 Genco 7.41 A 16 39% 6 200 12 98 M851 2.07 5264x16 Genco 5.34 
M0Os51-5264x16 Genco Te90 A 16 39% 6 300-500 12 113 MO851 2.61 5264x16 Genco 5.34 
M0O851-5264x18x6 Genco 10.86 B 18 40% 6 300-500 12 155 MO851 2.61 5264x18x6 Genco 8.25 
MO852-5264x18x8 Genco 13.05 B 18 40% 8 300-500-750 12 175 MO852 4.80 5264x18x8 Genco 8.25 
SWIVEL STEM PENDANT 
M873-5264x9 Genco’ $ 3.87 B 9 34 4 60-100 12 58 M873 $ 2.82 5264x9 Genco $ 1.05 
M873-5264x10 Genco 4.47 B 10 3534 4 100-150 12 66 M873 2.82 5264x10 Genco 1.65 
M873-5264x12x4 Genco 5.64 B 12 36 4 100-150 12 81 M873 2.82 5264x12x4 Genco 2.82 
M874-5264x12x6 Genco 5.79 B 12 37 6 100-150 12 86 M874 2597 5264x12x6 Genco 2.82 
M874-5264x14. Genco 6.60 B 14 384 6 150-200 12 101 M874 297. 5264x14. Genco 3.63 
M874-5264x16 Genco 8.31 B 16 39% 6 200 12 113 M874 2.97 5264x16 Genco 5.34 
MO874-5264x16 Genco 8.85 B 16 39% 6 300-500 12 118 M0874 3.51 5264x16 Genco 5.34 
MO874-5264x18x6 Genco 11.76 D 18 404 6 300-500 12 160 MO874 3.51 5264x18x6 Genco 8.25 
MO875-5264x18x8 Genco 13.95 D 18 42 8 300-500-750 12 180 MO875 5.70 5264x18x8 Genco 8.25 
CEILING TYPE 
M804-5264x9 Genco §$ 2.10 A 9 9 4 60-100 12 58 M804 $ 1.05 5264x9 Genco $ 1.05 
M804-5264x10 Genco 2.70 A 10 12 4 100-150 12 66 M804 1.05 5264x10 Genco 1.65 
M804-5264x12x4 Genco 3.87 A iW? 12 4 100-150 12 81 M804 1.05 5264x12x4 Genco 2.82 
M805-5264x12x6 Genco 4.02 A 12 1234 6 100-150 12 76 M805 1.20 5264x12x6 Genco 2.82 
M805-5264x14 Genco 4.83 A 14 13 6 150-200 12 91 M805 1.20 5264x14 Genco 3.63 
M805-5264x16 Genco 6.54 A 16 14 6 200 12 103 M805 1.20 5264x16 Genco 5.34 
MO805-5264x16 Genco 7.08 A 16 14 6 300-500 12 113 MO805 1.74 5264x16 Genco 5.34 
M0O805-5264x18x6 Genco 9.99 A 18 1434 6 300-500 12 155 MO805 1.74 5264x18x6 Genco 8.25 
M0O806-5264x18x8 Genco 13.35 D 18 17 8 300-500-750 12 180 MO806 5.10 5264x18x8 Genco 8.25 
Mogul socket fixtures can be supplied einiepe’ with special Extra length stem and wire, Statuary Bronze (301), $0.60 list per 
Tri-Lite socket for use with the Mazda double filament lamp bulbs foot. 
at $0.60 list each additional. Add TRI to catalog number when Tri-Lite switch, $1.65 list each. 
desired this way. ? Standard Canopy switch, $1.65 list each. 
All fixtures supplied standard in Statuary Bronze finish. Fixtures supplied standard with MS843 stem. 
Extra length chain and wire, Statuary Bronze (301), $0.18 list per Fixtures supplied standard wired. 
foot. : : Hanger F.O.B. Meriden, Conn. 
*When ordering give complete catalog number as M850-5264x9 Glassware, F.O.B. Monaca, Pa. 
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Ivanhoe Commercial Glassware 
SCHEDULE E F. O. B. Monaca, Pa. 





The Ivanhoe Trojan is suitable for the lighting of offices, stores. I h ali . 
schools and all similar interiors. Distributing diffused light both above Van Oe rojan 
and below the mounting plane, it produces pleasing, delightful illumina- 
tion in all directions without sharp shadows or annoying glare. Ivanhoe 
Standard or Safety fixtures fit Trojan glassware of every size. This unit No. 5264 
is recommended for all types of commercial lighting. Decoration 
oh 467 acid etched in tan. Decoration No. 501 light tan design, fired 
color. 


(For complete data on the Ivanhoe Fixtures for the Trojan, see Fixture pages) 


The Ivanhoe Trojan — How It Distributes Light 


The distribution curve shows graphically how light is re-directed by the 
Trojan. The quantity of light delivered below and above the unit is best ex- 
pressed in percentages of the total light emitted by the bare lamp as follows: 


Zonular Distribution of Light 


*Percentage of 
Zone clear lamp lumens 


90-180° ... 
0-180° 
*Average performance of a number of sam- 
ples including all sizes. 





The Ivanhoe Trojan 
Spacing and Mounting-Height 
For most desirable results, the Trojan 
should be spaced 114 times the mounting- 5264 GENCO 


Light Distribution Curve for the height above the working plane. 
Ivanhoe Trojan 





Standard 3 
Package als 
gs 2s 
> ae a 
*Catalog Number SES ae 
List P = Size MazdaC 2 44 O08 
Prices Del: Dimensions—Inches Lamp § OS oe 
Each Code Diam. Depth Fitter Watts CO fe zs 
5264x 9 Genco $1.05 A 9 5% 4 60-100 12 28 $0.08 
2204x 9 Genco 467 3.96 C 9 5i% 4 60-100 12 28 .08 
5264x 9 Genco 501 279 BD 9 5% 4 60-100 12) 9.28 08 
5264x110 Genco O54 10 7% 4 100-150 4 12 .08 
5264x10 Genco467 5.52 C 10 7% 4 100-150 4 12 08 
5204x10 Genco501 4.14 B 10 7% 4 100-150 42 OS 
5264x12x4 Genco 2.82 <A 12 734 4 100-150 4 17 13 
5264x12x4 Genco 467 8.10 C 12 734 4 100-150 4 $17 13 
5264x12x4 Genco 501 6.12 B 12 7% 4 100-150 Amen ly 13 
5264x12x6 Genco 2.8250 D 12 734 6 100-150 4 17 13 
5264x12x6 Genco 467 8.10 C 12 7% 6 100-150 4, 17 .13 5264 GENCO 467 
5264x12x6 Genco 501 6.12 C 12 734 6 100-150 45917 13 
5264x 14 Genco 3.63 A 14 9 6 150-200 yy all 13 
5264x114 Genco 467 10.32 C 14 9 6 150-200 2 711 713 
5264x114 Genco 501 had dies 14 9 6 150 200 Pe sTpl a3 
5264x16 Genco 5.34 A 16 10% 6 200-300-500 2 13 iby 
5264x16 Genco 467 13.65 C 16 1044 6 200-300-500 re ii le} 17 
5264x 16 Genco501 10.29 B 16 10% 6 200-300-500 2 13 15 
5264x18x6 Genco 8.25 B 18 114 6 300-500 1 10 ph} 
52604x18x6 Genco 467 20.97 C 18 1% 6 300-500 1 10 25 
5244x18x6 Genco 501 14.85 C 18 114% 6 300-500 16 A) 
5264x18x8 Genco $3.25 B 18 114 8 300-500-750 Ne 3K) 25 
5264x18x8 Genco 467 20.07 C 18 114% 8 300-500-750 1 10 25 
52604x18x8 Genco 501 14.85 C 18 114% 8 300-500-750 1 10 Th} 
5264 x 22 Genco 23.10 D 22 144% 10 500-750-1000 1 18 a fe} 
5204 x 22 Genco467 47.19 D 22 144% 10 500-750-1000 1 18 75 
5204 x 22 Genco501 36.30 D 22 14% 10 500-750-1000 1 18 75 


Prices on special decorations such as Fraternal Emblems and Trade Marks will be quoted on request. 


*When ordering glassware, specify by complete catalog number and name, as: No. 5264x12x4 Genco 
or No. 5264x12x4 Genco 501 BH (Bottom Hole). 


The proper wattage lamp for a globe of given diameter depends entirely upon its application. 5264 GENCO 501 
A larger lamp will increase surface brightness. Excessive brightness interferes with vision. For most 
satisfactory illumination it is therefore desirable to use the smaller lamp recommended. This applies 
to offices, schools, libraries, churches and like installations. For stores and similar installations where 
higher surface brightness is permissible, the larger lamp may be used with good results. 
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SCHEDULE E 


Ivanhoe Juno 


No. 5243 


5243 GENCO 514 


Sennen 


Teor 


5243 GENCO 689 














F. O. B. Monaca, Pa. 


The Ivanhoe Juno unit is made in seven sizes to serve Mazda C lamps up to 
and including the 750-watt size. The light density Genco glass is of high diffus- 
ing quality and low light absorption. The contour is a desirable variation from the 
typical enclosing globe and was designed for efficient distribution and to avoid 
excessive brightness. This lighting unit is practically dirt proof and inside cleaning 
is seldom required. Outside cleaning is easily accomplished because of the con- 
tinuous lines and smooth surface of the glass. This unit is recommended for all 
types of commercial lighting. Decoration No. 520 is light tan design perma- 
nently fired in glass. Decoration No. 689 is light tan design fired in glass. Decora- 
tion for No. 514 is an acid etched design in tan. 


(For complete data on Ivanhoe Fixtures for Juno Glassware, see Fixture pages.) 


Ivanhoe Juno — How It Distributes Light 


The distribution curve shows graphically 
how light is re-directed by the Juno. LOL meee 

The quantity of light delivered below and AY oe 
above the unit is best expressed in percentage at 
of the total light emitted by the bare lamp atspe 
as follows: 


Zonular Distribution of Light 


*Percentage of 


Toa 





Zone clear lamp lumens 
0-608" scciclapesesncccctcocnsccascecesetnseccsenes 26.0 
0-90° 245.0) 
90-180° 37.5 z 
0-180° ray i YASS | 
* Average ber of sam- 





ples including all sizes. 
The Ivanhoe Juno 
Spacing and Mounting Height 


For most desirable results, the Juno should 





be spaced 11% times the mounting-height Light Distribution Curve 
above the working plane. for the Juno 
Std.Pkge. . 

2 a 
“Catalog Number > ss bis Q 
List Dimensions—Inches Size MazdaC 2 + Oues 
Price Del. Lamp § 25 oe 
Each Code Diam. Depth Fitter Watts O 82° 2st 
5243 x 6 Genco $..78. ¢ 6 554% 3% 40-60 12 16 $0.04 
5243 x 6 Genco 514 2.85 D 6 55% 34% 40-60 12 16 04 
5243 x 6 Genco 520 2.19 D 6 55% 3% 40-60 12: 16 04 
5243 x 6 Genco 689 2.19 D 6 55% 4% 40-60 179016 04 
5243 x 6 Genco 750; 1.08 D 6 55% 34% 40-60 12 16 04 
5243 x 9 Genco 1.05 A 9 5% 4 60-100 12 28 08 
5243 x 9 Genco 514 3.96 C 9 5% 4 60-100 12.28 08 
5243 x 9 Genco 520 2.79 B 9 5% 4 60-100 12) 28 08 
5243 x 9 Genco 689 IXY AS 9 5% 4 60-100 12 28 08 
5243 x 9 Genco 750; 1.56 C 9 5% 4 60-100 12 2o 08 
5243x12x4 Genco 2.82 A 12 7% 4 100-150 4 17 13 
§243x12x4 Genco 514 8.10 C 12 7% 4 100-150 4 17 13 
5243x12x4 Genco 520 6.12 B 12 7% 4 100-150 4 17 13 
5243x12x4 Genco 689 6.12 C 12 7% 4 100 150 4 17 13 
5243x12x4 Genco 7507 4.14 C 12 7% 4 100-150 4 17 13 
5243x12x6 Genco 2.82 B 12 7% 6 100-150 4 17 13 
5243x12x6 Genco 514 8.10 C 12 7% 6 100-150 4 17 13 
§243x12x6 Genco 520 12236 12 7% 6 100-150 4a 17 13 
5243x12x6 Genco 689 6:12 6 12 7% 6 100-150 4e™ 47, 13 
5243x12x6 Genco 750 4.14 C 12 7% 6 100-150 4 17 13 
5243 x 14 Genco 3.63 A 14 854 «6 150-200 2a 1} Abbe! 
5243 x14 Genco 514 10.32 C 14 854 6 150-200 aun al 13 
5243 x14 Genco 520 Tie ae 14 854 6 150-200 Pell .13 
5243 x14 Genco 689 add CG 14 854 6 150-200 ye Bit! 13 
5243 x16 Genco 5:34" 9A 16 9% 6 200-300-500 2) 13 mt 
§243x16 Genco5l4 13.65 C 16 9% 6 200-300-500 2 13 27. 
5243 x16 Genco 520 10.29 B 16 9% 6 200-300-500 2, eS sL2 
5243 x 16 Genco 689 10.29 C 16 9% 6 200-300-500 ala 17 
5243 x 18 Genco 8.25 B 18 10% 8 300-500 1 10 Arh 
5243 x 18 Genco 514 20.07 C 18 10% 8 300-500 12510 225 
5243 x 18 Genco 520 14.85 C 18 10% 8 300-500 110 25 
5243 x 18 Genco 689 14.85 C 18 10% 8 300-500 1 10 25 


Prices on special decorations such as Fraternal Emblems and Trade Marks will be quoted on request. 


*When ordering glassware, specify by complete catalog number and name, as: No. 5243x12x4 Genco 
or No. 5243x12x4 Genco 520 BH (Bottom Hole). 


tDecoration 750 consists of a single colored band around the glassware, color as specified, red, green, 
blue, tan, or yellow. These units are not carried in stock. They are made up on special order only. 
The proper wattage lamp for a globe of given diameter depends entirely upon its application. 
A larger lamp will increase surface brightness. Excessive brightness interferes with vision. For most 
satisfactory illumination it is therefore desirable to use the smaller lamp recommended. This applies 
to offices, schools, libraries, churches and like installations. For stores and similar installations where 
higher surface brightness is permissable, the larger lamp may be used with good results. 








Ivanhoe Commercial Glassware 
SCHEDULE E F. O. B. Monaca, Pa. 








bes Saturn em ay new peaaey of ap eee —a matchless standard of light- 

ing efficiency — provides a soft, pleasing illumination without sharp shadows, harsh I h S 

or annoying lare. It gives a touch 4 distinction and radiates A atmosphere of Van Oe aturn 
attractive brightness that makes it ideal for offices, schools, drafting rooms, libraries 

and public buildings of every type. 5869 

LA Shae mf an entirely ee? cbarepron in lighting units. It represents an 
outstanding development in glass manufacture. i 

The lower portion of the plain Saturn is crystal cased opal glass, reflecting the Plain Crystal Cased 
greater portion of light upward and transmitting a small percentage of the light Decorated Crystal Enameled 
downward without glare — the upper portion is crystal glass. Two-thirds of the 
light is directed to the ceiling which acts as a reflector and bathes the room in 
soft, mellow light — shadowless and glareless, creating a unit that attains perfec- 
tion in semi-indirect lighting. 

The decorated types are of crystal enameled glass. Decoration No. 805 is a 
plain tan toning fired on the glass. Decoration No. 806 is fired in black color 
on a tan toned background. Decoration No. 807 fired in brown color on a tan 
toned background. Decoration No. 809 fired in grey color on the glass. 

Both plain and decorated types are supplied standard with top acid etched inside 
and are intended for use with inside frosted lamps. 


(For complete data on Ivanhoe Fixtures for Saturn Glassware, see Fixture pages) 


The Ivanhoe Saturn 
How It Distributes Light 





The distribution curve shows graphically how 
light is redirected by the Saturn. 
The quantity of light delivered below and above 


the unit is best expressed in percentages of the total 
light emitted by the bare lamp as follows: 







Zonular Distribution of Light 


*Percentage of 





s 
SS 





Lea ty Zone Clear Lamp Lumens 
ay 0-60° 18.7 
0-90° .. 29.8 
90-180° 50.1 
0-180° 79.9 





* Average podormence of a number of samples in- 
cluding all sizes. 

For most desirable results, the Saturn should be 
spaced 114 times the mounting height above the 
working plane. 


5869 CE 805 





\\ 


Se 
a -O0 
List Dimensions—Inches Size MazdaC # = Oe 
*Catalog Number Price _ Del. Lamp g§ S65 gus 
Each Code Diam. Depth Fitter Watts Gh EAS aba 
§869x10 CC $3.42 B 10 7 4 100-150 4 18 $0.08 
5869x10 CE 805 3.96 Cc 10 7 4 100-150 4 18 .08 
5869 x10 CE 806 6.21 C 10 7 2 100-150 4 18 .08 
5869x 10 CE 807 6.21 Cc 10 7 4 100-150 4 18 08 
5869 x10 CE 809 5.67 Cc 10 7 4 100-150 4 18 .08 
5869x12x4 CC 4.50 C 12 8 4 100-150 4 22 13 5869 CE 806 
5869x12x4 CE 805 5.70 Cc 12 8 4 100-150 4 22 13 - 
5869x12x4 CE 806 8.70 C 12 8 4 100-150 4522 13 
5869x12x4 CE 807 8.70 Cc 12 8 4 100-150 4 22 13 
5869x12x4 CE 809 7.50 Cc 12 8 4 100-150 4522 13 
5869 x14 CC 6.90 A 14 834 6 200 2G 13 
5809 x 14 CE 805 8.76 Cc 14 834 6 200 216 13 
5869 x14 CE 806 12.51 Cc 14 834 6 200 2) 16 13 
5869x 14 CE 807 12.51 Cc 14 834 6 200 2 16 13 
5869 x14 CE 809 10.65 B 14 834 6 200 26 13 
5869 x16 CC 8.70 A 16 10% 6 300-500 Pa 17 
5869 x16 CE 805 10.95 Cc 16 10% 6 300-500 2520 17 
5869 x16 CE806 15.45 Cc 16 10%% 6 300-500 ah AW 17 
5869 x16 CE 807 15.45 Cc 16 10% 6 300-500 2520 17 
5869 x16 CE 809 13.20 B 16 103% 6 300-500 2 20 17 
5869x18x6 CC 12.36 B 18 11% 6 300-500-750 1 14 25 
5869x18x6 CE 805 15.36 C 18 11% 6 300-500-750 1 14 .25 e 
5869x18x6 CE 806 21.36 Cc 18 11% 6 300-500-750 1 14 Yh) 
5869x1gx6 CE 807 21.36 C 18 11% 6 300-500-750 1 14 a5 
5869x18x6 CE 809 18.36 Cc 18 11% 6 — 300-500-750 1 14 25 
5869x18x8 CC 12.36 B 18 11% 8 300-500-750 1 14 25 
5869x18x8 CE 805 15.36 Cc 18 11% 8 300-500-750 1 14 s25 
5869x18x8 CE 806 21.36 Cc 18 11% 8 300-500-750 1 14 125 
5869x18x8 CE 807 21.36 Cc 18 11% 8 300-500-750 1 14 .25 
5869x18x8 CE 809 18.36 Cc 18 11% 8 300-500-750 14 25 


Prices on special decorations such as Fraternal Emblems and Trade Marks will be quoted on request. 
*When ordering glassware, specify by complete catalog number and name, as: No. 5869x10 CC, or 
No. 5869x12x4 CE 805 BH (Bottom Hole). ; a 
The proper wattage lamp for a globe of given diameter depends entirely upon its application. 
A larger lamp will increase surface brightness. Excessive brightness interferes with vision. For most 
satisfactory illumination it 1s therefore desirable to use the smaller lamp recommended. This applies 
to offices, schools, libraries, churches and like installations. For stores and similar installations where 
higher surface brightness is permissable, the larger lamp may be used with good results. 
The Saturn unit shape can be supplied in Genco glass. Prices on application. 


5869 CE 809 
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GENERAL ELECTRIC SUPPLY CORPORATION 


SCHEDULE E 


Ivanhoe Ace No. 5108 


Ivanhoe Celestialite 


5108 CE 


Oa easeltice 


5662 CELESTIALITE 
5662 SILVO 


INES nin hee 
BSS\.8 § 1/7 


5662 CELESTIALITE 712 
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F. O. B. Monaca, Pa. 


IVANHOE ACE 


The Ivanhoe Ace is an enclosing unit made of one piece of crystal glass, enam- 
eled with a special enamel, fired on the upper surface and edge to reflect light 
downward, and on the outer surface of the bowl to diffuse the light and prevent 
glare with but very little light absorption. The Deflector, made of Ivanite alumi- 
num, fired over the top opening inside the holder reflects downward, light that 
would otherwise be lost. 


(For complete data on Ivanhoe Fixtures for the Ace, see Fixture pages) 


Std. Pkg. 
3S £ 
List Dimensions—Inches Size MazdaC  =$ = 
tCatalog Number Price _— Del. j Lamp 3 es 
Each Code Diam. Depth Fitter Watts o ae 
5108 x 14 CE $9.00 Cc 14 7% 6 100-150 1 8 
5108 x17 CE 12.90 B 17 94 6 200-300 1 12 
5108 x 20 CE 18.24 B 20 10% 8 300-500 1 20 


+An aluminum deflector is packed with each piece of Ace glassware and is included in the list price. 
Deflectors cannot be used when glassware is to be installed on Safety Fixtures supporting glass 
from inside the fitter. 
eee 


The Ivanhoe Ace Se 
How It Distributes Light 


The distribution curve shows 
graphically how light is re-direct- 
ed by the Ace. 

The quantity of light delivered 
below and above the unit is best 
expressed in percentage of the 
total light emitted by the bare 
lamp as follows: 

Zonular Distribution of Light 

*Percentage of 
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a 
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Zone Clear Lamp Lumens 
OG OSE icccscceersrtocssccoeeckes 28.5 
9:90 Seas - 49.0 
90218 0 Ge eeacceeccoscoctaces ey P70) 
O18020" CL otal )ececeeeees 72.0 


*Average performance of a num- 
ber of samples including all sizes. 


The Ivanhoe Ace — 


How to Hang It How the Ivanhoe Ace Distributes Light 


To hang the Ivanhoe Ace, with Deflector, place the Deflector over base of the 
lamp, screw the lamp into the socket. Then place the Ace about the lamp from 
below. The outer edge of the Deflector will rest on edge of the opening in the 
Ace, with Deflector pointing into the Ace. 





The Ivanhoe Ace — Spacing and Mounting-Height 
For most desirable results, the Ace should be spaced 1144 times the mounting- 
height above the working plane. 


IVANHOE CELESTIALITE 
“Blends with Daylight” 


Ivanhoc Celestialite glass is made of these three layers of dif- 
ferent glasses: 1. An outside layer of clear crystal glass to pro- 
vide body and strength with minimum absorption of light. 
2. A middle layer of translucent white glass to diffuse the light 
evenly and without glare. 3. An inside layer of special light- 
rectifying transparent blue glass to eliminate some of the red 
and yellow rays and produce a soft white light that ‘‘blends 
with daylight.’’ 

The Ivanhoe Celestialite—Spacing and Mounting-Height 

For most desirable results, the Ivanhoe Celestialite should be 
spaced 144 times the mounting-height above the working plane. 


Ivanhoe Celestialite 


Std.Pke 4 
7) 

> 2 ears 

2 Aa fh 
List , Dimensions—Inches Size MazdaC & 4 BRS 
*Catalog Number Price Delivery Lamp § £5 voe 
Each Code Diam. Depth Fitter Watts Sp i 7 ahs 
5662x 9 Cel. $2.52 B 9 6% 4 60-100 8 25 $0.08 
5662x 9 Cel. 712 4.44 Cc 9 6% 4 60-100 Sias -08 
5662x12 Cel. 6.78 B 12 84 6 100-200 1 7 13 
5662x12 Cel. 712 10.08 Cc 12 84 6 100-200 1 7 13 
5662x14 Cel. 8.70 B 14 9% 6 150-200 1 8 ia 
5662x14 Cel. 712 12.84 Cc 14 9% 6 150-200 1 8 13 
5662x16 Cel. 12.84 B 16 10% 6 300-500 ) ew Al ig 
5662x16 Cel. 712 17.79 Cc 16 105% 6 300-500 133 tly, 
5662x18 Cel. 19.80 B 18 12% 8 300-500-750 hy Be | 
5662x18 Cel. 712 26.40 Cc 18 12% 8 300-500-750 1) xl Py | 
5662x26 Cel. 108.00 D 26 18 16 1000-1500 1350 2.50 


Comes plain and with decoration, No. 712, which is fired in a light tan color on the glass. 


NOTE: Prices on the decorated twenty-six (26”) inch Celestialite on request. 
*NOTE: When ordering glassware, specify by complete catalog number and name, as: No. 5662x9 


Celestialite, or No. 5662x12 Celestialite 712. 
5662 Silvo is priced on page 31. 








Ivanhoe Commercial Glassware 
SCHEDULE E F,O.B. Brooklyn, N.Y. 





Silvo glass is the result of years of research and develop- : 
ment. It is a combination of white and blue glass blended into a Ivanhoe Sil vo 
homogeneous glass of the finest texture, blue white in appear- 
ance and which emits light of daylight quality. It meets the 
highest standard of quality and efficiency. 


When unlighted Silvo glass has a slight bluish tint, and 
when lighted is snow white. It provides a high level of illumi- BIO R808 
nation with minimum brightness. 


The appearance of the unit, and the wide range of pleasing 
contours makes it highly desirable for use in stores, schools, 
offices, hospitals, and similar commercial locations. 


(For complete data on Ivanhoe fixtures for Silvo, see fix- 
ture pages.) 


11288 SILVO 


Ivanhoe Silvo 


Std. Pkg. ae. 
re) we 
“a 
Del. far 8S Le g 
*Catalog Number List Code Dimensions—Inches SizeMazdaC & 4 one 
Price Lamp § 25 2; 3 
Each Diam. Depth Fitter Watts ef BYES G2 Sse. 
5662x 9 Silvo $1.17 B 9 614 4 60-100 S22 $0.08 
5662x12 Silvo 3.09 B 12 8% 6 100-200 1534 213 
5662x14. Silvo 3.99 B 14 9% 6 150200 1 8 13 i300 “Stk¥e 
5662x16 Silvo 5.88 B 16 10% 6 300-500 1 12 sy 
5662x18 Silvo 9.09 Cc 18 124% 8 300-500-750 sh / arm} 
11288x 93, Silvo 1.17 Cc 9% 6 4 60-100 12 30 .08 
11288x12 Silvo 3.09 Cc 12 if 6 100-150 1 5% Le 
11288x14 Silvo 3.99 Cc 14 8 6 150-200 1 8 alk 
11288x153%4 Silvo 5.88 C 15% 8% 6 300-500 jet 2 17 
11300x 934 Silvo 1317, C 9% 5% 4 60-100 12 30 .08 
11300x12x4 Silvo 3.09 C 11% 7% 4 100-150 1 5% BES 
11300x12x6 ~=©Silvo 3.09 Cc 1% 7% 6 100-150-200 1 5% ee) 
11300x14 Silvo 3.99 Cc 13% 8% 6 150-200 ions «13 
11300x16 Silvo 5.88 C 15% 9% 6 300-500 re We 17, 
11300x18 Silvo 909 C 17% 10% 6 300-500 st 3) 25 
11300x2? Silvo 25.41 D 22 125% 14 750-1000-1500 1 35 i 
11470x 934 Silvo 1.17 C 9% 7 4 60-100 eh be .08 
11470x11 34x4 Silvo 3.09 CS 11% 84 4 100-150 1 5% .13 
11470x11 34x6 Silvo 3.09 eS 1% 84 6 100-150-200 1 5% aie 
11470x133, Silvo 3.99 C 13% 10% 6 150-200 ns: 13 
11470x153g Silvo 5.88 C 15% 12 6 300-500 1 12 ai) 
11470x17 34x6 Silvo 9.09 D 17% 13144 6 300-500 Gy) Heh) 
11470x17 34x8 Silvo 9.09 D 17% 134% 8 300-500-750. 1 17 25 
11531 SILVO 
11531x 93%, Silvo 1.17 C 9% 7% 4 60-100 8 22 .08 
11531x1134 Silvo 3.099 C134" 8i4 4 100-150 1 5% .13 
11531x1334  Silvo 3.99 (e 13% 10 6 150-200 1S ah) 
11531x14% = Silvo 3.99 Cc 14% 11 6 200-300 1k 8 .13 
11531x153%4 Silvo 5.88 Cc 15% 11% 6 300-500 iy 2h oa7, 
11531x1734 Silvo 9.095 Dp 1734 +1234 6 500 17 £25 


*When ordering glassware, specify by complete catalog number and name, as: No, 5662 x 9 Silvo, 
or No. 11288x93¢ Silvo. 


The proper wattage lamp for a globe of given diameter depends entirely upon its application 
A larger lamp will increase surface brightness. Excessive brightness interferes with vision. For most 
satisfactory illumination it is therefore desirable to use the smaller lamp recommended. This applies 
to offices, schools, libraries, churches and like installations. For stores and similar installations where 
higher surface brightness is permissible, the larger lamp may be used with good results. 


$662 Silvo is illustrated on page 30. 


11470 SILVO 
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GENERAL ELECTRIC SUPPLY CORPORATION 


SCHEDULE E 


Ivanhoe Pressed 





PRESSED REFLECTORS 


6032 SUDAN 


6033 DRUID 


BLOWN REFLECTORS 


2128 SUDAN 


2123 SUDAN 


yy el ee ©] BO) =) 2) 


352 CRI 
412 OPAL 
515 


Protective metal rings are available for surrounding 
the fitters on the 6- and 8-inch fitter ball globes. These 
rings are of the split type and are provided with a lock 
so that once they are applied there is no danger of their 
falling off. They are available in aluminum at $0.45 list 
each, or in copper at $0.60 list each additional to the ball 
globe prices. They will be supplied attached to globe 
and in ordering specify, ‘‘Aluminum (or copper) pro- 
tective rings for the fitter.” 
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F. O. B. Monaca, Pa. 


and Blown Reflectors 


The open glass reflectors shown here are of simple but pleasing design. They 
are made in two textures of glass, Druid and Sudan. Druid glass is a medium- 
density opal glass with a slight amber tinge. It transmits a large part of the light 
and should Be used where light above the hanging height of the reflectors is 
essential. Sudan glass is a heavy-density opal glass which reflects most of the 
light and should be used where reflecting efficiency is the prime requisite. Ivanhoe 
reflectors of either Druid o: Sudan glass may be used where the larger Ivanhoe 
units may not be considered. 


Std. Pkg. 
+ et & 3 
List Del. Dimensions —In. size Mazpa = +s) 
*Catalog Number Prices Code C Lamp g BF 
cl Diam. . Fi a 
BLOWN REFLECTORS * pb biter 2 ee eee 
2123x 7 Sudan $0.81 °C 7. 3.1 4234 2540-0 a ee 18 
2123x 9 Sudan 1.29 Cc 9 334 [214 60 12 25 
2123 x 11 Sudan 1.68 Cc 11 43% 244 100-150 6 18 
2128x 6 Sudan -81 D 6 4% 214 ~= 25-40-50 12 15 
2128 x 7 Sudan 1.05 C 7 5 244 60 12 18 
2128x 8 Sudan 1.53 Cc 8 54% 24% 100-150 12 21 
PRESSED REFLECTORS 
6032x 71442 Sudan 1.11 Cc 74% 3% 214 ~~ 25-40-50 12 50 
6032 x 914 Sudan 1.50 B 9% 43% 214 60-100 12 65 
6032x1142 Sudan 2.97 Cc 11% 5% 3% 150 6 80 
6033 x 6 Druid -81 Cc 6 44% 24% ~~ 25-40-50 36 65 
6033 x 7 Druid 1.05 Cc ii 5 244 60 12 42 
6033 x 8 Druid 1.53 Cc 8 534 24 100-15¢ 6 22 


*When ordering glassware, specify by complete number and name, as: No. 2123 
x 7 Sudan, or No. 6032 x 74% Sudan. 


IVANHOE BALL GLOBES 


Ivanhoe Ball Globes are made in the following glasses: 

1. Clear—Crystal glass, clear. 

2. C.R.I.—Crystal glass, roughed inside. 

3. Druid—A heavy weight, but light density white glass. 

4. Genco—A light weight and highly diffusive white glass. 

5. Opal—A light density, highly diffusing glass. 

6. Ruby—A light density, clear red glass. 

Ivanhoe Ruby Balls are made in a wide range of sizes. Exit Balls, with the 
word EXIT sand-blasted on one side of the glass, are made in two popular sizes. 


SMALL BALL GLOBES 
Standard Package 













List Dimensions — Inches 
“Catalog Number Price Del. Ship. 
Each Code Diam. Depth Fitter Quantity Wt.,Lbs. 
352x6x3l%, CRI $0.54 A 6 6 34 12 20 
352x7x3l%, CRI -63 B 7 74 314 12 25 
352x8x3l%, CRI -96 C 8 84 34 12 30 
352x8x4 CRI -96 B 8 814 4 12 30 
412x6x3l, Opal 54 B 6 6 34 12 15 
412x7x3%, Opal -63 Cc 7 7 34 12 23 
412x8x4 Opal -96 B 8 8 4 12 30 
515x6x3l, Ruby 1.65 B 6 6 34 12 15 
515x6x3, Ruby Exitt 2.97 Cc 6 6 314 12 15 
515x8x4 Ruby 2.64 C 8 8 4 12 30 
515x8x4 Ruby Exitt 4.29 D 8 8 4 12 30 
LARGE BALL GLOBES 
*List Standard Package 
Catalog Number Price Del. Shipping 
Each Code Quan. Wet.,Lbs. 
515 x 10x 4 Crystal CRI Druid or Genco.......... $1.50 Cc 4 20 
515.3110 x04 Rubys eee 4.62 D 4 20 
515x 10x 5 Crystal CRI Druid or Genco... 1.50 Cc 4 20 
§15-x10' x05 Ru Dye eee eee 4.62 D 4 20 
515x 10x 6 Crystal CRI Druid or Genco... 1.50 Cc 4 20 
515:x 10 x86) Ruby =e eee 4.62 D 4 20 
515 x 12x 6 Crystal CRI Druid or Genco 2.40 B 2 15 
515 x/12'x 46) Rubys2 2 eee 6.93 D 2 15 
515x12x 8 Crystal CRI Druid or Genco 2.40 Cc 2 15 
519 x12x 8 Ruby 6.93 D 2 15 
515x 14x 6 Crystal CRI Druid or Genco 3.51 Cc 2 17 
5515's 14's) 6 Ruby eee ee 10.56 D 2 17 
515x 14x 8 Crystal CRI Druid or Genco ee | Cc 2 17 
§15:x.14 568: Ruby? 2 ee 10.56 D 2 17 
515 x 16x 6 Crystal CRI Druid or Genco....... 4.50 C 1 14 
515 x°16'x* 6s RuDyses eee eee 14.85 D 1 14 
515x 16x 8 Crystal CRI Druid or Genco 4.50 B 1 14 
S153) 16x57 8) Rua ya ee ee 14.85 D 1 14 
515 x 18x 8 Crystal CRI Druid or Genco.......... 13.20 D 1 17 
515 x 18 x 10 Crystal CRI Druid or Genco......... 13.20 D 1 17 
515 x 20 x 10 Crystal CRI Druid or Genco.......... 23.10 D 1 60 
515 x 20 x 12 Crystal CRI Druid or Genco.......... 23.10 D 1 60 
515 x 20 x 14 Crystal CRI Druid or Genco... 23.10 D 1 60 


*When ordering ball globes, specify both c 
wanted. Thus ‘'515-12x8 C. R. I.’’ indicates a 12-inch ball with 8-inch fitter made 


in: Co Rais elass: 


specified. 


atalog number and the kind of glass 


An order for ‘‘515-12x8’’ cannot be filled until the glass is 


tExit balls will be supplied standard for Pendant mounting. Specify for upright, 
or side mounting position when so required. 





Ivanhoe Miscellaneous Glassware 
SCHEDULE E F. O. B. Monaca, Pa. 





Ivanhoe Miscellaneous Glassware 


The plain shades and globes as shown provide proper 
illumination for bathrooms, kitchens and similar locations. 
Opal and Sudan glass is of light density with high diffusing 
qualities. Shades marked SR are of Sudan glass with Rozelle 
decoration. Shades marked CRO, CD and CRI are of crystal 
glass. The finish of this type of glass is obtained by roughing 
the interior or exterior surface of glass blanks, or by roughing 
the exterior surface and applying color decoration. The rough 
finish of the glass improves the diffusion of light. CRI indi- 
cates plain crystal glass roughed inside. CRO indicates clear 
crystal glass roughed outside. CD indicates crystal decorated 
with colors as listed. Decoration SR 750 consists of a single 
colored band around the glassware; color as specified: Red, 
Green, Blue, Tan or Yellow. ate Hae 

No. 2575 is of Genco Glass which has a high diffusing 
quality and low light absorption. Its pleasing contour meets 
a wide range of requirements. 


264° OPAL 


424%, OPAL 


Standard Package 
List De- Dimensions—Inches 37842 CRI 
*Catalog Number Price livery Ship. i 
Each Code Diam. Depth Fitter Quantity We.,Lbs. 

421% Opal $0.48 B 44 4% 24% 36 28 

4244 SR 750 57 Cc 434 4% 244 36 28 

264 Opal 51 A 4% 6% Len. 24% 24 20 

264 SR 750 1.05 Cc 4% 6% Len. 24% 24 20 

35512 CRO .24 A 434 4% 24% 36 30 

35514 CD-48 Tan Ty xe! 434 454 24 36 30 428x6 OPAL 

355', CD-48 Blue -42 Cc 434 45% 24% 36 30 365 CRI 

3552 CD-48 Rose -42 Cc 454 45% 24% 36 30 

36014 CRI .24 B 4 414 24% 36 30 

365 x 6 CRI 51 B 6 3% 24 36 40 546! 
305 x 7 CRI -60 B 4 24% 24 35 ey 
365 x 8 CRI .87 B 734 5% 24% 12 30 2 
37812 CRI 24 B 414 4% 24% 36 30 

428 x 6 Opal BOL A 6 4 24% 36 35 

428 x 6 SR 750 «15 Cc 6 4 24% 36 35 

428 x 7 Opal -60 A 7 454 24 24 27 

428 x 7 SR 750 1.05 Cc 7 454 24% 24 27 

428 x 8 Opal -87 A 8 54% 2% 12 20 5347 OPAL 

428 x 8 SR 750 1.35 Cc 8 5% 2% 12 20 
433 x 8 Opal -90 A 8 6% 4 12 25 

433 x 8 SR 750 1.26 Cc 8 6% 4 12 25 

5461, Opal -60 Cc 434 44 24% 36 30 

5347 Opal 81 GC 6 4% 244 36 48 

355% CRO 

2575x8 Genco $0.69 A 8 5% 4 12 25 

2575x10 Genco 1.20 B 10 6% 4 4 12 

2575x12x4 Genco 1.89 B 12 7% 4 4 20 

2575x12x6 Genco 1.89 B 12 1% + 14 20 

2575x14 Genco 2.55 B 14 9 6 2 13 

2575x16 Genco 3.30 B 16 10% 6 2 18 433 SR 750 
2575x18x6 Genco 8.25 D 18 11% 6 1 10 

2575x18x8 Genco 8.25 D 18 11% 8 1 10 





*When ordering glassware, specify by complete number and name, as: No. 424% £R-750, or No. 
35544 CD-48 Tan. 
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GENERAL ELECTRIC SUPPLY CORPORATION 
SCHEDULE F 


Inspected by Underwriters’ Laboratories. 





Swivel Stem & 
Pendant : 


Pendant 





The safety type operates easily, quickly and safely. During maintenance operations the 
lobe suspends from the holder shell by a heavy bead chain with wire fitter ring which 
fe around neck of globe. The ends of fitter ring project outward and engage in slots in 
holder shell so as to support globe in the holder on one side. The bead chain on the 
other side draws up through the holder and locks, thereby holding globe firmly in place. 


-—— Dimensions — Inches ———., Standard 


List De- Length Length to Package 
Catalog Price livery Type Diameter Tube Bottom _ Fitter Wt., 
No. Finish Each Code Socket Canopy Stem of Holder Diameter Quan. Lbs. 
CHAIN PENDANT—SCREWLESS 
M-811 Statuary Bronze $2.07 B Medium 5144 pee 30 4 12 25 
M-812 Statuary Bronze 2.22 B Medium 54% a 30 6 1Zpee2O 
MO-812 Statuary Bronze 2.76 B Mogul 54 a 30 6 12S) 
SWIVEL STEM PENDANT—SCREWLESS 
M-813 Statuary Bronze $2.97 C Medium 514 24 29 4 12530 
M-814 Statuary Bronze Sat A aC, Medium 514 24 30 6 Ze oD 
MO-814 Statuary Bronze 3.66 C Mogul 54% 24 30 6 12 40 
CEILING TYPE—SCREWLESS 
M-815 Statuary Bronze $1.20 B Medium 514 _ ..... 4 4 12520 
M-816 Statuary Bronze 1.35 B Medium 6 ae 4% 6 2 aep2s 
MO-816 Statuary Bronze 1.89 B Mogul 6 ek 414 6 ee ee! 
CHAIN PENDANT—UTILITY LINE 
M-828 Statuary Bronze $1.86 B Medium 514 _..... 30 214 220) 
M-850 Statuary Bronze 1.92 A Medium 5144 us 30 4 12° 35 
M-851 Statuary Bronze 2.07 A Medium 5144 aa 30 6 1 2ee 0) 
MO-851 Statuary Bronze 2.61 A Mogul 5% a 30 6 1225 35 
MO-852 Statuary Bronze 4.80 B Mogul 5% Zs 30 8 12 «55, 
SWIVEL STEM PENDANT—UTILITY LINE 
M-872 Statuary Bronze $2.76 D Medium 514 _ 24 29 oN ee hy 
M-873 Statuary Bronze 2.82 D Medium 54 24 29 4 PZ a0 
M-874 Statuary Bronze DTS f B Medium 5144 24 30 6 1 ee 
MO-874 Statuary Bronze Sep | B Mogul 54% 24 30 6 12 40 
MO-875 Statuary Bronze 5.20. Mogul 54 24 31% 8 12 60 
CEILING TYPE—UTILITY LINE 
M-829 Statuary Bronze $1.05 B Medium 514 234 244 1201S 
M-804 Statuary Bronze 1.05 A Medium 5% 4 4 12 30 
M-805 Statuary Bronze 1.20 A Medium 6 4% 6 12) 25 
MO-805 Statuary Bronze 1.74 A Mogul 6 4% 6 1 EN i 
MO-806 Statuary Bronze 5.10 D Mogul 814 6% 8 12 40 
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Swivel Stem Pendant 











F. O. B. Meriden, Conn. 


Ivanhoe Utility Hangers 





Ceiling Type 





Chain Pendant 


HANGER SPECIFICATIONS 


The Utility line hangers are low in price. De- 
signed especially for use in locations where the 
use of higher priced fixtures is not warranted. 


The Screwless Type Safety Hangers embody a 
special principle ot coastea tin which eliminates 
the possibility of glass globes falling from the 
supporting fixtures, no matter how severe the 
vibration may be. They insure safety without 
the use of set screws, and without straining the 
lip of the glass globe. This line is entirely dif- 
ferent in construction from other Ivanhoe Safety 
type holders. 


Hangers are supplied standard with MS843 stem. 


Chain—Chain is of suitable gauge steel insurin 
mechanical strength and is plated to match finis 
of hanger. 


Wire and Sockets. 


No. 16 AF wire is supplied with hangers for 
lamps of 500 watt size or smaller. 


No. 14 AF wire is supplied with hangers for 
lamps of 750 watt size or larger. 

Porcelain sockets of the highest quality are used 
in both medium and honor type hangers. 


Cross Bars—Ceiling fixtures are supplied stand- 
ard with offset reversible galvanized crossbars, 
two screws with large barrel nuts are supplied. 


NOTE—Mogul socket hangers can be supplied 
equipped with special Tri-lite socket for use with 
the Mazda double filament lamp bulbs at $0.60 
list each additional. Add TRI to catalog num- 
ber when desired this way. 


Extra length chain and wire, Statuary Bronze, 
$0.18 list per foot. 


Chain only, Statuary Bronze, $9.00 list per hun- 
dred feet. 


Extra length stem and wire, Statuary Bronze, 
$0.60 list per foot. 


Standard canopy switch, $1.65 list each; wired 
on hanger. 


Tri-Lite switch, for Tri-Lite 


: fixtures, 
$1.65 list each; wired on hanger. 


socket 


Hangers are supplied standard wired. They will 
be supplied on special order unwired with wire 
and socket included but unattached. 








Ivanhoe Commercial Hangers 
SCHEDULE F F. O. B. Meriden, Conn. 


Inspected by Underwriters’ Laboratories 


Ivanhoe Super Service Hangers 





Illustration shows con- 
struction and adjustment 
of new box type hickey. 








Bracket 
Swivel Stem Chain Pendant 
Pendant ‘ : : : 
Hanger Specifications — Super Service Line 
5 no Canopies, Holders, Top Shells and Fitters — 
Dimensions—Inches ae The contours of holders, canopies, top shells 
Dia. Length Length and fitters are designed to provide the greatest 
Catalog No. Finish List Type Can» Tube to Fitter Wt., possible mechanical strength as well as grace 
Price Del. Socket opy Stem Bot. of Dia. Quan. Lbs. and refinement in appearance. 
Each Code Holder Shells are of finished 20 gauge brass. Canopies 
are standard with eyelet for pull chain switches. 
Top shells of ceiling units are standard with 
CHAIN PENDANT—SUPER SERVICE LINE knockouts for canopy switches. Inside of holders 
are le ork tacthioe eg Four inch poles us 
¥ 84 C Medi 51 OY! 4 12 28 equipped with three heavy gauge threade ush- 
eee aan ae a5 C Recdiaee 6 ley 6 12 32 ings and beveled and upset heavy gauge screws. 

MO-951 Sestucay Brotize A868 Mogul 54 Se gy 6 12 36 Six and eight inch holders with four beveled and 

MO-952 Seiniary Bronte 630 D Rorul 514 oe Sy 8 12 55 upset screws. Ten inch holders with six beveled 

MO-953 arty Boween.40.805D (Mogul, 9 8i4 624.5) 10) 6) 9235 and upset screws. 

Galvanized box type adjustable suspension 
hickeys and screw ring canopies are regularly 
supplied on pendant fixtures. Ceiling units 
are supplied standard with offset reversible, gal- 
vanized crossbar. Two screws with barrel nuts 
are also supplied. 

Chain—Chain is of #s-inch diameter brass. 

SWIVEL STEM PENDANT—SUPER SERVICE LINE Swivel Stem—Swivel stems are of 34-inch iron 

Pipe SS by Cee brass casing. pee: is 

. turne rass, ball type, permitting hanger to 
- Stat Bronze 4.38 C Medium 5144 18 24 4 12 33 on: 5 
M985 Scedaty Brenze Bene CG Medium 514 18 24 6a mic as swing through an angle of 30°. 

MO-955 Statuary Bronze 5.40 C Mogul 54 £18 = 24 6 12 41 No. 16 AF wire is supplied with hangers for 

MO-956 Statuary Bronze 6.84 D Mogul 54 18 a : - me lamps of 500 watt size or smaller. 

MO-957 Statuary Bronze 11.34 D Mogul 8/4 = 18 : i No. 14 AF wire is supplied with hangers for 
lamps of 750 watt size or larger. Porcelain 
sockets of the highest quality are used in both 
medium and mogul type hangers. 

Hangers and brackets are supplied standard not 
wired, wire and socket is included. Can be sup- 
plied wired on order only. Brackets are standard 
with keyless socket. 

CEILING TYPE—SUPER SERVICE LINE 
M-903 Statuary Bronze $2.55 C Medium - 444 . Mogul socket units can be supplied equipped with special 
M-904 Statuary Bronze 2.85 C ene 6 is 434 6 12 28 Tri-Lite socket for use with the Mazpa double filament 

MO-904 Statuary prver nee y Motae 81, 414 6 12 30 lamp bulbs at a price of 60c list each additional. Add 

Br icee anne Bone iD Mowat 814 ray: 12 36 TRI to catalog number when desired this way. 

MO-906 Statuary Bronze 6.00 D Mogul 84 6% 8 12 46 Extra cia chain and wire, Statuary Bronze (301), $0.36 

list per foot. 

Extra length stem and wire, Statuary Bronze (301), $0.60 
list per foot. 
Chain only, Statuary Bronze (301), $24.00 list per hundred 
feet. 
BRACKET Standard Canopy Switch, $1.65 list each wired. 
TriLite Canopy Switch, $1.65 list each wired. 
M-757 Statuary Bronze $3.90 C Medium 5144 .~ 7 24% 12 20 Pendant Hangers will be supplied with Cast Brass loop at 


$0.24 additional list each hanger. 
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Catalog No. 


M-869 
M-870 
MO-870 
MO-871 


M-876 
M-877 
MO-877 
MO-878 


M-797 
M-798 
MO-798 
MO-799 


Mogul socket hangers can be supplied equipped with special Tri-Lite socket for use 
with the Mazda double filament lamp bulbs at a price of $0.60 list each additional. Add 





Chain Pendant 


SCHEDULE F 





Ceiling Type 
4 
List Del. 
Finish Price Code 
Each 


Inspected by Underwriters’ Laboratories 


Dimensions—Inches 


Dia. 
Type Can- 
Socket opy 











Length Length 
Tube _ to 
Stem Bot. of Dia. Quan. 


Holder 


CHAIN PENDANTS—U-STRAP SAFETY LINE 


Statuary Bronze $3.57 
Statuary Bronze 3.99 
Statuary Bronze 4.53 


Statuary Bronze 5.70 


SWIVEL STEM PENDANT—U-STRAP SAFETY LINE 


Statuary Bronze $4.29 
Statuary Bronze 4.71 
Statuary Bronze 5.25 


Statuary Bronze 6.42 


A 


A 
A 
D 


B 
B 
B 
D 


Medium 514 
Medium 514 
Mogul 54 
Mogul 54 


Medium 54 
Medium 5\% 
Mogul 54 
Mogul 54% 


24 
24 
24 
24 


18 2434 
18 24 
18 24 
18 24% 


CEILING TYPE—U-STRAP SAFETY LINE 


Statuary Bronze $2.40 
Statuary Bronze 2.70 
Statuary Bronze 3.24 


Statuary Bronze 7.50 


QO > > 


D 


Medium 6 
Medium 6 
Mogul 6 
Mogul 814 


TRI to catalog number when desired this way. 
Extra length chain and wire, Statuary Bronze (301), $0.18 list per foot. 
Extra length stem and wire, Statuary Bronze (301), $0.60 list per foot. 
Tri-Lite switch, $1.65 list each; wired on hanger. 
Standard Canopy switch, $1.65 list each; wired on hanger. 


Hangers supplied standard not wired. Socket and wire is included but not attached. 


Wired hangers on order only. 


When 4” fitter hangers M869, M876 or M797 are required with 20 gauge brass shells 
add $0.51 list each. There is a slight change in holder and canopy shell contour in 20 


gauge. 


When 6” fitter hangers M870, MO870, M877, MO877, M798, and MO798 are required 


with 20 gauge brass shells add $0.60 list each. 


Hangers MO871 and MO878 are supplied with 20 gauge brass shells at $0.75 list 
additional. There is a slight change in holder and canopy shell contour in 20 gauge. 


Hanger MO799 is only supplied in 22 gauge brass. 


Ceiling and stem pendant type hangers can be supplied in steel porcelain enamel. 


Prices on request. 
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office and factory buildings in rapidly increasing 


Ivanhoe Safety 


numbers. 


Ivanhoe Standard Safety Hangers 


They are easier than ordinary hangers to 











F.O. B. Meriden, Conn. 


Hangers are being specified in 





possibility of glass globes falling from the supporting 
hangers. no matter how severe the vibration may be 
They insure safety without the use of screws and 
lugs, and without straining the lips of the glass 


globe. 


The Standard Safety hangers shown here are 


not to be confused with the screwless type holder 


which supports the glass from the outside of fitter. 


n DN 


4 
6 
6 
8 


Fitter 


Standard 
Package 
Wt., 
Lbs. 
12 32 
12 34 
12 38 
12 58 
12 33 
12 38 
12 41 
12 58 
12 26 
12 30 
12 33 
12 50 


Holder 


] 
hang and permanently safe. They eliminate the 


mechanism of safety type 
hangers showing details of construc- 
tion, holder raised to permit the globe 
to be easily placed in position. Holder 
seats firmly on globe and is locked 
securely in place with knurled ring. 





Swivel Stem 
Pendant 


Hanger Specifications—Standard Safety Line 
Canopies, Holders, Top Shells and Fitters — 


The canopies, top shells, holder and fitter 
shells of these units are constructed of brass 
of sufficiently heavy gauge to provide adequate 
mechanical strength to their graceful contours. 
Canopies are regularly supplied with knockouts 
for pull chain switches. Top shells of ceiling 
units are also equipped with knockouts for 
canopy switches. 


In the pendant hangers the glass globe is sup- 
ported from the inside by two broad steel straps, 
shaped to conform with the fitter contour. The 
holder shell seats over the glass and is locked 
down by a knurled locking ring, holding the 
globe firmly without strain. The globe cannot 
work loose by accidental shock or vibration. By 
releasing the lock ring and raising the holder the 

lass can be quickly removed for cleaning or re- 
amping. This holder construction is used in 
both the chain and stem type suspension hangers. 


In the four and six inch ceiling type units 
the Ivanhoe patented plunger type mechanism is 
used. In this safety holder the globe is likewise 
supported from_inside the fitter by two formed 
steel straps or fingers whose action is controlled 
by a horizontal piseses protruding from the 
holder shell. Pulling out the plunger contracts 
the fingers releasing the globe. When pushed in 
the fingers expand under the globe and lock in 
that pcos against any shock or vibration. The 
8-inch ceiling holder is of the V strap construc- 
tion used in pendant fixtures described above. 


_ Chain—Chain is of suitable gauge steel insur- 
ing mechanical strength and is plated to match 
finish of fixtures. 


Hangers standard with MS843 stem. 


Wire and Sockets—No. 16 AF wire is supplied 
with units for lamps of 500 watt size or smaller. 


No. 14 AF wire is supplied with units for 
lamps of 750 watt size or larger. Porcelain 
sockets of the highest quality are used in both 
medium and mogul type units. 


Cross Bars—Ceiling units are supplied stand- 
ard with offset reversible galvanized crossbars, 
two screws with large barrel nuts are supplied. 











Ivanhoe Attachment Units 


In this catalog, are illustrated engineered lighting units primarily designed to produce, when equipped with proper 
lamps, intensities, distribution, eye comfort, etc., in accordance with the latest recommended standards for new installa- 


tions or complete replacement of old fixtures. 


On this page we show three attachment type units. Each is designed to modernize the lighting results of old fixtures 
or to supplement existing fixtures so as to produce results similar to that which would be obtained from an entirely 
new installation, without the installation expense of new fixtures. All three being of the portable type make them easy 


to install and particularly applicable to rented premises. 


Ivanhoe Portable Wall Bracket 


Schedule M — F. O. B. Meriden, Conn. 


The Ivanhoe portable wall bracket, No. MO-1200, was designed 
for a definite purpose. Most offices and many stores, auditoriums, 
etc., are not adequately lighted according to the accepted standards 
of illumination and where larger lamps may be installed in existing 
equipment, the brightness would be extremely objectionable. To 
serve this field of auxiliary lighting equipment, this bracket was de- 
signed. It fastens to the wall with Moore push pin packed with 
each unit, and is supplied with cord and plug, ready for use. Its 
construction consists of a cast aluminum body and a removable re- 


Catalog No. MO-1202 is the same bracket with special socket and switch for use with 
100-200-300 watt Tri-Lite double filament torchere type of Mazda lamp bulb. 


List Deliv- Recom’d 


Price ery Lamp Dimens., Inches 
Cat. No. Finish Each Code Wattage Diam. Lgth. 
RENU-A-LITE 
M-900 White Porcelain 
Enamels 2 .. $1.55 A 60-150 8in. Glass 9 
M-800 White Porcelain 
Enamel) 222-5. 1.80 B 100-150 8in. Glass 9 
SHIRDONETTE 
M-915 Ivory with Black 
{IT rre oe aeceee CG 100-150 1034 9 


Trim 
M-915 Green with Gold 

AGG. eens 3.10 C 
PORTABLE BRACKET 


MO-1200 Polished Aluminum 
and Black, Polish- 
ed Aluminum and 
Bronze or Polish- 
ed Aluminum and 
lvoryameee ~efree 7.80 B 
MO-1202 Polished Aluminu 
and Black, Polish- 
ed Aluminum and 
Bronze or Polish- 
ed Aluminum and B 
LVOLVieee ost cae 9.00 


100-150 1034 9 


100-200-300 


Ivanhoe Renu-a-lite 
Schedule M — F. O. B. Monaca, Pa. 





The Ivanhoe Renu-a-lite, catalog No. M-900, has enjoyed a 
wonderful acceptance, having been campaigned by Utility Com- 
panies from coast to coast, resulting in sales of more than 200,000 
units. Its application is the kitchen, bathroom, basement, play 
rooms, small stores, service stations and similar locations. Screws 
directly into the regular light socket of old fixtures — no wiring 1s 
required. Produces the same lighting results as the most modern 
and more expensive types of kitchen units. _ : ‘ 

Its construction consists of a genuine white vitreous porcelain 
enamel holder with globe of the highest quality white diffusing 

lass. It is practically dust and insect proof and Zale cleanable. 

o. M-800 is the same as M-900 but includes porcelain enamel 
baffle plate. 


250-500 9 9 


Tri-Lite 9, 9, 


flector for easy cleaning. The aluminum reflector finished in popu- 
lar Ivanite finish is so designed as to direct an even distribution of 
light over a reasonable area. In addition, a well designed baffle is 
incorporated within the reflector to eliminate any unusual brightness 
on the wall. A 500 watt Mazda CX lamp bulb is recommended for 
best results, but where high intensities are not required the 250 watt 
torchere type lamp bulb may be used by inserting a standard adapter 
to properly position the lamp filament in relation to the reflector. 


Standard Pkg. 


Quan. Wt.Lbs. 

10 25 i 

10 27 i 
| 

10 20 j 

10 20 

6 24 

6 24 





Ivanhoe Shirdonette 
Schedule M — F. O. B. Meriden, Conn. 


The Ivanhoe Shirdonette, No. M-915, is an attractive, scientific- 
ally designed, totally indirect luminous bow! unit. It is ideal for 
the lighting of bedrooms, sun rooms, breakfast nooks, nurseries 
and similar locations. It is a miniature in appearance and an exact 
duplicate in performance of the Ivanhoe Shirdon, a well designed 
and efficient unit in accordance with present day standards of cor- 
rect lighting practice. Like the Renu-a-lite, it screws into the light 
socket of existing fixtures. 

Shirdonette is of a patented construction. It is attractively fin- 
ished in Ivory with Black Trim or in Green with Gold, with inside 
reflecting surface of the well-known Ivanite finish. The luminous 
bowl has an exceptionally low surface brightness. It is white in 
appearance when unlighted and when lighted it takes on a soft 
tone of color. Regularly supplied for use with 150 watt Mazda 
lamps. One hundred watt lamps may be used by removing five 
beads from the chain holding unit to socket, so as to place the 
lamp filament in the proper relative position to inside reflector. 





The Renu-a-lite and Shirdonette are inspected by Underwriters’ Laboratories 
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SCHEDULE F 











F. O. B. Meriden, Conn. 


Inspected by Underwriters’ Laboratories. 


Ivanhoe Miscellaneous Lighting Fixtures 








No. M1229 
No. M1230 






Hid 
aM Se. eae} 


=< 


No. M1232 





No. M1225-6 
Pendant—M1226 
Side Wall—M1225 





No. VO-60 
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No. M1220 
No. M1221 


No. M426 


CEILING BANDS—M1229, M1230 


Ceiling bands or porch collars are available in 3Y4- 
inch, and 4-inch fitter sizes. Wire and socket included 
but not wired. 


CEILING FIXTURE WITH SHADE—M427 


M427 fixture is supplied with 428x6 Opal shade in 
individual cartons. Fixture wired. Fixture canopy diam- 
eter 5Yg inches. 


CLOSE CEILING FIXTURES—M1220-21 


For locations having limited headroom — standard 
with two porcelain sockets, bottom knob support, alum- 
inized inner reflecting surface. Easily wired and in- 
stalled. Fixture standard not wired. M1220 and 
M1221 standard with Box bowl. Complete with glass. 


NIGHT LIGHT CANOPY—M492 


Consists of box hickey equipped with two intermediate 
base lamp sockets and Sudan glass canopy, glassware 
held in place by lock ring on loop so it functions same 
as a metallic canopy. Two (2) S-11 10-watt bulbs may 
be installed, providing illumination for Night Lighting. 
Standard not wired. Prices on fixtures complete with 
Night Light canopy will be quoted on request. 


BARE CEILING FIX TURE—M803 


The M803 is supplied with cross bar and screws for 
attaching to the outlet box. Canopy shell has an eyelet 








No. M427x6 No. M492 


DUSTLESS KITCHEN UNIT—M1232 


The M1232 Kitchen Unit for 100-watt lamp with 
bullet-shaped, straight sided glassware does not allow 
dust to collect. Consists of flat ceiling band which seats 
the glass and acts as a reflector, Genco bullet-shaped 
glass globe with bottom hole, harp and knob to sup- 
port the glass. 


EXIT LIGHTS—M1225-26 


In keeping with modern tendency Exit Lights of two 
sizes are provided. M1225, M1226 side wall and ceil- 
ing types, 3-inch letters in black with 3¥4-inch fitter. 
Fixture not wired. Finish—Statuary bronze. Complete 
with glass. 


VO-60 CHROMIUM 


An inexpensive Ceiling Type Vaporproof holder and 
globe recommended for shower rooms, basements, etc. 
Is provided for mounting direct on 4-inch outlet box, 
complete with sign receptacle— wired complete with 
Glassware — Crystal, roughed inside. 


WALL BRACKET—M764x5 


The M764 bracket is supplied with Medium Keyless 
socket, 21-inch fitter and No. 5910 Sudan glass. Not 
wired—wire and socket included. Has ¥%%-inch female 
reducer for attachment to stud and outlet box. Projec- 
tion—5 inches. 


BARE CEILING ROSETTE—M426 


The M426 is supplied with cross bar and screws for 
attaching to the outlet box. An eyelet is provided for 


for pull chain socket. Finish, White Paint Enamel. No pull chain socket. No socket is supplied. Finishes: 
socket supplied. Packed one to a carton. 24 to a con- White Paint Enamel and Statuary Bronze. Packed 2 to 
tainer. a carton, 48 to a container. 
COMPLETE FIXTURES—SCHEDULE ‘‘F’’—F. O. B. MERIDEN, CONN. 
Recom- 
: List Complete Dimensions in Inches mended Std. Pkg 
Catalog No. and Finish Price _Del. Description with Lamp Wt., 
Each C'de Glassware Diam. Depth Fitter Watts Qty. Lbs 
M-427x6 Stat. Brz. $2.55 C Ceiling Fitterand Shade 428x6 Opal 6 6% 214 25-40 12 30 
M-492 Nuvon 5.25 D Night Light Canopy 6300 Sudan 63% 6 ees (2) 10 12 24 
*M-764x5 Stat. Brz. 2.49 C_ Keyless Bracket 5910 Sudan 44% Canopy 5 proj. 24 25-40-50 as 
M-1220 Stat. Brz. 8.55 B Ceiling Band-Box Bow! 539x10 Genco BH 11% 4% ater (2) 25-40 aoa 30) 
M-1221 — Stat. Brz. 10.20 B Ceiling Band-Box Bowl 539x12 Genco BH 1334 5 ns (2) 50-60 4 36 
M-1225 = Stat. Brz. 3.00 C Side Wall Exit Light G-234 Ruby Exit 614 6% 344 15-25-40 10 28 
M-1226 Stat. Brz. 3.00 C Pendant Exit Light G-235 Ruby Exit 64% 644 34 15-25-40 10 28 
M-1229 Stat. Brz. cf Ow G° Parch Collars’ ae em eee ee 64 134 34 ee 24 20 
M-1230 Stat. Brz. 390" -Cy Porch Collars gi en ee ee ee 64% 134 I ae 24 20 
M-1232 Nuvon 6.00 C  Dustless Kitchen Unit 5561x8x8 Genco BH 816 $46, 4 = 100 6 30 
VO-60 Chromium 3.30 C Shower Fixture 346x6 CRI 44 7 = 40-5060 10 25 
M-803 White -75  A_ Kitchen Holder 54% 4 4 50-150 2413 
M-426 Stat. Brz. -51  A_ Beam Light 5\% 1% Seca 25-50 48-13 
M-426 —_— White 45 A Beam Light 514 ih? 25-50 48 13 





GLASSWARE ONLY FOR REPLACEMENT 


346x6 CRI 


S C_ Glass for VO-60 oe Se ee cee Ce = 50-60 12 14 
539x10 Genco BH 2.55 B_ Glass for M-1220 Box Bowl 10 3. “eee (2) 25-40 6 20 
539x12 GencoBH 3.90 B_ Glass for M-1221 Box Bow! 12 a oe a (2) 50-60 6. 27 
5561x8x8 Genco BH 3:00.) G7) Glass for:-1232 eee 8 8 100 12 50 
5910 Sudan -60 C Glass for M-764x5 as 5l6 44 244 25-40-50 36 40 
6300 Sudan 1.20 D_ Glass for M-492 cen 63% 6 ae (2) 10 12 30 
G-234 Ruby Exit 2.10 C Glass for M-1225 Sidewall—3” Letters 414x444 54% 3% 15-25-40 12 16 
G-235 Ruby Exit 2.10 C Glass for M-1226 Pendant—3” Letters 416x4% 54% 34 15-25-40 12 16 


*M-764 brackets will be supplied with pull chain socket on special order at $0.21 each list additional. 











SCHEDULE P 


Ivanhoe Portable Lamps 
F. O. B. Meriden, Conn. 


Ivanhoe Better Sight Lamps 





Well Diffused Light 






This inverted open-top bowl of diffusing glass is under 
the shade in both the table and floor lamps. Produces a 
combination of direct and indirect illumination. 


































Lamp No. IL 6400—2010 


Shade, 19x95 inches is of natural 
parchment with fabric Soverae. Also 
supplied with shade No. 2008 of leather- 
ette parchment, as shown on lamp No. 
IL 6700-2008. 

Height of lamp, 58 inches. 
Finish, Bronze with Brass relief. 
Uses 100 watt Mazda lamp. 


List price No. IL 6400—2008............ $14.00 
List price No. IL 6400—2010............ 15.25 
Delivery Code B 


Lamp No. IL-6500—2011 


Same design and finish as above 
but general purpose type for use 
with 100-200-300 watt Mazda 


lamp. 

Shade: 19x13 inches, is of natu- 
ral parchment with fabric cover- 
ing. Also supplied with No. 2009 
leatherette opener shade. 

Height of lamp, 63 inches. 


List price 

No. IL 6500—2009 .......... $15.75 
List price 

No. IL 6500—2011 .......... 17.25 
Delivery Code B 


Lamp No. IL 6701—2012 


Shade, 19x95 inches, is of parchment. 
Height of lamp, 28 inches. 
Finish, Ivory and Gold or Bronze and 
Gold. 
Hil Has turn button switch in socket cover. 
HA Uses 100 watt Mazda lamp. 


List price No. IL 6701—2012............ $7.00 
Delivery Code B 








Lamp No. IL 6700—2008 


Shade, 19x95@ inches is of leather- 
ette parchment. Also supplied with 
shade No. 2010 of natural parchment 
with fabric covering as shown on 
lamp No. IL 6400-2010. 

Height of lamp, 28 inches. 

Finish, Bronze with Brass relief. 

Has push button switch in base. 
Uses 100 watt Mazda Lamp. 


List price No. IL 6700—2008......$9.25 
List price No. IL 6700—2010......10.50 eh) 
Delivery Code B 





Lamp No. I 6401—2012 


Shade 19x95% inches of parchment. 

Height of lamp, 58 inches. 

Finish, Ivory and Gold or Bronze and 
Gold. 

Has turn button switch in socket cover. 

Uses 100 watt Mazda lamp. 


List price No. IL 6401—2012.......... $11.75 
Delivery Code B 


Lamp No. IL 6501—2013 


Same design and finish as above but 
general purpose type for use with 100- 
200-300 watt Mazda lamp. 

Shade, 20x10 inches, is of parchment. 

Height of lamp, 63 inches. 


List price No. IL 6501—2013............ $13.50 
Delivery Code B 


Important Details in Ordering Iyanhoe Better Sight Lamps 


Lamp bases are regularly packed in individual cartons. 
Glass reflectors are packed standard, six to a carton. Shades 
are packed standard, six to a carton. Prices on lamps bulk 
packed will be quoted on request. 





GENERAL ELECTRIC SUPPLY CORPORATION 


SCHEDULE R 








F.O.B. Meriden, Conn. 


Inspected by Underwriters’ Laboratories. 


Ivanhoe Holders and Sockets 


The proper holder and socket for a lighting installation 
is of almost as much importance as the reflector and the 
lamp. There must be an electrical outlet for the lamp, 
and the reflector must be securely supported in the cor- 
rect relation to the lamp, if the best lighting results are 
to be obtained. 


Ivanhoe holders are built around porcelain sockets of 
the highest quality. They are of rugged construction and 
will meet the most exacting code standards. The simpli- 
fied construction of Ivanhoe holders and sockets make 
wiring easy, it is no “trick” job. 


Standard sockets for R Type reflectors and many of the 
holders are supplied with a brass socket casting, tapped 
44-inch female standard and 34-inch tapped on request, 
with a left hand threaded cast aluminum lock nut. This 


permits the tightening of the lock nut without danger of 
loosening the socket from the conduit. The use of these 
dissimilar metals prevents corrosions or freezing of these 
fittings. The bottom of the socket is removable, exposing 
the terminal screws which are identified. 


A complete line of holders in various types is available 
to meet the varying conditions encountered in industrial 
locations. There are suspension types for attachment 
direct to pipe or to reinforced cord, in open construction; 
stamped steel enameled: stamped steel Duco finished; and 
cast aluminum. Ceiling types for attachment to 4-inch 
outlet boxes in the same variety of styles. These are 
duplicated for both medium and mogul base lamps. They 
are also provided with three distinctive methods of sup- 
porting the reflector equipment, namely, by clamps, by 
set screws, and by 34-inch threaded necks. 


2%" and 3%" Fitter Type Holders 


For Medium Base Lamps 


PB-12 is a medium base porcelain socket holder, skeleton 
type which is attached to a B-Heel by means of a clamp 


=n holder which is securely locked around the heel by a 
HRs | locking ring. It is tapped standard for ¥%-inch conduit 
= only. Can be supplied with shock absorbing socket on 
PB-12 request. 


PB-14 is a set screw holder containing a medium base 

socket tapped standard for 14-inch conduit, or 34-inch 

tap if specified. It is a stamped steel Green Duco fin- 

ished holder with three set screws for attaching to the 

B-Heel. Can be supplied with shock absorbing socket 
PB-14 on request. 


PB-16 is a cast aluminum enclosed clamp type holder 
of heavy construction containing a medium base socket 
tapped standard for Y-inch conduit or 34-inch if 
specified. The reflector is held by two clamps which 
are secured by turning the cap down on the body of 

PB-16 the holder gripping the heel Recween the clamps and 
an inside flange on the holder. The cap has a left 
hand thread which prevents loosening of the pipe 
fitting when turning the cap down on the holder. Can 
be supplied with shock absorbing socket on request. 


Rigid Snap-Lock 
Attachable Holders 


No tools are required to attach Ivanhoe Snap-Lock holders to 
24-inch B-Heel reflectors. The rivet heads and crimpings in collar 
of holder should be lined up with corresponding slots in neck of 
reflector and the holder should then be pushed down so that the 
lugs of the holder will snap into position thereby fastening holder 
and reflector securely together. 


C Type Holder is for attaching 21/4-inch B-Heel re- 
flectors to porcelain sockets. 


C Holder 
D Type Holder is for attaching 24-inch B-Heel re- 
flectors to brass shell sockets. 

D Holder 
S Type Holder is for attaching 24-inch B-Heel re- 
tlector to Heavy Duty threaded shell sockets such as 
GE Nos. 2742 to 2749, and GE Nos. 2323 and 2324. 
Also similar types of sockets as manufactured by 

S Holder Bryant, Arrow and Pass and Seymour. 


OB-10 is drawn from heavy gauge deep drawing 
steel Green Duco finished outside. It is a set screw 
type holder for attachment to 4-inch outlet boxes and 
equipped with a medium base porcelain receptacle. 





For Mogul Base Lamps 


PB-22 holder is of the skeleton type with mogul base 
socket tapped standard for ¥%-inch conduit. It is 
attached to the B-Heel by means of three cans 
which are securely locked in place by a ring. Can be 
supplied with shock absorbing socket on request. 





PB-26 holder is of cast aluminum of heavy construc- 
tion for use with 34-inch B-Heel reflectors and mogul 
base lamps. It consists of a body and cap including 
a mogul base socket tapped for 14-inch pipe or 34- — 
inch if specified. The reflector is securely held in PB-26 
place by two clamps which are held by screwing the 

cap down on the body of the holder locking the clamps between 
the reflector and a flange on the inside of the body. The cap is 
equipped with a left hand thread preventing loosening of the pipe 
fitting when joes holder on reflector. Can be supplied with 
shock absorbing socket on request. 





Ivanhoe Shock Proof Socket 


In such locations as machine shops, print- 
ing plants, erecting shops, mills of various 
descriptions or in crane bays the mechanical 
strain an unprotected lamp filament is sub- 
jected to is unusually great. In these or 
similar locations the use of Ivanhoe Shock 
Proof Sockets prove their worth in a short 
pes of time by the increase in lamp life 

ereby materially decreasing maintenance 
costs. 





Ivanhoe Shock Proof Sockets can be sup- 
plied in place of the standard socket i c y 


any Ivanhoe R-Type Reflector or Pendant ey 
Type Holder at a slight additional cost. er 


The shock absorbing mechanism applied 

to a socket insulates the lamp from all 

strains which would affect the lamp life, as the lamp and porce- 
lain socket are suspended by the shock proof device interposed 
between the socket fitting and the socket. This device is supplied 
on either the medium or mogul base type sockets. 











SCHEDULE R 


Ivanhoe Industrial Lighting 
F. O. B. Meriden, Conn. 


Inspected by Underwriters’ Laboratories. 


Ivanhoe Holders and Sockets 
Separable Holders for Heavy Duty 314” Threaded Neck Reflectors 
For Medium Base Lamps 


OH-12 holder is of heavy gauge deep drawing steel 

threaded for H Type heavy duty mellecears and fin- 
Le ished in Green Duco. It is for attachment to stand- 

ard 4-inch outlet boxes and equipped with a medium 
OH-12 porcelain receptacle. 


OH-10 holder is of cast aluminum and of the out- 
ote let box cover type for use on standard 4-inch boxes. 


ee It is a threaded holder for use with the H Type 
Bai reflectors and equipped with a set screw and lock 
mee nut to lock the reflector securely in the holder. 


Supplied with Standard Keyless or on request with 
OH-10 Pull Chain porcelain receptacles. Finish: Natural 
Aluminum, Green Duco on request. 


For Mogul Base Lamps 


OH-22 is the threaded type for use with the H Type 
reflectors and for attachment to standard 4-inch 
outlet boxes. They are made of heavy gauge steel 
finished in Green Duco and equipped with a mogul 
base porcelain receptacle. 


OH-20 holder is supplied with a mogul receptacle. 
The body is cast aluminum and is made for attach- 
ment to standard 4-inch outlet boxes. This is a 
threaded holder for use with the H Type reflectors, 
with 31/4-inch threaded necks. A set screw and lock 
OH-20 nut are provided as an additional safety device 
Finish: Natural Aluminum. 





Socket Assemblies for R Type Reflectors and Holders 


ACH-461—Standard medium keyless R Type socket 
assembly tapped for ¥2-inch conduit, supplied with 
all medium R Type reflectors. This assembly has 
a two piece easily wired porcelain socket with left 

* hand threaded top casting to prevent loosening of 
: the socket on the conduit when it is tightened. 
s+. The hex socket nut seats in the hex embossing in 
fe the reflector or holder so that the reflector cannot 
ACH-461 turn in the socket. Can be supplied tapped for 

34-inch conduit on request. 





socket assembly tapped for ¥4-inch conduit. This 
assembly is in all respects the same as ACH-461 
Silay with the exception that the shock absorbing 
; ; mechanism is used between the socket castings and 
) SE in the porcelain parts. The shock absorbing mechan- 
Gems. ism absorbs shock and vibration thereby lengthening 
lamp life. Can be supplied tapped for 34-inch 

ACH-460 conduit on request. 


; hans ACH-460—Medium keyless R Type shock absorbing 


Disconnecting Holders 





AC-1080 AC-1082 


AC-1080 and AC-1082 Ivanhoe disconnecting holders allow for 
quick and easy removal of entire lighting unit including lamp 
without disturbing wiring connections. Only a slight turn and 
upward pressure is required to take down or replace a complete 
reflector assembly. These units carry the Underwriters’ approval 
and may be used with any reflector equipment. They are rugged 
and fool-proof. 


PH-14 is a stamped steel threaded holder, suspension 
type, tapped ¥-inch standard, 34-inch on request, for 
use on the H Type reflectors. Made of heavy gauge steel. 
It is finished in Green Porcelain-Enamel and is equipped 
with a medium porcelain socket with brass casting and 
aluminum lock nut. Can be supplied with shock absorb- PH-14 
ing socket on request. 





PH-16 is a heavy Cast Aluminum threaded holder. It 
is equipped with a medium base porcelain socket, set 
screw and lock nut to securely fasten the reflector in 
the holder. It is tapped standard for ¥-inch conduit, 
3/,-inch if specified. These holders have a Natural 
Aluminum finish, Green Duco finish if specified. Can 
be supplied with shock absorbing socket on request. 





PH-24 is a stamped steel threaded suspension type 
for attachment to 14-inch conduit, 34-inch if speci- 
fied. The standard hea duty mogul porcelain 
socket, brass casting and Hparetes cap nut are sup- 
plied with this holder. It is made for use with the 
H Type reflectors with 34-inch threaded necks. 
Finish: Green Porcelain-Enameled. Can be supplied 
with shock absorbing socket on request. PH-24 





PH-26 is a heavy Cast Aluminum threaded holder 
for use with the H Type, 3¥%-inch threaded neck 
reflectors. It is equipped with the standard Ivanhoe 
mogul porcelain socket, brass casting and aluminum 
cap nut. A set screw and lock nut are provided as 
an added safety measure. Finish: Natural Alumi- 
num; Green Duco if specified. Can be supplied 
with shock absorbing socket on request. 


ACH-697—Standard Mogul R Type socket assembly, 
supplied with all Mogul R Type reflectors. The 
top castings are similar to those on medium sockets 
but are larger in diameter to provide greater sup- ; 

port for the reflector. Mogul porcelain socket is |» 4 
used. Standard tapped for ¥-inch conduit. Sup- ene 
plied tapped for 34-inch conduit on request. ACH- 
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ath. ty ™ 







ACH-698—Mogul shock absorbing R Type socket 
assembly. This assembly is the ACH-697 with 
shock absorbing mechanism interposed between the 
socket castings and the porcelain body. Can be 
used on all reflectors in place of ACH-697. 


ACH-698 


ACH-859—Medium pull chain R Type socket assembly. 
The top castings are the same in design as on other 
assemblies and a two piece porcelain pull chain socket 
is used. The assembly can be used in all R Type 
reflectors of medium socket type. Sockets are supplied 
with chain and linen cord with ball. Standard tapped 
Y,-inch and can be supplied tapped 34-inch on request. 


RS LS Os 


The RS, OS, and LS E-Z-TACH socket fittings make it possible to 
detach reflector. by simply loosening knurled locking cap and 
iving reflector a quarter turn —no tools required. This simpli- 
es installation and makes it possible to remove reflector for 
cleaning without disturbing wiring. The socket fitting always 
remains in correct position so that alignment is unnecessary when 
reflector is replaced. 
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Ivanhoe 2% and 3% Fitter Type Reflectors 
and Holders 
































C 
Holders Only 
List Standard Package 
Catalog Price Delivery Dimensions in Inches Quan- Weight. 
Number Each Code Description Diam. Depth Application tity Lbs. 
OB-10 $1.25 C 214 B Heel 44 2 Outlet Box 10 20 
Holder 
PB-12 1.20 A 214 B Heel 234 234 Conduit 10 10 
PB-14 1.60 C 214 B Heel 34 234 {Conduit 10 10 
Typical Assembly PB-16 1.95 A eae Heel 34 5 1% Conduit 10 15 
older 
C Type Holder .15 A Holder for attaching 214 B Heel Reflectors 10 1 
to Porcelain Sockets. 
Pec be blind eevee D Type Holder .15 A Holder for attaching 214 B Heel Reflectors 10 1 
duit on request at no additional to Brass Shell Sockets. 
charge. S Type Holder .15 A Holder for attaching 214 B Heel Reflectors 10 1 
tet i ea ee ey a ce to Heavy Duty Aluminum Shell Sockets. 
barbie part Spredtient at$0.10 PB-22 2.00 A 34 B Heel 4 4% Ba) Conduit 10 25 
each list additional. Holder ; 
PAc(2 and PROD heldetr are caly san: PB-26 3.10 A 314 B Heel 5) 4% Y% Conduit 10 30 
plied tapped for 44” conduit. 
Reflectors Only 
RLM Standard Domes 
List Recommended Standard Package 
Catalog Price Delivery Lamp — Dimensions in Inches Quan. Weight, 
Number Each Code Watts Diam. Depth Fitter tity Lbs. 
BEDD- 60 $1.80 C 50-60 ily? 5 2B 10 20 
BEDD- 100 1.90 A 75-100 12 5% 244B 10 22 
BEDD- 150 2.20 A 150 14 654 244 B 10 32 
BEDD- 200 2.60 A 200 1614 7% 244B 10 40 
BEDD- 500 3.60 C 300-500 18 734 3148 5-430 
BEDD-1000 5.30 D 750 to 1500 2034 1034 3144B 5 aa 
Standard Angles 
BEL- 25 95 Cc 25-40 51% 5144 2144B 10 8 
BEL- 60 115) 50-60 7 6 24%,B 10 10 
BEL- 100 1.457) °.8 75-100 8 nie 9917 By 10 met? 
BEL- 150 1.95 Cc 150-200 10 10% 244B 10 20 
Standard Bowls 
BEB- 25 95 C 25-40 514 3% 247B 10 8 
BEB- 60 1.50 B 50-60 y 44 24 B 10 10 
BEB- 100 1.60 D 75-100 8 53% 244B 10 12 
BEB- 150 220 C 150-200 10 8 244B 10 20 
BEB- 500 3.60 D 300-500 12 844 3144B 5 18 
BEB-1000 5.30 D 750-1000-1500 1614 12 3l47B 5 30 
Standard Shallow Domes 
BED- 25 95 D 25-40 8 23% 2144 B 10 10 
BED- 40 125 D 25-40 104 3k 247B 10 15 
BED- 60 1,45 B 50-60 124% 4 244B 10 20 
BED-100 1.70 B 75-100 124% 434 247B 10 20 
BED-150 1.90 B 150-200 1514 6% 247B 10 30 











SCHEDULE R 


Inspected by Underwriters’ Laboratories. 





Ivanhoe Industrial Lighting 


F. O. B. Meriden, Conn. 


Ivanhoe R Type Reflectors and Sockets 





ACH-461 


Catalog 
Number 


ACH-461 
ACH-460 
ACH-859 
ACH-697 
ACH-698 


These will be supplied for replacement purposes at the same prices as the replacing sockets. Delivery Code B. 


Catalog 
Number 


REDD- 60 
REDD- 100 
REDD- 150 
REDD- 200 
REDD- 590 
REDD-1000 


List 
Price 
Each 


$1.05 
1.15 
1.85 
1.50 
1.60 





Sockets Only 


Delivery 


de Description 


A Standard Medium 
A Shock Absorbing Medium 


B Pull Chain Medium 


A Standard Mogul 
A Shock Absorbing Mogul 


*Supplied tapped for 34” pipe on request at no extra charge. 
ACH697 replaces the two piece mogul socket ACH287. 
ACH698 replaces the shock absorbing two piece porcelain socket assembly ACH289. 


i : f 
4 | 


{ 


ACH-859 } 


Standard Package 
Pipe* Quan- Weight, 
i tity Lbs. 


en 10 8 


Reflectors Complete with Socket 


List 
Price 
Each 
$3.20 
3.30 
3.50 
4.10 
5.30 
7.20 


RLM Standard Domes 





*Supplied tapped for 34” pipe on request at no extra charge. 


REL- 100 
REL- 150 
REL- 500 
REL-1000 


$2.95 
3.45 
4.95 
7.60 


*Supplied tapped for 84” pipe on request at no extra charge. 


REB- 100 
REB- 150 
REB- 500 
REB-1000 


$3.10 
3.50 
5.20 
6.40 


*Supplied tapped for 34” pipe on request at no extra charge. 


REC-100 
REC-150 
REC-200 
REC-500 


$3.30 
3.50 
4.10 
5.30 


*Supplied tapped for 34” pipe on request at no extra charge. 


RED- 60 
RED-100 
RED-150 
RED-200 
RED-500 


$3.20 


3.30 
3.50 
4.10 
5.30 


*Supplied tapped for 84” pipe on request at no extra charge. 








ACH-697 


When supplied in 

place of std. socket 

add list each to std. 
reflector price. 


Std. 











Recommended Standard Package 
Delivery amp Dimensions in Inches Quan- Weight, 
Code Watts Diam. Depth Fitter* tity bs. 
(@ 50-60 12 vf 4 Conduit 10 30 
A 75-100 12 8 14 Conduit 10 30 
A 150 14 9144 Conduit 10 40 
A 200 16% 10% Conduit 10 50 
A 300-500 18 12% Conduit 5 35 
D 750 to 1500 2034 154% YWConduit 5 60 

Standard Angles 
B 75-100 8 934 VYConduit 10 20 
B 150-200 10 134% Conduit 10 30 
C 300-500 12 1534 Conduit 5 30 
D 750 to 1500 16144 21 Conduit 5 45 
Standard Bowls 
D 75-100 8 8144 Conduit 10 20 
D 150-200 10 11 Y% Conduit 10 24 
D 300-500 ib? 13 4 Conduit 3) 30 
D 750 to 1500 1614 ily) Conduit 5 45 
Flat Cones 
B 75-100 14 5 14 Conduit 10 30 
G 150 16 534 Conduit 10 35 
Cc 200 18 7% YWConduit 10 45 
D 300-500 18 834 WConduit 5 35 
Standard Shallow Domes 
Cc 50-60 12 634 4Conduit 10 ody 
B 75-100 12 744 WConduit 10 26 
B 150 14 834 Conduit 10 30 
Cc 200 15144 9144 WConduit 10 40 
D 300-500 18 123% Conduit 5 40 
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Ivanhoe Heavy Duty 314° Threaded Type 
Reflectors and Holders 








OH-22 PH-24 


Holders Only 


Medium H Holders 
List Standard Pickage 























Catalog Price Delivery Dimensions in Inches —— Quan- Weight, 
Number Each Code Diam. Depth Fitter tity Lbs. 
OH-10 $2.40 B 44 2% Outlet Box 10 20 
OH-12 1.10 A 44 2 Outlet Box 10 20 
PH-14 1.10 A 334 3% ¥ Conduit 10 10 
PH-16 2.30 Cc 334 3% 1% Conduit 10 15 
Mogul H Holders 
: OH-20 2.80 B 44 2% Outlet Box 10 25 
Typical Assembly OH-22 1.60 Cc 414 3 Outlet Box 10 25 
PH-24 1.60 A 334 a6. ¥ Conduit 10 25 
PH-26 2.70 Cc 334 4 4 Conduit 10 30 
Reflectors Only 
RLM Standard Domes 
List Recommended Standard Package 
Catalog Price Delivery Lamp Dimensions in Inches Quan- Weight, 
Number Eich Code Watts Diam Depth Application tity Lbs. 
HEDD- 100 $2.20 B 75-100 12 53% H 10 22 
HEDD- 150 2.40 A 150 14 6} H 10 30 
HEDD- 20) 3.00 A 200 1614 7% H 10 40 
HEDD- 5900 3.70 A 300-500 18 84 H 5 30 
HEDD-1000 5.60 D 750 to 1500 2034 11% H 5 35 
Standard Shallow Domes 
HED-100 2.20 D 75-100 12144 534 H 10 25 
HED-200 3.00 D 200 1544 6% H 10 30 
HED-500 3.70 D 300-500 18 834 H 5 30 


Note: Holder PH-14 and PH-24 standard finish Green Porcelain Enamel. Holder Assemblies OH-10 and OH-20, PH-16 and 
PH-26, standard finish — Natural Aluminum. Hclder OH 12 and OH-22 — standard finish — Green Duco. 

All PH holder assemblies will be supplied on request tapped for 34” conduit at no extra charge. 

All PH holder assemblies can be supplied on request with shock absorbing sockets at $0.10 list each additional 


Ivanhoe Disconnecting Type Reflectors 
and Fittings 


Inspected by Underwriters’ Laboratories. 


Ivanhoe disconnecting holders allow for quick and easy removal of entire 
lighting unit including lamp without disturbing wiring connections. Only a 
slight turn and upward pressure is required to take down or replace a complete 
reflector assembly. These units carry the Underwriters’ approval and may be 
used with any reflector equipment. They are rugged and fool-proof. Units are 
supplied with one piece or solid top reflector construction only. PX Type stand- 








AC1080 ard for attachment to 14-inch conduit. OX Type standard for attachment to AC1082 
Upper Half Only 31-inch or 4-inch outlet boxes. Upper Half Only 
oO. ACHS531 No. ACH533 
Holders Only 
List Standard Package 
Catalog Price Delivery -——————— Dimensions in Inches ———————-_ Quan- Weight, 
Number Each Code Diam. Depth Fitter tity Lbs. 
AC-1080 $1.75 B 2 3% ¥% Conduit 10 10 
AC-1082 1575) B 414 3% Outlet Box 10 10 
ACH-531 80 A 2 2% ¥ Conduit 10 5 
ACH-533 .80 A 44 2% Outlet Box 10 5 


Note: No. AC 1080 is tapped at both ends for 4%” conduit. No. AC 1082 fits 314” or 4” outlet boxes and is tapped at lower 
end for 4” conduit. 


Reflectors Complete with Holders 
RLM Standard Dome 








List Recommended Standard Package 

Catalog Price Delivery Lamp — Dimensions in Inches Quan- Weight, 
Number Each Code Watts Diam. Depth Fitter tity Lbs. 
OXEDD- 100 $3.60 Cc 75-100 12 1034 Outlet Box 10 39 
OXEDD- 150 3.80 B 150 14 12 Outlet Box 10 49 
OXEDD- 200 4.40 B 200 1644 134% Outlet Box 10 59 
OXEDD- 500 5.70 B 300-500 18 154 Outlet Box 5 39 
OXEDD-1000 7.60 D 750 to 1500 2034 1734 Outlet Box is 64 
PXEDD- 100 3.60 Cc 75-100 12 1034 4% Conduit 10 39 
PXEDD- 150 3.80 B 150 14 12 % Conduit 10 49 
PXEDD- 200 4.40 B 200 1644 13144 ¥ Conduit 10 59 
PXEDD- 500 5.70 B 300-500 18 1544 4% Conduit 5 39 
PXEDD- 1000 7.60 D 750 to 1500 2034 1734 4 Conduit 5 64 
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Ivanhoe E-Z-Tach Socket Holders and Reflectors 





RS—Pendant Type E-Z-Tach Holder supplied with all 
RS reflectors. May be used with any EDD, ED or EL 
reflector. This assembly consists of a one piece easy wired 
socket, locking plate, threaded locking cap and casting 
for attaching to 4-inch conduit. The reflectors can only 
be attached in two positions 180 degrees apart. This in- 
sures the correct positioning of equipment once the in- 
stallation is made. To remove the reflector from the 
socket assembly it is only necessary to turn the locking 
cap which allows the reflector to be turned 90° and be 
removed leaving the entire socket accessible. 


OS—Outlet box cover type E-Z-Tach Holder for in- 
stallation on 314 or 4-inch Outlet Boxes. Supplied with 
all OS reflectors. It may also be used with any EDD, ED 





or EL reflector. This assembly functions the same as the 
RS holder and is supplied with an outlet box cover. 
Socket is wired with 9-inch leads, assembled complete. 
Radial slots are provided in the outlet box cover so that 
equipment can be positioned correctly. Outlet box covers 
are standard for 4-inch outlet boxes and have a knockout 
for screws to attach to 314-inch Outlet Box. 


LS—Side entrance type E-Z-Tach Holder supplied with 
all LS reflectors. May also be used with any EDD, ED or 
EL reflectors. The LS assembly provides an easy mount- 
ing angle reflector for sign lighting. No bends are re- 
quired in the pipe bracket since top has a 90 degree en- 
trance for 14-inch conduit. The socket assembly operates 
the same as the RS and OS assemblies. 


E-Z-Tach Holders Only 


Catalog List Price Delivery Standard Package 
Number Each Code Description Quantity Wt., Lbs. 
RS $1.10 B Pendant Type E-Z-Tach Holder only for ED — EDD and EL reflectors. 10 10 
OS 1.10 B Outlet Box Cover Type E-Z-Tach Holder only for ED — EDD and EL reflectors. 10 15 
LS 1.10 A Side Entrance Type E-Z-Tach Holder only for ED — EDD and EL reflectors. 10 10 


Note: LS and RS holder assemblies can only be supplied tapped for 44” conduit. 


E-Z-Tach Reflectors Only 


RLM Type Reflectors Only for Use with RS, OS or LS E-Z-Tach Holders 


List 


Catalog Pr ce Delivery | Recommended — Dimensions in Inches ——~ Quan- Weight, 

Number Each Cade Lamp Watts Diam. Depth tity Lbs. 
EDD- 60 $2.10 C 50-60 12 534 10 24 
EDD-100 2.20 C 75-100 12 634 10 24 
EDD-150 2.40 C 150 14 8 10 34 
EDD-200 3.00 Cc 200 1614 94% 10 44 


Shallow Dome Reflectors Only for Use with RS, OS or LS E-Z-Tach Holders 


ED- 60 2.10 e 50-60 124 
ED-100 2.20 C 75-100 124 
ED-150 2.40 G 150 14 

ED-200 3.00 C 200 15% 


Standard Angle Reflectors Only for Use with RS, OS or LS E-Z-Tach Holders 


EL- 60 1.10 Cc 50-60 8 
EL-100 1.10 A 75-100 8 
EL-150 1.40 A 150 10 


74 10 12 
8 10 14 
124 10 20 


— Standard Package — 








534 10 16 
6% 10 18 
734 10 22 
8% 10 28 
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GENERAL ELECTRIC SUPPLY CORPORATION 
SCHEDULE R F. O. B. Meriden, Conn. 


Ivanhoe Threaded Type Glassteel Diffusers 


Supplying the same high quality of illumina- 
tion as the Standard Type, this Glassteel Dif- 
fuser has the added feature of a dust-proof con- 
struction. This is accomplished by the use of a 
threaded globe which screws tightly into a 
threaded holder and rests against an asbestos 
gasket. Maintenance is greatly reduced making 
the unit especially desirable for use in indus- 
trial locations where dust, lint or other foreign 
matters are prevalent. Relamping is simple as 
it is only necessary to unscrew globe and re- 
place lamp. The unit may be recessed in the 
ceiling if desired as the screw type construction 
eliminates the necessity of having upper portion 
of reflector accessible for relamping. May be 





Glassteel unit apart. Note threaded globe with locking 
used with Genco, or Silvo globes. asbestos gasket that makes this unit dust-proof. 


Heavy Duty Threaded Glassteel Diffuser 











List Recommended Standard Package 
Catalog Price Delivery Lamp Dimensions in Inches Quan- Weight 
Number Each Code Watts Diam. Depth Fitter tity Lbs. 
OHEGS 200 $9.00 C 150-200 18 105% Outlet Box 4 50 
OHEGS 200 Silvo 9.20 Cc 150-200 18 10% Outlet Box 4 50 
OHEGS 500 12.50 Cc 300-500 2034 12% Outlet Box 4 60 
OHEGS 500 Silvo 12.90 Cc 300-500 2034 12% Outlet Box + 60 
PHEGS — OHEGS PHEGS 200 9.00 Cc 150-200 18 1% ¥4 Conduit 4. - 430 
OHEGS nae See Box Cover PHEGS 200 Silvo 9.20 G 150-200 18 11% 14 Conduit 4 50 
ype Holder 
PHEGS with Pendant Type PHEGS 500 12.50 Gc 300-500 2034 1414 14 Conduit 4 60 
Holder PHEGS 500 Silvo 12.90 Cc 300-500 2034 1414 V Conduit 4 60 
ss R Type Threaded Glassteel Diffuser 
& é PREGS 200 $9.00 B 150-200 18 1014 ¥% Conduit + 45 
Ga we ve PREGS 200 Silvo 9.20 Cc 150-200 18 104 4 Conduit 4 45 
: aE PREGS 500 12.50 B 300-500 2034 13% ¥ Conduit 4 60 
PREGS 500 Silvo 12.90 Cc 300-500 2034 13% ¥% Conduit 4 60 





Disconnecting Type Threaded Glassteel Diffuser 





PREGS OXEGS 200 $9.30 Cc 150-200 18 13 Outlet Box 4 55 
hee : OXEGS 200 Silvo 9.50 Cc 150-200 18 13 Outlet Box 4 55 
_ Solid Top Construction 

including Porcelain Socket OXEGS 500 12.90 Cc 300-500 2034 1534 Outlet Box 4 66 

. OXEGS 500 Silvo 13.30 Cc 300-500 2034 1534 Outlet Box 4 66 

a ai PXEGS 200 9.30 Cc 150-200 18 13 14 Conduit 4 55 

—y PXEGS 200 Silvo 9.50 Cc 150-200 18 13 ¥% Conduit - 55 

PXEGS J PXEGS 500 12.90 Cc 300-500 2034 «15% ¥ Conduit 4 6 

a a PXEGS 500 Silvo 13.30 C 300-500 2034 1584 4% Conduit 4 66 

y —_ Note: Nos. PREGS and PHEGS are tapped standard for 44” pipe, on order for 34” pipe at no additional charge. 
: ef, Reflectors without Top opening (window) will be supplied on order, if so specified, at no additional charge. 
y : j ’ Nos.PHEGS,PREGS,PXEGS, and OXEGS will be supplied on request with shock absorbing socket at $0.10 list each additional. 
——. PX and OX reflectors supplied less the top part of disconnecting fitting, ACH-531 and ACH-533, are supplied at $0.80 list 
ye — . deducted from the complete unit price. 


Globes for Replacement 
PXEGS — OXEGS 





eee = sy. List Recommended Standard Package 
aoe » ith Pend ant Type Catalog Price Delivery Lamp Dimensions in Inches —-~-—. Quan- Weight, 
ot ERP in ws eee _ : Number Each Code Watts Diam. Depth Fitter tity 
mM eign Nk Pte ina: G2444x10 Genco — $2.30 A 150-200 10 7% 5% 4 14 
YE P C2444x10 Silvo 2.50 “3 150-200 10 7% 5% 4 14 
G2444x12 Genco 3.60 A 300-500 12 8% 5% 4 20 
G2444x12 Silvo 4.00 c 300-500 12 8% 5% 4 20 
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SCHEDULE R 


Ivanhoe Industrial Lighting 


F. O. B. Meriden, Conn. 


Inspected by Underwriters’ Laboratories. 


Ivanhoe Standard Type Glassteel Diffusers 


For Medium and Mogul Base Lamps 


The Ivanhoe Standard Type Glassteel Diffuser is a most prac- 
tical type of lighting unit for a wide range of factory locations. 
It is a combination of a large porcelain enameled dome reflector, 
white inside and out, and standard with an enclosing globe of 
light density Genco glass. It provides a soft, even level of 
illumination over a wide area. Harsh shadows and glare are 


eliminated and a pleasing working area is created by the lighting 
of the upper areas of the room by the passage of light through the 
openings at top of reflector. Where lighting is required for accu- 
rate discrimination of colors and tints Trutint globes should be 
used and where lighting with daylight qualities is essential the 
use of Silvo glass is desirable. 





Heayy Duty Type Standard Glassteel diffuser 




















PX and OX reflectors supplied less the top part of disconnecting fitting, ACH-531 and ACH-533, are supplied at $0.80 list 
deducted from the complete unit price. 


List Recommended Standard Package ’ i} 
Catalog Price Delivery Lamp Dimensions in Inches — — Quan- Weight, ' e) ee 
Number Each Code Watts Diam. Depth Fitter tity Lbs.  - —, PHEG 
OHEG 200 $9.00 B 150-200 18 103% Outlet Box 4 50 < — 
OHEG 200 Silvo 9.20 Cc 150-200 18 103% Outlet Box 4 50 
OHEG 200 TT 9.50 Cc 150-200 18 103% Outlet Box 4 50 
OHEG 500 12.50 B 300-500 2034 125% Outlet Box 4 65 
OHEG 500 Silvo 12.90 Cc 300-500 2034 12% Outlet Box 4 65 
OHEG 500 TT 13.25 Cc 300-500 2034 125% Outlet Box 4 65 
OHEG 1000 18.50 B 750-1000 24% 1454 Outlet Box 2 35 
OHEG 1000 TT 20.25 Cc 750-1000 24% 145% Outlet Box 2 35 
PHEG a ar 2: ae B 150-200 18 11 6 M4 Conduit 4 45 OHEG — PHEG 
vo s 150-200 18 11% % Conduit 4 45 . . 
PHEG 200 TT 9.50 C 150-200 18 1134 Conduit 94 45 OHEG Seg auet Pox 
: Cover Type Holder 
PHEG 500 12.50 B 300-500 2034 14 4 Conduit 4 62 PHEG with Pend T 
PHEG 500 Silvo 12.90 G 300-500 2084 14 1% Conduit 4 62 ae ide eo Re 
PHEG 500 TT 13.25 G 300-500 2034 14 Y% Conduit 4 62 ISS 
PHEG 1000 18.50 B 750-1000 24% 16 ¥ Conduit 2 35 
PHEG 1000 TT 20.25 Cc 750-1000 244% 16 ¥% Conduit 2 35 
B-Heel Type Standard Glassteel Diffuser 
PBEG 200 $9.00 D 150-200 18 10% 4 Conduit 4 48 
PBEG 200 Silvo 9.20 D 150-200 18 10% 4 Conduit 4 48 
PBEG 200 TT 9.50 D 150-200 18 10% ¥% Conduit 4 48 
PBEG 500 12.50 D 300-500 2034 14 4 Conduit 4 65 
PBEG 500 Silvo 12.90 D 300-500 2034 14 4% Conduit 4 65 
PBEG 500 TT 13.25 D 300-500 2034 14 1% Conduit 4 65 
R Type Standard Glassteel Diffuser aa 
PREG 200 $9.00 B 150-200 18 1046 ¥4 Conduit ree PY PBEG 
EG 200 Silvo es 150-200 1 10% 4 Conduit 4 45 Complete Unit — B-Heel H 
PREG 200 TT 9.50 Cc 150-200 18 104% ¥% Conduit 4 45 Casa alapntan pataral ene 
PREG 500 12.50 B 300-500 2034 1314 Y Conduit 4 62 White porcelain-enameled reflec- 
PREG 500 Silvo 12.90 Cc 300-500 2034 1314 ¥% Conduit 4 62 tor 
PREG 500 TT 13.25 Cc 300-500 2034 1314 4 Conduit 4 62 
PREG 1000 18.50 B 750-1000 24% 16% V4 Conduit 2 35 
PREG 1000 TT 20.25 Cc 750-1000 244% 16% 4 Conduit Do) 35 
Disconnecting Type Standard Glassteel Diffuser 
OXEG 200 $9.30 Cc 150-200 18 1234 Outlet Box 4 49 
OXEG 200 Silvo 9.50 Cc 150-200 18 1234 Outlet Box 4 49 
OXEG 200 TT 9.80 Cc 150-200 18 1234 Outlet Box 4 49 
OXEG 500 12.90 Cc 300-500 2034 154% Outlet Box 4 66 
OXEG 500 Silvo 13.30 Cc 300-500 2034 15% Outlet Box 4 66 
OXEG 500 TT 13.65 Cc 300-500 2034 15% Outlet Box 4 66 
OXEG 1000 18.90 (@; 750-1000 24% 1834 ¥% Conduit 2 35 
OXEG 1000 TT 20.65 Cc 750-1000 24% 1834 ¥% Conduit 2 35 
PXEG 200 9.30 CG 150-200 18 1234 ¥ Conduit 7 49 
PXEG 200 Silvo 9.50 Cc 150-200 18 1234 ¥% Conduit 4 49 PREG 
PXEG 200 TT 9.80 C. 150-200 18 1234 ¥% Conduit 4 49 
PXEG 500 12.90 Cc 300-500 2084 154 4 Conduit 4 66 Solid top construction including 
PXEG 500 Silvo 13.30 Cc 300-500 2034 15% 4 Conduit 4 66 porcelain socket 
PXEG 500 TT 13.65 Cc 300-500 2034 15% ¥% Conduit 4 66 
PXEG 1000 18.90 Cc 750-1000 24% 1834 ¥ Conduit 2 35 
PXEG 1000 TT 20.65 Cc 750-1000 24% 1834 ¥% Conduit 2 35 
Note: Nos. PHEG, PBEG, PREG are standard tapped for 4%” conduit. They will be supplied on request tapped for 34” f ; 
conduit at no extra charge. if 
Nos. PHEG, PBEG, PREG, PXEG, and OXEG are supplied with shock absorbing socket on request at $0.10 list each additional. , . 
Reflectors without top openings (window), will be supplied on special order only at no extra charge. : ' OXEG 
ay ‘4 


Globes for Replacement 








List Recommended Standard Package 

Catalog Price Delivery Lamp Dimensions in Inches —-——. Quan- Weignt, 

Number Each Code Watts Diam. Depth Fitter tity Lbs. 
G5854x10x6 Genco $2.30 A 150-200 10 7% 6 + 12 
G5854x10x6 Silvo 2.50 Cc 150-200 10 7% 6 4 12 
G5854x10x6 TT 2.80 Cc 150-200 10 z 3 - : 2 PXEG — OXEG 
G5854x12 Genco 3.60 A 300-500 10 6 5 ; 
G5854x12 Silvo 4.00 C 300-500 10 814 6 4 15 Eaee ye ies Type 
G5854x12 TT 4.35 Cc 300-500 10 8% 6 4 15 ESOS SEES LY) 
G5784x16 Genco 7.25 A 750-1000 16 10 8 2 20 OXEG with Outlet Box Cover 
G5784x16 TT 9.00 Cc 750-1000 16 10 8 2 20 Type Top 
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GENERAL ELECTRIC SUPPLY CORPORATION 


SCHEDULE R 











F.O. B. Meriden, Conn. 


Inspected by Underwriters’ Laboratories. 


Ivanhoe Aluminum High Mounting Units 


Ivanhoe High Mounting units are available in a range of types 
that will Sens correct distribution of light for specific industrial 
requirements. They are particularly adaptable for the lighting of 
such areas as crane and high bays, foundries, assembly floors, and 
similar locations where due to cranes, moving machinery, ele 
or other causes, the lighting equipment must be mounted hig 
above the floor or working plane. ; ; 

These reflectors are of aluminum with Alzak finish which pro- 
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Characteristic distribution curve 
of concentrating type 





RAS-1000 


duces better light output and control than can be obtained with 
other reflecting surfaces. The finish does not depreciate, is easy 
to clean and is not affected by heat, dirt or other atmospheric con- 
ditions. They are easy to install and are supplied in the weather- 
proof R-Type construction. The RAS and RAF reflectors can be 
fitted with Ivanhoe cast aluminum swivel assembled for ¥-inch 
conduit or 1-inch conduit as listed in the Miscellaneous fittings. 
All High Mounting units can be equipped with dust covers. 
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Characteristic distribution curve 
ot flood distribution type 


Concentrating Type Distribution 


Standard Package 


Catalog List Price Delivery Recommended ———__ — ———— PD imensions in Inches ——— Quan Weight, 
Number Each e Lamp Watts Diam. Depth Fitter tity Lbs. 
RAS- 500 $13.50 C 300- 500 1614 1534 ¥ Conduit + 24 
RAS-1000 16.50 Cc 750-1500 18 19 4% Conduit 4 35 
Flood Type Distribution 
RAF- 500 $12.00 Cc 300- 500 14 14 14 Conduit 4 20 
RAF-1000 13.50 C 750-1000 1614 16% 4% Conduit 4 35 
RAF-1500 16.50 Cc 750-1000-1500 18 19 ¥ Conduit 4 35 


Note: Supplied tapped for 34” conduit on request at no extra charge. Shock absorbing sockets will be supplied on request at $0.10 list 
each additional. 


Can be supplied with 44” tap swivel joint ACH-191 or 1” tap swivel joint ACH-298 listed on Miscellaneous Fitting page. 


Ivanhoe Porcelain Enamel Steel Housed 
High Mounting Units 


Inspected by Underwriters’ Laboratories. 


Ivanhoe steel housed High Mounting Units are sturdy in construc- 
tion. They are ideal for lighting high interiors, crane bays, erecting 
shops, foundries, armories, gymnasiums and similar places. 

hese reflectors are of steel porcelain enamel and have an inner 
reflector of aluminum with Alzak finish which provides proper light 
control and distribution. The inner reflector is easily removable for 
cleaning — no tools required. The outside porcelain reflector always 
remains in place. Extra inserts may be kept on hand so that when 
inner reflectors are removed they may be replaced with these inserts so 
that all delays that may occur during the process of cleaning or relamp- 
ing are eliminated. They will accommodate lamps from 750 to 1500 
watts in size and are supplied in the weather-proof R type construction. 
The concentrating type is designed for use in locations where interiors 
are high or narrow. The flood type is for wide or medium high mount- 
ing interiors. The specially designed Ivanhoe ventilated plunger center 
contact socket is standard in these units. 











Construction — REAS 
Dotted lines indicate — REAF 





REAS-500 


Concentrating Type Distribution 
Standard Package 








Catalog List Price Delivery Recommended Dimensions in Inches Quan- Weight, 
Number Each Code Lamp Watts Diam. Depth Fitter tity Lbs. 
REAS- 500 $17.00 D 300- 500 1614 153% Vy Conduit t 40 
REAS-1000 19.50 D 750-1000 18 17% 4% Conduit 4 45 
Flood Type Distribution 
REAF- 500 $17.00 D 300- 500 16144 1534 V4 Conduit 4 40 
REAF-1000 19.50 D 750-1500 18 173% 16 Conduit 4 45 


Note: Supplied tapped for 34” conduit on request at no extra charge. 
Shock absorbing sockets will be supplied on request at $0.10 list each additional. 
Prices on inserts only will be quoted on request. 
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Ivanhoe Industrial Lighting 
SCHEDULE R F.O.B. Meriden, Conn. 


Listed as Vaporproof by Underwriters’ Laboratories 





Ivanhoe Vapor Proof Units 


For the Lighting of Hazardous Places. Should be used in flour mills, grain elevators, starch mills, coal mines, spray 
rooms, oil fields, refineries and many other industrial locations. 


Complete Units, Holder and Globe 
Outlet Box Cover Type 





List Recommended Std. Pkg. 

Catalog Price Delivery Lamp —— Dimensions in Inches —— Quan-Wet., 

Number Each Code Watts Diam. Depth Fitter tity Lbs. 
VO- 60 $2.10 C 40-50-60 44 if Outlet Box TOR es 
VO-100 2.65 C 75-100 5 8 Outlet Box 10 27 

Pendant Type 

VR- 60 $2.10 C 405060 4 8 4% Conduit* 10 25 
VR-100 2.65) iC) 75-100 5 9 44 Conduit* 10 27 ae ‘ 
*Note: Can be coped tapped for 34” conduit on request at no extra charge. Can be VR-100 VR-60 VO-100 VO-60 
supplied with shock absorbing socket at ten cents $0.10) each list additional. 


Complete Units, Reflector, Holder and Globe 








Catalog List Price Delivery Recommended — Dimensions in Inches Standard Pkg. Wet.. 
Number Each Code Lamp Watts Diam. Depth Fitter Quantity Lbs. 
VREL-100 $6.50 Cc 75-100 10 11 V Conduit* 10 40 
VREDD-100 $6.00 Cc 75-100 12 8% 1 Conduit* 10 40 


*Note: Can be supplied tapped for 34” conduit on request at no extra charge. Can be supplied with shock 
absorbing socket at ten cents ($0.10) each list additional. 


Globes Only 


List Recommended Std. Pkg. 

Catalog Price Delivery Lamp — Dimensions in Inches ~ Quan- Wet.. 
Number Each Code Watts Description Diam. Depth Fitter tity Lbs 
GV- 60 $0.75 B 40-50-60 Clear Crystal Std. 3% 6 356 10 15 
GV- 60 CRI 90 C 40-50-60 Crystal Roughed Inside 3% 6 356 10 15 
GV- 60 CHR 1.75 D 40-50 60 Clear Heat Resisting 334 6 356 10 15 
GV- 60 Opal 25 D 40-50-60 Opal Glass — White 3% 6 356 10 15 
GV-100 1,00 B 75-100 Clear Crystal — Std. 5 634 35% 10 22 
GV-100 CRI 1.25 Cc 75-100 Crystal Roughed Inside 5 634 356 10 22 
GV-100 CHR 2.00 D 75-100 Clear Heat Resisting 5; 634 356 10 22 
GV-100 Opal 1.50 D 75-100 Opal Glass — White 5 634 356 10 22 


Note: Clear Crystal Globes are supplied standard on all Vapor Proof units. When other types of glass 
ae ie eee ppecify on order. Wapor Proof unit glassware is shipped from factories at Meriden, Conn., 
an onaca, Pa. 





VREDD-100 


\ 


HEAVY DUTY FOR LARGE LAMPS 
Holders Only 












List Recommended Standard Package 

Catalog Price Delivery Lamp Dimensions in Inches Quan- Weight, 
Number Each Code Watts Diam. Depth Fitter tity Lbs. 
VR-200 $4.20 B 150-200 5% 114% ¥% Conduit 10 40 
VR-500 5.60 Cc 300-500 84 143% ¥% Conduit 5 45 


Note: Will be supplied tapped for 34” conduit on request at no extra charge. Can be 
supplied with shock absorbing socket at ten cents ($0.10) list each additional. 


e 


Complete Units, Reflector, Holder and Globe hed Dome Type 











VR-200 
Deep Dome Type 
List Recommended Standard Package 
Catalog Price Delivery Lamp Dimensions in Inches Quan- Weight. 
Number Each Code Watts Diam. Depth Fitter . tity Lbs. 
VREDD-150 $ 6.75 B 150 14 114% ¥% Conduit 10 50 
VREDD-200 8.25 B 200 1614 1% % Conduit 10 60 
VREDD-500 10.75 Cc 300-500 18 143% ¥% Conduit 5 50 
Angle Hyper Hy aor : i 
VREL-150 $ 7.25 Cc 150-200 12% 1454 6 Conduit 1 
VREL-500 10.00 D 300-500 16144 18 4% Conduit of 60 
Flat Cone Type 
VREC-150 $6.75 Cc 150-200 16 11% Y Conduit 10 


Note: Any of the above complete units will be supplied tapped for 34” conduit on request at no extra charge. Can be 
supplied with shock absorbing socket at ten cents ($0.10) list each additional. 


Globes Only 





List Recommended } er Std. Pkg. 
Catalog Price Delivery Lamp —— Dimensions in I nches — Quan- Wet., 
Number Each Code Watts Description Diam. Depth Fitter tity Lbs. 
- 1.20 B 150-200 Clear Crystal — Std. 5% 634 4% 10 20 
Gv.150 CRI 4 «50 Cc 150-200 Crystal Roughed Inside 5% 634 4k 10 20 
GV-150 CHR 2.20 D 150-200 Clear Heat Resisting 5% 634 4% 10 20 
GV-150 Opal 1.70 D 150 200 Opal Glass — White 54 634 4 10 20 
- 1.60 B 300-500 Clear Crystal — Std. 814 85% 5% 8 20 
Gy_s00 CRI 2.20 CG 300-500 Crystal Roughed Inside 84 854 5% 8 20 
GV-500 CHR 3.10 D 300-500 Clear Heat Resisting 84 8% 5% 8 20 
GV-500 Opal 2.35 D 300-500 Opal Glass — White 8% 854 5% 8 20 


aGl tal Globes are supplied standard on all Vapor Proof units. When other types of 
os im EE feacits on mPa pee Tato, Proof unit glassware is shipped from factories at Meriden, ss 
Pann and Monaca, Pa. Flat Cone Type 
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GENERAL ELECTRIC SUPPLY CORPORATION 


SCHEDULE R 











F. O. B. Meriden, Conn. 


Inspected by Underwriters’ Laboratories. 


Ivanhoe Artificial Daylight Trutint 
Color Matching Units 


Ivanhoe Trutint Units are designed for indus- 
tries where it is desirable that artificial illumina- 
tion blend with daylight. They are recommended 
for local lighting service where accurate color 
matching, color discrimination or inspection is done. 
Trutint Units are serving with satisfactory results, 
textile, food, printing, dye and paint, tobacco and 
similar industries. Ivanhoe Trutint Filter Plates 
provide for color correction by filtration, correct- 
ing the light that passes through the glass to a 
true north skylight which is constant and of a 
standard commonly used by inspectors and oper- 
ators making color discrimination. Plates are also 
available which produce a warmer color of the 
quality of noon sunlight. 


These units include an inner reflector and hous- 
ing which are separated by an air chamber for 
cooling. The reflector is Alzak finished aluminum 
and the housing porcelain enameled steel of R-type 
construction. They contain porcelain sockets and 
are tapped for 14-inch pipe. 





TRAL-500 


TRAB-200 





List Recommended 
Price Delivery Lamp _ Dimensions in Inches—— _ Standard Package 
Catalog Number Each Code Watts Diam. Depth Fitter Quantity Wt., Lbs. 
TRAB-200 Noon Sunlight $ 9.85 B 150-200 84 1034 16 Conduit - 20 
TRAB-500 Noon Sunlight 11.50 B 300-500 123% 134% 14 Conduit 4 40 
TRAL-500 Noon Sunlight 12.50 B 300-500 1234 1614 14 Conduit 4 35 


200 watt sizes supplied with Noon Sunlight plate No. 6495x 7” Trutint. 
$00 watt sizes supplied with Noon Sunlight plate No. 6495x11” Trutint. 


Note: Can be supplied tapped for 34” conduit on request, at no extra charge. 


Can be supplied with shock absorbing sockets at ten cents ($0.10) each list additional. 





List Recommended 
Price Delivery Lamp —— Dimensions in Inches— Standard Package 
Catalog Number Each Code Watts Diam. Depth Fitter Quantity Wt., Lbs. 
TRAB-200 North Skylight $11.50 C 150-200 8% 1034 14 Conduit 4 20 
TRAB-500 North Skylight 14.40 C 300-500 1234 13144 1g Conduit 4 40 
TRAL-500 North Skylight 15.40 G 300-500 1234 1614 14 Conduit 4 35 


200 watt sizes supplied with North Skylight plate No. 6045x 7”. 
500 watt sizes supplied with North Syklight plate No. 6045x11”. 


Note: Can be supplied tapped for 84” conduit on request, at no extra charge. 


Can be supplied with shock absorbing sockets at ten cents ($0.10) each list additional. 


pace Delivery Diameter Standard Package 

Catalog Number Each Code Description Inches Quantity Wt.,Lbs . 
G-6045x 7-TT Color Filter Plates Only $ 5.50 Cc North Skylight for 200 watt sizes 7 4 10 
G-6045x11-TT Color Filter Plates Only 7.70 Cc North Skylight for 500 watt sizes 11 2 20 
G-6495x 7-TT Color Filter Plates Only 3.85 B Noon Sunlight for 200 watt sizes qi 4 8 
G-6495x11-TT Color Filter Plates Only 4.80 B Noon Sunlight for 500 watt sizes 11 4 16 


Note: Trutint plates are shipped from factories at Meriden, Conn., and Monaca, Pa. 


Special Service Reflectors— Shallow Dome 
For Medium Base Lamps 


More durable and easier to clean than paint enameled reflectors. Ivanhoe offers a line 


of porcelain-enameled shallow dome reflectors to accommodate 25 to 200 watt lamps. 


These reflectors are regularly supplied green porcelain enameled outside and white porce- 
lain enameled inside with the standard 24” B-heel. 


Reflectors Only 


List 
Price 


ee Recommended 
Catalog 


Standard Package 


, Delivery Lamp -——— Dimensions in Inches ———. Quan- Weight, 
Number Each Code Watts Diam. Depth Fitter tity Lbs. 
BUD- 40 $0.95 A 25-40 10144 3 2144 B 10 12 
2 24 
BUD- 60 1.15 A 50-60 12144 3% 2144 B 10 16 
BUD-100 1.50 A 75-100 14 4l4 244 B 10 20 
BUD-150 1.90 A 150-200 1514 47% 2144 B 10 22 
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Ivanhoe Industrial Lighting 
SCHEDULE R F. O. B. Meriden, Conn. 


Ivanhoe Artificial Daylight Trutint Units 
General Lighting Service 


Ivanhoe Blue Hinged Dust-Proof Covers may be easily 
assembled on RLM Dome, Bowl Angle, or High Mount- 
ing Type reflectors of the published diameter by a simple 
positive spring latching mechanism, which also expands 
the ring releasing the cover, thereby providing easy 
access to lamp and at the same time holds the band se- 
curely on the reflector during the cleaning. The cover 
assembly is hinged to the upper ring and is removable. 
The convex blue glass cover is of daylight quality and is 
ideal for industrial locations where exacting color match- 
ing is not required. The blue hinged dust-proof covers 
ze ee “aif are recommended for use with reflectors for general 
bled on Standard RLM Dome re. lighting service. 
flecter cover closed, giving com- Illustration shows cover open 

plete protection. to relamp or clean. 


Complete Blue Hinged Dust-Proof Covers 











New List Standard Package 
Catalog Price — —Dimensions in Inches —-—————_, Quan- Lbs., 
Number Each Description Diam. Depth Fitter tity Wt. 

KSTT-12 $5.00 Blue Dust Cover 12% 1% 12) Reve 5 15 
KSTT-14 6.30 Blue Dust Cover 1414 14% AC BY 5 20 
KSTT-16 7.80 Blue Dust Cover 164% 134 16144 R.L.M. 30 


Blue Plates for Replacement 


G-243 $3.30 KSTT 12 Glass 11% 144 5 12 
G-244 4.40 KSTT 14 Glass 13% 1% 5 15 
G-245 5.70 KSTT 16 Glass 16 134 5 20 





Ivanhoe Protective Covers 


Hinged Type 


For protection of the interior reflecting surface of re- 
flectors and to decrease maintenance costs on industrial 
equipment this new Ivanhoe Hinged Type Protective 
Cover was developed. It also serves to protect the large 
sizes of lamps from weather conditions when used out 
of doors. It performs the same service as the Heavy Duty 
type yet is light in weight, and of simple sturdy construc- 
tion. This covering assembly consists of a rolled ring, 
plated finish, with a clear glass convex cover and asbestos ,,. 

; : inged Dust-proof Cover assem- 
gasket. It is easily assembled on RLM dome, bowl, angle, tied on Standard RLM Dome re- 
or high mounting reflectors of the published diameter of flector cover closed, giving com- 
the reflectors by a simple positive spring latching mecha- plete protection. 
nism, which also expands the ring releasing the cover, 
providing easy access to lamp and at the same time holds 
the band securely on the reflector during the cleaning. 

Applied to High Mounting tre- The glass cover assembly is hinged and can be re- 


elses yeah ae neg ae moved from the upper ring making relamping and clean- 














to lamp and reflecting surface. ing easy. 
ee Del Di ions in Inch Standard Package 
Catal Price elivery — ——Dimensions in Inches —— 
Niuabee Bach Code Description Diam. Depth Fitter Quan. Wt.,Lbs, 
KS-12 $2.70 B Dust Cover 1244 1% 12” Reflector 5 15 
KS-14 3.10 B Dust Cover 1414 14% 14” Reflector 5 20 
KS-16 3.60 B Dust Cover 16% 134 1614” Reflector 5 30 
KS-18 4.10 B Dust Cover 18144 2 18” Reflector 5 40 
KS-18 Etched 5.10 B Dust Cover 184 2 18 Reflector 5) 40 
Glass Plates for Replacement 
G-124 Clear $1.00 B KS-12 Glass 11% 14 5 12 
G-125 Clear 1.25 B KS-14 uae 1378 1% : : 
- C 1 y : 
G27 Clear 175 B KSi8 Glass 1734 2 5 30 Illustration shows cover open 
G-127 Etched 2.75 B KS-18 Glass 1734 f 5 30 to relamp or clean. 
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GENERAL ELECTRIC SUPPLY CORPORATION 


SCHEDULE R 


F. O. B. Meriden, Conn. 


For Medium Base Lamps 
Porcelain Enameled Finish — Green Outside — White Inside 


The AM-634 reflector is used ex- 
tensively for sewing machine light- 
ing with 10-15 and 25-watt Mazda 
lamps. It is applicable for other kinds 
of service requiring a small reflector. 
It is provided with a clip ring holder 


The AM-882 reflector complies with 
the specifications of the United States 
Post Office Department for mail case, 
bag rack and other furniture in post 
office workrooms. It is porcelain 
enameled, green outside, white in- 
side and is furnished with a simple 


Ivanhoe Special Service Reflectors 











for brass shell sockets. Standard por- 
celain enamel, green outside, white 
inside, also supplied green duco out- 
side with white duco inside. 





holder which permits the reflector to 
swivel. It is for attachment to brass 


AM-634 shell sockets. 


The AM-888 reflector complies with 

the specifications of the United States 

Post Office Department for mail case, 

The DEB-25 is a small size bowl bag rack and other furniture in post 
type reflector for localized lighting office workrooms. It is porcelain 
where light must be concentrated enameled, green outside, white in- 
over a small area. Supplied with clip side and is furnished with a simple 
ting holder which will fit brass shell holder which permits the reflector to 








kets. swivel. It is for attachment to brass 
DEB-25 pats shell sockets. 
List Recommended 

Catalog Price Delivery Lamp Dimensions in Inches————~ ——Standard Package-—— 

Number Each Code Watts Diam. Depth Fitter Quantity Wt., Lbs. 
AM-634 $0.90 B 15-25-40 3 4 D 10 5 
AM-634 Duco .60 B 15-25-40 34 4 D 10 5 
DEB-25 1.10 C 25-40 5% ; 354 D 10 8 
AM-882 1.35 C 25-60 Ji 434 D 10 15 
AM -888 1.40 C 25-60 7 6 D 10 20 


Paint Line—Duco Finish—Green Outside— 
White Inside 


DP-55 is a horizontal symmetrical 
reflector for localized lighting with 
brackets. Fitted with a threaded 
collar which fits the standard, thread- 
ed, brass shell sockets. Standard 
finish green duco_ outside, spray 
aluminum inside. 


DP-25 pear shaped, half shade is 
particularly suitable for use on 
brackets for localized lighting. Fit- 
ted with clip ring holder for brass 
shell sockets only. 





The No. DP-78 is a pendant con- 

centrating reflector for 50 and 60 

DP-58 pendant concentrating re- watt lamps and recommended for 
flector for localized lighting, fitted localized lighting. It is fitted with 
with clip ring holder for brass shell a clip ring holder for use on brass 











sockets. shell sockets. 
List Recommended 
Catalog Price Delivery Lamp — Dimensions in Inches-——— Standard Package——— 
Number Each Code Watts Diam. Depth Fitter Quantity Wt., Lbe. 
DP-25 $0.50 B 25-40-50 534 2% D 10 8 
DP-55 -65 B 50-60 7, 3% D 10 10 
DP-58 50 C 25-40 7 4 D 10 10 
DP-78 -65 C 50-60 8 2 D 10 12 


WN 
N 
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Ivanhoe Industrial Lighting 
SCHEDULE R F. O. B. Meriden, Conn. 


Ivanhoe Special Angle Reflectors 


For Medium and Mogul Base Lamps 


These reflectors are particularly suited to the lighting of all interiors where angle lighting is required or where over- 
head lighting would be impractical because of interference caused by overhead cranes, beams or other construction. They 
are desirable for lighting loading platforms, storage yards, bowling alleys, rug racks, individual lighting of machines, 
automobile wash racks and similar places where a low angle of cutoff is desired and a very broad lateral distribution 
is essential. They can also be used for night lighting of small outdoor sport areas, exterior lighting for filling stations 
and are especially adapted to the lighting of poster boards and other outdoor signs. 

These reflectors are of sturdy construction and are easy to maintain. The sockets are of 
superior construction, easy to wire and the castings and lock nuts are of dissimilar metals which 
will not allow freezing, due to corrosion caused by exposure to weather. 

These reflectors are mounted in a pendant position, no pipe bending is necessary and 
proper distribution is obtained with an absolute minimum loss of light in plane parallel to 
display surface and a sharp cutoff is obtained at top of board. 

They are: 1—Efficient. 2—Light in weight. 3—Of the correct size for a particular lamp. 
4—Of proper design to give good uniform illumination. 5—Simple and substantial in con- 
struction. 6—Weatherproof. The socket and electrical connections are well protected. The bead 
or lower edge is turned in to prevent collection of water. 7—Easy to clean. 


List Recommended 
Catalog Price Delivery Lamp ————————Dimensions in Inches -—————._ Standard Package 
Number Each Code Watts Diam. Depth Fitter Quantity Wt., Lbs. 
REAL-100 $3.50 C 75-100 8 95% 1% Conduit 10 25 
REAL-150 4.20 C 150-200 934 13144 4 Conduit 10 216) 
REAL-500 8.70 C 300-500 12 1414 Vg Conduit 5 40 
REAL-1000 9.70 D 750-1500 1534 20% Y Conduit 2 20 





Note: Tapped standard for 14” pipe, on order for 34” pipe at no additional charge. 
Note: Supplied with shock absorbing socket on request at $0.10 each list additional. 


Inspected by Underwriters’ Laboratories 


Ivanhoe Bookstack and Aisle Lighting Reflectors 


The Ivanhoe stack lighting reflectors are designed to furnish a uniform distribution 
of light on the vertical surfaces of library bookstacks and the interior of storage bins, 
baggage racks, commissary shelves and similar interiors. This is accomplished with the 
elimination of glare thru the use of shields rigidly attached to the reflector, which 
protect the eyes when looking down or moving about the aisle. 


The BADA 60 is supplied standard with 214-inch B-Heel and can be equipped with 
rigid snap-lock holders type C for attachment to porcelain sockets or with type D for 
attachment to brass shell sockets. 


The RSADA 60 and OSADA 60 reflectors are equipped with RS and OS E-Z-Tach Holders respectively; for pendant 
¥,"” conduit and 3%” or 4” outlet box cover type mounting. When reflectors are removed for cleaning it is impossible 
to replace them with eye-shields in the wrong plane, since the E-Z-Tach reflectors can only be replaced in the original 
position. The OS holder is provided with radial slots for correct positioning of reflector equipment when installed. 





BADA-60 


Reflectors are finished bronze outside, Alzak aluminum finish inside. 
Inspected by Underwriters’ Laboratories 


List Set ast x ; eee Pee 
i i —_—————_—_——_D 1mensions 1 C. - 5 Se SE tandar ‘ackage 
Chaves ree Srey Watts Diam. Deptt antares Fitter Quantity ps bs. 
BADA $2.00 B 60 8 4h 2\44B 10 12 
RSADA 3.50 D 60 8 1% V4 Conduit 10 a 
OSADA 3.50 D 60 8 7% Outlet Box 10 22 


Note: Type C holder for attaching 214” B-Heel reflectors to porcelain sockets, $0.15 list each. Type D holder for attaching 214” B-Heel reflectors to brass shell sockets, $0.15 


list each. 





RSADA-60 OSADA-60 
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SCHEDULE R 











F. O. B. Meriden, Conn. 


Inspected by Underwriters’ Laboratories. 


Ivanhoe Sup-Lite Unit 


i, 


eae 








Sup-Lite Open 


Louvres shield eye from view of light 
source. Has glass bottom plate. Convenient 
to open for relamping or cleaning. 


Finished outside in Battleship Grey — In- 
side, Polished Alzak Aluminum finish. 


There are certain special applications in Industrial Lighting requiring 
an intensity of from 50 to 100 or more footcandles. While the general 
illumination provided may be adequate for most operations, there is 
certain fine work which must receive additional light for critical judg- 
ment and seeing. Units selected to supply this supplementary light must 
give sufficient intensity to meet the seeing requirements of each opera- 
tion. In an installation of this kind, consideration must be given to 
the direction and diffusion of light. A unit must be selected that pro- 
tects the eye from the light source, that minimizes reflected glare and 
one which does not have to be mounted in a position so that objection- 
able shadows are cast on the work. 


The Sup-Lite Has These Important Features 


The Ivanhoe Sup-Lite is a radically new type of supplementary 
lighting unit designed, as its name implies, to supplement existing 
lighting equipment in order to build up intensity over the working 
area of machines where high visual acuity is needed. This unit supplies 
these high intensities at small cost, and with none of the disadvantages 
found in the ordinary type of local lighting units. It is the ideal 
lighting unit for those areas of close work where accuracy and speed 
are of utmost importance. 

1. One 150 watt bulb supplies as high as 173 footcandles in beam, 
mounted 4 feet from working plane. 

2. Unit is totally enclosed and therefore dustproof. There is no 
depreciation of initial light output. Maintenance cost is reduced to a 
minimum. 

3. Black louvre or ring assembly in bottom cuts off view of light 
source, and therefore there is no direct glare. 

4, Adjustable arm permits Sup-Lite to be directed to any angle. 
This flexible, directional feature insures light from angles which do 
not cause shadow in the plane of work. 

5. The bulb sets in a concentrating reflector of polished Alzak 
aluminum, allowing unit to be hung away from work —it is not in 
operator's way. 


Typical Application 


Revised Stand- 
ards of Illumina- 
tion issued by the 
Incandescent Lamp 
Department of The 
General Electric 
Company recom- 
mend, in part, the 
following intensi- 
ties for the follow- 
ing classes of oper- 
ations. 

Cloth Products, 
Glove Manufactur- 
ing, Hat Makers, 
Shoes Manufactur- 
ing, Machine Sew- 
ing—over 100 foot- 
candles. 

Machine Shop, 
Extra Fine Bench 
and Machine Work, 
Assembly of small 
parts, etc. — over 
100 footcandles. 

Machine Shop, 
Fine Buffing and 
Grinding —50 to 
100 footcandles. 








Catalog List Price Delivery Recommended Dimensions, Inches—————_, Standard Package 
Number Each Code Lamp Watts Diam. Depth Fitter Quantity Wt. Lbs. 
PSAS150 $12.00 Cc 150 1144 12 4 Conduit 1 8 
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Ivanhoe Industrial Lighting 


SCHEDULE R F. O. B. Meriden, Conn. 


Inspected by Underwriters’ Laboratories. 


Ivanhoe Special Service Equipment 


Cord Strain Connector 
AC-656 Cord Strain Connector — Y3-inch pipe 
size — for use with R-Type Reflectors and sepa- 
rable holders. The nozzle is bored smooth and 
will not fray or tear the insulation. 


Waterproof Cord Grip 

ACE-235 waterproof entrance gland. Tapped for 
¥4-inch pipe or conduit and when used with R Type 
reflectors or holders it functions also as a cord grip 
since the rubber bushing is wedged around the. wire 
when the locking cap is set up securely. Reflector 
socket or holder locking caps will clear the bushing 
giving free access to socket. 





AC-656 


Outlet Box Coyer Aligner 

AC-941 is a heavy well-con- 
structed aligner, simple in con- 
struction consisting of a cast iron 
ball, suspended between two/*® 
plates. The ball moves freely ~ 
and will allow the fixture to 
hang plumb when boxes are at ! 
an angle of 45°. The use of ¥ 
this device also improves the effi- 
ciency of the installation and pro- 
tects the reflector or fittings from 
jars or bumps from poles, lad- earns 
ders or simflar objects. Designed AC-941 
tor use on standard 344 or 4- 
inch boxes. The ball is tapped for 14-inch pipe and with two 
slots to permit it to be held with a wrench while conduit or pipe 
is being screwed in place. Standard finish: galvanized iron. 


Suspension Fitting 
AC-658 cast aluminum suspension eye fit- 
ting of heavy, durable construction equipped 
with porcelain insulating bushings to pre- 
vent the wire from becoming frayed in ser- 
vice. Threaded for ¥2-inch fittings. Stand- 
ard finish natural aluminum. 





AC-658 





AC-660 


Shock Absorbing Outlet Box 
Coyer Alingner 


The AC-1041 aligner is 
identical with the AC-941 
described above with the ex- 
ception that it is of the shock 
absorbing type, a heavy spring 
in this device floats the re- 
flector or fitting protecting the 
equipment from shocks or 
jars. 


Pipe Bracket 


The AC-660 is a -inch galvanized pipe bracket and is supplied 
complete, bracket only or pole plate only; please specify when or- 
dering. 


Porcelain Insulating Bushing 


The Ivanhoe AC-901 Porcelain Insulating 
Bushing is suitable for all Ivanhoe Separable 
Holders and R-Type Reflectors which are tap- 
ped for ¥%-inch pipe. It is made of high quality 
porcelain well finished; clean-cut threads ; in- 
side top edge beveled. The bushing insulates 
the holder and prevents fraying and wearing of 
insulation on the wire. 





AC-1041 





High Mounting Unit 
Swivels 
Swivel ACH-191 for use 
with High Mounting Units 


High Mounting Unit Swivels 

Swivels ACH-298 for use with 
High Mounting units RAS, RAF, 
BAS and BAF. It is similar to the 
ACH-191 but is of heavier con- 
struction, tapped for 1-inch pipe 


RAS, RAF, BAS and BAF is 
of cast aluminum, rugged in 
construction. Its design per- 
mits the greatest possible flexi- 
bility in mounting of units 
or adjustment of reflectors to 





ACH-191 





or conduit. It has Y-inch pipe 
elbow with porcelain bushing for 
wireway and has locking screws 
ACH-298 on all joints. Finish, natural 


aluminum. 


any desired angle or position. 

This swivel permits an adjustment of 360° on the horizontal 
plane and 270° in the vertical plane. It can be mounted on ¥-inch 
pipe or conduit which is in either a horizontal or vertical position. 
Swivels are tapped standard for Y4-inch pipe. 





Dimensions in Inches 








Catalog List Price Delivery SSS SS — Standard Package —— 

Number Each Code Description Diam. Depth Fitter Quantity Weight, Lbs. 
AC-656 $0.10 A 4 Threaded 1% 14% Cord Grip 50 15 
AC-658 95 A Threaded 1x3 55, er Noe ee 20 15 
AC-660 5O5 B V4 Threaded 30 Vo Pipe 10 35 
AC-660 Bracket .60 B V Threaded 30 Vy Pipe ee 10 25 
AC-660 Pole Plate 35 B BG o0 eae aa eee Sees Sees 10 10 
AC-941 .30 A ¥4 Tapped 44 14 Outlet Rox 10 1 
AC-1041 -65 A 4 Tapped 434 1% Outlet Box 10 7 
AC-901 08 A \% Threaded % 1 Bushing 100 15 
ACH-191 3.00 Cc Swivel) 9) ieee ae 14 Conduit 4 10 
ACH-298 7.50 D cure ae 4h 1 Conduit 4 16 

- 45 B aterproo 

Bora Cord Grip 1144 2 4 Conduit 10 4 
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GENERAL ELECTRIC SUPPLY CORPORATION 
SCHEDULE R F. O. B. Meriden, Conn. 


Ivanhoe Reflector Equipment for the Mercury Lamp 


The characteristics of the Mercury lamp and its illumination vitally influence the design of suitable reflector equip- 
ment for it, and its application to industry. 

Temperature control and the unusual light distribution obtained from its long light sources are two other character- 
istics that made it necessary for The Miller Company to make continuous and thorough studies of this lamp, beginning 
from the time the first production of it was made available. The Ivanhoe equipment shown on this and the following 
pages is the result. All of it is made especially for this lamp. It has been tested in our own laboratories and by the lamp 
manufacturers to insure satisfactory operation of the lamp in every respect. The completeness of the line provides a 
reflector for any type of mounting, for practically all industrial locations, and for color correction of the Mercury Vapor 
illumination by individual or combination equipment. 

Detachable Reflectors are the B type having the standard 314” B Heel extensions, and the H type having threaded 
extensions of heavy gauge copper. Holders for each of these types are shown. 

Complete Reflector-Socket Units are the R type in which the reflector and socket cover are joined into one piece, mak- 
ing a complete unit including the socket, ready for wiring. These units are tapped for connection to 14-inch conduit. 

Complete Reflector-Socket Units with Removable Inserts are the REAF and REAS types which are R type reflector 
housings which enclose an aluminum reflector, easily removable for cleaning. 

Disconnecting Units are the PX and OX types which are R type reflectors in which disconnecting fittings are assembled 
and wired. The entire lighting fixture can be removed for cleaning by a slight twist which disconnects it electrically and 
mechanically from a circuit completely wired in conduit. The PX type is for conduit suspension and the OX type for 
outlet box mounting. 

Disconnecting Fittings as separate units are also shown. These are suitable for use in supporting any lighting unit 
from 14” conduit or outlet boxes. 


Ivanhoe 314 Fitter Type Reflectors and Holders 
for the 400 Watt Mercury Lamp 












BAS-400 


Holders Only 


Li 
Catalog Price Delivery -——— Dimensions in Inches———-—. Standard Package 
Number Each Code Description Diam. Depth Application Quantity Wt.,Lbs. 

PB 22 $2.00 A 314 B Heel Holder, 

Mog. Socket 4 4% ¥% Conduit 10 25 

PB 26 3.10 B 314 B Heel Holder, 

Mog. Socket 5 44 Conduit 10 30 


Note: PB-22 and PB-26 Holders will be supplied tapped for 34” conduit on request at no additional 
charge. PB-22 and PB-26 Holders can be supplied with shock absorbing sockets on request at $0.10 
each list additional. 


BAS-400. A reflector with concentrating distribution for the lighting of high bays 
a : where mounting heights are 25 feet or more. It is of No. 16 gauge aluminum with 
BAF-400 Alzak finish. 





BAF-400. A reflector with medium spread distribution for the lighting of medium 
bays where mounting heights are from 15 to 25 feet. It is of No. 16 gauge aluminum 
with Alzak finish. 


BEB-400. A reflector with medium spread distribution for the lighting of medium 
bays where mounting heights are from 15 to 25 feet. It is of steel, porcelain enameled. 


BEDD-400. A reflector with wide spread distribution similar to that of the RLM 
Dome. Designed for the lighting of low bays where mounting heights are from 8 to 15 
feet. It is of steel, porcelain enameled, and has a Genco glass diffusing band firmly 
suspended around lower end of lamp so as to provide adequate shielding from glare at 
all ordinary angles of vision. 











BEB-400 
Ba Reflectors Only 
List Recommended Standard Package 
Price Delivery Lamp Dimensions in Inches———— Quan- We. 
Catalog Number Each Code Watts Diam. Depth Fitter tity Lbs. 
BAS-400 $14.50 C 400 HG 18 1434 3144 B 3 15 
BAF-400 14.50 C 400 HG 18 14 314 B 3 15 
BEB-400 5.30 C 400 HG 164 12% 314 B 3 18 
BEDD-400 6.70 A 400 HG 22 1% 3144B 3) 49 


BEDD-400 
56 | 








Ivanhoe Industrial Lighting 
SCHEDULE R F.O. B. Meriden, Conn. 


Inspected by Underwriters’ Laboratories. 


Ivanhoe R Type Reflectors and Sockets for the 
400 Watt Mercury Lamp 








ACH-697 ACH-698 


The ventilated porcelain socket with which all Ivanhoe mogul holders and 
R-type reflectors are equipped is a feature of importance to the user. It was de- 
signed by us to overcome the difficulties caused by excessive heating of socket parts : 
and the ‘freezing’ of burned-out lamps, encountered in the ordinary socket when REDD-400 
used with high wattage lamps. Its trouble-free service in actual use during the past 
two years has proven the value of the ventilated design of its porcelain housing with 
the plunger type of base contact. 





ae ree 


Sockets Only i 
List Std. Pkg. When supplied in place q 
Catalog Price Delivery Pipe*  Quan- Wt. of std. socket, add ae 3 
Number Each Code Description Tapping tity Lbs. list each to std. ref. price sca ie 
ACH-697 $1.50 A Standard Mogul oa 10 15 Std. a. 
ACH-698 1.60 A _ Shock Absorbing Mogul 4 10 16 .10 


* Supplied tapped for 34 inch pipe on request at no extra charge. 


REDD-400. A reflector with wide-spread distribution similar to that of the 
RLM Dome. Designed for the lighting of low bays where mounting heights are 
from 8 to 15 feet. It is of steel, porcelain enameled, and has a Genco glass diffusing 
band firmly suspended around lower end of lamp so as to provide adequate shielding 
from glare at all ordinary angles of vision. 





PREG-400. A most practical type of Glassteel lighting unit for a wide range of 
factory locations. It is a combination of a large porcelain enameled dome reflector, 
white inside and out, and standard with an enclosing globe of light density Genco 
glass. It provides a soft, even level of illumination over a wide area. Harsh shadows 
and glare are eliminated and a pleasing working area is created by the lighting of 
oe upper areas of the room by the passage of light through the openings at top of 
reflector. 


Reflectors Complete with Socket ACH-697 


List Std. Pkg. 








Catalog Price Delivery Recommended Dimensions in Inches——-——Quan- Wt. 

Number Each Code Lamp Watts Diam. Depth Fitter* tity Lbs. 
REDD-400 $8.70 A 400 HG 22 15 Conduit 4 46 
PREG-400 18.50 B 400 HG 244% #15 4 Conduit 2 35 


RALS-400 






* Supplied tapped for 34 inch pipe on request at no extra charge. : 
The above units can be supplied with shock absorbing sockets on request at $0.10 list each 
additional. 


Ivanhoe Angle Type Reflectors 


RALS-400. 30° angle reflector of No. 16 gauge Alzak finished aluminum with 
concentrating distribution. Ideal for lighting from sidewalls, such areas as crane- 
way bays where adequate overhead lighting cannot be installed because of excessive 
mounting heights or obstructions. This reflector provides the necessary vertical 
illumination for locations such as these. Has standard R Type construction. 


RALD-400. A 45° angle reflector of Alzak finished aluminum with wide-spread 
distribution for the lighting of automobile body finishing lines. Has standard R 
Type construction. KS-18 dust cover clear or acid etched can be used with this unit 
where desired. 

List Std. Pkg. 








Catalog Price Delivery Recommended Dimensions in Inches Quan’ Wt. 

Number Each Code Lamp Watts Diam. Depth Fitter* tity Lbs. RALD-400 
RALS-400 216,75 ee 400 HG 18 16 14 Conduit 2 10 
RALD-400 16,750 400 HG 18 20% Conduit 2 10 
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GENERAL ELECTRIC SUPPLY CORPORATION 
SCHEDULE R F.O. B. Meriden, Conn. 


Inspected by Underwriters’ Laboratories. 


Ivanhoe R Type Reflectors and Sockets for the 
400 Watt Mercury Lamp 





RAF-400. A reflector with medium spread distribution for the lighting of 
medium bays where mounting heights are from 15 to 25 feet. It is of No. 16 gauge 
aluminum with Alzak finish. 





RAF-400 RAS-400. A reflector with concentrating distribution for the lighting of high 
bays where mounting heights are 25 feet or more. It is of No. 16 gauge aluminum 
with Alzak finish. 


REAS-400. A concentrating R type reflector designed for use in locations where 
mounting heights are 25 feet or more. Constructed of steel, porcelain enameled 
with inner reflector of aluminum with Alzak finish which provides proper light 
control and distribution. The inner reflector is easily removable for cleaning—no 
tools are required. The outside porcelain reflector always remains in place. Extra 
inserts may be kept on hand so that when inner reflectors are removed they may be 
replaced with these inserts so that all delays that may occur during the process of 
RAS-400 cleaning or relamping are eliminated. Supplied in the R type construction. 





REAF-400. This unit has the same housing and construction as the REAS, but 
the insert provides a wider spread distribution, suitable for 15 to 25 foot mountings. 




















REAS-400 Reflectors Complete with Socket ACH-697 
REAF-400 
List Std. Pkg. 
Catalog Price Delivery Recommended — Dimensions in Inches——— uan- Wt. 
Number Each Code Lamp Watts Diam. Depth Fitter® tity Lbs. 
RAF-400 $16.50 C 400 HG 18 18 Conduit 3 30 
RAS-400 16.50 B _ 400 HG 18 18144 WConduit 3 30 
REAF-400 1950 400 HG 18 18 144 Conduit 2 24 
REAS-400 19.50 C 400 HG 18 18 14 Conduit 2 24 
* Supplied tapped for 34 inch pipe on request at no extra charge. 





The above units can be supplied with shock absorbing sockets on request at $0.10 list each 
additional. 











Construction REAS-400 
Dotted lines indicate REAF-400 
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Inspected by Underwriters’ Laboratories. 


Ivanhoe Heavy Duty 3%” Reflectors and Holders 
for the 400-Watt Mercury Lamp 





OH-22 PH-24 OH-20 


Holders Only 


List Std. Pkg. 











Catalog Price Delivery —-—Dimensions in Inches Quan- t. 

Number Each Code Diam. Depth Fitter tity Lbs. 
OH-20 $2.80 e 44 2% Outlet Box 10 25 
OH-22 1.60 & 414 3 Outlet Box 10 25 HAS-400 
PH-24 1.60 A 334 4% 1% Conduit 10 25 
PH-26 2.70 Cc 334 4 Y Conduit 10 30 


_ Note: PH26 and PH24 Holders can be supplied tapped for 34” conduit on request at no addi- 
tional Se Fe PH26 and PH24 Holders can be supplied with shock absorbing sockets on request at 
$0.10 each list additional. 


PH24 Holder is supplied in Green Porcelain Enamel Finish. 


HAS-400. A reflector with concentrating distribution for the lighting of high 
bays where mounting heights are 25 feet or more. It is of No. 16 gauge aluminum 
with Alzak finish. 


HAF-400. A reflector with medium spread distribution for the lighting of 
medium bays where mounting heights are from 15 to 25 feet. It is of No. 16 gauge 
aluminum with Alzak finish. HAF-400 





HEDD-400. A reflector with wide spread distribution similar to that of the RLM 
Dome. Designed for the lighting of low bays where mounting heights are from 
8 to 15 feet. It is of steel, porcelain enameled, and has a Genco glass diffusing band 
firmly suspended around lower end of lamp so as to provide adequate shielding from 
glare at all ordinary angles of vision. 


PHEG-400. A most practical type of Glassteel lighting unit for a wide range 
of factory locations. It is a combination of a large porcelain enameled dome re- 
flector, white inside and out, and standard, with an enclosing globe of light density 
Genco glass. It provides a soft, even level of illumination over a wide area. Harsh 
shadows and glare are eliminated and a pleasing working area is created by the HEDD-400 
lighting of the upper areas of the room by the passage of light through the opening 
at top of reflector. 





Reflectors Only 





List Std. Pkg. 
Catalog Price Delivery Recommended ———Dimensions in Inches——— Quan- Wt. 
Number Each Code Lamp Watts Diam. Depth Fitter tity Lbs. 
HAS-400 $14.90 D 400 HG 18 15 H Ry ats! 
HAF-400 14.909 D 400 HG 18 14 H 3 18 
HEDD-400 (iki AG. 400 HG 22 1% 4H 4 40 
OHEG-400 18.50 C 400 HG 244% 143¢ Outlet Box 2 40 
PHEG-460 18.50 C 400 HG 244% 16 14 Conduit 2 40 


PHEG-400 
With PH-24 Holder 
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Inspected by Underwriters’ Laboratories. 


Ivanhoe Disconnecting Type Reflectors and 
() Fittings for the 400 Watt 
i Mercury Lamp 














AC1080 ‘ AC1082 
ee Upper Half Only Upper Half Only 
; No. ACH531 No. ACH533 
AS-400 


Ox 
OXAS-400 with Outlet Box 
Cover Type Disconnecting Top. 
PXAS-400 with Pendant Type 
Disconnecting Top. 


7 ( Holders Only 
| : 


List Std. Pkg 

OXAF-400 She Dearne FE at Der than iene ae 
AC-1080 $1.75 B 2 3% Conduit 10 10 

AC-1082 1.75 B 41% 3% OutletBox 10 10 


ACH-531 Upper part of AC 1080 ~S0 meArer 24% WConduit 10 5 
ACH-533 Upper part of AC 1082 80 A 4% 2% OutletBox 10 5 


Note: No. AC 1080 is tapped at both ends for 1%” conduit. No. AC 1082 fits 344” or 4” out- 
let boxes and is tapped at lower end for 14” conduit. 


PXAF-400 


PXAF-400 with Pendant Type ; : ; 
Disconnecting Top. Ivanhoe disconnecting holders allow for quick and easy removal of entire light- 
OXAF-400 with Outlet Box : aa : F - : me : 
Cover Type Disconnecting Top. ing unit, including lamp, without disturbing wiring connections. Only a slight turn 


a 


and upward pressure is required to take down or replace a complete reflector assem- 
bly. These units carry the Underwriters’ approval and may be used with reflector 
equipment. They are rugged and fool-proof. Units are supplied with one piece or 
solid top reflector construction only. PX Type standard for attachment to 14-inch 
conduit. OX Type standard for attachment to 314-inch or 4-inch outlet boxes. 


PXAF and AS-400 and OX AF and AS-400 are finished in Alzak Aluminum. 





OXEDD-400 


ae 


PXEDD-400 
PXEDD-400 with Pendant Type 
Disconnectiag Top. 





Reflectors Complete with Holders 





c OXEDD-400 with Outlet Box Catalog Price Delivery Recommended ——Dimensions in Inches-—— Om AK. 
over Type Disconnecting Top. Number Each Code Lamp Watts Diam. Depth Fitter tity Lbs. 
S + PXAF-400 $16.90 D 400 HG 18 20 Conduit 3 33 
aa OXAF-400 16.90 -D 400 HG 18 20 Outlet Box 3 33 
Soon 3 PXAS-400 16.90 D 400 HG 18 218% WConduit 3 33 
aa OXAS-400 16.90 D 400 HG 18 2184 Outlet Box 3 33 
PXEDD-460 9.10 C 400 HG 22 1734 YWConduit 4 50 
OXEDD-400 oc 10mee 400 HG 22 1734 Outlet Box 4 50 
PXEG-400 18.90 C 400 HG 24 1834 WConduit 2 35 
OXEG-400 18.90 C 400 HG 24 1834 Outlet Box 2 35 
ye iar ENV Type The above units can be supplied with shock absorbing sockets on request at $0.10 list each addi- 
Disconnecting Top tional, 


OXEG-400 with Outlet Box 
Cover Type Disconnecting Top. 
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Ivanhoe Industrial Lighting 
SCHEDULE R F. O. B. Meriden, Conn. 


Inspected by Underwriters’ Laboratories. 


Ivanhoe Combination 400-Watt Mercury and 
Mazda Lamp Reflectors 


The combination lighting units shown on this page were developed to permit the use 
of ordinary incandescent lamps along with the Mercury Lamp in a single fixture. These 
auxiliary lamps provide emergency lighting during the cooling-relighting-warming up of 
the Mercury Lamp after an interruption of current in its circuit. They also provide color 
correction to the Mercury illumination. 


The Ivanhoe Combination Fixtures for industrial requirements include three general 
types—the Glassteel—the Dome—and the High Bay type. A cast aluminum ventilated 
holder has been developed to assemble readily 
to any one of these reflectors by means of 
three steel clamps operated by thumb screws. 
The holder carries three medium porcelain 
sockets for the auxiliary lamps, has enclosed 
wireways, and an aluminum reflector that 
closes the fitter opening to provide units of 
excellent efficiencies. 





In wiring these holders, the auxiliary sockets should be on a circuit en- 
tirely separate from that of the Mercury Lamp. 


Thoughtful design and careful testing from a ventilation standpoint has 
made it possible to use three 150 watt incandescent lamps as auxiliary light- 
ing in any of these units. With these lamps burning continuously, the Mer- 
cury Lamp will cool to its low starting temperature and relight after a cur- 
rent interruption. 


Combination Dome—PCEDD-400 


This porcelain enameled Dome Reflector provides broad distribution of 
light with adequate vertical illumination in low bay areas with mountings 
between 8 and 15 feet. A Genco glass diffusing cylinder suspended firmly 
around the lower end of the Mercury Lamp provides a diffusing cut-off that 
shields the eyes from direct light of the lamp at normal angles of vision. 





Combination Glassteel—PCEG-400 


This unit is suitable for low bay areas with mounting from 8 to 15 feet 
where the diffused distribution, excellent vertical illumination, and low 
brightness that is characteristic of the Glassteel reflector are required. 

The white porcelain enameled reflector attaches easily and quickly to the 
combination holder—no tools are required. The 16-inch Genco glass globe 
is held firmly without strain in an aluminum seating by a heavy gauge wire 
triangular holder hooked across the reflector bead . 


Combination High Bay Unit—PCAF-400 


This Alzak finished aluminum reflector provides a concentrating distribu- 
tion of light which makes it suitable for high bay areas where mountings 








are 20 feet or higher. ee —_ 
PCAF-400 
List ; Standard Package 

Catalog Price Delivery Recommended ——_——————Dimensions in Inches —_-——————__ 

Number Each Code Lamp Watts Diam. Depth Fitter Quantity Wet., Lbs. 
PCEDD-400 $14.70 C 400 HG 22 154 V6 Conduit 1 20 

3 150-W. Aux. Lamps 

PCEG-400 24.90 C , 24% 16 16 Conduit 1 30 
PCAF-400 21.00 Cc is 20 1914 14 Conduit ] iffy 


Glassware Only PCEG-400 
52043x16 Genco 8.00 C 16 10 Spec. 2 20 
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GENERAL ELECTRIC SUPPLY CORPORATION 
SCHEDULE R F. O. B. Meriden, Conn. 


Inspected by Underwriters’ Laboratories. 


Ivanhoe Dust-Proof Reflectors for the 400 Watt 
Mercury Lamp 


The reflectors shown on this page are en- 
closed, non-ventilated, dust and weatherproof. 
They were developed to permit the use of the 
High Intensity Mercury Lamp in such locations 
where, for reasons of maintenance and safety, 
units of open construction or ventilated types 
are not desirable. They are especially suitable 
for installation in areas where smoke and dust 
accumulation creates a serious maintenance 
problem, and where dust concentration around 
the lamp and sockets must be avoided. They in- 
clude glass covers, clear or acid-etched inside, 
seated in wire-mesh asbestos gaskets, and a 
clamping band for easy attachment to the reflec- 
tors. The construction view shows how easily Ca ee Pee 
the cast aluminum caps carrying the socket are Ivanhoe Dust-Proof Reflector 
attached and wired to conduit, and the lamps 
installed. The reflector and socket cover with gasket between are assembled 
as a unit at the factory, and attach to the cap by three barrel nuts. For re- 
lamping, it is not necessary to remove the cover glass to have access to the 
lamp and socket. 








Wai iia, ae sn 


RDEDD-400. A dome type porcelain enameled reflector for low bay 
mounting. Provides widespread distribution with excellent diffusion and re- 
duced brightness. Supplied standard with etched glass dust cover. 





RDAF-400. A reflector with a medium spread distribution for the lighting 
of medium bays where mounting heights are from 15 to 25 feet. It is of 
No. 16 gauge aluminum with Alzak finish. Supplied standard with clear glass 
dust cover. 


RDAF-400 


RDAS-400. A reflector with concentrating distribution for the lighting of 
high bays where mounting heights are 25 feet or more. It is of No. 16 gauge 
aluminum with Alzak finish. Supplied standard with clear glass dust cover. 


RDAL-400. A 45° angle reflector of Alzak finished aluminum, with wide- 
spread distribution for the lighting of automobile body finishing lines. It is 
equipped with a special KS-18 dust cover with glass, acid etched inside to 
provide adequate diffusion. A feature is the offset suspension which counter- 
balances the reflector, weighted by the dust cover, so that unit maintains its 
RDAS-400 true angle from even a flexible suspension, and the lamp maintains the vertical 
position for which it was designed. Can also be supplied at angles less than 
45° when specified, for mounting in locations such as craneway bays and 
similar locations. 











; List Recommended Std. Pkg. 
Catalog Price Delivery Lamp _ Dimensions in Inches Quan- Wt., 
Number Each Code Watts Diam. Depth Fitter tity Lbe. 
RDEDD-400 $19.25 B 400 HG 23 17 lg Conduit 1 30 
RDAF-400 23.35 C 400HG 18 20 6 Conduit 1 18 
RDAS-400 23.905 C 400HG 18 24% $$j%WConduit 1 18 
RDAL-400 23.60 C 400 HG 18 2% Y% Conduit 2 14 





RDAL-400 
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SCHEDULE R 


Ivanhoe Industrial Lighting 
F. O. B. Meriden, Conn. 


Inspected by Underwriters’ Laboratories. 


Ivanhoe Reflectors for the 250 Watt 
Mercury Lamp 


VREDD-250. A steel porcelain enameled dome reflector 
equipped with a Vapor-proof globe of etched glass (No. 
GV-150). It is designed for use in low bay areas where wide- 
spread illumination is required from units of Vapor-proof con- 
struction mounted up to 15 feet. 


RDEL-250. A 30° angle reflector of steel porcelain enameled. 
It is equipped with a KS-12 Dust-tight Cover with clear glass. 
Designed for use in lighting from the side such areas as crane- 
way bays where adequate overhead lighting cannot be installed 
because of excessive mounting heights or obstructions. These 
reflectors provide the necessary vertical illumination for such 
locations. 


RDAS-250. This aluminum reflector provides a concentrating 
distribution of light suitable for lighting medium high bay areas 
where mounting heights are up to 25 feet. It is Alzak finished to 
provide a reflecting surface of high efficiency that resists de- 


terioration from dust, fumes, or weather conditions. It is equip- 


ped with a KS-16 Dust-tight Cover with clear glass. 


RDEDD-250. A steel porcelain enameled dome reflector 
equipped with Ivanhoe KS-18 Dust Cover with etched glass plate. 
This dust-tight unit provides a widespread distribution similar 
to that of the RLM Dome. It is ideal for the lighting of low bay 
areas with mounting heights up to 15 feet. 


PREGS-250. A Glassteel Diffuser type reflector for the light- 
ing of low bay areas with mounting heights up to 15 feet. It is 
of steel porcelain enameled with 12-inch Genco glass diffusing 
globe No. G-2444. It is dust-tight and provides a widespread 
distribution of diffused light with low brightness. 


Catalog Prise Delivery Recommended 

Number Each Code Lamp Watts 
VREDD-250 $11.50 B 250 HG 
RDEL-250 9.05 B 250 HG 
RDAS-250 17.10 B 250 HG 
RDEDD-250 10.40 B 250 HG 
PREGS-250 12.50 B 250 HG 


Diam. 
18 
12 
1614 
18 
2034 





if 





Typical Distribution 
Curve VREDD-250 











Typical Distribution 
Curce RDEL-250 








Typical Distribution 
Curve RDAS-250 














Typical Distribution 
Curve RDEDD-250 





Typical Distribution 
Curve PREGS-250 





- 
ait ail 


Standard Package 





Dimensions in Inches 


Depth Fitter Quantity Wrt., Lbs. 
113% 16 Conduit 4 35 
12% Y% Conduit 4 30 
15% Y% Conduit 2 14 
1234 14 Conduit 4 40 
123¢ 14 Conduit 4 60 
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GENERAL ELECTRIC SUPPLY CORPORATION 
SCHEDULE R F.O. B. Meriden, Conn. 


Inspected by Underwriters’ Laboratories. 





Ivanhoe Combination 250 Watt Mercury and 
Mazda Lamp Reflectors 


The 250 watt size combination reflector units serve the same general purposes as those designed 
for the 400 watt Mercury Lamp. In addition to providing emergency lighting during any interruption 
in the Mercury circuit, these auxiliary lamps provide a color correction to the Mercury illumination. 


For ordinary applications, a 300 watt auxiliary lamp provides a color correction suitable for most 
requirements. A 500 watt auxiliary lamp provides considerably closer approach to daylight color. 


To facilitate easy wiring and assembly of these combination units, Ivanhoe has developed the 
special holder as shown, to which any of the combination lighting reflectors can be attached. The por- 
celain enameled holder contains sockets for both the Mercury and auxiliary lamp arranged to wire and 
assemble in a manner similar to that in the standard R type reflectors. An Alzak aluminum reflector 
closes the bottom of the holder. The holder is threaded to fit the heavy gauge copper threaded fitters 
with which the reflectors are equipped. 


The standard construction of these units provides for enclosing the light sources in a dust-tight 
manner in accordance with the present recommendations of the lamp manufacturers, and when so. 


enclosed the Mercury lamp will relight after a current interruption with the auxiliary lamps burning 
continuously. 







PCEDD-250 Combination Dome 


A dome type unit for combination lighting. It provides for oper- 

ating a 300 or 500 watt Mazpa auxiliary lamp along with the 250 

. watt High Intensity Mercury Lamp for color correction or emer- 
gency circuit purposes. The reflector is steel porcelain enameled 

and is equipped with KS-18 Dust-tight Cover with etched glass. It 

provides a widespread distribution of light (similar to that of RLM 

Dome), required in low bay areas where mounting heights are up 

Typical Distribution to 15 feet. 


Curve PCEDD-250 PCAF-250 Combination High Bay Unit 


An aluminum unit for combination lighting in medium high bay 
areas. Uses a 300 or 500 watt Mazpa lamp as auxiliary. The No. 16 
gauge aluminum reflector is Alzak finished to increase its efficiency 
and maintain its reflecting surface. It is equipped with a KS-18 
Dust-tight Cover with clear glass. Provides the semi-concentrating 
/ distribution essential for lighting medium high bay areas where 
mounting heights are up to 25 feet. 


PCEG-250 Combination Glassteel 


Typical Distribution A Glassteel diffuser unit for combination lighting using a 300 
Curve PCAF-250 or 500 watt Mazpa lamp as the auxiliary light source to supplement 
the 250 watt High Intensity Mercury lamp. The glass globe enclos- 

— ing the lamps has a special fitter which centers in a seating in the 
NSN reflector where it is held firmly and without strain by a triangular 
wire holder stretched across the bottom of the reflector. The reflec- 

tor is of steel porcelain enameled. Globe is of Genco glass of special 








PCAF-250 ’ diameter (52062X13 Genco) to provide the even, widespread dis- 
‘> tribution of light with low brightness that is typical of Glassteel 

reflectors. This unit is practically dust-tight in construction and is 

suitable for low bay areas with mounting heights up to 15 feet. | 
Glassware only No. 52062X13 Genco, $4.50 list each, packed 2 


Typical Distribution to a carton. B code. 
Curve PCEG-250 


bai 





PCAL-250 Combination Angle Unit 


A 30° angle reflector of No. 16 gauge aluminum, Alzak finished. 
Uses a 250 watt mercury lamp and a 300 or 500 watt Mazpa lamp 
as auxiliary. It is totally enclosing and dust-tight with a clear glass 
cover as standard. Other angles up to 45° can be made up on 
special order. This unit is suitable for lighting areas such as 
, craneway bays where adequate overhead lighting cannot be installed! 
| because of excessive mounting heights or obstructions. This reflec- 
tor provides the necessary vertical illumination for such locations. 





\ 
Typical Distribution 


Curve PCAL-250 The PCAL-250 is only supplied with rigid socket cover. 
List Std. Pkg. 
Catalog Price Delivery Recommended ——Dimensions in Inches———~ Quan- Wt. 
Number Each Code Lamp Watts Diam. Depth Fitter tity Lbs. 


PCEDD-250 $13.50 B 1—250 HGand 18 134 MConduit 2 % 
1—300 or 500 W. 

Aux. Lamp 
PCAF-250 21.00 i 
PCEG-250 16.50 
PCAL-250 22 .00 


18 18 Conduit 1 8 
2034 134% W%Conduit 2 30 
" 18 20 Conduit 1 8 


Qww 


PCAL-250 
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Mercury Lighting 


General Electric Mercury Lamps 


Application of Mercury Light to Commerce and Industry 


During the past thirty years a host of leading manu- 
facturers have benefited through the use of mer- 
cury vapor light. Throughout industry, where the 
skill and efficiency of workmen are largely control- 
led by their ability to see, mercury light provides 
an ideal type and quality of illumination. 


The General Electric Company has developed 


In Combination 


Wherever some degree of color discrimination is 
desired, either to improve the appearance of the 
lighting or for the more practical purposes of dis- 
cerning color in products, the intermingling of the 
light of the General Electric Mercury Lamps and 
Mazpa Lamps has proven very effective. While the 


new, highly-efficient Mercury lamps which materi- 
ally broaden the field of application of mercury 
vapor light. Higher efficiency, smaller size, conven- 
tional design, improved color, and 2000 hours aver- 
age life are factors which are appealing and which 
have been enthusiastically received not only by 
every branch of industry but in many types of com- 
mercial installations as well. 


with Mazda Lamps 


resultant light 1s quite white in appearance, it can 
not be depended upon for color matching. It can 
be obtained either in a combination fixture, in 
which the two types of lamps are included; or by 
alternate spacing of outlets, having Mercury Lamps 
in one and Mazpa Lamps in the other. 


Mercury Light for Better Sight 


Commercial Applications: Mercury Lamps find a 
wide use not only in industry but in offices, schools, 
drafting rooms, many types of stores—#in fact, 
wherever an efficient light source is desired. 
Through the intermingling of the Mercury Vapor 


and Mazda Lamps in the proper proportions a 
pleasing light, quite white in appearance, can be 
produced. Entirely satisfactory results can be ob- 
tained, except for color matching. A typical appli- 
cation is shown below. 





The commercial units in this office contain a combination of one 
400-watt Mercury lamp and four 200-watt Mazda lamps. The color 
quality resembling a deyhent appearance is very pleasing. This 
installation gave an initial illumination level of 25 foot-candles. 


This high bay shop containing several mammoth presses is lighted 
by 400-watt Mercury lamps in aluminum reflectors. The lamps are 
mounted 42 feet from the floor and are spaced on approximately 15 
feet by 18 feet centers. This complete mercury vapor installation 
illuminates vertical surfaces so that details at the die points are 
easily seen. About 20 foot-candles average is obtained. 
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Industrial Applications: There are tour different 
methods for effectively applying Mercury Lamps 
for efficient industrial illumination. Each one has 
a place which can readily be determined on the 
basis of desired results and existing wiring, etc. 


First, there is the Complete Mercury System 
which has gained favor in such industries as the 
automotive, where high levels of illumination are 
common, because they have proven extremely 
profitable. The complete mercury system has 


proven extremely effective not only for very high 
bays but, due to the wide line of luminaries avail- 
able, proper distribution has been attained with 
the reflectors at normal heights from the floor. 





In this modern radio factory, Mercury lamps are alternated with 400- 
watt Mazda lamps to give a resultant average level of illumination 
of 40 foot-candles. Glassteel diffusers are spaced on 12 ft. by 12 ft. 
centers mounted 9 feet above the floor. The color quality ch illum- 
ination resembling that of daylight makes this an outstanding in- 
stallation of modern lighting practice. 


The Alternate Outlet System: Here Mercury and 
Mazpa Lamps are used in alternate outlets, such 
that the resultant illumination from each system 1s 
properly mixed and evenly distributed. The Mer- 
cury Lamps will not only increase the level of illu- 
mination but will produce this increase with pro- 
portionately less heat radiation. The ratio of incan- 
descent to mercury light may be varied to produce 
desired color effect. 


The Combination Lighting System: In this meth- 
od, mercury and incandescent lamps are combined 
in a common fixture. It has proven popular in the 
textile field and in many branches of the metal- 
working field, for industrial, office and drafting 
room lighting, and the like. From a color stand- 
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Lighting a modern weave room with daylight quality. Luminaries 
combine one 400-watt Mercury lamp with three 100-watt Mazda 
lamps. An average of approximately 50 foot-candles indicates the 
modern trend of lighting by progressive textile mills. 


point, the intermingling of light in a common 
fixture is somewhat better. Workers enjoy a light 
closely approximating daylight, regardless of out- 
door conditions — day and night alike. 


The Supplementary System: This fourth method 
holds great promise in solving modern lighting 
problems. Here, the mercury system is added to 
existing incandescent lamp installations. The exist- 
ing lighting system is used without alteration. It is 
an economical and efficient means of obtaining the 
higher levels of illumination which industry is find- 
ing profitable. Twice to three-times the level of 
illumination is readily obtained without affecting an 
existing lighting system. 





Illumination on the assembly floor is provided by four 100-watt 
Mazda units in each bay, mounted on 10 ft. centers, 12 ft. high, 
and one 400-watt Mercury lamp located in the center of the bay, 
17 feet from the floor. Addition of the mercury vapor units in- 
creased the intensity from 7 to 25 foot-candles. 




















General Electric Mercury Lamps 





400 Watt 
Mercury Lamp 


Maximum Overall Length 


Light Center Length.......... 


Approximate Lumens 


Rated Lumens Per Watt... 
Average: Life..........-.-.--------- 


Frequency 


Burning PSR IO ence esenx: 


List’ Price 


Standard Package........-..,-- 


*Also available base down. Orders should specify burning po- 


sition. 


Mercury Lamps 


The General Electric Mercury Lamps are made of hard, 
annealed, heat-resisting glass. The 400-watt lamp con- 
sists of an inner and outer bulb. The inner, or arc tube 
is the actual light source. It is fitted with a Mogul screw 
base and is made in two types, for base-up and for base- 
down mounting and must be operated within 10 degrees 
of vertical. 

The 250-watt lamp consists of a single tube, fitted 
with a Medium screw base. This lamp will burn in any 
position. Both lamps contain small quantities of mer- Fe 
cury and are provided with one starting and two main 
tungsten electrodes. Ey 

The 85-watt lamp consists of an interior arc tube of 85 Watt 
quartz enclosed within an outer hard glass tube having hela fierny 
a Medium screw base. Its small, highly concentrated arc 
makes it an attractive source for projection service in 
addition to its utility in low wattage combination lumi- 
naires. Two types are available: one for base-up, one 
for horizontal operation. 





Operating Characteristics 


These lamps start automatically when the circuit is 
closed. At the instant of starting the lamps show a 
bluish glow. The light increases to a point of full 
brilliancy in a very few minutes. 


Efficiency 


These lamps are twice as efficient as incandescent lamps 
or former mercury vapor sources. The life of the 250 
and 400-watt lamps is rated on an average basis of 2,000 
burning hours. The 85-watt lamp has an average rated 
life of 500 hours. 


Reflectors 


A complete line of reflectors for high and low bay, for 
angular direction, and for combination lighting with 





Mazda lamps is available in a wide variety of designs. ah 
Mercury Lamp Mercury Lamp Mercury Lamp 
Type H1 Type H2 Type H3 
cop ll ie bya a eee tes AQ Oa: Bree. ee case eet 2, OB eee Ser eee area 
Mipag inte T1624 Diy) weneesel 0 (LUGS Dia eee een eee Le kO) 
pe Sp eae Mogul Screw.............-.------Medium Screw.......................Medium Screw 
Rok Serer ai Glear:-2 eee Gleara( Coated: lip); Bee ewe ee Clear 
Ganncuaapernedene Sas €c == 13 inches 22.42. ea 1 CNES Fee ee nee ye inches 
gesnannezecatsannenarene 73/; HO CheS goed ects oe LOCH ESS ak aon een eee inch ee 
fet ee Peay 1000 tere rape areas iets 5 OO 8 ee ae ee eo, 000 
ae Se a ee AQ! OE Se eee ee i TS)! DO SR a eee ee ES 
i ae ee © 000) HOUts sie 2-000 DOUtS are elles S00 nouss 
eeeeras 2) 829s 60 Cy CLES eck ea er ee) cycles <i et t Shek eee G0) cycles 
eae Vertical Base=U pt 22tcesecctatannnteoy ner eens kN ED cles ee oP eee aa fu ASE UIP 
Yat Ries ae CDE pe AS $ 12:50 Soo ee eee BU a a eee eee OL) 
Ree fused Sect eS et 82g 6 skies len oS het SNE 2 ee ee gna Jee Pe ang 


tAlso available for horizontal burning. Orders should specify 
burning position. 
[ 67 


GENERAL ELECTRIC SUPPLY CORPORATION 











General Electric Ballast Equipment 


Transformers for Mercury Lamps 


The successful and continued operation of Mercury 
lamps depends upon properly designed ballast 
equipment. The General Electric Company, in 
cooperation with the lamp manufactuzing depart- 
ment, has developed a complete line of transform- 
ers that assures matched performance with iamps, 
providing most efficient operation with maximum 
light output and burning hours. 


WALL MOUNTING: The wall-mounting type 
may be installed on flat surfaces, beams or girders. 
If conduit installation is desired units having com- 
partments with three knockouts are available Com- 
partments serve as outlet boxes giving ample room 
for pulling in and connecting leads. Flat surfaces 
permit conduit attachment in accordance with 
standard Code approval. 


SUSPENSION: Suspension type units afford a 
simple and neat means of conduit installation. They 
are similar in general design to the wall-mounting 
type except that pipe nipples on top and bottom 
are provided for ready attachment to conduit and 
conduit fittings. 


GENERAL ELECTRIC TRANSFORMER SPECIFICATIONS 





Type Code Over-all Power 
Factor 


Number Dimensions 





110 Volt Supply 





Wall Mounting 160-2A10X1W 5%6x6 x124 
Suspension 160-2A10X1P 516x6 x1134 
Wall Mounting 160-2A10X2W 5 6x6 x12 

Suspension 160-2A10X2P 55¢x6 x114 
Core and Coil 160-2A10X2C 554x5S ex 66 





220 Volt Supply 400-WATT TRANSFORMERS — Type H1 
Wall Mounting 260-2A10X1W 556¢x6 x124 
Suspension 260-2A10X1P 516x6 x1134 
Wall Mounting 260-2A10X2W 4 6x5 ox 856 
Suspension 260-2A10X2P 4le@xS lox 91% 
Core and Coil 260-2A10X2C 5 x534x 43% 


110 Volt Supply 








400-WATT TRANSFORMERS — Type HI 


90-95% 
90-95% 
60-65% 
60-65% 
60-65 % 


90-95% 
90 95% 
60-65% 
60-65% 
60-65% 


250-WATT TRANSFORMERS — Type H2 


CORE AND COIL: The core and coil type is pro- 
vided with angle brackets conveniently drilled to 
permit installation where mounting within lamp 
fixtures or ventilated cabinets is desired. 


VOLTAGE TAPS: General Electric ballast equip- 
ment is designed to be adaptable to all usual field 
conditions, and hence transformers for 115-volt 
circuits are tapped at 107, 115 and 123 volts; the 
220-volt equipment is provided with taps for cir- 
cuits having voltages of 208, 220, 230 and 240 
volts. Enclosed units having pressed steel compart- 
ments are equipped with convenient plug tap 
changing panels. 


INSTALLATION: A separate transformer must 
be provided for each lamp. These units may be 
located at any distance from the lamp. The same 
precautionary measures of voltage drop due to 
length of wire run must be observed as in any 
electrical lighting unit. That is, wiring should be 
of a suitable size to assure minimum voltage drop 
from transformer to lamp. 


Typical 
Enclosed Type 


mae Transformer 
rice 


Approx. Weights 


Net | Shipping 


2% | 29 | $15.00 
26% | 29 15.00 


22% | 25% | 11.00 
2214 | 2534 |. 11.00 
19144 | 2214 8.50 


2% | 29 ‘| $15.00 
261% | 290 15.00 


17 1834 8.75 
18 1934 O75 
12% | 14% 6.75 





Wall Mounting 160-2A10X5W 556x614 x123% 90 28 30 15.00 7 
Suspension 160-2A10X5P ins: ae 28 30 aetho Design Features 
Wall Mounting | 160-2A10X6W | 545¢x614x12K 50% 24 26 11.00 Neat Appearance 
Suspension 160-2A10X6P 5l5¢x6 x11 50% 24 26 11.00 Plug Type Tap Panel 
Core and Coil 160-2A19X6C 554¢x533x 614 50° 19 20 8.50 Accessibility to Panel 
Exposed Core Construc- 

220 Volt Supply 250-WATT TRANSFORMERS — Type H2 tion 

Lower Temperature Rise 
Wall Mounting | 260-2A10X5W | 54¢x6 x12 9% 30 32 $15.00 
Suspension — 260-2A10X5P 556x614x125% 90% 30 32 15.00 General Electric Ballast 
Wall Mounting | 260-2A10X6W | 545¢x614x1234 50% 274% | 2944 | 11.00 Equipment for Mercury 
Suspension 260-2A10X6P 556x6 x1114 50% 27% | 294% | 11.00 Lamps Utilizes the Pat- 


Core and Coil 





Sine * Transformer: Units without power factor correction draw approximately twice the current as do corrected 
arate which means that the additional wiring cost for the low power factor equipment practically offsets the difference in cost 
of the two types of units; further, the uncorrected auxiliaries are not generally recommended unless other means of power factor 


correction are used. 
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260-2A10X6C 53x6 x 64% 50% 


ented Forced Core Con- 
struction with Integral 
Magnetic Shunt, Assuring 
Permanent Characteristics 
and Silent Operation. 


22% | 23% 8.50 

















Trade§ Mark 





Holophane Light Control 


The name HOLOPHANE has always been synonymous 
with high efficiency in light direction. The reason for 
such recognition lies in the sound fundamental principles 
of light control used in the design and Panutacare of 


Holophane Planned Lighting 


Holophane Light Control 





Holophane lighting equipment. The exceptional ability 
of Holophane to control light and to direct it can be 
easily appreciated when thought is given to the simple 
yet effective means employed. 


How to Control Light 


Bare lamps give a light distribution like this— 





This uncontrolled distribution of light is wasteful— 

1. Because half of the light is transmitted upward at 
non-useful angles; much of which is lost. 

2. Because a large part of the other half (the down- 
ward light) is not directed at proper angles to reach 
the work area. 

3. Because when bare lamps are used, too high a per- 
centage of the raw light reaches the eye direct re- 
sulting in glare and making it difficult to see. 


Bare lamps are seldom used now but there are many 
lighting fixtures which are little if any better than bare 
lamps in light directing characteristics. An enclosing 
globe of uniform texture, for example, does not redirect 
light. It merely diffuses or scatters it in all directions. 
It may be pleasing in appearance but it does not improve 
the lighting value. The light has been diffused but the 
distribution has not been controlled. 

The most exact means known to science for controlling 
the direction of light is the glass prism. When a ray of 
light enters or leaves a glass prism it is bent at an angle 
depending on the angle of the prism and the angle of 
striking the glass; something like this— 





Refraction Total Reflection 


There are definite physical laws which govern these 
angles of light ray bending (called refraction) well 
known to science and to Holophane lighting specialists. 
By varying the shape of the prism and the relation in po- 
sition of this prism to the lamp filament, light can be 
directed in any desired direction. The prism can be made 
to bend the light ray so that it travels directly backward. 


This is called “total reflection” and such prisms in 
Holophane units divert the light from non-useful to 
useful directions. Careful and precise engineering and 
manufacture enable Holophane to design prisms which 
will turn back more of the light rays than by any other 
method. Since it is not desirable to make this reflection 
total, in the design of reflector units a small portion of 
the ray is permitted to pass through the prism to relieve 
contrast and to provide adequate diffusion. 


Every Holophane unit employs these principles and 
utilizes prismatic designs to obtain the types of units and 
the distribution of light shown in this catalog. 

It is important to realize that REFLECTION and RE- 
FRACTION are accomplished INSIDE the glass prism 
and not by exposed surface action. The efficiency of a 
surface reflector depends on the permanence of the re- 
flecting surface. If the surface deteriorates, the efficiency 
suffers proportionately and PERMANENTLY. 


Holophane Suffers NO PERMANENT DEPRECIATION 


Referring to the figure illustrating total reflection, 
whenever this type of light control is employed the 
prisms are so arranged that the face of the prism through 
which the light ray enters is on the inside of the light 
director and is therefore least subject to dust accumula- 
tion. The redirecting action takes place on the inner face 
of the prism sides, and dust which falls on the outside 


of these prism faces DOES NOT IMPAIR THE LIGHT- 
REFLECTING QUALITIES. 

The inside surface of the lighting unit provides an 
entirely smooth surface from which dust is easily re- 
moved. Every time a Holophane unit is cleaned* it re- 
gains its initial efficiency. 


* Use ‘“Oakite’ and water solution. 


Summary 


Output Efficiency 


The reflecting efficiency of an optical prism is the great- 
est of any known medium being 99.4% plus. This is the 
Secret of Holophane’s High Initial Efficiency. 


Utilization Efficiency 


Due to nature’s laws of total reflection and refraction 
ANY DESIRED DISTRIBUTION of light can be obtained 
from a properly designed Holophane unit. Complete ad- 
vantage is taken of this important natural law to design 
light distributions that will fit the surfaces to be lighted 
and thereby add utilization to initial efficiency. 


Permanent Efficiency 
Glass is the most permanent substance that can be 
worked into useful shapes. Articles made of glass have 
been found in a state of perfect preservation in excavations 
of ancient ruins. Crystal glass units alone suffer no per- 
manent depreciation when subjected to heat, fumes, acids, 
gases, moisture and time. 


Color Value 


Of all the materials which reflectors and enclosing 
globes can be made, crystal glass alone reflects light in its 
true color. All other substances suffer selective absorption 
thereby coloring the light to a more or less degree. It is 
important in many processes to have light of good color 
value. 
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Holophane “In-Bilt” Lighting—The Modern Way to Light 


Natural lighting comes from built-in devices, windows 
and skylights. So does artificial lighting * * * with the 
new Holophane “IN-BILT.” 

The Holophane Controlens takes the light from the re- 
flector and lamp, “gathers” it together into the exact 
spread needed, and distributes it, strongly reinforced, to 
the proper places. Glare is eliminated because the scatter- 
ing, high angle light is bent from useless, glare-causing 
paths, into useful directions. 

Because a lens is an optical instrument of scientific pre- 
cision, best results follow when it is used with a prismatic 
reflector, correctly designed, forming an “optical train.” 
Such lighting can be designed to just suit every need. 

“IN-BILT” lighting has the following advantages over 
other types: 

(a) “IN-BILT” is the NEW TREND in lighting. The 

best new installations throughout the country are 

built in. It is modern because it is based on advanced 
principles of lighting science. 

(b) “IN-BILT’ can be used on high or low ceilings 

with equal effectiveness. 


(c) “IN-BILT” does not depend on the color or finish 

of the ceiling for its efficiency. 

(d) “IN-BILT” has practically no dirt and dust depre- 

ciation. 

(e) “IN-BILT” is economical of current consumption. 

(f) “IN-BILT” effectively eliminates glare. 

(g) “IN-BILT” gives excellent color value. Even better 

color value can be secured by using daylight blue Con- 

trolenses. 

(h) With “IN-BILT” the interior is not broken up by 

hanging fixtures and therefore has a clean, orderly, 

spacious appearance. 

(i) With “IN-BILT” relamping is simplified as there is 

nothing to take apart or remove. 

(j) “IN-BILT” is most flexible both as to wattage and 

dimensions and arrangement of equipment. 

This data will permit the presentation of a preliminary 
proposal. If acceptable in principle, a complete detailed 
specification covering the engineering features can be pre- 
pared from this data by the Holophane Engineering De- 
partment and accurate costs can be submitted. 


TYPICAL UNITS FOR FLUSH INSTALLATION 





bd pes) 


Typical for W-745-1, W-789-1, and W-796-1 





Typical for H-745-2F and H-789-2F, 
H-790-2F and H-796-2F 


APPLICATION: 


Use: “IN-BILT”’ lighting has three general uses: 
1. General Lighting in place of obsolete hanging fix- 
tures. 
. Plus Lighting to reinforce existing general lighting 
and at special places, suchas: 
Store Counters 
Office Desks Benches and Machines 
Office Machines in Industry, et al. 


3. Special Lighting to light difficult places: 


N 


Switchboards 


Brokers’ Boards Art Galleries 
Blackboards Operating Tables 
Exhibits and so on. 
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TYPES: 
In general there are three separate types of units classified 
according to installation methods: 


1. Flush Units — where the equipment is entirely re- 
cessed into the ceiling, (see also page 71). This 
type is generally chosen for installation in false ceil- 
inged locations and where an unbroken ceiling line 
effect is desired. 


The units are constructed in two sections. 
A roughing box containing reflector, sockets, and 
necessary supporting devices. This portion is en- 
tirely recessed in the ceiling. 

















N 





A face plate which holds the Controlens. This 
fastens to the roughing box by special concealed 
hinges and screws and frames the plaster opening 
at the plaster line. 


Lamps in these units are burned either vertically or 
horizontally depending on the depth of the roughing 
boxes. 


Semi-Exposed — where a part of the unit is recessed 
and the remainder is exposed (see below). This type 
is chosen generally because of a lack of sufficient 
depth in ceiling for complete recessing or the desire 
for more ornamentation in the lighting system. 


The two piece construction previously described 
under FLUSH UNITS is provided and is recom- 
mended to facilitate installation and maintenance but 
one piece construction is also available. The face 





Holophane “IN-BILT” Lighting 


plate holding the Controlens is extended to include 
the side glass panels which extend below the ceiling 
line. 


3. Exposed Units — where the equipment is mounted 
directly on the ceiling with no part or only an outlet 
box being recessed (see below). This type is used 
generally where recessed construction is not structur- 
ally possible. It provides a fine opportunity for orna- 
mentation of varying degrees. 


ORNAMENTATION: 


Ornamentation may be applied to any of the designs shown in the 
following sketches in a number of different ways. Louvers and fins 
of all sizes and shapes may be added to the exposed and semi- 
exposed unit at will. Plated finishes or colored spray finishes of 
all kinds are available. The design of the face plates can be easily 
altered to include a border or borders of contrasting glass, Many 
stock moulding frames are available for decorative treatment of 
the metal work. 


TYPICAL UNITS FOR FLUSH INSTALLATION 


it mer Giles me feltiei. ib tem led % 


Typical Section Deep Flush ‘‘IN-BILT’’ Unit 





se : $x x a 


Typical for Nos. H-765-FL, B-765-FL, 
H-774-FL and B-774-FL. 


TYPICAL UNITS — SEMI-EXPOSED — EXPOSED 


Typical Semi-Exposed Triple ‘“‘IN-BILT’’ Unit 


Typical Exposed Square ‘“‘IN-BILT”’ Unit 


ies 
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Flush Units 





















Dimensions in Inches Estimating 
Controlens Max. Shipping | Prices — List Sch. “L” 
Unit Watts Roughing Box Face Plate Plaster Opening | Weight | ———————————_ 
Cat. No. Lenses Lens Per Lens) |22222—______. L Frames Frames 
in Unit | Cat. No. Length | Width | Depth | Length | Width | Length | Width Hinged | Unhinged 
4” x 6” CONTROLENS 
46 | 93% 63% 8% 534 514} $11.00 
*W-745-1 1 745 VF 100 9% 84 54% 95% 95% 834 834 10 11:50: |e 
*W-789-1 1 |789-VF| 100 3% | 84 | 5144 | 956 | 954 | 834 | 8% 10 1150/2083 
(c) W-792 1 | 792 5.T6%| 7%| 7%) 3%) 8%| 8%) 83%1 8% 7 10.50: | ae 
*W-796-1 1 |796VF] 100 932 | 84 | 5% | 9% | 9% | 8% 834 10 11:50 |e 
*H-745-2F Pi 745 VF 100 143% 9% 54% | 153% 1034 | 1434 934 23 16.002|"s2eace 
*H-789-2F 2 |789-VF | 100 143% 94 544 | 1534 | 108% | 143% 934 23 16.000 |e 
*H-796-2F 2; 796-VF 150 1434 9% 5% | 1534 | 103% | 1434 934 23 16:00.5|e2e 
*H-790-2F 2 |790-VF | 150 14% 94 51% | 1534 | 1034 | 1434 934 23 19:008| eae 
814” SQ. CONTROLENS 
*H-739-FL 1 739 150 104% | 10% 9% | 11% | 11% | 1034 | 1034 23 16.005), haces 
*HF-739-FL tes 739 150 10% | 104% 46 | 11% | 115% | 103% | 1034 23 14.005}. 2s 
(a) H-739-2FL 2 739 150 1834 | 1044 0% | 204% | 1134 | 19% | 103% 38 31.00 | $23.00 
(a) H-739-3FL 3 | 739 150 274% | 10% | 9% | 2834 | 1134 | 2734 | 103% 57 40.50 | 30.00 
(a) H-739-4FL 4 76 50.00 37.00 
(a) H-739-4FLS 4 70 43.00 37.50 























(c) W-794 1 | 794 150-T | 15 11 4% | 16 12 5% 111% 20 18.00:10.233, 
*HF-765-FL 1 | 765 200 14 14 734 | 153% | 153% | 14% | 14% 35 17,0051 ce 
*H-765-FL er c765 200 14 14 124% | 153% | 153% | 14% | 14% 36 20.00 3) “ene 

(a) H-765-2FL 276s 200 2534 | 1334 | 1244 | 2714 | 15% | 26% | 14% 60 39.00 | 33.00 

(a) H-765-3FL 3 | 765 200 3734 | 1334 | 1214 | 301% | 1514 | 3814 | 144 84 52.00 | 44.00 

(a) H-765-4FL 4 | 765 200 4934 | 1334 | 124% | 514% | 1514 | 504% | 144% | 108 65.50 | 56.00 

(a) H-765-4FLS 4 |765 200 2634 | 263% | 121% | 27% | 27% | 26% | 26% | 198 60.00 | 50.50 
*B-765-FL Ten 765 300 14 4 1334 | 153% | 153% | 14% | 14% 41 21,0081>-7- ee 
*BF-765-FL tT 1:965 300 14 14 734 | 153% | 1536 | 14% | 14% 28 18.00° | tee 

(a) B-765-2FL Veh 76S 300 2534 | 1334 | 133% | 27% | 154% | 264% | 14% 68 41.00 | 35.00 

(a) B-765-3FL 3 | 765 300 3734 | 1334 | 133 | 39014 | 1514 | 38% | 144% 95 55.00 | 47.00 

(a) B-765-4FL 4 |765 300 4934 | 1334 | 1334 | 5114 | 151% | 5014 | 14% | 122 69.50 | 60.00 

(a) B-765-4FLS 4 | 765 300 263% | 263% | 1334 | 27% | 27% | 26% | 26% | 110 64.00 | 54.50 
*H-774-FL 1 1|774-VEF}| 200 14 4 1034 | 153% | 153% | 14% | 14% 41 20.007 |=4. = 

(a) H-774-2FL 2 |774-VF | 200 2534 | 1334 | 103% | 2744 | 15% | 26% | 14% 68 43.00 | 37.00 

(a) H-774-3FL Been Td Ee i 200 3734 | 13384 | 1034 | 3044 | 1544 | 38% | 14% 95 58.00 | 50.00 

(a) H-774-4FL 4 |774-VF | 200 4934 | 1334 | 1034 | 514% | 15% | 50% | 14% | 122 73.50 | 64.00 

(a) H-774-4FLS 4 |774-VF | 200 2634 | 2634 | 1034 | 27% | 27% | 26% | 26% | 110 68.00 | 58.50 
*B-774-FL 1 |774-VF| 300 14 14 11% | 153% | 153% | 14% | 14% 45 21.00 3iosereue 

(a) B-774-2FL 2 |774-VF | 300 2534 | 1334 | 11% | 27% | 15% | 2% | 14% 75 43.00 | 37.00 

(a) B-774-3FL 3 |774-VF | 300 3734 | 1334 | 11% | 3904 | 1514 | 38% | 14144 | 105 58.00 | 50.00 

(a) B-774-4FL 4 |774-VF | 300 4934 | 1334 | 11% | 51% | 15% | 50% | 141% | 135 73.50 | 64.00 

(a)_B-774-4FLS 4 |774-VF | 300 23K | 2634 | 11% | 27% | 27% | 6K | 26%} 120 68.00 58.50 


CIRCULAR “IN-BILT” UNITS 





Roughing Box Face Plate Plaster Opening 
Diameter Depth Diameter Diameter 

(b)*F-2336-C 1 2336 200 1254 10% 14144 13% 25 20.002) 022. 
(d)*F-6681-S or C] 1 | 6681 | 500 1714 131 1834 1734 50) 3000s | cease 
(b)*F-2171 1 2171 150 125% 7% 14% 1314 25 18.0021. aoe 
(b)*F-2173 1 2173 150 12% 71% 14% 134% 25 18.003) 
(b)*F-2181 1 | 2181 | 200 1414 814 16 15 55°" 23 s@uueones 

*Regularly carried in stock. Prompt shipment can be made. Face plate satin nickel finish with 

' . invisible hinge construction. 

NOTE: Dimensional and price data is for Roughing boxes on all units furnished inside aluminum glyptal lacquer; outside grey baked enamel. 


estimating purposes only. Write 
for actual quotation and con- 
struction prints. Prices subject 
to change without notice. 


(a) Dimensions shown are for unhinged construction. Shape of flange matches flange on single plate 
units. Hinged construction uses standard butt hinges with 12 gauge flat flanges. Finish on exposed 
metal parts of unhinged units, satin nickel; hinged units, grey baked enamel. Shipment requires 
two weeks, 

(b) Circular cast iron plaster ring can be furnished at $2.50 list, Schedule “L™. 

(c) Cast aluminum face plate. Uses type “T™ lamp. 

(d) Circular cast iron plaster ring can be furnished at $3.00 list, Schedule “L™. 
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Holophane “IN-BILT” Prices and Data 


Sem1-Exposed Units 















































Controlens Dimensions in Inches meee 
———— | rices* 
ies) ei at ae Roughing Box Face Plate Plaster Opening epee List Sch. “L” 
in Unit | Cat. No. | Per Lens Width | Depth | Length | Width | Depth | Length | Width 
 ——Fag™ aa el es Two One 
814" SQ. CONTROLENS see rabies 
H-739-SE** L739 150 11% | 11% $32.00| $27.50 
H-739-2SE yn WAS) 150 20 11% 41.00} 36.00 
H-739-3SE 3 | 739 150 11% 52.00} 46.00 
H-739-4SE 4 | 739 150 11% 62.00) 55.00 
H-739-4SES 4 | 739 194 63.50} 52.50 
H-765-SE** Leen 6S 200 144% | 144% 8% | 18% | 18% | 4 15 15 40 40.00 | 35.50 
H-765-2SE 2 765 200 26% | 14% 814 | 30% | 18% 4 27 15 67 52.00 | 45.50 
H-765-3SE 3 765 200 3814 | 14% 7% | 42% | 184% 5 39 ily 105 65.00 | 57.50 
H-765-4SE 4 765 200 50% | 14% 6% | 54% | 184 6 51 15 135 78.00 | 70.00 
H-765-4SES 4 | 765 200 26% | 26% 64% | 30% | 30%] 6 27 27 120 74.50 | 68.50 
B-765-SE** 1 765 300 14% | 14% | 10 18% | 18% 4 15 15 45 42.00 | 37.50 
B-765-2SE 2 765 300 2644 | 14% | 10 3044 | 184% 4 Zh 15 72 56.00 | 49.50 
B-765-3SE 5705: 300 384% | 14% 9 4214 | 18% 5, 39 15 110 69.00 | 61.50 
B-765-4SE 4 | 765 300 50% | 14% 8 54144 | 184 | 6 51 15 140 82.00 | 74.00 
B-765-4SES 4 | 765 300 26% | 26% 8 30% | 30% | 6 27 27 125 78.50 | 72.50 
H-774-SE** 1 |774-VF | 200 141% | 14% rf 181% | 184% 4 15 15 35 42.00 | 37.50 
H-774-2SE 2 |774-VF | 200 26% | 14% 7 30% | 18% | 4 27 15 62 56.00 | 49.50 
H-774-3SE 3 |774-VF | 200 3844 | 14% 6 424% | 18% 5 39 15 100 69.00 | 61.50 
H-774-4SE 4 |774-VF | 200 50144 | 14% 2) 5444 | 1844 | 6 51 15 130 82.00 | 74.00 
H-774-4SES 4 |774VF | 200 2614 | 26% 5 30% | 30% | 6 27 27 115 78.50 | 72.50 
B-774-SE** 1 |774VF | 300 14% | 14% 8 1844 | 18% | 4 15 15 40 43.00 | 38.50 
B-774-2SE 2 |774-VF | 300 26% | 14% 8 30% | 18% | 4 27 15 67 58.00 | 51.50 
B-774-3SE 3 774 VF | 300 38% | 14% 7 42% | 18% 5) 39 11S) 105 72.00 | 64.50 
B-774-4SE 4 |774-VF | 300 504% | 14% 6 54% | 18% | 6 51 15 135 86.00 | 78.00 
B-774-4SES 4 |774-VF | 300 26% | 26% 6 3016 | 30% | 6 7 27 120 82.50 | 76.50 
E d Unit 
IP NOTES 
Controlens ¥ Dimensions in Inches * peat 
? =n . ee ee ee . rices 
Unit Lenses Lens Watts : eae Weight 5 bie SEMI-EXPOSED UNITS 
Sekar Dare ee Lesa Lema oe Dee ae Finish: Exposed parts sprayed, rough- 
634” SQ. CONTROLENS ing box prime coat. 
W-745-1Et 1 745-VE 100 9% ag) ; 2 Leet * Prices based on 1 louver with flange at 
ate i ee MA 954 850 ; soa 42.00 ceiling and flashed opal side panels on 
H-745-2t 2 745-VE 100 1454 93% 5% 20 16.00 exposed parts. Prices on additional 
H-789-2t 2 789-VF | 100 145% 9% 5% 20 16 00 louvers or units less louvers on appli- 
H-790-2t 2 790-VE 150 14% 934 5% 20 19.00 eatin 
H-796-2t 2 796-VE 150 145% 93% 5% 20 16.00 ae Cee h hen aes sth 
an a ee # ese units have hinged frames wi 
BIR OLENS teases regular butt hinges. All other units 
H-739-EL§ 1 739 150 15 15 10 35 27.50 relamped by sliding Controlens out of 
H-739-2EL 2 739 150 23% 15 10 58 35.00 position. 
H-739-3EL 3 739 150 2 15 10 88 45.00 
Beet mee oils WS | Be | HB oe 
Hrvseery| 1 | 430 fayatets oo | ieise tao teig cul desea |e 27.80 EXPOSED UNITS 
a A 12” SQ. CONTROLENS Finish: Exposed parts sprayed. 
H-765-EL§ 1 765 rot ne eb: ye es rt a + Prices figured on 1 louver and ceiling 
- - 6 1 . ete 
REACT 2 bee on 4256 1344 1244 160 58.00 genes BOs on Pes yea or 
H-765-4EL 4 765 200 544% wae: Ee: aA pe + units less louvers on application. 
-765- 30 30 " ; 
He eek s ae ci rs. 1854 6i4 30 | 28:50 § These units have hinged door. 
BF-765-EL§ 1 765 300 184 it tes ) pe §§ These units have hinged door and 
Be765-2Eh 2 oe 300 3088 18% 14 115 49.50 ceiling eS pees no Eee —and 
B-765-3EL 3 765 300 ais 18% 14 165 64.00 are available for prompt s ae 
B-765-4EL 4 765 300 54 tThese units have hinged door; no 
78.00 + Bei 
aT EL Ge : OVE 300 B32 rf ny; 33 | 26.50 flashed opal side panels and are avail- 
H-774-2EL 2 774VE | 200 304% 18% 124% 107 49.50 able for prompt shipment. 
H-774-3EL 3 774-VE 200 42% 18% 124% 160 64.00 ; 
H-774-4EL 4 THVE 200 5434 18% 124 fr ea ned The foregoing are list prices, F.O. B. 
tary : ANE as 1832 | 18% | 12% 69 «| «(27.50 Factory, Newark, Ohio, packing in- 
B-774-2EL 2 774-VE | 300 3014 18% 12% 115 51.50 cluded. 
eoeat | i | HE) @ | 22 | ee | Be |S | as 
-774- 4 
Bt | 64 | BENE | 300 | 3038 | 3054 | 12% | tos | 82000 


ees | oe EE 
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Holophane Direct Lighting Units 


Holophane Reflector-Refractors 


The Holophane Reflector-Refractor is the ideal direct 
lighting unit. Its efficient light controlling qualities as- 
sure the greatest possible amount of light delivered to 
the working areas, where it is needed. The sparkling 
prismatic crystal glass together with the satin nickel fix- 
ture design presents a harmonious combination for present 
day general lighting purposes. It is especially suitable for 
stores, public building spaces, school laboratories and 
general service areas or for offices and classrooms where 
ceiling conditions do not permit the use of semi-indirect a 
luminaires. Ceiling Type 






















(C-Type) 
Reflector—Refractor Characteristics 
1. Direct distribution 5. No permanent deteri- 
(70% of output down- oration. 
oy EI Ae 6. Extensive or Intensive 
coe distribution. 
2. Minimum flux at glare Pe : 
angles. 7. Attractive appearance. <a = 
3. Maximum efficiency. 8. Good diffusion. ee a 
4. Minimum dust depre- 9. Ease in re-lamping. Cog Se Distrito 
ciation. SENG 


Fixtures are of 22 gauge brass of smooth contour 
design. Ceiling type fixtures are provided with crossbar 
and barrel nuts for mounting. Suspension fixtures are of 
rigid stem, ball and swivel construction with drop cano- 
py and terminate in a 34-inch female hickey for direct at- 
tachment to outlet box by suitable hickeys and extensions 





Characteristic Extensive 


Sus ension Type ; 
NSeTypeI furnished by the contractor. or Intensive Distribution 


SCHEDULE “R” DISCOUNTS 









COMPLETE UNIT FIXTURE ONLY GLASS ONLY 
Gasiee Line Std. Pkg. VPS Dimen., In. Hold- Cat. List Std. Pkg. Dimen., In. Catalog ee Std. Pkg. Dimen., In. 
No. Price Wt. Lamp ers No. Price Wt., No. Price Wt., 
Each |Qty.| Lbs. Dia. | Dph. Each | Qty.| Lbs. | Dia. | Dph. Each | Qty. | Lbs. | Dia. | Dpb. 






















































Ceiling Type Units—Type C (Re-lamped by Removing Bottom Cup) 





C-2110-R* $5.80 | 12] 61 75-100 7% | 8% |2144-O]] 0591ft | $2.80 | 12 s}eu} (SP 234 2110f* $3.00 | 12 46 74%) 6% 
C-2120-R* 7.50 8 | 66 1007-150 934 | 114@ |344-O]| 0592t | 3.00 8 14 | 5% 3% 2120f* 4.50 8 52 934 | 7% 
C-2130-R* 14.00 4 | 54 200 12 1234 4 0593t | 3.50 4 10 | 544 4 2130t* 10.50 4 44 | 12 9% 
C-2133-R** 14.00 4 | 54 200 12 12% 4 Onoat 3.50 4 10M e524 4 2133t** 10.50 4 44 | 12 9% 
C-2140-R* 20.00 3 | 58 300-500 14 14144 4 0594 5.00 3 10554 4 2140{* 15.00 3 48 | 14 11 

C-2140-6”-R* | 20.00 3 | 59 300-500 14 1434 6 0595 | 5.00 3 11 63% 434 2140-6” t* 15.00 3 48 | 14 10% 
C-2143-R** 20.00 3 | 58 300-500 14 1414 4 0594ft | 5.00 3 10554 4 2143}** 15.00 3 48 | 14 10% 
C-2143-6”-R** | 20.00 Sulleoo 300-500 14 135% 6 0595t | 5.00 3 11 6% 434 2143-6”t** | 15.00 2 48 | 14 10% 





Suspension Type Units—Type S (Re-lamped by Removing Bottom Cup) 





S-2110-Rt* 7.80 | 12 | 68 75-100 7% | 2914 |2'4-O]}| 0571 | 4.80 | 12 22 434 | 2354 ai20t 3.00 | 12 46 744| 6% 
S-2120-R* 9.50 8 | 71 1007-150 934 | 3144 1344-0 ]}| 0572f | 5.00 8 19 434 | 24144 2120 t* 4.50 8 52 934 | 7% 
S-2130-R* 16.00 4 | 60 200 12 33% 4 0573t | 5.50 4 12 434 | 2414 2130{* 10.50 4 48 | 12 9% 
S-2133-R** 16.00 4 | 60 200 12 33 a 0573 | 5.50 4 12 43% | 2444 2133f** 10.50 4 48 | 12 9% 
S-2140-R* 22.00 3 | 60 300-500 14 345% 4 0574t | 7.00 3 12 434 | 2414 2140}* 15.00 3 48 | 14 11 
S-2140-6”-R* 22.00 3 | 62 300-500 14 3414 6 0575t | 7.00 3 14 63% | 2434 2140-6” }* 15.00 3 48 | 14 10 
S-2143-R** 22.00 3 | 60 300-500 14 3444 4 0574 | 7.00 3 12 43g | 2414 2143f** 15.00 3 48 | 14 107 
S-2143-6”-R** | 22.00 3 | 62 300-500 14 34 6 0575 | 7.00 2 14 6% | 2414 2143-6”t** | 15.00 3 48 | 14 10% 


Re-lamped by Removing Globe (One-Piece Unit) 


C-2170-R* 8.00 Bi lezo 1007-150 9% | 10% 4 0593f | 3.50 8 20 5% 4 2170{* 4.50 8 Be) 9%| 7% 
C-2180-R* 14.50 4 | 54 200 12 1234 5 0598 | 4.00 4 10 5% 4 2180{* 10.50 4 44 | 12 9% 
S$-2170-R* 10.00 S| 73 1007-150 9% | 31144 4 0573t | 5.50 8 18 53% | 2414 2170}* 4.50 8 a) 9%| 7% 
S-2180-R* 16.50 4 | 58 200 12 334 2 0578t | 6.00 4 14 5% | 2414 2180{* 10.50 4 44 | 12 9% 


All fixtures are furnished with an easy to wire porcelain socket. No. 16 AF wire is furnished but fixtures are NOT wired. 

Standard finish: Satin nickel. Dull brass, acid bronze and Duco finishes can be furnished at no extra cost. Other finishes quoted on request. 
+Use 7” socket extension with 100 watt lamp. 

tThese units are packed in individual cartons. Extra stem length $0.60 per foot list extra. 

*Distribution Extensive. 

**Distribution Intensive. 
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Holophane — Commercial 


Holophane “Filterlite” 





Ceiling Type 
CF-100R, CF-200R, CF-300R 


ES 5 ed PSs NS 
le 13 a5 BOSS 





ENS 


St) Oe 





Suspension Type 
: F-100R, F-200R, F-300R 


F-500 
16-inch-R 








“Filterlite’” Characteristics 





MB 1. Semi-indirect distribution (80% 5. No permanent deterioration. 
as SSSSSS ely eb de Epward == 207¢. down: 6. Wide spread ceiling light. 
x S SODA AEOKIA 0. High efficiency. 7. No shadows or streaks. 
Phe 3. Low brilliancy. 8. No sharp cut-off on ceiling. 
Characteristic Curve 4. Minimum dust depreciation. 9. Excellent appearance. 


Offices, classrooms and other locations where constant 
eye work is performed require a refinement of illumina- 
tion not generally necessary in the lighting of less exact- 
ing business or industrial areas. The ‘Filterlite” is admir- 
ably suited for office or similar work because of the out- 
standing characteristics listed above. 


Fixtures for glass Nos. 7322 and 7344 are of 22 gauge 
brass of smooth contour design. Ceiling type fixtures are 
equipped with cross bar and barrel nuts for mounting. 
Suspension fixtures are of rigid stem, ball and swivel con- 
struction with drop canopy and terminate in a 34-inch 
female hickey for direct attachment to outlet box by suit- 
able hickeys and extensions furnished by the contractor. 


All fixtures have easy-to-wire porcelain sockets. No. 16 
AF wire is furnished but fixtures are NOT wired. 


Finish of above fixtures: Satin nickel. Dull brass, acid 
bronze and Duco furnished at no extra cost. Other fin- 
ishes quoted on request. 


Fixture for No. F-500-16” and CF-500-16” uses an in- 
ternal four arm support attached to heavy spun hinged 
bands in which the glass rests. The glass and supporting 
fixture parts are attached to the hanger as a unit by means 
of a Diple connector. The fixture thus provides a means 
for quick relamping, easy maintenance and hinged support 
for the glass. Fixture for No. F-500-18” is made of cast 
brass with steel chain hanger. As listed it is furnished 
statuary bronze finish. 


Installation—Use “Filterlites’” spaced on not over 15 foot centers and mounted so that dis- 
tance from ceiling to bottom of glassware will not exceed 25% of total ceiling height. 


SCHEDULE “R” DISCOUNTS 





COMPLETE UNIT 











FIXTURE ONLY 





GLASS ONLY 


























i .Pkg. | Di pep on : Std. Pkg. | Dimen., In. 
Caralog List ee rke Mazpa Sens Catalog SES TERE Hp eo Catalog List eee =: = 

No. Price Wt. Lamp No. Wt. No. Price Wt., : 
Each Qty.| Lbs. Dia. | Dph. Qty.| Lbs. | Dia. | Dph. Each Qty.| Lbs. | Dia. | Dph. 

Ceiling Type 

CF-100R $12.50 5 85 100T-150 | 12 144% 0500t $3.50 Sales 54% | 4% 7322t $9.00 5 | 70 | 12 |10% 
CF-200R 18.00 4 95 200 14 17% 0501ft 5.00 4 | 15 64a] 4% 7344t 13.00 4 | 80 14 13% 
CF-300R 19.00 3 72 300 14 17% 0502T 6.00 Reyne (ge 2 64%) 4% 7344ft 13.00 3 | 60 14 135% 
CF-500-16’R | 42.00 2 | 110 500 161% | 2034 0405t 22.00 2-20 8 5 7366t 20.00 2 | 9 16 164% 





| 





Suspension Type 








F-100R 14.00 5 90 100-150 | 12 3214 0480t 5.00 5 it -20 434 | 2234 7322t 9.00 5 | 70 | 12 |10% 
F-200R 19.00 4 | 100 200 14 3534 0481f 6.00 4 | 20 5% | 22% 7344} 13.00 4 | 80 14 | 13% 
F-390R 20.00 3 1) 300 14 3534 0482t 7.00 oh WP oe! 5% | 2234 7344} 13.00 3 | 60 | 14 | 13% 
F-500-16” R 42.00 2 | 110 500 1614 | 36 0386t 22.00 2 | 20 | 1644 | 28 7366f 20.00 2 | 90 16 | 16% 
F-500-18” 60.00 1 {119 500 2134 | 7514 0383t 30.00 1 | 45. | 2184 | 63 7388 30.00 1 | 74 18} 23 





Holders for CF-100R, F-100R-4” Special; Holders for CF-200R, CF-300R, F-200R, F-300R—5¥2” Special; Holders for F-500-16”-R, F-500-18” 


—Special Band. 
Use 7%” socket extension with 100 watt lamp. 


tThese units are packed in individual cartons. 


On special orders, polished metal liners will be supplied instead of the standard white glass liners at an additional list of $0.75 for the 100-150 
watt size, $1.00 on the 200-300 watt size and $1.25 on the 500 watt size. 


Pull chain canopy switch can be furnished at $1.50 list extra. 


Extra stem length $0.60 per foot list extra on 100 to 300 watt sizes and $1.50 per foot list extra on 500 watt size. 
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GENERAL ELECTRIC SUPPLY CORPORATION 





Holophane Indirect Units—Realite 


The Holophane “Realite’’ (R-500 and R-1000) meets 
present day requirements for totally indirect lighting due 
to its modernistic design, efficient operating qualities and 
flexibility of fixture treatment. Its ability to direct the 
light outward and upward at wide angles to the ceiling 
results in indirect illumination of exceptional quality. 

Controlled light distribution is produced entirely by a 
two-piece prismatic refractor, smooth on the outside and 
concealed by the aluminum mask. The unit is easily main- 
tained and cleaned. It is available for use with mercury and 
mercury MazpA combinations (R-1000-M; R-1000-VM). 


Standard fixture finishes: dull aluminum or spray 
bronze. Furnished with drop canopy, swivel joint and 
stem suspension. Wire included but NOT attached to 
terminals. Easy relamping is accomplished thru the hinged 
lower step of the mask. 

The optical assembly lends itself to fixture treatment 
by architects who desire distinctive (architectural) de- 
signs for special projects. The Holophane Engineering 
Department will gladly cooperate with such designers to 
insure preservation of the illuminating virtue of the 
optical assembly. 








Ny ‘\\ 
See 
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tities Seer 
Characteristic ‘‘Realite’’ Curve 


Nos. RP-500 and RP-1000 indicate the 
simple manner in which a translucent 
effect may be obtained with the Realite 
optical assembly as a core, and a trans- 
lucent parchment mask above an in- 
verted opaque cone. Architects and 
decorators may select the colors and 
decorations and make the masks locally. 
; Modified treatment in modernistic 
The “Realite”’ form is expressed in the RN-300 which 

is the optical assembly incorporated 
with a smooth contour fixture and polished metal bottom pan held by means of 
spring clips to the cast bottom flange. Finish of fixture and pan polished aluminum. 









‘‘Realite”’ 
Optical Assembly 





No. 485 is a modern open total indirect luminaire for 300-500 
watt Mazpa lamps. An efficient prismatic reflector, having a per- 
manent reflecting surface, provides a wide distribution of light. 
The unit has a modern attractive contour with fixture parts 
finished dull aluminum. Good quality illumination results from 
this unit with even, unmarked ceiling coverage. The luminaire 
may also be used with 250 watt mercury lamp. 


No. 741 is an open indirect lighting unit composed of a re- 
flector bowl, tripod holder and suspension stem with canopy. 
The finish of the fixture is satin nickel, the reflector bowl being 
finished in a high grade porcelain enamel. Adjustment to suit 
any reasonable spacing without loss in uniformity of light may 
be had by the setting of the collar on the tripod holder. 


It is recommended that wide spacings and large lamps be 
used for economy. Recommended especially for lighting draft- 
ing rooms and similar locations. Fixture is furnished NOT wired 
and without lamp. It is also available for use with 400 watt 
mercury lamp both alone and in combination with Mazpa Lamps. 

















































i Shipping Dimensions in Inches 
Complete Optical i Discount Standard Weight Mazpa 
Unit Assembly Each Schedule Quantity Std. Qty. Diameter Depth Lamp 

R-500: 7 ie ®t a ceeeae = R 4 92 24 30 

7180-A : R 4 
R=1000 Fas | Sees . R 4 

7190-A 20.00 R 4 
RN-300'7 7" 8 saree 17.00 R 4 

7180-A R 4 
RP-500t R 4 
RP-1000f R 4 
CUS RR eet a Se A I 4 
741 I 6 

FOR USE WITH MERCURY LAMP 

R-1000-V 
R-1000-VM Combination* 
741-H 400w-H.I.M. 
741-HM Combination* 


485-H§ 250w-H.L.M. 


*Combination of 400 watt Mercury and 4-200 watt Mazpa lamps. TUse mogul to medium base adapter. 
Soren optical assembly and fixture for use with parchment mask — RP-500 — $24.50; RP-1000 — $43.50 list each. 
Packed in individual cartons, 
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Holophane — Commercial 


Holophane Show Window Lighting 


Holophane show window specifics meet every window 
lighting requirement. They are available for all types and 
sizes of windows, can be supplied for various methods of 
installation and at all times maintain their high quality of 
light direction. 


Discriminating merchants use, and the best dealers sell 


Holophane Window Reflectors because 


1. They deliver more light on the display. 

2. They automatically light the transparent sign. 

3. Nothing to tarnish or peel off. 

4. No permanent depreciation. 

5. Lamp not seen from the street or the inside of the store. 
6. Does not change color of light. 

16 ae effect can be obtained by colored lamps or color 

ters. 

8. Heavy pressed glass reduces breakage to a minimum. 
9. They Cost Less — but give more light. 
10. Individual carton packed. 






No. 916. A new window reflector for 
flush or exposed installation. Provided 
with 24-inch ‘‘O’’ holder. Available 
with fitter for 4-inch outlet box mount- 
ing (No. 914) and for ¥4-inch pipe con- 
nection (No. 913). 

Flush installation in wood ceiling 
by using finishing ring No. 0701; 
in plaster coiling with plaster ring 
No. 0700 and finishing ring No. 
0701. 





Use—For medium sized shallow windows. 


Spacing—12 inches on center. May be spaced as close as 11 inches. 
Not recommended more than 18 inches apart. 





No. 981-983 


Use—For small and medium sized, average depth windows. 


Spacing—No. 981—9 to 12 inches on centers. Never more than 18 
inches. No. 983—12 inches on centers. Never more than 18 inches. 





Use—For medium sized windows of average depth with open backs 

and island windows. 

Spacing—12 inches on center. May be spaced as close as 10 inches. 
ot recommended more than 18 inches apart. 














No. 940 
Use—For medium sized shallow windows. 


Spacing—12 inches on centers. 





~ No. 944 


Use—For large windows with open or closed backs and for island 
windows. 


Spacing—12 inches on centers. 








No. 938 with 
Bottom Plate 
Pendant 


Description and Use— Combination of prismatic Reflector and 
special lens in one unit. Permits flush, recessed installation preserv- 
ing unbroken ceiling lines and entirely conceals the bare lamp. 


Spacing—12 to 15 inches on center. 
No. 935—Similar to No. 938 except prismatic bottom plate pro- 


duces concentrated light distribution. Fine for shallow windows or 
for supplementary lighting in exceptionally deep windows. 


Spacing—Minimum—12 inches on centers. 


SCHEDULE “R” DISCOUNTS 





Std. Pkg. Dimensions in Inches 
No. List |————_———-|_ Mazda 
Catalog Price Wt. Lamp 
Each | Qty. | Lbs. Diam. Height | Holder 
916 $4.75 8 58 200 11 9% 24-0 
914 6.85 8 58 200 11 LIZZ |W ence cs 
913 6.20 8 60 200 11 0 ee Deere 
Plaster 
ring 0700 | 1.50 8 28 ate 17 ee ee 
Finishing 
ring 0701 | 1.00 8 16 13 EY ean nore 
963 3.00 8 23 100-150 105% 51% 24H 
9381 2.00 | 30 60 100 84% 5 24-H 
983 3.00 8 23 100}-150 10% 6% 2\4-H 
922 4.50 8t 42 100}-150 9% 7% | 24H 
935 6.00 8 80 150 i 734 24%0O 
938 6.00 8t 80 150 12 73% 2%0 
940 4.40 8 80 150 12 y) 240 


944 6.00 





TUse 7%” socket extension with 100 watt lamp, or change to form “O” holder Color 
filters for any of the above reflectors consisting of 4 filters (1 red, 1 green, 1 blue and 
1 amber) can be purchased at $5.80 list, per set; standard quantity same as reflector 
on which they are to be mounted. 

tThese units are packed in individual cartons. 
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Characteristic Curves 
Nos. 2172 and 2472 


No. C-2172-R 


Commercial and Industrial Applications 


Irregular areas and locations requiring a high com- 
ponent of vertical lighting need what might be termed 
“tailor-made lighting.” Holophane equipment meets these 
unusual lighting requirements readily due to its ability 
to control light and shape the light to fit the area to be 
lighted. For this reason the effective illumination from 
these units is far greater than can be obtained from any 
general lighting unit whose light distribution does not 
conform to the area. 


Commercial Units 


No. C-2172-R is for corridor lighting or for long nar- 
row areas of similar proportions. The light is restricted 
in the width of the corridor and that which is generally 
wasted on side walls in ordinary lighting systems is re- 
directed and utilized along the length of the corridor. 
Fixture finish, satin nickel. 

No. 02176 is for lighting library bookstacks, stock bins, 
etc., and provides uniform illumination on books or 
shelves from top to bottom and from unit to unit. De- 
signed for 50-60 watt lamp but can be furnished for use 
with 40 watt lamp on special order. Dull nickel finish 
geek for mounting directly on ears of 3%-4-inch outlet 

ox. om 








No. 02076 





















Characteristic Curves 
Nos. 2176 and 2476 


No. 02076, also for bookstack lighting, is an open bot- 
tom unit with fitter for attachment to grooved porcelain 
socket. The open bottom feature permits increased illumi- 
nation at lower points on the stacks. Installation should 
be made with orienting hole in fitter at right angles to 
the vertical surface to be lighted. This assures proper 
positioning of the glassware when orienting lug is en- 
gaged in hole. Fixture finish, satin nickel. Use 60 watt 
Inside Frosted lamp. 


Nos. 2172 and 2176 glass are provided with an orient- 
ing lug to engage a notch in the fitter to assure correct 
installation for proper light utilization. 


Industrial Units 


Complicated and irregular shaped machines require a 
lighting system capable of giving an irregular (asymmet- 
ric) light pattern. Holophane asymmetric industrial units 
direct the light so that the important location on the 
machines receive the greatest possible amount of light. 


No. 02472-S or BC distributes the light extensively in 
the pattern of an elongated oval. It is excellent for cor- 
ridor and aisle lighting permitting wide spacings and 
utilizing light otherwise wasted on side walls and un- 
important areas. 


No. 02476-S or BC is designed to give uniform illumi- 
nation on vertical surfaces. It is recommended for stock 
bins and for various textile operations requiring uniform 
vertical illumination. 


Nos. 02472-S and 02476-S include 14-inch conduit screw 
fitter (No. 0362-L). Nos. 02472-BC and 02476-BC include 
314-inch outlet box fitter (No. 0363-BC). 


No. H-2076-S has been developed to increase vertical 
illumination. This increase is accomplished by an open 
bottom Reflector-Refractor unit which by virtue of the 
open bottom provides a greater intensity of light in the 
0°-30° zone. The same glare control features are incor- 
porated in this design as in the other Holophane units 


and the characteristic asymmetric light pattern is adhered 
to. 


No. 02486-S is a special enclosing unit for the illumina- 
tion of Leggers and Footers in Full Fashioned Hosiery 








No. 02472-S Mills. By concentrating the available light on the im- 
Pe portant parts of the machine it is possible to greatly in- 
No. 02476-BC crease the illumination on the work and decrease the glare. 
COMPLETE UNIT FIXTURE ONLY GLASS ONLY 
Catalog List Disc. Std. ~* Nees Dimen., In. Catalog List Std. se Dimen., In Cotsiog List Std. Pkg. | Dimen., In. 
C Vt. : a f 
, pee Qty Lhe ieep Dia. | Dph oe Each Qty Lhe Dia. | Dph. ae ach Qty bps Dia. | Dpb 
C-2172-R $8.00 R 8 75 |75*-100t-150 | 97% | 1034 || 0596t $3.50 8 20 | 5441 4 2172t | $4.50 8 | 55] 9%17 
02176 5.50 R 8 73 50-60 9% | 7% || 0366 1.25 8 18 | 43/1 2176t 4.25 8 | 551 9% | 6% 
02076 4.50 R 8 45 60 LF. 834 | 7 0365 1.00 8 7 | 35%} 1 2076 3.50 8 | 38] 834 | 6% 
02472-S 7.25 I 8 70 100-150 9% | 9% || 0362-L 2.00 8 20 | 44% | 2% 2472 5.25 § 1.50 %\7% 
02472-BC 6.25 I 8 65 100}-150 9% | 7% || 0363-BC 1.00 8 15 | 444 | 1% || 2472 5.25 8 |50}| 9%)|7% 
02476-S 6.65 I 8 70 1007-150 9%) 9% || 0362-L 2.00 8 20 | 41% | 2% || 2476 4.65 8 | 50] 9%17% 
02476-BC 5.65 I 8 65 100f-150 9% | 73% || 0363-BC 1.00 8 15 | 4144 | 1% || 2476 4.65 8 | 50] 9%|7 
H-2076-S 5.00 I 8 50 {1007-150 I.F.| 834 | 103% || 0660 2.00 8 12 | 33% | 414 || 2076 3.00 8 | 38] 834 | 65 
02486-S 13.45 I 4 60 300 1214 | 12% || 0369-L 3.00 4 10 |6%|3% || 2486 10.45 4 | 50] 1244 19% 





*Use G. E. No. 49X416 socket extension with 75 watt lamp. 
tUse 7%” socket extension with 100 watt lamp. 
Aluminum covers.spun on 2472, 2476, $1.50; 2486, $2.50 list. 
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Packed in individual cartons. 











Holophane — Industrial 


Holophane Vapor-Proof Specifics 


This equipment has a broad application in acid plants, distilleries, rectification 
piney paint shops, electro-plating and pickling departments, oil refineries, powder 
plants, etc. 

The units consist of heavy duty prismatic glass globes with threaded fitters which 
engage cast silicon aluminum fittings for mounting on Y-inch conduit. 


Unlike ordinary vapor proof lighting units these specifics permit accurate control 
of the light from the lamp resulting in high utilization efficiency, at the same time 
providing a gas proof chamber for the lamp. 

Use Nos. 02208, 02368, 02378, 02470 and 02480 on spacings not exceeding twice 
the mounting height. Use No. 02328 on spacings not exceeding 242 times the mount- 
ing height. Use No. 02338 on spacings not greater than the mounting height. 
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No. 02338 








Nos. 02208-02328 


Nos. 02368-02378 


Holophane Enclosed Industrial and Inspection Units 





Fitter No. 0362 _ 
for 12-inch conduit 
suspension 


Fitter No. 0363-BC 





NEW INSPECTION UNIT 
No. 1108-S or C 
No. 1108-S—Uniformly lights long 
inspection and grading tables or belts. 
No. 1108-C—Concentrates light on 
confined areas for inspection o small 
objects such as diamonds, jewelry, 


tc. 

Consists of spun aluminum reflec- 
tor with removable bottom frame to 
retain blue color correcting Con- 
trolens. In No. 1108-S Controlens 
produces elliptical light pattern ; No. 
1108-C, concentrating symmetrical 
pattern. Unit terminates in 24” 
standard grooved heel. 


No. 1108-S or C 


In certain industrial locations there is a preference 
for a totally enclosed unit for general lighting. Holo- 
phane enclosed units permit greater diffusion and 
completely shield the lamp from view. 

They are heavy two-piece prismatic units securely 
banded with an aluminum band to form a one-piece 
enclosing globe. The bottom may be secured in blue 
color correcting glass where daylight quality is de- 
sired. See footnote. 


for direct attach- Fitters for conduit mounting (No. 0362) and outlet 
ment to hee box attachment (No. 0363-BC) are provided for No. 
outie Xe 


2470 while the larger sizes are arranged for 14-inch 
uae mounting and have grooved heel and set screw 
tter. 

The above units give symmetrical light patterns for 
general lighting. 

Color correction, directional lighting, concentration 
or diffusion are called for in many types of inspection 
operations depending on the materials under observa- 
tion. 

No. 02490-JDW provides the necessary diffusion 
and color correction (has blue glass bottom for color 
correction and aluminum covered upper half to ex- 
clude yellow light) for inspection processes such as 
cigar grading, color presses in printing plants, textile 
processes, etc. 


SCHEDULE “I’? DISCOUNTS 


ee ee 

















COMPLETE UNIT FIXTURE ONLY GLASS ONLY 

; . Pkg. | Dimen., In. : Std. Pkg. | Dimen., In. 

Catalog List Std. Pkg. Mazpa pineal Catalog List paige | Peay —_—‘——_ Catalog List PEGs eee ee nee Des 
No Price Wt., Lamp No Price Wiese No. Price Wt., 

; Each |Qty.| Lbs. Dia. | Dph Each | Qty| Lbs. | Dia. | Dph. Each |Qty.| Lbs. | Dia. | Dph. 
50-60 63%| 834|| 0231 $3.50 | 20 | 35 | 3% | 334 || 2208 $2.80 | 20 | 75 | 634] 634 
02328 B15 3 13 Ted ete: 5) 1034|| 0232 4.50 | 8 | 20 | 554 | 334 || 2328t 3.65 | 8 | 43 | 8541 834 
02368 9.00 | 8 90 1007-150 | 1044] 1134]| 0240 4.50 | 8 | 18 | 614 | 534 || 2368 4.50 | 8 | 72 | 1034 734 

02470 S554) 8 68 1007-150 9%| 1014|| 0234 4.00 | 8 | 18 | 534 | 3% || 2470 5.25 | 8 | 50 | 9%| 8 
02472 9.25 | 8 68 1004-150 974| 1044|| 0234-L | 4.00 | 8 | 18 | 514 | 3% || 2472 5.25 | 8 | 50 | 8%| 8 
02476 8.65 | 8 68 100¥-150 974| 92%|| 0234-L | 4.00] 8 | 18 | 534 | 3% || 2476 4.65 | 8 | 50 | 9%4| 734 
02338 11.75 | 4 77 200 1034| 1234 || 0233 4.50} 4 | 25 | 5 | 534 || 2338t 7.25 | 4 | 52 | 1034| 83s 
02378 11.00 | 4 62 200 12 | 12%|| 0250 5.00 | 4 | 10 | 74/6 2378 6.00 | 4 | 52 |12, | 834 
02480 16.10 | 4 58 200 12%| 1334 || 0238 4.00 | 4 | 14 | 7 | 334 || 24804 12.10 | 4 | 48 | 1234! 10% 

02470-S 7.25 | 8 70 1004-150 97%] 97%4|| 0362 2.00 | 8 | 20 | 434 | 2% || 24701 5.25 | 8 | 50 | 9%| 8 

02470-BC 6.25 | 8 65 1007-150 97%| 9 || 0363-BC| 1.00] 8 | 15 | 434 | 1% || 24707 5.25 | 8 | 50 | 9%] 8 
02180-A-S_ | 11.50 | 4 58 200 12, | 1134|| 0370 2.50 | 4 | 10 | 53% | 22 || 2180-At 9.00 | 4 | 48 |12 | 9% 
02490-S 13.45 | 4 60 300 1214] 1354|] 0369 3.00 | 4 | 10 | 62% | 3% || 2490t 10.45 | 4 | 50 | 12%] 10% 
02490-JDW* | 18.60 4 60 300 1234] 133% Aluminum covers spun on 2470, 2472, 2476—$1.50; 2328—$2.00; 2338, 2180-A, 2480, 2490— 

1108-S or C 8.75, 1.6 80 150 1044| 7 $2.50 list additional 


{These units are packed in individual cartons. TUse 74” socket extension. 
*Note: This unit consists of glass No. 2490 with an aluminum cover spun over the upper gl 
glass bottom; on 2470—$1.00 list extra; 2180-A—$1.40; 2490—$1.50. 





ass member and a blue glass lower member. 


No. 0369 holder supplied. Blue 
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Holophane Specifics for Hi-Bays and for 
Vertical Surface Lighting 
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Typical Characteristic Curves 
Hi-Bay No. 691-AL Curve shows 
Reflector dotted 
No. 690-AL Curve shows 
solid 


Hi-Bay Specifics 

Holophane “‘Hi-Bay’” Specifics are heavy duty 
industrial units designed to give maximum down- 
ward illumination. These units are specifically in- 
tended for locations where they must be mounted 
at considerable heights above the work. The re- 
flectors are heavy pressed prismatic glass with dust- 
tight aluminum cover spun on permanently. The 
fixture stem is 34-inch iron conduit terminating in 
a loop with wire port. The tripod holder is steel 
and grips the fixture stem at a point to give cor- 
rect focal position for the lamp. The tripod is 
locked in position with a special retaining ring 
making it impossible for the reflector to fall. The 
sockets are heavy duty porcelain mill type with 
nickel plated socket shells. Fixture has plated pro- 
tective finish. Units are NOT wired. 


Use 681-AL, 691-AL in all High-Bay locations — that 
is where the mounting height above work equals the 
spacing distance. 

_ Use 690-AL for High-Bay locations where the spacing 
is less than the mounting height. 

Use 681-AL-W and 691-AL-W for outdoor lighting. 


Vertical Surface Specifics 


Nos. 622, 652 and 692-AL are designed to give 
maximum illumination on vertical surfaces (ap- 
proximately twice the vertical illumination pro- 
vided by competitive equipment). The units are 
constructed similar to the other ‘‘Hi-Bay” specifics 
but employ properly contoured prismatic reflectors 
to build up a high component of vertical illumina- 
tion. 


Use Nos. 622 and 652 on low ceilings where outlets are 
spaced from 114 to 214 times the mounting height on 
installation where vertical illumination is required. No. 
692-AL has been especially designed for high bays where 
spacing exceeds the mounting height. 


Mercury Vapor Lamp Unit 


Holophane No. 693-AL is a high mounting unit 
for use with 400 watt High Intensity Mercury 
Vapor Lamp. The unit is made with a special 
rugged prismatic glass reflector, and with the same 
mechanical advantages of design and construction 
as the Hi-Bay units described above. 


The open bottom reflector has been found to be 
more efficient, easier to clean and relamp and allows 
rapid cooling of the mercury lamp so that relight- 
ing time is a minimum. 


Fixture has plated protective finish. A drip cover 
is mounted on the socket to prevent rain leaks 
through the roof or open monitors from breaking 
the lamp bulb. 


Recommended spacing equal to the mounting 
height. 


Safety — Permanence — Efficiency 


SCHEDULE “I” DISCOUNTS 





COMPLETE UNIT 





Catalog List | Std. Pkg. Mazpa Dimen., In. Catalog 
No. Price We. Lamp No. 
Each |Qty.| Lbs. Dia. | Dph. 
622}{** $9.55 | 5 | 65 | 100-150-200 | 1214] 197%|| 0671 
652t** 11.50 | 5 | 90 | 200f-300-500 | 1314] 19%]| 0672-E 
692-AL§ 30.25 3 1140 | 500-1000-1500} 1934] 2614|| 0674-E 
671** 955 | 5 | 80 | 100-150-200 | 1314] 20%]| 0672 
681-ALT° 15.755) eon 105 300-500 16 | 2054]| 0673 
690-AL 30.25 3 |150 | 750-1000-1500 | 2134] 2554]| 0675 
691-ALT 30.25 | 4 1155 aoe 108 1934] 2614|| 0674 
“15! 
400 W. Hi. 
693-AL 30.25 3 |150 | Inten. Merc. | 2134] 2614]| 0675 
Vapor Lamp 


681-AL-W 29.50 | 5 |400 300-500 2014] 2814 
691-AL-W 44.00 | 5 500 | 500-750-1000 | 2034] 32 


FIXTURE ONLY 





GLASS ONLY 


. | Dimen., In. Catal 
0. 


og Maza Dimen., In. 


Lamp 


100-150-200 | 113%%| 6% 


300-5CO 1544] 75% 
750 1000-1500 | 21%} 113% 


6691-AL§ cpa peat 1944| 934 
“15 
400 W. Hi. 
6690-AL§ Intensity 214%} 11% 
Mer. Lamp 


§Complete with dust-tight aluminum cover spun permanently over reflector. 


+Use mogul to medium base adapter. 

°Can be furnished, clear glass minus aluminum cover at $11.50 list. 

*If 500 watt lamps are to be used specify for 500 watt. These units will have an overall depth 
of 27” when used with lamps larger than 500 watts. When set for 500 watt the depth is 


2414” 


{These units are packed in individual cartons. 


** Aluminum covers on 622 or 6522; 652 or 6552; 671 or 6671 — $2.50 list. 
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Holophane — Industrial 


“Lobay” Replacement Reflectors 


Obsolete reflectors that have depreciated to a point where they are 
practically of no value as reflectors are still in use in industrial plants; 
also a large class of misapplication of more modern reflectors whose 
distribution of light is not effective for the work performed. Many 
industrial locations require more light but, because of the rewiring 
expense, work is continued under the handicap of poor lighting. 


lo correct this inefficiency and inadequacy without rewiring ex- 
pense Holophane has designed a Standard Industrial Replacement Unit, 
for use on present outlets to increase illumination without increasing 
current consumption. This new unit is available in two types — No. 
685 for intensive light distribution and No. 686 for concentrated local- 
ized lighting. It increases the illumination on the work from 30 to ==. 
100%, does not permanently depreciate in use and eliminates glare WSs = EF 
conditions that go hand in hand with obsolete equipment. 





Nos. 685-686 


The reflectors — No. 6585 (intensive distribution) and 
No. 6586 (focusing distribution) — are interchangeable 
in the No. 0685 fixture. No. 686 is especially suited for 
localized lighting for bench work or operations where 
machines are arranged in rows. 


The deep prismatic glass bowl is held rigidly between 
a socket cover and a supporting ring by three rods with 
knurled nuts. By unscrewing the nuts and lowering the 
bottom ring the glass is easily removed either for clean- 
ing, replacement, or for attaching the removable alumi- 
mum cover used when ceilings are dark or the unit in 
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Characteristic Curves 


dirty locations. The unit has 14-inch female pipe thread 
fitting. Mogul socket is standard. When specified for use 
with 200 watt lamp a mogul to medium adapter is fur- 
nished. Standard fixture finish cadmium plate. 


For best results with No. 685 the spacing should not 
exceed 114 times the mounting height above the work. 
However, enameled metal reflectors can be replaced by 
this new unit regardless of the spacing with no sacrifice 
in uniformity and a 30% gain in illumination can be ex- 
pected. No. 686 is installed according to local conditions 
as determined on the job. 





“Lobay” Reflectors for Mercury Vapor Lamps 


Cast fin-type hood fin- 
ished black inside and 
out keeps temperature 
within safe limit 


VAs Pipe, thread 





ta oa 
Easy-to-wire porcelain f 
socket with special shell [kt 
to prevent lamp base f 
sticking in the socket 
















Removable steel or 
aluminum cover 














Heat baffle 















































Center of arc 
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New stepped 
reflecting 
prism design 










































































































































































































































































































































































Reflector supported by bot- 
tom ring easily removable 

No. 687 for use with 250 watt High Intensity Mercury Lamp. is 
similar in construction to No. 695. Unit has ¥4-inch female pipe 
thread. The light distribution is of the intensive type so that the 





No. 695 “LOBAY” reflector for high intensity mercury 
vapor lamp has been designed to conserve in an unequalled 
manner the increased light from this new source. The re- 
flector provides high output efficiency, high utilization 
efficiency, and elimination of glare. 

The deep prismatic glass reflector is held rigidly be- 
tween a cast socket hood and a supporting ring by three 
rods with knurled nuts. Unscrewing the nuts lowers the 
bottom ring permitting easy removal of the glass for 
cleaning, replacement, or for attaching the steel or alumi- 
num cover used when ceilings are dark or the unit in 
dirty locations. 

The cast fin-type hood painted black inside and out aids 
heat dissipation keeping the temperature well within a 
safe limit. An easy-to-wire porcelain socket is provided 
with a nickel plated screw shell to avoid the lamp base 
sticking in the socket. Unit has 34-inch female pipe 
thread. Finish of metal parts, except hood, plated pro- 
tective finish. 

For uniform illumination, spacing should not exceed 
the mounting height above the working plane. For usual 
conditions of installation and intensity of 20 footcandles 
for one watt per square foot of floor area will be secured. 


redirecting the light in the glare angle, and putting it to work by 
adding it to the working light in the 0°-60° zone. 


No. 687 is ideally suited for lighting work benches, machine 
tools, textile operations (where color is not important) and many 


greatest portion of the available Hight will be confined to the work 
inspection operations in metal trades. 


and the spilled (uncontrolled) lig t will illuminate the aisles and 
non-working areas. Glare has been economically eliminated by 


SCHEDULE “I” DISCOUNTS 








































COMPLETE UNIT FIXTURE ONLY GLASS ONLY 
Catalo Mazpa | Dimen., In. || Catalog | List ‘Std Pkg. Dimen., In_ Catalog List | Std. Pkg. Mazpa Dimen., In. 
No Lamp No. Price Wt. No. Price Wt. Lamp 
: Dia. | Dph. Each |Qty.|Lbs.| Dia. | Dph. Each |Qty.| Lbs. Dia. | Dph 
* **.300-500 | 1444] 123 0685 | $3.85 | 4] 15 | 534] 534|| 6585 $3.85 | 4 | 32 | 200**-300-500| 1234) 734 
oas-AL* 300**. 300.500 aie 1388 0685 3.85 | 4] 15 | 534] 5%6|| 6585-ALf 6.05 | 4} 35 | 200**-300-500| 1214) 7344 
686* 200**-300-500 | 1444] 1236] 0685 3.85 | 4] 15] 534] 5%]) 6586 3.85 | 4 | 32 | 200**-300-500| 1234) 734 
686-AL* 200**-300-500 | 1444| 1234]| 0685 , 4 6586-ALt 6.05 | 4 | 35 | 200**-300-500 1% 
W. | 2044] 173 
G95-AL \ HTM. V. x8 te **Use mogul to medium adapter with 200 watt lamp. 
—— |] ———c“_ —_—|\—_— {These units packed in individual cartons. : ; 
687 250 W. 14%] 12% *The aluminum cover is a separate part and can be furnished at $2.20 list each. 
687-AL im I. M. V.} 1434] 123% 
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“Lobay” Localized General Lighting Reflectors 


These “Lobay” Specifics are designed for general light- 
ing in factories and industrial plants where the mounting 
height is not sufficiently great to justify the use of high- 
bay lighting equipment. They are particularly suitable 
where the electric outlets are grouped to conform to the 
machinery arrangement. 

(Localized General System of lighting.) 


The advantages of these units over standardized metal 
industrial reflectors are: higher efficiency, light transmit- 
ted to ceiling creating a daylight appearance to lighted 
room, absence of glare due to 30 degree shielding of lamp 
filament, low dust and dirt depreciation and NO PER- 
MANENT DEPRECIATION. 


Intensive Distributions 


a 
y 





Nos. 653-654 






Nos. 6533-6543-6583 


No. 6531-6541 





Characteristic Curve 
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These units are usually recommended 
on ordinary factory ceiling heights up to 
but not exceeding 20 feet. The Nos. 653 
and 654 series are made of heavy pressed 
prismatic glass with reinforced flange at 
the bottom edge. They are equipped with 
metal extension necks in three different 
types of construction to suit as many dif- 
ferent wiring conditions. Units No. 653 
and 654 are for mounting on any standard 
24-inch form ‘“O” holder. Spacing should 
not exceed 114 times the mounting height 
above the work. Fixtures for Nos. 6531 
and 6541 are designed for mounting on 4-inch outlet box. 
Fixtures for Nos. 6533, 6543 and 6583 are designed for 
use on 14-inch conduit or reinforced cord with 14-inch 
cord grips. 

Nos. 6533, 6543, 6583 have porcelain sockets with 
threaded neck and lock nut so that the entire socket as- 
sembly can easily be taken out of the fixture for wiring. 
Metal parts, dull nickel finish. 


. naa, 
OM 
“ ee 


Extensive Distribution 


The H-CSE-100, CSE-100-BC, and 6484 
series are extensive type industrial light 
directors designed to accommodate from 
100 to 300 watt lamps and arranged for 
either pipe suspension or outlet box 
mounting. The exceptional wide spread 
allows spacing of from 114 to 2 times the 
mounting height above the work. The 
light directors are of heavy pressed pris- 
matic glass terminating at the neck to en- 
gage set screw fitters. The fitters are of 
heavy spun copper having three beveled 





Characteristic Curve 





CSE-100-200-BC 




















end set screws with lock nut assuring 6488-BC 
rigid support and guarding against backing out due to 
vibration. The 100 and 200 watt sizes have medium 
porcelain sockets and the 300 watt size mogul sockets. 
The fitters are finished dull nickel. 
H-CSE-100-200 
6484 
SCHEDULE “I” DISCOUNTS 
COMPLETE UNIT FIXTURE ONLY GLASS ONLY 
Std. Pkg. Dimen., In. Std. Pkg. | Dimen., In. Std. Pkg. ‘Dimen., In. 
Catalog List |————— | Mazpa |——————|| Catalog |] List Catalog List |——————| Mazpa |—————— 
No. Price Wt.,| Lamp No. Price Wt., No. Price Wt.,| Lamp 
Each | Qty.| Lbs. Dia. | Dph. Each | Qty.| Lbs. | Dia. | Dph. Each | Qty. | Lbs. Dia. | Dph. 
653* $2.10 8 31 | 100T150| 9 7\4|| 0936 $0.65 8 8 | 334 | 2% || 6573* $1.45 8 23 | 100f-150 | 9 5% 
654* 3.10 | 6 | 45 200 | 1054] 814|| 0936 165 | 6 7 | 334 | 244 || 6575* 2.451 6 | 30] 200 | 10541 6% 
6531* 3.90 8 43 | 100f-150 | 9 9%%)| 0641 2.45 8 20 | 44%) 4% 6573* 1.45 8 23 | 100f-150 | 9 5% 
6541* 4.90 6 45 200 1054| 103¢|| 0641 2.45 6 15 | 444) 4% 6575* 2.45 6 30 200 105%| 614 
6533* 3.30 8 43 | 100f-150 | 9 934|| 0643 1.85 8 20 | 334 | 434 6573* 1.45 8 23 | 100f-150 | 9 5% 
6543* 4.30 6 45 200 1054} 11 0643 1.85 6 15 | 334 | 434 6575* 2.45 6 30 200 10%| 614 
6583* 7.60 6 62 300 1154] 12%|| 0644 3.35 6 15 334 6 6588* 4.25 6 47 300 1154] 634 
H-CSE-100* 3.50 8 33 | 1007-150 | 8%] 914|| 0657 2.00 8 12 | 354 | 34% CSE-100 1.50 8 21 | 100t-150} 81%] 6 
H-CSE-200* 4.90 6 40 200 934| 103%|| 0651 2.00 6 11 | 4% | 3% CSE-200 2.90 6 30 200 934) 75% 
CSE-100-BC* 4.00 8 33 | 1007-150 | 814} 834]| 0654 2.50 8 12 |4%/| 3% CSE-100 1.50 8 21 | 100f-150] 8%] 6 
CSE-200-BC* 5.90 6 41 200 934| 10%%|| 0656 3.00 6 11 | 4% | 3% CSE-200 2.90 6 30 200 934| 754 
6484 7.45 8 90 300 12 125%4|| 0650 2.50 8 15 | 44% | 4% || 6488 4.95 8 75 300 12 8% 
6488-BC 8.45 8 92 300 12 113%|| 0655 3.50 8 17 | 4% | 3% 6488 4.95 8 75 300 12 8% 






































*Velvet finish glass is standard. *Use 74” socket extension with 100 watt lamp. Aluminum covers for 6573—$1.50; 6575—$2.00; 6588 and 6488—$2.50 list. 
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Holophane ““WIDE-SPRED” Specifics 


Holophane Specifics for “Wide-Spred” Lighting 


martina 
tay See 





The 
how 


characteristic 
the 





Bracket No. 0875 







No. 0878 





Typical Heayy Duty Type No. 0867 





curve 
_‘‘Wide-Spred’’ Unit 
spreads the light over wide areas. 


The unusual wide spread of light from these 
units has made them popular (not only for 
breweries and warehouses) but for the solution 
of outdoor lighting problems — especially gas 
station, road side stand, yard lighting, etc. Their 
design is such that the light is distributed over 
an area six times the mounting height. 

The globes are heavy pressed double re- 
fractors sealed together weather-proof and dust- 
tight with smooth inner and outer surfaces to 


shows resist dirt accumulation. 


Types for General Use 


Fixtures for these units are cast silicon aluminum with 
l4-inch tapped hole on 830 and 832 and with indication 
for drilling holes on the 833, 834, 835 for 3% or 4-inch 
outlet box mounting. Assembled in them is a medium 
porcelain receptacle. 


Types for Heavy Duty 


These ““Wide-Spred” specifics are heavy duty, outdoor, 
cast silicon aluminum fixtures and Holophane double re- 
fractor globes in symmetric and asymmetric distributions. 
The fixture is dust tight and terminates in 114-inch 
female pipe thread connection. 

All exposed glass surfaces are smooth and dirt resist- 
ing. Socket can be adjusted for different angles of maxi- 
mum candle power. 


Use 

Nos. 04333-VFA and 04338-A (symmetric light distribu- 
tion) for general outside illumination where the light is 
desired equally in all directions. 

No. 04376-A (asymmetric light distribution) is useful 
where units are mounted between buildings and the light 
is desired in two directions only as in passageways and 
between buildings. 

Nos. 04177-VFA and 04377-A (fan shaped light distri- 
bution) for mounting on boundary of area to be lighted 
such as side of buildings, outdoor craneways, gas filling 
stations, parking spaces, etc. 


Brackets 


No. 0875 is a 14-inch iron pipe bracket tor Nos. 830 
and 832. Nos. 0865 and 0866 are medium and heavy 
decorative brackets for 830 and 832 for flush wail or 
post mounting and are tapped 14-inch female pipe thread 
for attachment with a short nipple. 


’ No. 0878 bracket consists of a 4-inch diameter by 134- 
inch deep box and cast aluminum bracket 21 inches long 
with gasket between. The bracket terminates in a 11/- 
inch male pipe thread. The box is tapped for 34-inch pipe. 


Four 3%-inch bolts hold the box and bracket together and 
support it to the side of building or post. (These bolts 
are not furnished.) 


No. 0867 bracket is made of cast iron, finished black 
or aluminum if specified. The back plate is 10 inches in 
diameter and the span is 14 inches. The bracket terminates 
in a 114-inch female pipe thread for connection to re- 
fractor by a short nipple. 


SCHEDULE “R” DISCOUNTS 




































































COMPLETE UNIT FIXTURE ONLY GLASS ONLY 
Catalog List | Std. Pkg. Mazpa Dimen., In. || Catalog List Std. Pkg. Dimen., In. Catalog List Std. Pkg. Mazpa Dimen., In. 
No. Price Wt., Lamp No. Price Wt) No. Price Wt., Lamp 
Each |Qty.| Lbs. Dia. | Dph. Each |Qty.|Lbs.| Dia. | Dph. Each |{Qty.| Lbs. Dia. | Dpb. 

830 $8.00 | 8 | 49 | 1007-150 74) 9%|| 0891 $4.50 | 8 | 22 | 734] 534]| 4337 $3.50 | 8| 27] 100150 6M] 5 
Saat 10.50 8 | 58 200 814] 113%]|| 0890 5.50 8 18 | 816} 614|| 4334 5.00 8 | 40 200 74) 6% 
833 10.50 8 | 62 200 834| 914|| 0897 5.50 8 | 22 | 834 4 4334 5.00 8 | 40 200 7% 6% 
834 7.00 | 8 | 47 100 734| 7 || 0904 3.50 | 8 | 20 | 734] 234]| 4337 3.50 | 8 | 27 100 6%] 5 
835 7.00 | 8 | 50 150 734| 734|| 0905 3.50 | 8 | 23 | 734) 334)| 4337 | 13.50 | 81) 27 150 6%) 5 
04177-VF-A§| 41.50 4 1133 500 1614| 1714|| 0882-A)| 25.00 4| 45116144] 7 4177-VFt§| 16.50 4 | 88 500 1134] 11 
04333-VF-A | 39.00 4 1165 500 1614| 1644|| 0882-A| 25.00 4 | 45 | 1614| 7 4333-VF 14.00 4 |120 500 1134] 10 
04338-A 24.80 4 | 68 200**-300 127%| 1434|| 0881-A| 16.80 4 | 33 | 12%| 714|| 4338 8.00 4 | 35 200**-300 84] 7% 
04376-A* 25.80 4 | 69 200**-300 127%| 1434|| 0881-A| 16.80 4 | 33 | 12%] 734|| 4376* 9.00 4 | 36 200**-300 84) 7% 
04377-A§ 26.80 | 41| 69 | 200**300 | 127%] 143¢|| 0881-A| 16.80 | 4 | 33 | 12%] 7}4|| 4377§ 10.00 | 4 | 36] 200**-300 84| 7% 
poet ie 5.80 eae hess ie ‘ ; Boreas 16” | Span *Two-way distribution. **Socket adapter required to-change from mogul to medium base lamp. 
0866 5.75 AU ical os eee Rene eo, 12” | Span NOTE: These items are sold for Industrial Lighting only. Write for in- 
0865 3.60 AN 13 elie eee a 8”| Span formation on Street Lighting applications. 
0867 13.35 A MIO ern eee 14”| Span {These units are packed in individual cartons. §Fan shaped distribution, 
0878 SOO eA isalodsneanie ser 24” | Span tUse 7%” socket extension with 100 watt lamp. 
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GENERAL ELECTRIC SUPPLY CORPORATION 


Outdoor Sub-Station 
Boundary and Obstruction Specifics 


These are scientifically designed specifics for lighting outdoor sub-stations. They consist 
of a Holophane double globe refractor, in inverted position over the lamp, enclosed in an 
outer protective globe to withstand weather conditions and mounted on a cast silicon alumi- 
num fixture body, terminating at the base in a 114-inch female pipe threaded connection. The 
fixture body holds a prismatic element designed to diffuse the downward light toward the 
ground so that the ground is well lighted without subtracting from the upward light. The 
refractors are supplied as listed below for symmetric and asymmetric distribution, depending 
upon the location, and in either type of distribution deliver the maximum beam of light at 
low angles above the horizontal. These units are usually mounted about 8 feet from the 
ground, where lamp renewals can be made quickly and without danger. The main light 
delivered is on the under side of the superstructure, the important surface to be well lighted. 


SCHEDULE “R” DISCOUNTS 





Nos. 043384, 043774 
(Symmetrical) (Asymmetrical) 








Ground | Refrac- Outer List Shipping Dimen. in Inches 
Complete | Fixture | Light tor Globe Price Std. Weight Mazpa 
Unit nly Diffuser Only Only Each Qty. Std. Qty Diam Depth Lamp 
No. 0878 |} |] S|] S|! A |] S$ | HM | HM |] HA] 
Bracket for mounting 043384 vets tae ASE $39.90 4 82 15 18% 
Nos. 043384, 043774 Bae ayers ric 20.00 4 10 15 84 200t- 
The maximum light is deliv- 7184 sere Atco 4.00 4 is 11% 334 
ered from such an angle that 4338 ee 8.00 4 36 86 7% 300- 
anyone working under the 1245} 7.90 4 36 12144 114 
equipment ate night will mot ee | | Sc | | nS ee ee 
be subjected’ tae lacenarateye. aamn0407770| meer ene | Seen me Museen |r 41.90 4 82 15 18% 
strain. An improved construc- 0873 ey Res et “he i oo 1 8% mat 
tion enables the refractor to 7184 Fae te ee 5 1174 374 
be cooled by convection. 300 4377 SRN 10.00 4 36 8% 1% 300- 
watt lamps can be used with- 1245t 7.90 4 36 1274 11%4 
out resorting to outside ven- 0878 Bracket 8.00 4 15 24” Span 


tilation and consequent dust 
depreciation. 









+With 200-watt lamp use Mogul to Medium Base Adapter. {Packed in individual cartons, 


*Fixture and glass will be packed together in a carton. 


U. S. Dept. of Commerce Approved Aviation Globes 


These airport boundary globes for multiple and series lamps 
and aviation obstruction globes for multiple lamps have been 
designed to meet the specifications of the U. S. Dept. of Com- 
merce and are approved by them. The boundary globes are avail- 
able in clear, green and red glass and the obstruction globes in 
red glass. The colors meet the specifications for aviation use. 


‘ - EI) 
Characteristic Curve 
No. 02223 








SPECIFICATONS FOR OBSTRUCTION LIGHTING 
RADIO TOWERS AND POLES, TRANSMISSION LINE TOWERS 


Nos. 0222302353 





































a Top Light ¥ and % Lights 
<i Height 
mis Lamp Globe Fitting Lamp Globe Fitting 
fe , 125’ or less 50 Me peels 0223 50 oe 2203-R 0222 
PA 125-200 100 W. | 2323- 0225 100 W. | 2323-R 0224 
Nee 200-300’ | 2-200 W. 300 m /m 100 W. | 2323R | 0224 NGS: a Ae 
ass Airway X-2323-R-2 
Sei Over 300’ | 2-500 W. Beacon 100 W. 2323-R 0224 Ps _ 
VIS q 
mes WATER TANKS, GRAIN ELEVATORS, GAS HOLDERS, ETC. = 
7 
sed yn lent 200’ or less 100 W. | 2323-R 0225 | *50 | 2203-R | 0222 
XK 
v4 VY Over 200- SPECIAL STUDY 
iE. ep * At least one of the two lights at each level should be visible from any angle of approach. 
is er Nos. X-2203-R 
Typical Obstruction SCHEDULE “I” DISCOUNTS X-2323-R 





FIXTURE ONLY GLASS ONLY 
Catalog Std. Pkg. Me Dimen., In. Catalog fh List Std. Pkg. Dimen., In. Camtae 
No. Wt, Lamp No. Price Wt., No. 
Qty. | Lbs. Lgth.} Dia. Each | Qty.} Lbs. | Lgth.| Dia. 

X-2203-R-2 4 63 | 2-50 W. | 1534] 634 0223 $9.50 | 4 13 | 1254] 354 2203-R 8 
X-2323-R-2 4 | 100 | 2-100 W. 0225 10.25 4 15 | 1344] 4% 2323-R 8 
X-2203-R 8 58 50 W. 0222 3.5001 eS Sai. 5% 2203-R 8 
X-2323-R 8 94 100 W. 0224 4.00 | 8 9 2323-R 8 
02223-Crys. 8 71 60 W. 0227 5.45 8 10 2223-Crys. 8 
02223-Ruby 8 71 Traffic 0227 5.45 8 10 2223-Ruby 8 

Signal 
02223-Green 8 71 0227 5.45 8 10 2223-Green 8 
02353-Crys. 8 76 SP es 0229-S;} 12.55 | 8 15 2353-Crys. 8 

umen. 
02353-Ruby 8 76 100 W. 0229-S} 12.55 | 8 15 2353-Ruby 8 
02353-Green 8 76 Traffic 0229-S| 12.55 | 8 15 2353-Green 8 
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Holophane — Hospital — Surgeries 


Holophane Specifics for Surgeries 


Holophane M.S.L.S. (Flush) Installed 


The Holophane Multiple Spot Lens System is composed of a 





Multiple Control Lens Systems for Operating Rooms 


A multiple lens system for surgery lighting provides a number of light 
beams converging to form a high intensity spot on the operating area. It 
assures adequate light without glare, shadows or heat. It is a permanent 
part of the room construction and requires no adjustment or attention 
during an operation. It is well outside the zone of explosion hazard. Sum- 
ming up, a Holophane ‘“Controlens’ System presents a most modern, com- 
plete, satisfactory method available for meeting the exacting lighting 
requirements and overcoming the mechanical difficulties of operating room 
lighting. 

ADVANTAGES — 4. 
1. Horizontal illumination 1,000 foot- 


Adequate diffusion and absence of 


harmful shadows. 


candl ; 5. High vertical illumination. 
porns Abele a ety od. ill Sha 6. Glareless, comfortable light. 

2. General illumination of the Operating 7. Multiple lamping (some devices put 
Room so that the brightness of the only one lamp between life and 
surroundings is about the same_as death). 
the interior of the incision. (The 8. Reasonable cost of installation, op- 
seeing conditions in ‘looking up’’ do eration and maintenance. 
not change.) 9. All enclosed and dirt-resisting. | 

3. The direction of the light may be 10. No mirrors. that permit conscious 


varied without moving the fixture. patients to observe their operation. 


_The M.C.L.S. is a self-contained unit consisting of all metal housing; top primed 
white inside, hospital gray Duco outside, sidés and sash given one primary coat; com- 
plete with sockets, holders, reflectors, and lenses; wired in separate circuits collected 
in junction box ready for connection to power supply. It is shipped knocked down in 
such a way as to make assembly and erection easy. It is usually installed flush in a 
furred ceiling but may be mounted exposed if so desired. Metal strip for finishing 
ceiling around the unit is not part of the standard installation and is not included in 
prices given below. 


Holophane Multiple Spot Lens System 


multiple lamping, heat elimination and adequate general room 


number of individual ‘‘Controlens’’ units for either exposed or re- 
cessed installation, arranged so that each contributes a beam of 
light to a spot at the operating site. The system embraces many 
of the desirable qualities of the M.C.L.S., viz.: absence of shadows, 


illumination. 

The size of the system ranges from 3 boxes, used for dental 
surgery (No. 3-D.S.L.S.), to whatever number is necessary to 
ee proper illumination for the type of surgical work per- 
ormed. 








Characteristic 
Distribution 


Characteristic 
Distribution 


These units are used in combination to form the lighting sys- 
tems for surgeries. 
lighting for exposed or recessed installation. 


The H-755-TF and FL units for recessed installation are made 


up of 
elyptal 


the lens is separate, of 12-gauge steel and is held to the box by 
4 mounting screws. 
‘*Controlens’* slides into a steel pocket an 
Door has two 1%4-inch butt hinges and one thumb screw catch. 
Holophane Reflectors and proper holders complete the units. 


Holophane “Controlens” Units 


Individually they have many uses in built-in 


inside aluminum 


a 16-gauge steel roughing box finished 
The face carrying 


lacquer, outside grey baked enamel. 





Finish, prime coat grey baked enamel. The 
g is held by bronze clips. 


H-755-FL 


The D-729-T and L units for exposed mounting are composed 


of a Holophane ‘‘Controlens’’ held in a cast aluminum 


outside 


the box are opal diffusing 
mination from the unit. he 
polished aluminum reflector and receptacle for 150-watt lamp. 


_ Both 
tion to 


work are set for the most efficient beam characteristic as shown 
in the curves. 


frame, the 
of which is finished polished aluminum. The sides of 
lass to permit pleasing ceiling illu- 
internal construction includes a 


types are subject to variation in beam width and direc- 
meet special requirements but when used for surgical 





SCHEDULE ‘“‘L’?’ DISCOUNTS 





Shipping Overall Dimensions** 
Catalog List Price Standard Weight : Lamp 
Number Each Quantity Standard Quantity Length Width Depth Wattage 
D-729-L $20.00 1 18 Bhd 11% 7" 1004-150 
D-729-T 20.00 1 18 1054” 934" 840" 1001-150 
H-755-FL 20.00 1 37 1514" 1514” 12144” 150-200 
H-755-TF 25.00 1 45 2074” 1514” 1414" 150-200* 
15-M.C.L.S. 735.00 1 1000 11 6%" 6' 64" V 1014" 15-150W 
18-M.C.L.S. 785.00 1 1150 13’ 734” 6 6%" 1’ 10%” 18-150. 
21-M.C.L.S. 930.00 1 1300 15’ 774” 6 64" 1’ 1044" 21-150W 
3 D.S.L.S. (Exposed) § 1 45 3-150 
5 M.S.L.S. (Exposed) 100.00 1 66 5-150 
5 M.S.L.S. (Flush) 120.00 1 217 ; A, 5-150 or 200T* 
7 M.S.L.S. (Exposed) 140.00 1 85 Write for Engineering Data Sheets 7-150 
7 M.S.L.S. (Flush) 170 00 1 352 on Dental Exposed, Minor, and 7-150 or 200T* 
11 M.S.L.S. (Exposed) 220.00 1 130 Delivery Multiple Spot Lens Systems 11-150 
11 M.S.L.S. (Flush) 270.00 1 487 11-150 or 200T* 


*When 200 watt lamps are to be used kindly advise when ordering. 
**Dimensions are approximate. Write for approved 


drawings if exact dimensions are required for installation. 


+Use 7%” socket extension with 100 watt lamp. 


tWeight installed. § Price on application. 
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Holophane Medical Examination Unit 


The Medical Examination Unit is a clinical Ws 
appurtenance of impressive appearance and dual DE Mera oot ied 
use. It assures the Doctor adequate general illu- 
mination at all times and also provides examina- 
tion light without the inconvenience generally 
experienced by the use of accessory lighting equip- 
ment for this function. 


No. 742 is composed optically of two distinctly 
ditferent elements. One element is a white porcelain 
enamel Reflector bowl for indirect lighting ; the other 
a concentrating prismatic ‘‘Controlens’’ to give a 
strong downward component of light. The amount 
of downward light can be varied from 0 to 4,000 
candlepower by turning a Bakelite knob suspended 
at the bottom of the unit which opens a dia- 
phragm covering the ‘‘Controlens’’. 








The optical elements are supported by a tripod g 

holder to a plain stem with canopy. This method ree aes 
of support makes for easy maintenance as_ the 

bowl can readily be removed. A mogul base 
socket is supplied. The canopy has a knockout 
for levolier switch. The bowl is finished in white 
porcelain while the tripod, stem and canopy are fin- 200 fe vntemgidy | 
ished. satin nickel. The fixture is furnished NOT foble 
WIRED and without inside frosted lamp. 





No. 742 SCHEDULE “R” DISCOUNTS Examination Use—Diaphragm Open 

















List Shipping Dimensions in Inches 
Complete Price Standard Weight Mazpa 
Unit Each Quantity Standard Quantity Diameter Depth Lamp 
742t $24.00 4 92 2144 36 500 W-I-F 





$Packed in individual cartons. 


Holophane Psychiatric and Jail Cell Units 











No. J-729 Characteristic Distribution 
Curve No. J-729 


——_—_ or nd Holophane Psychiatric Units, Nos. A-765, HF-739 are for use in 
maximum and medium security locations respectively. 


No. A-765 is of rugged tamper-proof construction. The front 
1c section holding the lens and shatter-proof glass is secured to the 

roughing box by four special safety screws. The exposed metal 
parts are baked enamel finish. 


HF-739 is smaller and lighter in construction. The lens and 
— ; , protective wire glass are held in a hinged door in the front 
sree sa ge sa ——acarmme>| frame. A special catch guards against opening by unauthorized 

persons. Outside of unit is finished gray baked enamel prime 

Sectional Detail of No. A-765 coat. Both units have night light feature and are finished inside Section Detail of No. HF-739 

G.E. aluminum glyptal lacquer. 
The Holophane Jail Unit No. J-729 employs a Holophane ‘‘Controlens’’, mounted behind shatter-proof glass 
in a tamper-proof housing. Lamp and reflector assembly is mounted on a strap fastened to the side of the hous- 
ing. Provision for relamping is provided through the back of the unit. 


SCHEDULE “L” DISCOUNTS 























List Shipping 
Complete Price Standard Weight Dimensions Mazpa 
Unit Each Quantity Standard Quantity Lamp 
HF-739** $14.00 4 100 1-100 watt 
—_—__—_—— See and 
A-765 25.00 1 50 Diagrams 1-10 watt 
- —— — Above 
J-729 18.50 4 46 60 


**For omission of night light feature deduct $0.40 from list price: omission of protective glass deduct $0.80 from list price. 








Curtis X-Ray Reflectors 


SARE LLOLL LEE AEA 











Genuine! Refiecto wy Label! 


‘Standard for Lighting Since 1897!” 


(CHGUS Lighting products briefly cov- 
ered in these pages include the 
standard X-Ray (XR) Schedule of material 
available for quick delivery from electrical 
wholesalers’ stocks. For more complete 
information refer to X-Ray Reflector 
Handbook No. 25. 


i: 


Display Lighting—Reflectors on CurtiStrip Interior Floodlights used for “‘spot-light’’ sales 
An X-Ray Reflector for Every Lighting Need! 

XPERIENCE and research of more than a third of a cracking, checking, peeling, blistering or discoloring with- 

century have brought marked improvement in X-Ray out any possibility of chemical reaction or amalgamation. 
Reflectors. Today Curtis Lighting continues, as in the It is more than a color or dress for the outer side of the 
past, to provide a product of unequalled performance and reflector, for it insures continuous satisfactory service. 
efficiency. The fundamental requirements of accurate It is not a copper nor copper-like backing. There is 
light-control, efficiency and eye comfort embodied nothing in Golden Armor to discolor or absorb 
in the first X-Ray Reflectors (designed in 1897) the silver (see your No. 25 Handbook or ask 


for a copy of ‘Golden Armor’ — Serial No. 
765). The loss of efficiency that results from 
other “coatings” cannot and does not occur in 
Golden Armored X-Ray Reflectors. 


are the basis of the current styles. 


Made of Clear Tough Glass 


Each X-Ray Reflector is hand-made, from a special 
grade of glass—not re-melted glass as is com- 
monly used, but the highest clearest crystal quality, 
free from discoloration, “seeds” and ‘‘bubbles.” 
It is of a “lively” diamond brightness, and a 
tough texture, so that it resists breakage to an 
unusual degree—yet it is thinner than the average 
reflector. These points are as important as the 
reflectors’ scientific design, for they mean very 
low absorption and the reflection of the greatest 
amount of light. 


Guarantee 


As always in the past, X-Ray Reflectors continue 
to be guaranteed to give perfect service and com- 
plete satisfaction regardless of the date of purchase. 
Since 1897, when the first X-Ray Reflector was 
made, there has been no change in this policy. 
Should any Golden Armored X-Ray Reflector be 
found defective, it will be exchanged for a new 
one without charge, providing it has been properly 


Pure Silver Reflecting Surface used and lamped at its rated capacity. 


The reflecting element applied to the outer surface 
of this unusual glass is pure silver, completely There is an X-Ray Reflector for every lighting 
protected by the glass on the inner side, and by need! Each has a wide range of uses — even be- 
the Golden Armor on the outer side. Golden Armor yond those for which they are best known. 


U.S. and Canadian Curtis Designers and Engineers coo 
Trade Mark Reg. z : ; } rs cooperate in 
ts Sas nemo Golden AACIIDOT rade Mase Boe Teste ark Ree: planning efficient satisfactory illumination. For your 


Application 





Golden Armor is a scientific process, developed and A Symbol of the convenience, Resident Engineers are located in the 
perfected in Curtis Research Laboratories, to keep Vitdpare: principal cities. They are all experienced lighting 
the silver bright on X-Ray Reflectors— a/ways good sche tak men, and have to their credit many outstanding 
as new! It protects the reflector against tarnishing, X-Ray Reflectors successful lighting installations. 
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Planning Show Window Lighting 





Very Shallow 
Windows 


Show Windows are divided according to size. 


Deep Windows 


Shallow Windows 


Ps number of reflectors to use for lighting a window 
is influenced by the brightness of neighboring win- 
dows, the intensity of street illumination, goods dis- 
played, color of the background, as well as the mer- 
chant’s realization of the advertising and selling value of 
bright, well-lighted windows. In general, the following 
spacing is suggested: 


Vargé*cities, DUSiNnessrciStrict= 2. tet eee 12% 

Large ‘cities; suburbansdistticc. oe. see ee 12” to 18” 
Sinall SCetiesiz2 ee ae were ee cane eee eee 12etolSe 
TL OWS ies erate Stes ee et eRe ee ey 15” to 24” 


Selecting the Correct Reflector 


It is easy to determine the proper reflector to use from 
the table at the right. First, locate in the left column, 
“Height,” the height above the floor at which the reflec- 
tors will be mounted. Next, in the second column find 
the depth from front to back of your window. Now, move 
along this line to the column under “Height of Back- 
ground or Display” corresponding to that of your win- 
dow. The reflector designated in this space is the one to 
use. Example: For show window 9 feet high, 5 feet 
deep, with background 5 feet high, No. 510 Reflector 
should be used. 


Installation and Wiring 


There are several ways in which the reflector equipment 
can be mounted, the installation depending entirely on 
the construction of the window. The neatest and most 
finished appearance is with reflectors and wiring recessed 
above the ceiling of the window (see suggestions on 
page 91). CurtiStrip wireway (page 92) is recommended 
for wiring because of its large wire-carrying capacity and 
many other features. It is wired on the bench and in- 
stalled like a fixture —this saves time and money! 


Tests Show that X-Ray Reflectors 
Save Light — Save Money 


In same window, with same goods, 
Same current (300 watts), X-Ray 
Reflectors deliver twice as much 
light as enclosing globes and four 
times as much light as bare lamps. 


Average of 6 Points on Display 














With 6 Intensity. ——— 
2 — 150 watt or 13 
3 — 100 watt Foot 
Bare Lamps Candles 
1 — 300 watt lamp 23 
in Foot 
Enclosing Globe Candles 
3 — 100 watt lamps 56 
in 3 No 310 Foot 
Section diagram thru X-Ray Reflectors Candles 


test window 


83 | 


Locate Reflectors near Front Glass 
Distance from Front to Back of Window 





Front of Window 


844| 310] 400 
310} 310] 400 
| 310] 400 | 400 | 
| 310 | 400 | 400 | 
| 844] 410] 410 | 400 | 


[410 [0 | 00 | 00 
[510510 | 510 | 500 | 500 


[510 | 510-| 500-| 300 | 500 | 


[$10 | 300 | 500 | 500 | 500 


[204 [510 
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510 
[510 | 500 | 
[300-| 500 | 
[50-| 500 | 
[310 | 310 
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For ‘‘Attraction-Zone”’ Lighting, use 
S Nos. 420 and 530 instead of Nos. 410 and 510. 


Index to lamp size and page number for X-Ray Reflectors 
listed in table below: 


Reflector | Size Lamp | Page || Reflector Size Lamp Page 





200 watts 89 
200 watts 90 
500-300 watts 90 
150-100 watts 90 
500-300 watts 89 
500-300 watts 89 


310 100 watts 89 530 
400 150 watts 89 804 
410 150 watts 89 842-A 
420 150 watts 89 844 
500 200 watts 89 900 
510 200 watts 89 1010 


Refer to No. 25 Handbook for complete suggestions on Plan- 
ning Show Window Lighting; also, ‘‘Overcoming Plate Glass 
Reflections During Daytime with High Intensity Lighting.” 


No. 53 "Thrifty-Three" 


A lighting appliance 
ready for 
immediate 










use! 





For Three 
100-Watt Lamps 
Shipping wt. of one 
unit in convenient 
carton is 16 pounds. 


Cat. Price 
No. Code Name and Description Each 


53 “Thrifty-Three” 3-100 watt (wired)........... (1) $17.50 


Complete unit includes 3 No. 310 “Favorite” 
X-Ray Reflectors, 36-inch section CurtiStrip with 
all necessary fittings, receptacles, two universal 


hangers and 48 in. of wire with separable plug. 


53-UW Same Unwired (wire included).............- (1) 16.75 











Curtis X-Ray Reflectors 


Show Window Lighting 


Shallow Windows 


Shallow windows with low trim or 


with 


Z| Y 







low background (depth approximately “edad > pp 

one-half the height) are lighted by the > the 

the semi-concentrating reflectors shown comune D@FLeECtO Label! 

below. These concentrate most of the 

light in the lower portion of the 

window 

. No. 310 

eo Raat, “Favorite” 
Weight For 100 Watt Lamp 
26 lbs. Diameter 7” 





No. 410 "Jill" 
For 150 Watt Lamp 
Width 93%”. Depth 914”. Height 814”. 
Std. Pkg. 10. Weight 25 lbs. 





No. 510 "Queen" 
For 200 Watt Lamp 
Width 101%4”. Depth 1034”. Height 1014”. 
Std. Pkg. 10. Weight 38 lbs. 





No. 420 "Master" 
For 150 Watt Lamp 
Diam. 8%”. Ht. incl. holder 7-9/16”. 
Std. Pkg. 10. Weight 20 lbs. 





No. 530 "Monarch" 
For 200 Watt Lamp 
Diam. 93%”. Ht. incl. holder 9-1/16”. 
Std. Pkg. 10. Weight 28 lbs. 





No. 1010 "Blimp" 
For 500 or 300 Watt Lamp 
Width 13”. Depth 13”. Height 123%” 
Std. Pkg. 4. Weight 26 Ibs. 


Accessories for Window 
Reflectors 


See page 91 for suggestions on recess- 
ing reflectors and wiring above the 
ceiling of the window; also suggestions 
for using X-Ray louvers and color 
equipment for special effects. 






Height 554” 


Windows of Average Small Store 


No. 310 ‘Favorite’ is designed for the 
average store that does not necessarily 
have a fixed style of trim. Essentially 
it is semi-concentrating, but it delivers 
an ample amount of light back into 
the window for the average display. 


Cat Code Name and Std. Price 

No. Description Pkg. Each 

310 ‘Favorite’ 100-W. Ip. (20) $3.00 
Form “O” 214” Holder re- 
quired. See No. 12100, page 


100. 
400 ‘‘Jack’’ 150-W. lamp....(10) 3.75 
Form ‘‘X”’ Universal Holder inc. 


410 “Jill” 150-W. lamp....(10) 3.75 


Form ‘‘X”’ Universal Holder inc. 


420 “Master’’ 150-W. Ip...(10) 3.75 
Form ‘‘X”’ Universal Holder inc. 
500 ‘King’ 200-W. lamp..(10) 4.75 
Form ‘‘X”’ Universal Holder inc. 
510 “Queen” 200-W. Ip.....(10) 4.75 
Form ‘‘X”’ Universal Holder inc. 
530 “Monarch” 200-W. Ip.(10) 4.75 
Form ‘‘X’’ Universal Holder inc. 
Note: Nos. 400, 410, 420, 500, 510, 530 are 
not supplied less holder. 
900 “Giant’’ 500-300-W. 
J At P piercer ee ee ee (4) 9.75 
Holder & %” Mogul Socket 
(with 34” reducer) inc. 
1010 “Blimp’’ 500-300-W. 
Lain Pitre: eee eee eens 4) 9.75 


Holder & %” Mogul Socket 
(with 34” reducer) inc. 


Note: Where reflectors only are required to re- 
place breakage specify 900-R or 1010-R, “‘Re- 
flector only less holder and socket.’ Std. Pkg. 
four (4). Price cach $8.25. 

Holder for No. 900 is No. 10413 and for No. 
1010 is No 10010. Socket is No. 8300-B, see 
page 100. 


Other uses for these X-Ray 
Reflectors: 


Shows, Interior Displays: In 


Style 


Stores, Shops, Sales Rooms. In Churches: 


Altar, Chancel, Choir, Memorial Win- 
dow Lighting. Exhibits, Conventions 
and Expositions. Rug Rack Lighting. 
Museums. Lighting Wall Panels. 





Deep Windows 


For deep windows with a high back- 
ground or trim (depth and height 
approximately equal) use distributing 
X-Ray Reflectors shown below. The 
entire window is well lighted with 
greatest concentration in the lower 
portion. 





No. 400 "Jack" 


For 150 Watt Lamp 


Width 81%4”. Depth, front to back, 8”. 
Height incl. holder, 834”. 


Std. Pkg. 10. Weight 21 lbs. 





No. 500 "King" 


For 200 Watt Lamp 


Width 10”. Depth, front to back, 10%”. 
Height incl. holder, 10”. 


Std. Pkg. 10. Weight 30 Ibs. 





No. 900 "Giant" 
For 500 or 300 Watt Lamp 


Width 13”. Depth, front to back, 13”. 
Height overall incl. holder and 
socket, 1334”. 


Std. Pkg. 4. Weight 26 lbs. 


Suggestions for Wiring 
Show Windows 


Ample capacity should be provided in 
the wiring for future as well as present 
wiring requirements. Use CurtiStrip 
(page 92). It has many features that 
save time and money! 
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Very Shallow Windows 


No. 804 "Aladdin" For 200 Watt Lamp 
Height of Reflector only, 6%”; with holder, 914”. 


Concentrated Lighting for 


ERY shallow windows can only 

be satisfactorily lighted by using 
an entirely different type of reflector 
than that employed for the deep or 
shallow window. To light very shal- 
low windows brightly and uniformly, 
requires a reflector that provides 
extreme concentration as shown in 
the diagram at the left. 





Displays generally trim very high 
or very low. The powerful beam of 


Std Pkg. 12. Weight 23 Ibs. 


Holder required _ is 
either No. 10667 or No. 
10800. See page 100. 
No. 10667 is the Form 
“X” Holder, same as 
used on Nos. 400, 410, 
500, 510, and fits any 
standard brass shell or 
porcelain socket. No. 
10800 holder can only 
be used with Curti 











Dia. 1014”. 


the X-Ray Reflectors listed on this 
page gives a strong punch of light that provides high- 
intensity lighting at the bottom of the window, while 
the direct light from the lamp takes care of lighting the 
upper portion of the window to about the same intensity. 


To light transparent signs in very shallow windows, 


Strip or X-Ray sockets. t 





Cat. Std Erice 
No. Code Name and Description Pkg. Each 
S04) Aladdin, 200nwatt) at pie (12) $5.25 





No. 842-A "Corona" 


place reflectors at least 114” above the top of the sign 
and space reflectors 12” on centers. For windows without 
transparent signs, use regular spacing as suggested on 


page 88. 





For 500 or 300 Watt Lamp 


Diameter 13%”. Overall 
height including holder and 
socket 12”. 
Se Pkg. ae Af) Seen. 
olders and sockets weighs 
No. 844 "Comet" 53 Ibs. 

Note: This unit 


For 150* or 100 Watt Lamp Shi linctist ca eta 


*150 Watt Lamp should be cludes No. 842-R 
Inside Frosted. “Rocket” reflector 


Diameter 854”. Height of only, ($8.50); No. 
Reflector only, 436”. Std. 10414, Holder, 


kg. 12. Weight 1 S. and No. 8300-B 
Hi MEL gt A Mogul socket, 


tapped for Y%4” 






Be sure to spec- 
ify No. 842-A 
“Corona’ Re- 
flector Unit. 








Cat. eee Std. Price pipe with %4” to 
No. Code Name and Description Pkg. Each 3%” reducer (see 
844 “Comet” *150-100 watt lamp.................. (12) $3.50 page 100). 
Form ‘‘A’”’ 3144” Holder required. See Nos. 10300, Cat Std Price 
LTO RRISO Rett inne hee re Eee No. Code Name and Description Pkg. Each 
oO : extension ae * : 
ring and No. 10300 X-Ray Holder with only 842-A “Corona” Reflector Unit 500-300 
X-Ray or CurtiStrip (No. 5-A) Sockets. Watts, | Ap seca eee eee (10) $9.75 


Accessories for Window 
Reflectors 


See page 91 for suggestions 
on recessing reflectors and 
wiring above the ceiling of 
the window, also suggestions 
for using X-Ray louvers and 
color equipment for special 


Other uses for these X-Ray Reflectors: 


Skylight or Recessed Lighting: Reflectors Recessed Indi- 
vidually, or Mounted on CurtiStrip above Large Skylights. 
Hospital Operating Room Lighting. High Intensity Light- 


ing in Factories: On Assembling Tables, etc. Stage Light- 
ing: Concert Border Lights. Interior Display Lighting: 
Stores and Shops. Night Lighting: Stores, Offices, Banks, 


Suggestions for Wiring 
Show Windows 


Ample capacity should be 
provided in the wiring for 
future as well as present 
wiring requirements. Use 
CurtiStrip: (see page 92). It 
has many features that save 


effects. 


Lighting Small Show Windows and Large 


with Equipment Recessed in Columns or Walls. 





time and money! 


Display Cases 


(See pages 55 to 58 of X-Ray Reflector Handbook for Additional Suggestions) 


MALL show windows and large display cases are 
treated similarly. Where space does not permit using 
the smallest of the regular window reflectors (No. 310, 
400, 410), use No. 7 “Scoop, Jr.” for deep windows or 
cases, and No. 11 “Hood, Jr.” for shallow windows or 


No. II "Hood, Jr." 


For 75, 60, 40, 25 Watt Lamp 


Holder Required: Form ‘H”’ 
2%” for 75 or 60 watt lamp. 
Form “O” 2%” for 40 or 25 
watt lamp. 

Dimensions: Width 5”. Depth, 
front to back, 57%”. Height 
of Reflector only, 314”. 


cases. 





Std. Pkg. 20. Weight 15 lbs. 
Cat. Std. Pric 
No. Code Name and Description Pkg. ack 
11 “Hood, Jr.” 75, 60, 40 or 25 watt lamp (20) $2.25 


See Holders Nos. 10127 and 12100, page 100. 


No... 7 .scoop, Jr./ 


For 75, 60, 40 or 25 
Watt Lamp a 
Holder Required: Form ‘H” 
24%” for 75 or 60 watt lamp. 
Form “O” 214” for 40 or 25 watt 
lamp. 


Dimensions: 
front to back, 47¢”. 
Reflector only, 374”. 


Std. Pkg. 20. Weight 11 lbs. Gs 
Cat. Std. 


Width 5”. Depth, 
Height of 





Price 
No. Code Name and Description Pkg. Each 
% “Scoop, Jr.”’ 75, 60, 40 or 25 watt lamp....(20) $2.25 
See Holders Nos. 10127 and 12100, page 100. 
LightStrip 


“LightStrip” (page 93) is a compact lighting channel for 
lighting many types of interior displays. Its small size 
makes it possible to use it either as a footlight or for 
mounting at the top of the case in the normal way. 
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Window Lighting Accessories 


Accessories For X-Ray 
Show Window Reflectors 


Ree Ss reflectors and wiring above the ceiling gives the window a 
neat appearance, Finishing flanges are used to finish off the opening in 
the ceiling and support the reflector in the correct Position. Where ceilings 
are of plaster, plaster-rings are used as a “ground” to plaster to; also as a 
base for mounting finishing flanges. Like the finishing flange when used 
alone on wood ceilings, plaster-rings on plaster ceilings make the ceiling 
rigid by reinforcing the lathing around the opening. 


It is possible for the merchant who buys X-Ray Reflectors to add standard 
accessories for color lighting or louvers for concealing the light source from 
view at any time, without making it necessary to add any special or com- 


plicated fittings. These accessories snap into ‘dimples’ of the standard X-Ray 
window reflectors as shown in the illustration in the column at the right. 


Finishing Flanges 


Substantially made of heavy-gauge metal, supplied unfinished. 


May be painted on the job to match window ceiling. 


Minimum Dimensions Standard 
Flange Package Price 
No. For Reflector of 10 Each 
“Ay SB” “oO” Nyeichs 


Height | Spacing 


10394 | 11 “Hood, Jr.”..| 6%” 614” 25%” 9 lbs. $0.50 


























10594 11 “Hood, Jr.”.. 61%” 64” 2%" 12 lbs. Loo 
With Louver 
14310 | 310°*Favorite”| 754” 9” 314” 3 lbs. BE 
11400 | 400 “Jac 10144” | 10%” 334” | 15 lbs. .65 
11410* | 410 “Jill” 1014” | 1144”| 4341 16 Ibs. 65 
10517* | 420 ‘*Master’’.. 914” | 1054” 414” 10 lbs. .50 
11500 500 ““King”._...] 1154” ply 434” 22 lbs. .85 
11510* | 510 “Queen”....| 1134” 12%” 5M 24 Ibs. .85 
14026* | 530"Monarch"| 1016”| 1184"”| 57%”| 10 lbs. 60 
10417* | 804*Aladdin”..} 11” 1314” 65%” 24 lbs. 1.60 
14004* | 842 or 848... 1314” 15 14” 734” 26 lbs. 1.50 
10517* | 844"Comet™..| 7347] 1054” | 586”| 16 lbs. 50 
10432* | 900“Giant”..|_ 153%" | 1514” | 534” | 26 lbs. 1.00 
14110* | 1010 “Blimp”. 1354” 1514” 514” 26 lbs. 1.25 


*Plaster-ring available for use with this flange listed below. 
Note: Minimum spacing (B) between reflectors, increases when 
plaster-rings are used to dimension shown in table below. 








Plaster-Rings 
For recessing Reflectors above plaster ceiling. 
Dimensions Pasian 
Plaster | For Use with Finishing Package Price 
: Flange and Reflector of 10 
Hing Spacing | “X” Weighs oe 
14006 11410 and 410 “Jill”... 1214” 1254” 20 Ibs. $1.10 
14007 11510 and 510 “Queen”™....| 1334” | 14” 24 Ibs. 1.50 
14008 1043 2 for 000 sameeren ces. 1614” 1614” 26 lbs. 1.80 
14027 10517 and 420, 844............ 105%” | 11” 10 Ibs. .85 
14028 14026 and 530 “Monarch”}| 1134” | 123” 10 lbs. .90 
14035 10417 and 804, 810............ 1354” 10 lbs. 1.00 
14111 14004 for 842A, 848.......... 157%” 26 lbs. 2.00 
14111 14110 for 1010 “Blimp”... 15%” 26 lbs. 2.00 








Note: Prices of Finishing Flanges are given in upper table. 
Dimension ‘“‘X” is distance from front to back of 
plaster-ring, measured on hole-centers. 


“TOWARD GLASS 
DISTANCE Wee 


CEE OF 
SOCKET TO 










BACK OF 
FLANGE —C 


| PLAN VIEW 
/ se SLE 


f 
CENTER OF 


SOCKET 














~— REFLECTOR rife ON 
FINISHING FLANGE 





DISTANCE FROM CENTER 
OF SOCKET TO BACK Zz - 
OF FLANGE ee 


Finishing flange installed on 

wood ceiling. ft Ns 

Use flange for pattern to cut -— Zhe 

opening or secure full-size draw- 

ing from Curtis Lighting, Inc., 
Chicago. 


FINISHING 


PLASTER 
FLANGE RING 





‘'Louvers'' "Color-Ray" 
Look for the Enlarged view shows 
"Dimples" “dimple” on inside of 





X-Ray Reflector. 

An exclusive feature 

in X-Ray Window 

Reflectors, Enables 

standard accessories 

to be added at any 
time. 


eS DiOWy ers wet OT; 


concealing light 
source, has spring 
clips that snap 
into “dimples” 
and hold it se- 
curely in place. 


“Color-Ray” for 
color lighting. A 
simple frame (with 
color gelatins) 
that snaps into 
‘‘dimples’’ on 
X-Ray Reflectors. 


"Color-Ray" 


Each “'Color-Ray” consists of metal frame with four sheets 
of colored gelatin — red, blue, green and amber. 


Cat. Std. Code Price 
No. For Use With Pkg. Weight Word Each 
440 Clo apad pia eye es a ee 10 7 |bs. Lily $ .85 
441 410 “Jill”. | elo 7 \bs. Pansy .85 
55 500 and 510 10 7 \|bs. Aster 1S 
10870 1010 “Blimp”’. 





10 | 7 \bs. Clover | On App. 


Color Gelatin Sheets 


Available in red, blue, green or amber. Ten sheets, one 
color or assorted, make standard package. Weight, 
approximately 1 lb. For Nos. 440 and 441, size 1114” by 
1114”, list price each sheet $0.15. For Nos. 55 and 
10870, size is 15” by 15”. List price each sheet $0.20. 














cr i" 
ouvers 
Each “louver” is a complete unit. Finish: Gray. 
Cat. Std. Code | Price 
No. For Use With Pkg. Weight Word Each 
Type “N” Louvers, Fins at Right Angles to Glass 
12400-N | No. 400 ~* 1 1 lb. Adam $2.55 
12410-N | No. 410~* 1 1 lb. Adela 2°55 
12500-N | No. 500“ 1 1 lb. Agnes Fah: 
12510-N | No. 510 * 1 1 lb. Alice 2:55 
12900-N | No. 900 * os 1 2 lbs. Edith 3.45 
Type “P’* Louvers Have Fins Parallel to Glass 
12410-P 3p No. 4105 Jil | 1 1 lb. Clara | 2.55 
12510-P | No. 510 “Queen” ............. 1 1 Ib. Cyril 74a t$ 
Circular Louver (Similar to Control-Ring, page 94.) 
12844 | No. 844 “Comet”, only | 
used with No. 10517 Flange 1 1 |b. Carl 3.25 
Type “U™ Louvers Are Semi-circular 

12110 No. 1010 “Blimp” 1 2 Ibs. Emma 3.00 
12420 No. 420 “Master” .. 1 2 lbs. May 2.00 
12531 No. 530 ‘‘Monarch” 1 2 Ibs. Marge 2.25 
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For Wiring Show Windows 


The complicated many- 
angled job is done as easily 
with CurtiStrip as a straight 


Girti§trip 


Listed as Standard by Underwriters Laboratories! 
Standard Finish: Cadmium Plate 


CurtiStrip is a standardized wiring channel and 
raceway that permits almost any assembly. The 
patented ‘‘snap-in’’ flat cover permits outlets to be 
placed on any spacing. Its special sturdy con- 
struction, small number of parts and extra large 
wireway are other features which make it pos- 
sible to wire and assemble CurtiStrip on the 
bench and to install it like a fixture. 


CurtiStrip Channel 


Channel and cover made of 20 U.S. gauge cold rolled steel, 
Cadmium Plated, in only one size, 214” wide, 154” deep. 


Soe we : Gate Std. Weight Price 
hes pete Rtavked No. Description es Tes Per Ft. 
fixture with standard hangers. 1 CurtiStrip with cover, 10 ft. lengths..(100 ft.) 130 $ .50 

1-A Channel without cover, 10 ft. lengths(100 ft.) 103 45 
1-B Cover only, 10 ft. lengths .................. (100 ft.) 40 .10 





es 


No. 8 
Angle Socket 





No. 19 
Nipple Attach- 
ment 


Sockets and Receptacles 


CurtiStrip sockets and receptacles can be spaced as close as 234” 
on centers. 


Gat: Std. Weight Price 
No. Description Pkg. Lbs. Each 
4 Plug-In (polarized) Receptacle, 15A-125V, 

TVOA=250 Vee rcrs rete see re ree (10) 7 $ 65 


5 Standard Receptacle with shade holder 

groove for X-Ray holders (see page 100) 

(packed Sten in carton): ee (50)" se 2% 55 
5-A Special Receptacle (without shade holder 

groove for X-Ray holders (see page 100) 

and cove lighting reflectors (packed ten in 

COLEOIM) Bact paces tee teserestas eee ee ese eee (50) ae 2a 5 
8 Porcelain Angle Socket for X-Ray cove 


lighting reflectors (packed ten in carton) (50) 47 1.30 
19 Nipple Attachment for connecting 34” con- 
duitvor fittings t0-CurtiStrip:e. ee (10) 3 45 
19-BX Attachment for connecting 4” BX or 
GreenfeldstoyGurtisttip <n (10) 3 35 
Fittings 


6 End Cap (14” knockout) for closing end 


of Curtistrip idee eno ee eee 10 3 35 
12 Service Box for connecting 34” to 114” 

conduit. to: Curtisttip .e.....7 eee CL) eels. O 
14 Adjustable Elbow for adapting CurtiStrip 

Of, digle 70 stOsL80 <a ct ake eee (1) oy Re 
16 Coupling for connecting two pieces of 

CurtiSttip? 22 .ctt- och aan eee mete 10) 5 45 
18 Box Adapter for connecting CurtiStrip to 

4” standard octagonal outlet box.............. (10) 6 65 


— 








Comer ce cmt 
One spacer 
and socket 





Wires are not cut but 

















Saves Time, Labor and 

Money 
Large wire carrying capacity 
makes it possible to have 
feed wires enter at one point, 
eliminating the need for sev- 
eral risers. CurtiStrip lines 
up straight regardless of 
length. 














No. 14 Elbow 





No. 16 Coupling 





No. 19-BX 
Attachment 
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stripped and laid 
under terminal screws. 
Porcelain top com- 
pletely covers bare 
wires. 


cover removed from this section of Curti- 
Strip gives a clear idea how wires are laid 
under terminal screws of CurtiStrip 


é sockets. 
Notice the large wire carrying capacity (30 No. 
14 Rubber Covered Wires). 


Your No. 25 X-Ray Reflector Handbook shows many new and 


unusual uses for CurtiStrip! 





@ Fe 
No. 18 Box Adapter 






















No. 15 
Bracket 


“al 








No. 24 
Bracket Assembly 
c= INeeZ 

Universal Hanger 


Supports for CurtiStrip 


The five standard hangers shown above offer complete 
flexibility for mounting CurtiStrip (and LightStrip). 


Cat. Standard} Weight | Price 
No. Description Package | Pounds | Each 
2 | Universal Hanger. Includes 
two-piece perforated hanger, 
one strap, 4 angle brackets and 


Oiboltsmes seen eee oe: SF (10) 16 $1.05 

9 | Strap for holding CurtiStrip 
against any flat surface.............. (10) 2 .10 

13 | Bracket to hang CurtiStrip on 
pipe or chain hanger___............ (10) 4 .30 

15 | Hanger for mounting Curti- 

Strip on transom bar or side 
wall. (Includes No.9 strap.)....|_ (10) 11 .65 
24 | Bracket Assembly................... (10 sets) 9 .80 


More complete details on the many ways in which these 
hangers can be used will be found on page 39 of the 
No. 25 X-Ray Reflector Handbook. 








The large wire-carrying capac- 

ity of CurtiStrip eliminates 

the need for several risers on 

long “runs.’’ Feed wires enter 
at one point. 


LightStrip is a compact light- 

ing channel made with Curti- 

Strip to any length required 

on the job. Prompt shipment 
from stock. 


CurtiStrip and LightStrip 


LightStrip 


U. S. A. Patent No. 1945832 





A Standardized Lighting Channel 
Made with CurtiStrip 


Listed as Standard 









Underwriters 
Laboratories 


Small — Neat — Economical! 


LightStrip is the only standardized lighting channel avail- 
able from local stocks that may be made to any length 
with outlets spaced as required, on the job. It is made 
with CurtiStrip and LightStrip unit assemblies listed 
below. Each section of LightStrip requires the same total 
length of No. 1 CurtiStrip (page 92), with end caps, 
couplings, etc. It may be a short one-light section or 
longer with many lights Wired on the bench and 
easily installed Uses same supports and fittings as 
CurtiStrip. 


For 25-Watt te — Intermediate 


Base Tubular Lamp 
NO, 26 LIGHTSTRIP UNIT ASSEMBLY includes bright aluminum 


reflector and intermediate base socket-unit. 


No. 26 “Peewee” UNIT ASSEMBLY for 25-watt T-614 
intermediate base tubular lamp................ Price Each $1.35 
Minimum spacing of units 8” center to center. 

Ten sets make a standard package weighing 41% Ibs. 


For 25 to 150-Watt Medium Screw 
Base Tubular Lamp 


No. 27 and 28 UNIT ASSEMBLY includes bright aluminum reflector 
with spring-clip to hold lamp, and medium screw base tilting socket. 
No. 27 ‘Bung’ UNIT ASSEMBLY for 25-watt T-10 
medium, sctew* base dante ee Price Each $1.55 
Minimum spacing of units 9” center to center. 
Ten sets make a standard package weighing 534 lbs. 


No. 28 ‘Pole’ UNIT ASSEMBLY for 40-watt T-8, 75 
or 150-watt T-10 medium screw base tubular lamp. 
Price Each $1.75 


Minimum spacing of units 15” center to center. 
Ten sets make a standard package weighing 7 Ibs. 


Lumiline LightStrip 


Each Lumiline LightStrip UNIT ASSEMBLY includes a bright alum- 
inum reflector, two receptacles with brackets and lamp holders and two 
reflector end plates. 


For 40-Watt Lumiline Lamp 


No. 29 “Luke” UNIT ASSEMBLY for 40-watt Lumiline 
|e 9 a ae a a a See or eb a Ape en Price Each $2.20 


Minimum spacing of units 12” center to center. 
Ten sets make a standard package weighing 4\% Ibs. 


For 30 or 60-Watt Lumiline Lamp 


No. 39 “Lucy” UNIT ASSEMBLY for 30 or 60-watt 
Tevarmai Lime aban anna cee eee Price Each $2.45 
Minimum spacing of units 18" center to center. 

Ten sets make a standard package weighing 534 Ibs. 
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“Center SPOT Beam” SPOT Beam” ‘FLOOD of Light” 
Distribution of light from Nos. 44, Nos. 33-A or 88 type, with “Con- Nos. 338 and 888 type Floodlights 
33-A or 88 type, showing flood of trol-Ring’’ to conceal lamp, produces provide a wide “Flood of Light,” 

light and ‘Center SPOT Beam.” powerful “SPOT-Beam.” desirable in many locations. 


Interior Floodlights 


On page 87 is shown a “spot-light sale’ idea for stores. Refer to pages 
45-53 of X-Ray Reflector Handbook No. 25 for many interesting uses. 


BPR EE general types of light control provided 
with X-Ray interior floodlights give them a 
wide range of uses, to either supplement the gen- 
eral lighting or to provide all the lighting needed. 
White or color effects possible. They can be 
mounted permanently or used as portable units. 











Center Spot Beam 
Capacity, 150-100 Watts 


STanpARD Pacxace ONE (1). 









Cat. Weight Price 
No. Code Name and Description Lbs. Each 
44 Pup,” no Color Equipt. available 5 $7.00 No. 338 
Capacity, 200 Watts "Leopard" 
33-A ‘“Flood-Ray” with Color Equipt... 7 9.50 For 200 Watt 
No. 33-A 33-B “Lion” without Color Equipt....... W/L ahys _ Lamp f 
"Flood-Ray" Cc : 00-300 W RetectoctlOs: i 
For 200 Watt Lamp ee ab aCY, Aes : airs Depth 934”. 
Es Beep. 10%”. 88 Hippo” with Color Equipt......... 12 16.50 Std. Pkg. of 
epth 1034”. Ey ey ane ” i ' > 1 unit 
Std. Pkg. of 1 unit weet 7 \bs. 88-B “Tiger” without Color Equipt..... oe weighs 7 lbs. 
No. 44 "Pup" Semi-Concentrating Beam — "Flood of Light"’ 
For 150 or 100 Watt Lamp Capacity, 200 Watts 
ce He eee 858”. 338 “Leopard” with Color Equipt....... 7 9.50 
Sid) Pke of one Sa a 338-B “Puma” without Color Equipt..... YS tere 
Capacity, 500-300 Watts 
888 “Zebra” with Color Equipt........... 12 16.50 


888-B ‘Panther’ without Color Equipt. 12 13.75 


Note: All of the above units can be furnished on a portable 
stand 54” high fitted with heavy base and wired with 10 ft. 





of cord and plug at $11.50 extra per unit. No. 888 NE 
“Zebra” NG 
Reflectors Onl 
ae Ms we y Std. iss For aga Watt Lamp 
: escription : act Di t Reflector 13%”. 
804 Reflector for No. 33-A, B.. $5.25 me “Depth 116". on 
810 Reflector for No. 338 


sone 5.25 Std. Pkg. of 1 unit weighs 12 lbs. 
842-R Reflector for No. 88, 88-B. ah 8.50 Fe wig Kok hae 





= 844 Reflector for No. 44 3.50 
at 4 - 7 848-R Reflector for No. 888 8.50 
No. 88 Hippo Other parts are listed on page 100. 
For cies A bers sae Color Ray 
Diameter o eflector 1314”. . = 


A color frame easily at- 
tached to X-Ray Interior 
Floodlights for producing 





Std. Pkg. of 1 unit weighs 12 lbs. “Control-Ring” is a circular 


spill-shield or ‘‘louver’’ for 
eliminating the ‘‘spill’’ of 










Z color lighting. Each unit consists of metal frame with four 

light common to all flood- sheets of colored gelatin — red, blue, green and amber. 

lights and confining all the 

light to a single concentrated Sranparp Pacxace One (1). SuHippinc WeicutT 1 Le. 

spot beam. Easily attached, Cat. Price 

does not interfere with the No. Code Name and Description Each 

use of ‘“‘Color-Ray’’ color 10370 “Peony” for. No...338 and 338-B_.____..______ $1.85 

equipment, 10371 Color-frame without gelatin, for 338... eats AT 
Cat. Code Std. For Use Price 104705 “Poppy” for Nos: 88..38-b. = 9.00 
No. Word Pkg. Weight With Each 10471 Color-frame without gelatin, for Nos. 88, 88-B.. Sy rd. 
13351 “Bear” (1) 1 Ib. 33-A, 33-B $3.50 10556, 43 Phiox fon ENG. odcA, | be eee ated Aets 
18860 “Deer” (1) 1 lb. 88, 88-B 4.50 10557 Color-frame without gelatin, for 33-A, 33-B-...---.....---- 1.35 
See page 91 for prices on No. 12844 Louver, for use with No. 844 Color Gelatin Sheets: For No. 33-A, 338 types, size 114” x 114”. 
Reflector when recessed above No. 10517 Finishing Flange. For No. 88, 888 types, 15”x15”. See prices on page 91. 
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For Industrial 
nd 








Easy to Determine Wattage and Area per Outlet 


WO types of light-control (distributing and semi- 

concentrating, as shown above), are provided by X-Ray 
General Lighting Reflectors. Several sizes in both types pro- 
vide a range of from 60 to 1500 watts. 


The entire room will generally be divided into bays 
(smaller areas) determined by building construction (divid- 
ing beams, columns, etc.). To determine the proper reflector 
and wattage requires only three steps: 


1. Intensity of light required. (See Illumination Standards 
Table at the right.) 


2. Spacing between units determines area lighted from each 
outlet. With distributing reflectors, spacing should not 
exceed 114 times the mounting height. With semi- 
concentrating reflectors, spacing should not exceed % 
of the mounting height. 


3. Wattage of each outlet. At left of chart below locate 
figure that approximates your area. Follow this line 
across (right) to the junction of vertical line corres- 
ponding to “foot-candle” intensity you required. Curved 
line nearest this point indicates wattage required with 
catalog number of both distributing and concentrating 
reflector. 


1100 
1000 
900 
800 
Joo 
600 
Soo 
4090 
300 
200 
100 





AREA IN SQ.FT. PER OUTLET 


°o Ss 10 IS 20 25 
AVERAGE FOOT CANDLES 


Use large size lamps wherever possible, as the rated 
efficiency per watt increaws with the size of the lamp. 


Direct-General Lighting 


with 
a = @ity 
Commercial Lighting Refilecto 


General Lighting with X-Ray Reflectors 


PRLS RRR RETRY Neo 





For Educational 
n 


and 
Sports Lighting 





Condensed Table of Illumination Standards 
Foot-Candles 











Interior Foot-Candles || Interior 

Armories, Gymnasiums.... 12 |} Museums, Art Galleries 8 
Auditoriums, Churches... 5-8 Special Exhibits.__..... 25-100 
Pactorics = eee eee 6-20) lk Storesteaeee eee 15-20 


For more complete table refer to page 61 of the No. 25 X-Ray 
Reflector Handbook. 


Recessing Above Skylights or Glass Panels 


Where reflectors are mounted above glass (skylights, glass 
panels or recessed individually) wattage must be increased to 
allow for absorption and depreciation. Use the following factor 
to multiply wattage determined on normal open mounting or 
table above to determine wattage required when recessed: Peb- 
bled or crackled glass — 1.9; Sanded glass — 2.1; Flashed 
opal glass — 2.8. 


e SUPPORTING MEMBERS OR REAL CEILING 


4— N° 24 BRACKET ASSEMBLY 


APPROX. 5°0.C. CURTISTRIP 








has eal 


ny 


nee SKYLIGHT 
GLASS 








FALSE ; ; A : 
CEILING Spacing and Dimension Diagram 





Reflector Data Table of Wattage and Dimensions 





SEMI-CONCENTRATING 


Spacing ““X’ must never be Spacing ‘‘X’’ must never be 
greater than 11% times greater than % of 
hetght “Y” height “‘Y.’’ 


DISTRIBUTING 











Reflector Lamp Minimum || Reflector Lamp Minimum 

No. Size Height No. Size Height 
3 60-75 6%” 696 100-60 84" 

535 100 814” 848 500-300 13384” 

570 150 10%” 1585 500-300 151%” 

575 200 11%” 1590 1500-750 or 7 bl 

585 500-300 1514” 400-w. Mercury 

590 1500-750 26” Vapor Lamp 
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Distributing Type 


Y. Rave 
Refiecto. 


for 


Distributing Reflectors 





Cat. Code Name Std. Wt. Price 


Industrial and Commercial Lighting, 
Educational and Sports Lighting 











Semi-Concentrating Type 





No. and Description Pkg. Lbs. Each 


3 “Mill” 25-75-W. lamp.....(20) 12 $1.75 


Holder required: For 75 and 60-W 
lamp, Form “H” 2%” Holder; for 40 
or 25-W. lamp, Form “O” 2%”. See 
Nos. 10127 and 12100, page 100. 


535 “Hickory” 60-100-W. Ip...(24) 22 
Holder required: For 100-W. lamp, 
Form “H” 2%” Holder; for 75 or 
60-W. lamp, Form “O” 2%”. See 
Nos. 10127 and 12100, page 100. 

570 “Oak” 150-W. lamp........ (16) 33 
Form ‘‘A” 3%” Holder required. See 
Nos. 10300, 10400, 10500, page 100. 


SHS) “INS AORN, Jee (8) 24 
Form ‘A’ 314” Holder required. See 
Nos. 10300, 10400, 10500, page 100. 


585 “Spruce” 500 or 300-W. Ip.(4) 24 
Holder and %” Mogul Socket (with 
3%” reducer) incl. 


585-R Reflector only for No. 585(4) 
1585 ‘Jerry’ 500 or 300-W. Ip. (4) 40 


Includes No. 585 Reflector, Aluminum 
Housing, and Mogul Socket. 





696 “Radish” 60-100-W. Ip.....(24) 30 
Holder required: For 100-W. lamp, 
Form “H"” 2%”; for 75 or 60-W., 
Form “O” 2%”. See Nos. 10127 and 
12100, page 100. 

848 “Little Boy” 500-300-W. Ip.(6) 33 
Holder and Mogul %” Socket (with 
3%” reducer) incl. 


848-R Reflector only for No. 848(6) 


590 “Big Boy” 1500-1000-W. Ip.(2) 42 
Hioldes and Mogul Socket (with loop) 
incl. 


590-R Reflector only for No.590(2) 


1590 ‘“Ajax’’ 750 to 1500-W. lamp or 
400-W. High Intensity Mercury 
V.aporolamnpo.. ese 2) 62 

No. 1585 Includes No. 590 Reflector, eines 


Housing, Mogul Socket, and Loop for 
mounting. 





Wire Guards 


Used where equipment is supported below the 
ceiling as in gymnasiums, armories, shops, etc. 
Made of heavy No. 11 steel wire. Bottom 
hinged for access to lamp. Guard fastens to 
ceiling through four loups at top edge. All 
guards are heavily tinned except No. 10590 
which is painted green. 





Size 
Cat. For 
No. Reflectors 


14506 570-696...... 
14507 575-804-810] 1344” 134” 5.60 





14508-A_ | 585-842-848] 1574” 16” 6.20 


14508-B | 585-842-848] 1574” 22 6. 
(Used when mogul socket is installed on 6” nipple) 
10590 | S90 Se neacere, 24” top 2614” 
22” bottom 


STANDARD PACKAGE of 
10.75 guard only or of guard complete 
with reflector unit is one (1). 
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2.50 


3.50 
4.25 
OLAS. 


6.75 
15.00 


Semi-Concentrating Reflectors 
3.00 
SLs 


8.50 
22.50 


17.50 












No. 1590 No. 590 
includes as shown 
aluminum 


housing. 


35.00 


Catalog Nos. of Reflector Units 
Complete with Wire Guards 


Use this table for convenience in specifying 
and ordering X-Ray Reflectors and Guards 
under one catalog number. 


Complete Lamp Diam. |Depth|X-Ray| Price 
Unit No. Size In. In. Ret Each 
Incl. 


With Distributing X-Ray Reflector 









14775 150 
14776-A 200 10.95 
14777-A 300 500 | 15%%”| 16” 15.45 


14777-B 300-500 





With Semi-Concentrating X-Ray Reflector 








14778-A 300-500 | 1574” | 16” 848 15.95 
14778-B 300-500 | 1574” | 22” 848 16.30 
14780 750-1500 | 24” | 2634”| 590 33.25 


*Reflector unit includes holder, socket and 4” 
round outlet box cover. 














Recessed Lighting with X-Ray Reflectors 


Recessed SR Lighting 





Hinged-Type with Glass or Guard listed on page 98; 





Flange Type with Glass or Guard listed on page 99; 
Flange (Open) Type, No Glass—No Guard, listed below. 
Where recessing height is limited, see Shallow Round Drums listed below. 


RE ESSING lighting equipment above the ceiling is 
the modern, inexpensive way of providing practical 
(and in many cases unusual) lighting. Recess units singly 
or in groups according to architectural treatment. 


Flange Type — Not Hinged. There are two general 
groups: (1) Where recessed unit requires no glass or 
guard, reflector seats on the flange, as pictured above (cen- 
ter). Prices of complete units with X-Ray Reflectors, and 
also the catalog number and price of the flanges only, are 
listed in table below. (2) Where flange is fitted with 
glass and/or guard, the reflector is supported above the 
flange (see page 99). 


Hinged-Type (page 98): The hinged-recessed unit has 
a flange that is tastened to the ceiling. This supports a 
door that swings down to permit relamping. 








FLAT COVER 





HEIGHT 
TO BOTTOM 

































Where Space Above Ceiling is Limited: Use shallow 
round drums with hinged units. Only 4” height required. 
Numbers and prices of shallow round drum are given in 
the lower table on this page. 


Where to Use Recessed Lighting: Gymnasiums . . . 
Armories . . . Churches . . . Assembly Halls . . . Night 
Clubs ... Restaurants... Taverns ... Indoor Swimming 
Pools . . . Bowling Alleys ... Large Refrigerated Cases 
and Cooling Rooms . .. Stores and Shops . . . Hospital Oper- 
ating Rooms . . . Broadcast Studios. For more complete de- 
tails, refer to your X-Ray Reflector Handbook No. 25. 


Wattage: Determine same as on open mounting with this 
exception — where glass is used below reflector, increase 
watts per outlet to allow for absorption and depreciation as 
indicated on page 95, 


STANDARD PACKAGE quantity of all Recessed Lighting Units is one (1). 


Catalog Numbers of Complete Flange Unit — Open Type 
Including X-Ray Reflector, Holder and Socket 













DISTRIBUTING TYPE Se epimers e) CONC. TYPE 
WIN TINO} na. 14782 14783 14785 14790 14787 14789 
Price Back ==. $3.40 $4.20 $8.25 $30.50 $5.60 $ 11.25 
Wattage = 75-60 100 500-300 | 1500-750] 150-100 500-300 
Reflector No 3 535 590 842-A 
Dimension A........-...) 5” 614" 24” 1214” 
When glass or guard are not B. = (eae oby! 646” 2034” 1334” 
used the flange supports the Chas 534” 7%" 23” 1514” 
X-Ray Reflector, as shown =————————— —_—— 
in diagram above. Flange Only........... 14005 14001 14002-C | 10517 14004 
PriceiEdch 2 $0.65 $0.70 $8.00 $0.50 $1.50 
Catalog Numbers of Shallow Round Drums 
(Includes metal housing and sockets only.) 
Used in place of reflector where space above ceiling is limited 
Dia. to 
*Catalog Lamp Capacity *For Use With Hinged Unit No. Cut Hole 
Number In Watts (Sizes and Descriptions in Lower Table on Page 98) “_B” 
- 13221 One — 60o0r 75 13201-A, B, C, and 14501-A, B, C. 754” 
SiereiectowssschallowekRounids Drum Price Each.... $6.75 (Prices in lower table on Page 98) 
(4 sockets) on hinged-rim. This re- ee 7 
. : , 13222 Two — 60 or 100 13202-A, B, C, and 14502-A, B, C. 1034 
Speeches es ear: Price Each.... $8.40 (Prices in lower table on Page 98) 
steel and may be installed before 13223 Four — 100 or 150 13203-A, B, C, and 14503-A, B, C. 1454" 


the hinged-rim. (See complete list- 
ing of hinged-rims in lower table 
on page 98.) 


Price Each....$10.90 


(Prices in lower table on Page 98) 


* Be sure to specify number both of Drum and Hinged Unit 
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Types Hinged Rim with Glass 
B With Crackled Glass is Type A 
A- With Sanded Glass is Type B 


Type Hinged Rim with Guard 

E (instead of Glass) is Type E 

Dimension 1}-MiNIMum ‘af--c j 

HESE Hinged Recessed Lighting RACES cern, 

units can be installed on either Types Hinged Rim and Guard Height from un- 

“1: . : . der-side of Ceiling 

wood, concrete, or metal ceilings, or C-D With Crackled Glass is Type C {5 Bottom of Out- 
on plastered ceilings with plaster-rings. rs With Sanded Glass is Type D let Box. 





Recessed Lighting with Hinged Units 


Wattage: Determine same as on open mounting with this exception — increase watts per 
outlet to allow for absorption and depreciation of glass (or guard), as indicated. 








* Catalog Numbers of Units Complete with X-Ray Reflector, Holder and Socket 














Specify or Order by These Complete Catalog Numbers Dimensions J 
Watts X-Ray Reflector Type “‘A’”’ | Type “‘B”’ | Type ‘‘C’’ | Type ““D”’ | Type “‘E”’ Plaster. 
Capacity (Holder and Socket Included) Crackled Sanded Flat Min. Hole Rim Ring 
Crackled Sanded Glass and Glass and Guard Height Dia. Dia. If 
Glass Glass Guard Guard (No Glass) (A) (B) (C) Required 

100 No. 535 (Distr.) 14750-A 14750-B | 14750-C | 14750-D | 14750-E 9” 754" 94” 14011 
Price Each $ 8.40 $ 8.25 $17.55 $17.40 $ 8.60 $ 1.15 

150 No. 570 (Distr.) 14751-A 14751-B 14751-C 14751-D 14751-E 14% 1034” 12%” 14010 
Price Each $10.35 $10.00 $19.75 $19.40 $11.90 $ 1.30 

200 No. 575 (Distr.) 14752-A 14752-B 14752-C 14752-D 14752-E 1134” 1034” 1214” 14010 
Price Each $11.10 $10.75 $20.50 $20.15 $12.65 $ 1.30 

300-500 No. 585 (Distr.) 14753-A 14753-B 14753-C 14753-D 14753-E 1614” 1454” 1634” 14009 
Price Each $21.25 $20.60 $30.80 $30.15 $17.80 $ 1.75 

200 No. 510 (Handball) 14773-A 14773-B 14773-C 14773-D 14773-E 1134” 1454” 1634” 14009 
Price Each $18.05 $17.40 $27.60 $26.95 $14.60 $ 1.75 

300-500 | No. 848 (Semi-Conc.) 14757-A | 14757-B 14757-C | 14757-D | 14757-E ney 1454” 1634” 14009 
Price Each $21.75 $21.10 $31.30 $30.65 $18.30 $ 1.75 

100-150 No. 844 (Conc.) 14759-A 14759-B 14759-C 14759-D 14759-E 914” 1034” 12%” 14010 
Price Each $10.55 $10.20 $19.95 $19.60 $12.10 $ 1.30 

200 No. 804 (Conc.) 14760-A 14760-B 14760-C 14760-D 14760-E £20 1034” 12%” 14010 
Price Each $12.30 $11.95 $21.70 $21.35 $13.85 $ 1.30 

300-500 No. 842-A (Conc.) 14761-A 14761-B 14761-C 14761-D 14761-E 15% 1454” 1634” 14009 
Price Each $21.75 $21.10 $31.30 $30.65 $18.30 $ 1.75 

Distr. means “Distributing”; Handball — ‘Handball Court Lighting’; Semi-Conc. — ‘“Semi-Concentrating” ; Conc.—‘‘Concentrating.”” 


*“Plaster-rings” are made of heavy gauge metal. They serve as a “‘ground’’ to plaster to, also as a base for securely mounting hinged rims, to 
make the ceiling rigid by reinforcing the lathing around the opening. Have ‘‘Plaster-rings” on the job when lathing is being done. 


*Catalog Numbers of Hinged Rim with Glass (and) or Guard—No Reflector Included 
| 





Specify or Order by These Complete Catalog Numbers 











“ Rim Only e os Dia. A * 
P ‘ ass Type “oA”? Type “<B” Type a7 ered Type “<p” Type <<Ro to aster 
Size of Rim Dia. No Glass Crackled Sanded Flat Cut Ring 
No Guard Crackled Sanded Glass and Glass and Guard Hole If 
Glass Glass Guard Guard (No Glass) (B) Required 
(Small) 94” Dia. fb 13201-A 13201-B 13201-C 14501-B 14501-C 14501-A 754" 14011 
Price Each $ 3.00 $ 4.90 $ 4.75 $14.05 $13.90 $ 5.10 $1.15 
(Med.) 1234” Dia. 10” 13202-A 13202-B 13202-C 14502-B 14502-C 14502-A 1034” 14010 
Price Each A aK Py) $ 5.75 $ 5.40 $15.15 $14.80 $ 7.30 $1.30 
(Large) 1634” Dia. 14” 13203-A 13203-B 13203-C 14503-B 14503-C 14503-A 1454” 14009 
Price Each $ 4.15 $12.00 $11.35 $21.55 $20.90 $ 8.55 $1.75 


STANDARD PACKAGE quantity of all Recessed Lighting Units is one (1). 
98 } 











Recessed Lighting with X-Ray Reflectors 





Eig AN EA ee 


Types Flange with Glass Types Flange and Hinged Guard iA Flan ith Hinged d 

; ‘ ge wi inge uar 

A-B With Crackled Glass is Type A C-D With Crackled Glass is Type C (No Glass Included) is Type E 

With Sanded Glass is Type B - With Sanded Glass is Type D E 

minimum | 

Dimension “‘A’’ is Pay ee 
Height from un- 

der-side of Ceiling to Bottom 

of Outlet Box. 







ae Types A, B, C and D, glass slides up over ceiling for re- 
lamping. Reflectors are mounted above flange. Where no 
glass or guard is needed the type of recessed unit shown on 
page 97 may be used. Reflector then rests on flange. 








Recessed Lighting with Flange Units - Ninsea 


Wattage: Determine same as on open mounting with this exception — increase watts per outlet to 
allow for absorption and depreciation of glass (or guard), as indicated on page 95. 


le—B (DIR.TO CUT H 
—sn— 





oe) >| 
ay 














* Catalog Numbers of Units Complete with X-Ray Reflector, Holder and Socket 











Specify or Order by These Complete Catalog Numbers Dimensions * 
Watts X-Ray Reflector Type “oar? Type “RB” Type “<C” Type “<p” | 7, pe “BE”? Plaster 
Capacity (Holder and Socket Included) Crackled Sanded wire Min. Hole Rim Ring 
Crackled Sanded Glass and Glass and Guard Height Dia. Dia. If 
Glass Glass Guard Guard (No Glass) (A) (B) (C) Required 

100 No. 535 (Distr.) 14762-A 14762-B 14762-C 14762-D 14762-E 10” 754” 914” 14011 
Price Each $ 6.40 $ 6.25 $15.55 $15.40 $13.65 $ 1.15 

150 No. 570 (Distr.) 14763-A 14763-B 14763-C 14763-D 14763-E 1 1054” 124” 14010 
Price Each $ 8.50 $ 8.15 $17.90 $17.55 $15.40 $ 1.30 

200 No. 575 (Distr.) 14764-A 14764-B 14764-C 14764-D 14764-E 1234” 105%” 1244” 14010 
Price Each $ 9.25 $ 8.90 $18.65 $18.30 $16.15 $ 1.30 

300-500 | No. 585 (Distr.) 14765-A 14765-B 14765-C 14765-D 14765-E 174” 1454” 167%” 14009 
Price Each $19.00 $18.35 $28.55 $27.90 $20.70 $ 1.75 

200 No. 510 (Handball) None None None None 14781-E 1134” (Ask for 14007 
Price Each oe Rae ae Ae $16.60 Template) $ 1.50 

300-500 | No. 848 (Semi-Conc.) 14768-A | 14768-B 14768-C | 14768-D | 14768-E 16” 1454” 16%” 14009 
Price Each $19.50 $18.85 $29.05 $28.40 $21.20 $ 1.75 

750-1500 | No. 590 (Semi-Conc.) 14772-A 14772-B 14772-C 14772-D 14772-E 24” 1834” 2114” None 
Price Each $41.00 $43.90 $51.00 $53.90 $38.75 Fen, 

100-150 | No. 844 (Conc.) 14769-A 14769-B 14769-C 14769-D 14769-E 10%” 105%” 1234” 14010 
Price Each $ 8.70 $ 8.35 $18.10 $17.75 $15.60 $ 1.30 

200 No. 804 (Conc.) 14770-A 14770-B 14770-C 14770-D 14770-E 13% 1054” 12%” 14010 
Price Each $10.45 $10.10 $19.85 $19.50 $17.35 $ 1.30 

300-500 | No. 842-A (Conc.) 14771-A 14771-B 14771-C 14771-D 14771-E 16” 145%” 167%” 14009 
Price Each $19.50 $18.85 $29.05 $28.40 $21.20 $ 1.75 





Distr. means “Distributing”; Handball—‘‘Handball Court Lighting”; Semi-Conc.—‘‘Semi-Concentrating” ; Conc.—‘‘Concentrating.” 
*“Plaster-rings’’ made of heavy gauge metal serve as a ground to plaster to, also as a base for securely mounting flange. Order early! 


* Catalog Numbers of Flange with Glass (and) or Guard — No Reflector Included 





Specify or Order by These Complete Catalog Numbers 


Rim Only i a 7 = - = Dia. as i 

Glass ¥ by pe LY NLS Type “«e a”? Type “é 2? ype ce 2? ype se ” to as er 

Size of Rim Dia. No Glass Crackled Sanded Wire Cut Ring 

No Guard Crackled Sanded Glass and Glass and Guard Hole If 

Glass Glass Guard Guard (No Glass) (B) Required 

(Small) 914” Dia. ihe 13204-A 13204-B 13204-C 14515-B 14515-C 14515-A 7%" 14011 
Price Each $ 1.00 $ 2.90 $ 2.75 $12.05 $11.90 $10.15 $1.15 

(Med.) 1214” Dia. 10” 13205-A 13205-B 13205-C 14516-B 14516-C 14516-A 1054” 14010 
Price Each $ 1.40 $ 3.90 $ 3.55 $13.30 $12.95 $10.80 $1.30 

(Large) 167%” Dia. 14” 13206-A 13206-B 13206-C 14517-B 14517-C 14517-A 147%” 14009 
Price Each $ 1.90 $ 9.75 $ 9.10 $19.30 $18.65 $11.45 $1.75 

x. Large) 2114” Dia. 18” 13226-A 13226-B 13226-C 14518-B 14518-C 14518-A 1834” None 
os nee ne Each $ 6.25 $18.50 $21.40 $28.50 $31.40 $16.25 ees 


STANDARD PACKAGE quantity of all Recessed Lighting Units is one (1). 
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Fittings 


Holders for X-Ray or 
CurtiStrip Sockets are 
easily attached. They 
are held secure by tight- 
ening screws over 
“slotted ear.” 


















































































Cat. No. Porcelain Sockets, Medium Screw Base Price 
8051 Porcelain only, no shell,— screw terminals.................- $0.40 
8117 Porcelain only, no shell,— with pigtails... .70 
8052-S Porcelain with shell (3@” side outlet)... .75 
8053-B_ | Porcelain with shell (34” back outlet)... wee. .75 
8054-SS | With shell (34” outlet on two sides)... eee 1.00 
8055-SB | With shell (3@” outlet in side and back)... 1.00 
8251-S__| Porcelain with shell (14” side outlet)... eee .90 
=. 8257-B_ | Porcelain with shell (14” back outlet) 0. .90 
= : 10145-B | 3” outlet box unit (10145 cover with 8051)............---. .60 
10145-B. 10146-B 10146-B | 4” outlet box unit (10146 cover with 8051)... .60 
Porcelain Sockets, Mogul Screw Base 
8099-S Porcelain with shell (3@” side outlet)... 1.75 el 
8100-B_ | Porcelain with shell (34” back outlet)... 1.75 
8102-SB | With shell (3¢” outlets in side and back)... 2e10 
8103 Porcelain only, no shell,— screw terminals.................- 1.00 
8300-B_ | Porcelain with shell (14” back outlet)... 1.85 
8301-S Porcelain with shell (14” side outlet)... 1.85 
Holders 
(All Holders Vibration Proof Clamping Type, except 10127) 
Description For use with 
8053-B 8257-B 10012 Extension No. 10300 on No. 844 reflector to 
ys poe using 150 (instead of 100) ; 
Watt lant) sean eee ee ee 9 
(A)12100} 244” Form “O” | X-Ray and CurtiStrip sockets........ .25 
iS 10127 he Form “H”™ | X-Ray a ee sockets........ .40 
10300) 314” Form “A”’| X-Ray and CurtiStrip sockets........ .50 
10400} 314” Form “A”’| Standard brass shell sockets........... .50 

(B) 10500] 314” Form “A*’| Standard porcelain sockets.............. .50 

(D) 10010} 334” X-Ray Noii1010. 3 eas ie artes 1.25 10409 IOS 
(C) 10367| 314” X-Ray INosig3 8)and: 810 esas ee nee .80 
(D) 10413} 5” X-Ray Nos: 900; 585.22 ie es eae a5 
(D) 10414] 5” X-Ray Nos. 88, 808, 888, 842 and 848..__.. i WAS: 
(C) 10468} Adapter Ring | Form*X” holders on X-Ray sockets .05 
(B) 10667| 334” Form “*X"’ | Nos. 400, 410, 420, 500, 510, 530 .35 


(C)10800| 334” X-Ray Nos. 33-A, 804, 400, 410, 500, 510 afhY) 
Other Fittings 


10145 3” round outlet box cover for 8051, 8117 sockets........ . 20 
10146 4” round outlet box cover for 8051, 8117 socket........ .20 
10416 Complete base for interior floodlights.....................--- 1.30 
10453 Stud base threaded for 14” pipe (303-A, 808)............| 1.20 
10454 Cast base only, for use with interior floodlight.........| 1.10 


10570 Stud base similar to 10453, but with 34” male thread, 

for mounting interior floodlights on CurtiStrip No. 

19. Nipple iA ttachwtenteson ne ee eee 1.20 
STANDARD PACKAGE: Sockets, Holders and Box Covers is Ten. 


(A) For use with No. 5 or 5-A CurtiStrip Sockets. 
(B) For use with No. 5 CurtiStrip Socket. 

(C) For use with No. 5-A CurtiStrip Socket. 

(D) For use with X-Ray Mogul Socket only. 













10010 10367 













8251-S 8052-S 


10145 10146 








10454 










8099-S 8301-S 
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Curtis Indirect Luminaires provide real Eye Comfort Lighting for both shoppers and 
clerks in this modern department store. Drawing at right shows layout of the indirect 
lighting system using 750-watt ‘“‘Edge-Ray” Luminaires to provide 18-foot candles. 


CURTIS PLANNED 
INDIRECT ILLUMINATION 


Indirect lighting for modern commercial use needs more 
careful planning than the old style method of direct light- 
ing. Because it must be a complement to a well appointed 
setting and yet provide the right kind of light for the 
work to be done, the selection of the proper equipment 
is as important as the spacing of outlets. 


Curtis Indirect Lighting Luminaires provide the perfect 
medium for such functional beauty. They are available in 
a wide selection of distinctive forms and are designed to 
produce the utmost in light reflection. Curtis Luminaires 
may be grouped generally into three classes: 1 — Those 
made of heavy gauge steel, brass, or aluminum and fitted 
with Silver-Mirrored X-Ray Reflectors for maximum light- 
ing SUSenS, and available in a variety of finishes (see 
page 103). 2 — Those made of Lunax (Alzak) Aluminum 
with diffuse or polished Lunax reflecting surface (see page 
105). 3— Those for use with silvered bow] lamps (see 
page 104). 


Heavy gauge metal, approved socket and wire and dur- 
able finishes are standard requirements for all Curtis Indi- 
rect Luminaires. These rigid specifications combined with 
skillful design for accurate light-control and pleasing 
appearance produce genuine Eye Comfort lighting. 


On the following pages are shown only a few of the 

many smartly designed Curtis Luminaires for indirect light- 
ing. For additional designs, consult Curtis Representatives 
or ask for complete catalog. 





= Curtis Indirect Lighting 


* EDGE-RAY 


TRADE MARK 
































/ Rog 
> 750 W OUTLETS/ MAIN FLOOR PLAN 


CEILING HT 13-4" 





MAKING A LAYOUT 


The following suggestions will prove helpful in 
planning an indirect lighting installation using 
pendant luminaires. 


First, determine the Foot Candle intensity re- 
quired. (Consult Standards of Illumination table 
for the proper intensity for each interior.) Second, 
see table below for approximate area per outlet 
and the wattage necessary to produce that intensity. 


Watts per Outlet to Produce 





Average 
Area per 6 to 10 10 to 15 15 to 25 
Outlet in Ceiling Height Foot- Foot- Foot- 
Square Feet Candles Candles Candles 
$1 9’ | : 200 300 
100 to 144 O57 tod Ons et 200 300 500 
169 to 225 | 1175”to15’0” | 300 500 750 
256 16' | 500 750 1000 








Third, determine location of outlets. Struc- 
tural features such as arrangement of columns 
and beams and height of ceiling must be consid- 
ered in outlet spacing. 


For best lighting results, the color of the ceil- 
ing should be Ivory, White, or Light Cream in 
a mat finish. The upper walls should preferably 
be light in color as this has a direct bearing on 
the efficiency of the lighting system. 


{ 101 


GENERAL ELECTRIC SUPPLY CORPORATION == 











_ Left: Indirect lighting helps 
sales in display rooms. An 
interesting combination of 
smartly designed Curtis Lunax 
Luminaires and Appliques. 












Below: Office efficiency is 
speeded up with Eye Comfort 
lighting from these Curtis 
Luminaires equipped with 
X-Ray Reflectors. 





Above: X-Ray Reflectors in —, 
these dignified Curtis Lumi- 


naires provide well control- q 
led indirect illumination for —> 


this banking house. 








Right: Curtis “L’Or-Ray” 
Luminaires with silvered bowl 
lamps make for easy reading 
in any part of this well 
planned library. 









Curtis Indirect Lighting 


CURTIS LUMINAIRES 
Fitted with X-Ray Reflectors 


X-Ray Reflectors are used in this group of Curtis Luminaires for they provide 


















Design 5090 the necessary efficiency and durability needed for perfect light control. X-Ray 
500 or 300-watt Reflectors are made of clear, tough crystal glass, mirrored with pure silver and 
roaneee backed with ‘Golden Armor.” This combination provides the most permanent 
Finish: and efficient reflecting surface known, for the silver is protected on the one side 
ee by glass and on the other by “Golden Armor,” a patented process which assures 
rent lasting protection. 


X-Ray Reflectors need not be removed from the luminaires for cleaning or 
relamping. When one of the three arms supporting the bowl from the hanger 
is released, the bowl swings down from the other two for easy access. Accumula- 
tion of dust and dirt is then easily disposed of by simply wiping the glass surface 
with a damp cloth. This easy maintenance quickly restores the reflector to its 
original high reflecting efficiency. These and other features for ease of main- 
tenance and installation are incorporated in all Curtis Luminaires. 


Description of Finishes 


BRONZED ALUMINUM: A blend of aluminum and 
Golden Armor lacquer enamel producing a light 
colored washable finish. 













POLISHED ALUMINUM: A natural metal finish that 
is highly polished and brushed and then lacquered 
to protect the high finish. 


WASHABLE IvorYTONE: A durable lacquer enamel 
finish in a light ivory color. 


Design 5871 
500 or 300-watt 
Made of 
Aluminum or Brass 
In Several 
Finishes 





X-RAY 
4 SILVER-MIRRORED 
seth ce f “MR = REFLECTOR 





Cutaway view shows 
how X-Ray Reflector 
forms the reflecting sur- 
face in these luminaires. 








Design 6110 


Catalog Data ares: 
Items marked (@) are available for Quick Delivery Steel 
Finish: 
Catalog Code Lamp Hanger Bowl Rone Price Washable 
No. Name (Watts) Type | ree Diam. Depth (Pounds) Each Ivorytone 

















Design 5090 
_ 95090 | Winner | 500 or 300 | Stem | 36” | 1940” | 7” | 7 | $15.25 





Design 5871 














5870* Ariel 500 or 300 | Stem 36” 18” 74" 14 21.00 
©5871* Muriel 500 or 300! Stem 36” 18” 714" 14 22.50 
5872* Sorel 500 or 300 | Stem 36” 18” 714" 15 26.00 
Design 6110 
©6100 Opal 500 or 300 | Chain | 36” 14” 65%" 12 15.00 
©6110 Lapis 500 or 300 | Stem | 36” 14” 654" 14 16.00 
©6200 Plasma 750 to 1500 | Chain 42” 19” 814" 20 2675/5 
©6210 | Moonstone | 750 to1500 | Stem 42” 19” 814” Spe THE es 


*No. 5870 made of Aluminum has Satin Aluminum finish. No. 5871 made of Aluminum has Polished Aluminum finish. 
No. 5872 made of Brass has Two-Tone Bronze finish. 
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CURTIS LUMINAIRES 


For Silvered Bowl Lamps 














Design 151 | 
Three Sizes 

bine This group of Curtis Luminaires known as the “L’Or-Ray’’ Series are for — 
Ataiinunh use only with silvered bowl lamps. These smartly designed patterns offer 


an indirect lighting medium long sought for by decorators of good taste. 
Their graceful beauty is further enhanced by the new and beautiful finishes 
made possible by fabricating these units of Lunax (Alzak) Aluminum. 


Lamps are replaced through the bottom of the bowl, thereby eliminating 
the necessity of ever removing the bowl except for thorough cleaning. Instal- 
lation is made simple by providing self-aligning fittings in the canopy so 
that the luminaire will hang plumb even though the outlet box or stud may 
be out of line. Canopy is held securely in place by a “holding ring” to pro- 
vide a better and simpler assembly. 


Easy maintenance is an important feature of “L’Or-Ray” Luminaires. 


An interesting feature of the “Edge-Ray’ and 
“L’Or-Ray” luminaire designs 1250 and 151, is the 
lighting of the bowl exterior. The top edge ring of 
the bowl reflects a small amount of light onto the 
bowl exterior and gives it the illusion of trans- 
parency. 












Glowing color effects of translucent blue, green, 
orange or yellow may be had by using color on 
these edge rings. Color applied at factory at an addi- 
tional charge of $1.50 per fixture only when speci- 
fied on original order. 











Design 154 


Two Sizes 











Finish: 





The luminatres rear 
. a 

shown on this and ¢ Aluminum 
the following page 


are made of 





[unay 
——— 






Catalog Data 


Items marked (@) are Available for Quick Delivery 


All items furnished only with stem suspension 


Design 155 


Two Sizes 


Finish: 










































a Mat Aluminum 
Catalog Code Lamp | Susp. Bowl epee Price 
No. Name (Watts) Diane | Depth (Pounds) Each 
Design 151 
@121 Ons 200 30” lg} 334" 6 $17.00 
@151 L’Order 500 or 300 36” 213%" 514" 9 21275 
e171) L’Orbital 750 or 1000 42” 2514" 716" 13 31.00 
Design 154 
©154 | L'Oracle | 500 or 300] 36” | 19%” | 3%” 8 13.50 
©174 | L’Oracular | 750 or 1000] 42” 2414” | 514" 9 21.50 
Design 155 
e155 L’Orion 500 or 300! 36” 1914” 314" 8 12.50 
175 L’Oriole 750 or 1000 42” 2414” 434" 9 19.75 
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CURTIS LUMINAIRES 
With Lunax (Alzak) Surface 


Here are shown a few of the many attractive designs available in Lunax Aluminum. 
Lunax is a special high grade aluminum that is processed under Alzak patents to 
produce a hard, clear crystalline surface. This brilliant and durable finish has 
all the qualities necessary for a highly efficient, heat resisting, reflecting surface. 
The fine, unusual finishes obtainable only on Lunax Luminaires add to the attrac- 
tiveness of this group and make them the logical selection for modern interiors. 


Like all Curtis Luminaires, these units have many features which reduce the 
cost of installation and maintenance. Cleaning and relamping is simplified by 
allowing the bowl to swing down from two arms, thus eliminating the necessity of 
removing the bowl. Lunax surfaces are easily cleaned of dust and smoky film by 
wiping with a damp cloth. Self aligning stem hangers and simple canopy and 
socket assembly are also important features. 


Description of Finishes 


PoLIsHED LUNAx: A highly polished and brushed 
natural aluminum finish. 








SATIN LUNAX: An etched Lunax finish to produce 
a lasting, soft, satin-like surface. 


Lustrous ALUMINUM: A concentric grained finish 


Design 5505* 
with polished highlights that breaks up the reflected 


Two Sizes 


light and produces a soft luminous sheen. ene 
Mat ALUMINUM: A distinctive grained natural Polished 
| metal finish with polished highlights. Lunax 


Catalog Data 





Design 1190 


Three Sizes 


























Items marked (@) are Available for Quick Delivery 
All items furnished only with stem suspension 


Curtis Indirect Lighting 


Design 1250 
Three Sizes 
Finish: 
Lustrous 
Aluminum 


*Luminous type (shown) has 
upper bowl of opal glass and 
reflector cap of Lunax. Opaque 
type, Design 5500 (not shown) 
is same design made entirely of 
Lunax Aluminum. 

































































Finish: Catalog Code Lamp a Bow! Shipping | Price 
Satin Lunax Ate Nene CW etfs) | ry Diam. | Depth (Pounds) Ee 
Design 1250 — ‘‘Edge-Ray”’ 
©1200 | Edge-Mere 200 30” ily 6” 10 $19.75 
©1250 Edge-View | 500 or 300 36” 2134" 8” 13 24.75 
©1270 Edge-Wood | 750 to 1500 48” 2716" iti he AKY 31.50 
Design 5505 — Luminous Bowl 
©2205 Halo Jr. 200 30” 16” 41." 9 16.75 
@5505 Halo 500 or 300 36” 1734” 534" is 17.50 
Design 5500 — Opaque Bowl 
©2200 Eclipse Jr. 200 30” 16” 414” 8 13.00 
©5500 Eclipse 500 or 300 36” 1914" 54" 9 16.25 
©7500 Orbit 750 to 1500 42” 24” 7" 18 30.00 
Design 1190 
©1190 Trump 500 or 300] 36” fe 514" i 11.90 
@1192 Euchre 200 30” 1334” 414" 8 9.85 
©1194 Casino | 750to1500| 42” 24” 714" 13 26 00 
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GENERAL ELECTRIC SUPPLY CORPORATION 





Other Curtis Equipment 


Qa also specializes in the design and production of other types of lighting 
equipment to properly reflect the spirit of the building. The lighting, whether 
from specially designed luminaires, or from concealed equipment, is carefully 
planned to provide the ideal system of illumination for each room or interior. 


Skilled craftsmen produce Curtis luminaires in bronze, brass, iron, or the more 
moderne metals such as benedict-nickel, aluminum and stainless steel. The beauty 
of Curtis luminaires is enhanced by careful finishing. 

More complete details for using this equipment will be found in the Curtis 
Handbooks, or may be had on request to your nearest Curtis Lighting Engineer. 
Ask about the different ways in which lighting can be planned for the following: 


*Altars” *Display Rooms * Markets *Recessed Lighting 
Armories—Arenas Drafting Rooms Memorial Windows Restaurants 
Art Galleries : Moderne Lighting 
Athletic Fields *Floodlighting ? *Schools 
Auditoriums ; *Night Clubs Skylights 
* Ballrooms * Hospitals— ° Offices Solariums 
Banks Nurseries Onthectra Pate Sports—Games 
Barber Shops Hotels Stages 
Billiard Rooms ; *Panel Lighting Stock Exchanges 
Bowling Alleys * Laboratories Pedestal Lighting Stores—Shops 
*Churches Libraries Power Plants 
Clubs Lodges Printing Plants ¢ Theatres 





Cove Lighting 
In planning cove lighting, size of cove, complete concealment 
of equipment and uniform distribution of light on ceiling are 
important. Location of reflector and equipment in the cove 
and line of sight determine the size of cove, as explained by 
diagram at left. The distance cove will project can be reduced 
as much as the distance equipment can be recessed in to the 

wall up to the front edge of the reflector. 


Reflectors — There are two types of reflectors used for aver- 





THESE TWO LINES i i / — ili 
Sane core age cove lighting. Concentrating Types — For shallower ceilings 
where cornice is relatively close to ceiling. EC-52 X-Ray Reflec- Cie scahaente: 
ae tor (60-watt size) is for small coves. EC-74 X-Ray Reflector EC 52. ECT4. 
fever eauinne ee £OUNE OF (100-watt size) is for larger coves or in wide rooms. Distributing 
MAY BE RECESSED TO SIGHT Types — For average conditions. There are four sizes — 60, 100, 


FRONT EDGE OF REFLECTOR “a. 





150 or 200 watts. This type can be mounted horizontally or 


vertically. 
The distance ““X’’ from top of cove y . 
to ceiling should never be less than Wattage — Approximately three watts per square foot of floor 


one-tenth of the room width. area is required to produce 5 to 10 foot candles in rooms with 
ceiling height not exceeding the room width. 


Panel Lighting 
For even lighting of glass panels spacing between reflectors should not 
exceed 114 times the distance from the glass to the center of the lamp. 
Using flashed opal glass four watts per square foot of floor area will give 
approximately 6 to 8 foot candles. 





“Colrlenz’’ Frames 
6 ° Mounted in New, 
Color Lighting Simple “Clip Hinge” 


Frame. This feature 





Distributing Type 


EC-50, EC-100, EC-150, Produced by fitting the same X-Ray Reflectors used for white lighting ss especial. aeheeee 
EC-200. with color lens units consisting of frame with red, blue, green or amber ated by maintenance 
natural colored heat resisting glass. Wattage for each color is the same as man. 


for white lighting. 





Moderne Indirect Wall Brackets and Ceiling Units. Specially Designed Luminaires. The new Indirect Lighting for Shops and Stores. 
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Day-Brite Case Lighting Units 


Day- Brite Reflectors 


UNWIRED UNITS FOR SHOWCASE 
AND DISPLAY CASE LIGHTING 
the: eran Lepper eoe and Porcelain Sockets 
: xture packed in t i i 
hanging clips and Aelia iotastallation.c ES tate race 


For T-614, T-10 Tubular 25 Watt L 











Nos. 80, 81, 90, 91—One Light Fixtures—Nos. 85, 86 


one ator 





a 









Nos. 180, 181—Two Lights 














Nos. 190, 191—Two Lights 
For 12” or 18” Lumiline Lamps 





Lisl 265 127, 


Nos. 116, 1 





iS Ke Dimensions | Ee 

; | g. 
~ Fed eed Porcelain Standard eae List 
S| |Lgt. |Het.)wWdt Socket Lamp Finish |&/3| Price 
80 |Brs. | 84] 134] 134/Rig. Interm. T6%4 —_|Stat. Brz. PI.|12/13/ $2.00 
81 |Stl 844] 14] 184 Rig. Interm. T6% Alum. Spry.|12/13| 1.60 
$5 |Brs.| 814} 144] 134/Hing. Interm. T6% Stat. Brz. Pl.|12|13} 2.20 
86 |Stl 814] 144] 134 \Hing. Interm.| T6% Alum. Spry.|12/13| 1.80 


10 Stat. Brz. Pl.|12/15| 2.20 
“10 Alum. Spry./12/15} 1.80 
6% Stat. Brz. Pl.) 6/12] 

61% Alum. Spry.| 6/12} 4.00 
ly Stat. Brz. Pl.| 6/12) 4.80 
lg Alum. Spry.) 6/12} 4.00 
0 Stat. Brz. Pl.) 6/14| 4.80 
Alum. Spry.) 6/14} 4.00 


90 |Brs.| 9 | 244] 234/Rig. Med. 

91 )Stl. | 9 | 244] 23¢/Rig. Med. | 
180 |Brs.| 18 | 114] 134/Hing. Interm.| 
181 |Stl. | 18 | 144) 134 Hing. Interm.| 
185 |Brs. | 18 134] 154|Hing. Interm.| 
186 |Stl. | 18 | 13¢}] 15¢/Hing. Interm.| 
190 |Brs. | 18 134] 234/Twin Med. , 
191 |Stl. | 18 134| 234, Twin Med. | T-10 
116 |Stl. | 13. | 134] 234 Disc. 12”-40W |Alum. Spry.| 3| 8} 3.20 
126 |Brs. | 13 | 134] 234 Disc. 12”-40W Stat. Brz. Pl.| 3| 8| 4.00 
117 |Stl. | 19 134] 234|Disc. 18”-30 to 60OW/Alum. Spry.| 3) 9} 3.90 
127 |Brs. | 19 134| 23¢4'Disc. 118”-30 to 60W]Stat. Brz. Pl.| 3) 9} 5.40 
Fixtures No. 80, 85, 90, 126, 127, 180, 185, 190 have outlet each end for 34” O. D. 
brass tubing. Fixtures No. 81, 86, 91, 116, 117, 181, 186, 191 have outlets each end 
for 56” steel flexible conduit measuring 144” O. D. End Box in fixture can be used 
for toggle switch. 


For Standard A Type Lamps 15 to 100 Watts 

















Two Light Fixtures—Nos. 192, 193, 195, 196, 220, 221 
One Light Fixtures—Nos. 92, 93, 95, 96, 120, 121 











Cat. |Made eo Porcelain Standard | Std. Pkg.| List 
INoz| of 4|———_| Socket Lamp Finish ————_| Price 
Lgt.|Hgt.| Wdt. Qty.| Wt 
Brs.| 9 | 234] 314] Single | 15- 40 |Stat. Brz. Pl.}| 6 | 11 | $4.40 
Stl. | 9 | 234] 344] Single | 15- 40 |Alum. Spry.] 12 | 22 | 2.70 
Brs. | 15 | 234] 314] Twin 15- 40 |Stat. Brz. Pl.}| 3 | 15 | 6.00 
Stl. | 15 | 234] 344] Twin 15- 40 |Alum. Spry.| 6 | 30} 3.50 
Brs.| 9 | 314] 43% | Single 15- 75 |Stat. Brz. Pl} 6] 12] 4.70 
Stl. | 9 | 344] 436 | Single | 15-75 |Alum. Spry.} 12 | 24 | 2.80 
Brs. | 15 | 314] 434 | Twin 15-75 |Stat. Brz. Pl.} 3 | 16] 6.50 
Stl. | 15 | 3144] 436 | Twin 15- 75 |Alum. Spry.| 6 | 32 | 3.70 
Brs. | 12 | 434] 514 | Single | 15-100 |Stat. Brz. Pl.} 3 | 22 | 6.20 
Stl. | 12 | 434] 514] Single | 15-100 |Alum. Spry.| 6 | 40 | 4.20 
Brs. | 15 | 434] 544 | Twin 15-100 |Stat. Brz. Pl.} 3 | 28 | 8.00 
Twin 15-100 |Alum. Spry.}| 3 | 28 | 5.50 




















Outlets—Fixtures No. 92, 93, 95, 96, 192, 193, 195, 196 have 
outlets each end for 4%” O.D. tubing or x” steel flexible conduit. 
: Fixtures No. 120, 121, 220, 221 have outlets each end for 1” 
iron conduit or standard 14BX cable. 

Finishes Other Than Standard—10% additional. Chromium on 
brass only, 15% additional. 

Pull Chain Brass Sockets—Add $0.50 to list price for single 
sockets. Add $2.00 to list price for twin sockets. 

For parts, see page 108. 














ASSEMBLED UNITS 
For Showcase Lighting 













No. 8042 


a No. 8542 
SQ 


Completely assembled and wired sectional show- 
case fixture. Unit assemblies are economical, effi- 
cient and neat appearing. Made up of standard No. 
* 80, 85, 90 single units connected with 34” brass 
be tubing, which is quickly inserted into reflector and 
securely fastened with set screws. No threaded 


connections. All fixtures in the 8500 series have 
¥ convenient hinge sockets. 


Standard Finish—Statuary Bronze Plated 
For Wallcase Lighting 





Assembled wall case fixtures are made up of Nos. 81, 86, 91. 
These single units are connected with a 3%” flexible conduit. 8100 
and 9100 series have reflectors with rigid sockets — 8600 series 
have a convenient hinge socket. 

Standard Finish—Aluminum Spray 


Show case Units—8000, 8500 and 9000 Series 
Wall case Units—8100, 8600 and 9100 Series 























T-6% Intermediate Base Lamp T-10 Med. Base Lamp 
pect Ne Rigid Por. Socket Hinge Por. Socket Rigid Por. Socket 
a a Oe —  - 

Ft. | L'ps| Cat. Wet. | Cat. Wt. | Cat. Wt. 
No. | Price | Lbs. | No. | Price | Lbs. | No. | Price | Lbs. 

4 2 8042 | $9.50) 6 8542 |$10.00| 6 9042 |$10.00 8 
4 2 8142 | 5.50) 6 8642; 6.00) 6 9142| 6.50 8 
5 2 | 8052| 9.75) 6 8552 | 10.25] 6 9052 |10.25) 8 
5 2 8152 | °5.70]" 6 8652} 6.20) 6 9152 | 6.70 8 
5 351 8053 12-2515 57 8553 |13.15| 7 9053 |13.00)| 9 
5 3 8153 | 7.70) 7 8653 | 8.60) 7 9153 | 9.00 9 
6 7) 8062 | 10.00) 6 8562 |10.50) 6 9062 | 10.50 8 
6 2; 8162 | 5.90) 6 8662 | 6.40) 6 9162 | 6.90 8 
6 3 8063 | 12.50) 7 8563 | 13.40) 7 9063 | 13.25 9 
6 3 8163 | 7.90) 7 8663 | 8.80) 7 9163 | 9.20 9 
6 4 8064 |} 15.00) 8 8564 | 16.30) 8 9064 | 16.00) 10 
6 4 8164} 9.90) 8 8664 /11.20| 8 9164 |11.50] 10 
8 3 | 8083 | 13.00) 7 8583 | 13.90| 7 9083 | 13.75) 9 
8 3 8183 | 8.30) 7 8683 | 9.20) 7 9183 | 9.60 9 
8 4 8084 | 15.50; 8 8584 16.80) 8 9084 |16.50| 10 
8 4 8184 |10.30) 8 8684 |} 11.60) 8 9184 |11.90} 10 
10 3 | 8003 | 13.50) 7 8503 | 14.40) 7 9003 | 14.25 9 
10 3 | 8103] 8.70) 7 8603 | 9.60) 7 9103 | 10.00) 9 
10 4 8004 /16.00' 8 8504 |17.30; 8 9004 | 17.00) 10 
10 4 8104 |10.70) 8 8604 | 12.00) 8 9104 | 12.30} 10 
10 5 | 8005 |18.50) 9 8505 | 20.20) 9 9005 | 19.75} 11 
10 6 8105 |12.70| 9 8605 | 14.40) 9 9105 | 14.60] 11 





Dimensions—Unit for T-61% lamp: Height, 144”; width, 134” 
length, 814”. 

Unit for T-10 Lamp: Height, 2144”; width, 234”; length, 9”. 

Prices—Are for complete fixtures assembled and wired, include 
all necessary parts and switch but not lamps, figured to nearest foot 
of case. 3 ft. lead from end reflector furnished with each wall case 
fixture for electrical connection; longer lengths 25c per foot addi- 
tional. For assemblies for show cases longer than listed, add 25c 
for each additional foot of case—for each additional reflector add 
$2.50, to No. 80 series, $2.90, to No. 85 series, $2.75 to No. 90 
series. For wall cases add 20c per foot for each additional foot of 
case — for each additional reflector add $2.00 to No. 81 series, 
$2.40, No. 86 series and $2.30 to No. 91 series. Finishes other 
than standard, 10% additional. Chromium finish, 15% additional. 
To specify end of show case to have electrical connection face Back 
of case. Give inside length, inside width, inside heighth. State if 
wood frame or all glass. To specify end wall case to have electrical 
connection, face Front of wall case; give inside length and specify 
assembly by number. No. 92, 93, 95 and 96 units are also furnished 


assembled. 
Schedule A Discounts 
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Day- Brite Reflectors 


CONTINUOUS 
SHOWCASE LIGHTING TROUGHS 


Schedule B Discounts 






























Nos. 1800, 1801, 1802—Have Nos. 1900, 1911, 1912—Have 
single intermediate base sock- single or twin medium base 
et; either rigid or hinged. socket; rigid only. 














8 
Nos. 1930, 1931, 1932—Have 
sockets on 18” centers for 18” 
Lumiline lamps. For 12” cen- 
ters, add $0.70 per foot to 18” 
price. 


These fixtures obtain maximum efficiency from lumen output of 
lamp. Degree of opening with relation to lamp filament emits 
greatest amount of light with proper cutoff. Can be mounted direct 
or with strap hangers. Also furnished to fit curved or mitered 
cases. Send full size template and indicate location. Eight feet of 
lead wire furnished with each unit. 


Nos. 1860, 1861, 1862—Have 
single intermediate base sock- 
et; either rigid or hinged. 


Schedule B Discounts 




















| Curved 
Catalog | Price Type Lamp Miters | Section | Wt- Lbs. 
No. =|) PerEt: Socket | Each Gipenkeeie Setubt. 
1802 | $2.20 | Interm Base | T-614-25W | $3.00 | $8.00 3 
1800 | 2.50 | Interm Base | T-614-25W 3.00 8.00 3 
1801 2.75 | Interm Base | T-614-25W 3.00 8.00 3 
1862 2.50 | Interm Base | T-614-25W 3.00 8.00 4 
1860 2.80 | Interm Base | T-614-25W 3.00 8.00 4 
1861 3.30 | Interm Base | T-614-25W 3.00 8.00 4 
1912 2.40 |Medium Base] T-10-25W 3.00 8.00 4 
1900 2.70 |Medium Base} T-10-25W 3.00 8.00 4 
1911 3.20 |Medium Base] T-10-25W 3.00 8.00 4 


Steel Sprayed—Nos. 1802, 1862, 1912, 1932. 
Steel Plated—Nos. 1800, 1860, 1900, 1930. 
Brass Plated—Nos. 1801, 1861, 1911, 1931. 















Catalog Made a, Miters Weight 

No. of Finish Each Per Ft. 
1932 Steel Lacquered $3.00 4 
1930 Steel Plated 3.00 4 
1931 Brass Plated 3.00 4 


Prices—Sections under 2 feet at 2-foot price. Nos. 1800 to 1861 
inclusive are wired with single sockets on 18” centers. For addi- 
tional sockets add $1.25 each. Nos. 1900, 1911 and 1912 come with 
single sockets 18” O.C. or twin sockets 24” O.C. For additional 
single sockets wired, add $1.25 each; twin sockets $1.50 each. 

Reflecting Surface—Porcelain enamel. 

Finishes—Steel; lacquered any standard color or plated in 
statuary bronze and satin or polished nickel; brass, plated in 
statuary bronze, nickel, brushed and polished brass and bronze. 
Chromium (on brass only), 10% additional. Standard end fitting, 
elbow connection for 34” O.D. rigid tubing on one end only. 
Other connections on request. 

In ordering Nos. 1930, 1931, 1932 give actual clearance of case 
and provision will be made for as many 18” lamps as possible. 
Face back of case to specify end to have electrical connection. 
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CONTINUOUS 
WALLCASE LIGHTING TROUGHS 


Schedule B Discounts 





Nos. 291, 292, 293 


Wallcases are of definite type and demand 
different fixtures for good illumination. Send 
plans for correct layout and recommendation. 
Nos. 291, 292, 293 are for standard type cases. 
Selection of proper unit depends on size of 
display and available space for mounting. 





Schedule B Discounts 








Damen" Price Price Price 
Cat. | Made L (Inches) Single Single Twin | Wt. 
No. of arp Socket | Socket | Socket | Per 
Het.] W. | 12”0.C.| 15” O.C.| 24” O.C,_| Ft. 
291 | Steel T-10 Tubular 24% $3.00 |$2.75 |$2.50 3 


3 
292 | Steel | 15 to40W Type A | 234| 319] 3.15 2.90 2.65 + 
293 | Steel | 15 to 75W Type A | 314] 414] 3.30 3.05 2.80 5 


Additional Equipment—Tumbler Switch, $1.25 each. Levolier 
Switch, $2.00 each. Miters, $3.00 each for Nos. 291, 292, 293. 

Sockets—Porcelain Angle type sockets, single and twin, are used 
in above fixtures as listed. For additional single sockets over stand- 
ard listing wired in fixture, add $1.25; for twin sockets, add $1.50. 

Minimum Price—Sections less than 2 feet at price of 2-foot 
section. 

Finish—Standard finish on outer shell is aluminum spray. Other 
spray finishes can be had if desired. 

Reflecting Surface—Porcelain enameled steel. 

Wiring—Fixture is furnished completely wired with outlet and 
junction box for electrical connection at each end. 

Fittings—Fittings at each end are for straight-through feed to 
take No. 14BX or ¥%4” conduit. Other arrangements can be fur- 
nished. Specify when ordering. 


FITTINGS AND PARTS 


Schedule A Discounts 





es 





Nos. 13, 13A No. 11 Nos. 14A, 14B, 14C No. 14D 
Std. Pkg. 

No. Price Ft. Wt.Dbs. 
12 —34” Rigid Brass Tubing; per foot.......... $0.25 80 17 
12a—3” Soft Brass Tubing; per foot............ “ps 80 17 
12b—14” Rigid Brass Tubing; per foot 35 80 22 
12c—¥4” Soft Brass Tubing; per foot............ 35 80 22 
11 —Box connector for 3” steel flexible con- 

uit cach Wn ek eee eee .16 10 2 


13 —s” Steel Flexible Conduit; per foot... .10 250 50 
13a—3” Steel Flexible Conduit; per foot... .15 250 75 
14 —Cast bronze elbow, 114”x7%” for 34” 


tubing each end) each =... ta see .40 10 1 
14a—Cast bronze elbow, 74”x7” for 34” 

tubine’ eachend' caches. -.5. eee .30 10 1 
14b—Cast bronze elbows, 74”x74”", for +” 


steel flexible conduit, or ¥%” rigid tub- 

ing each end saeac he ns ce eee .40 10 1 
14c—Cast bronze elbow, 74”x74” for ” 

steel flexible conduit, or Y” rigid tub- 

ing one end and 3%” rigid tubing other 


ONE CAC! aesases accross eecess toast ocerstesuetecateremee 40 10 1 
14d—Stamped elbow, 1”x1” for 34” tubing 

each vend ‘eachinetrss cote es eee eee .16 10 1 
16a—Hanging clip for sectional units—for 

wood-metal or all glass case. Specify 

when (ordering = €ach 2523, Soe ees -02 24 4 oz. 
17 —Tubing strap for y%” steel flexible con- 

GUI SY Cache es aaa -02 24 5 oz. 


18 —Spring clip for 34” brass tubing; each .05 24 
19 —Straight connector for joining 34” tub- 
ing and ,” steel flexible conduit............ .25 10 1 


STANDARD FINISH 


On tubing, elbows, straight connectors and tubing clips — 
Statuary Bronze or Nickel. For chromium add 10%. 

On boxes, covers, flexible conduit, box connectors, flexible con- 
duit straps—Galvanized or Cadmium finish. 





_— 
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Bank Screen and Fitting Room Units 


Day- Brite Reflectors 


BANK SCREEN LIGHTING 
Standard Unit and Continuous Reflector 


---~ 


iri hs 


LUNG 





Nos. 1010, 1020, 1010R, 
1020R 1023R 





Nos. 1014, 1024, 1014R, 


Nos. 1012, 1022, 1012R, 
1024R 1022R 


Porcelain enamel interior reflectors used in Day-Brite 
bank screen fixtures will not chip, corrode or tarnish with 
age or heat. They are guaranteed to give permanent and 
efficient lighting for the life of the fixture. This is a very 
important consideration for bank screen fixtures, for the 
confined heat due to enclosing glass bottom causes rapid 
depreciation in ordinary reflectors and quick impairment 
of lighting efficiency. Day-Brite porcelain enamel is made 
in our own plant under rigid supervision. It has a reflec- 
tion factor of between 79 and 82%. 


Standard Stock Units—For Cashier Cages, Bookkeeper 
Desks and Ticket Windows 


Schedule B Discounts 





Dimensions Price 
(Inches) Wet |————____- 
Ea.,} Re- With 
Lbs. |movable] Slide 
Frame jin Glass 





T-10, 25W 3% 6 | $9.75 | $8.00 
T-10, 25W 3% 6 | 14.80 | 12.30 
Type A, 15-40W 414 7 110.75) 8.90 
Type A, 15-40W 414 7 | 16.00 | 13.50 
18” Lumiline 30-60 414 8 | 11.50} 9.50 

414 8 | 17.25 | 14.50 
Type A, 15-60W 5 8 | 11.20| 9.20 
Type A, 15-60W 5. 8 | 16.80 | 14.00 





When Ordering—Specify removable frame or slide-in glass. 


Standard Stock Units 


Standard Package—Three assorted. 

Complete with twin porcelain sockets on standard lamp fixtures 
and disc sockets on Lumiline fixture. Furnished wired with Levolier 
switch at right end, ready for installation. Wire outlet in back at 
right and facing fixture. Carried in stock for immediate shipment. 


FITTING ROOM REFLECTORS 
With Diffusing Glass 










N 
CAN 
\ 


lk 


Type B—Brackets at each end 
permit adjustments. 24” cord 
and plug for electrical con- 
nection. Wire connection at 
ture. back right end facing fixture. 





These reflectors are 
mounted over mirrors. 
They throw the light di- 
rectly on the garment that 
is being fitted, illuminat- 
ing it evenly, both front 
and back, eliminating all 
shadows. This type of fix- 
ture puts the maximum 
amount of light on the 
garment, which is reflect- 
ed to its best advantage 
in the mirror. 

For general installa- 
tions the fixtures are made 
in the standard sizes listed 
below. However, they can 
be made to order in any 
length specified. 





Note—To use fixtures with slide-in glass arrangement, 
sufficient clearance must be provided at end of fixture, for 
removal of glass. 


Schedule B Discounts 


Price With | Type Lamps Dimensions | 
| | |\Wet 
Cat.| Made] Re- \Std| Ea., 
No. | of |movable/Slide-In| Hinge |No. Size L. | H. | W. |Pk.| Lbs. 


| Frame | Glass | Frame 
| ae a 
30-60W Lumiline| 21 |314 4 3 
30-60W Lumiline|21|314 4 3 
15-75W Type A/18/4 (5%] 3 
15-75W Type A/18/4 |5%4] 3 | 
15-75W Type Aj24/4 |546/3 | 12 

3 

3 

3 





2972\steel | $11.00 $ 9.60) $13.70 
2973)Brass 16.50 13.25) 18.75 
2970 Steel 10.90 8.90) 13.00 
2971\Brass | 16.35 13.60) 18.85 
2981 Steel 14.50 12.00) 17.06 
2985\Brass | 22.00 18.50) 25.00 
2982)\5teel 20.00 16.00, 22.50 
2986\Brass | 29.00 23.00) 33.00 


15-75W Type A} 24 
15-75W Type A} 32 
15-75W Type Aj 32) 








PRYWNNErE 




















Equipment—All fixtures listed above have Silverite diffusing glass 
bottom ; are wired complete, ready for installation, and are equipped 
with Levolier pull switch on right hand when facing fixture. 


Reflecting Surface—Porcelain enameled steel on all fixtures listed 
in schedule. 


Prices—Prices listed are with Type A mounting. For Type B 
mounting, for steel fixture, add $2.25, and for brass fixture, add 
$3.25. 

For aluminum sprayed interior, instead of porcelain enamel, 
deduct $0.90 on two-light fixture; $1.25 on three-light fixture, and 
$1.75 on four-light fixture. 


When Ordering—Specify type A or B mounting. 
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Day- Brite Reflectors 


ADJUSTABLE BRACKET REFLECTORS 
FOR WALL DISPLAY LIGHTING 


Day-Brite Bracket Reflectors are designed to give practical and 
efficient lighting for wall displays and display cabinets equipped 
with full width opaque shelves that do not permit inside light. 











No. 230 
Reflector Design 
200 Series 





No. 231 


One and Two Light Fixtures 
Wired, Ready for Installation 


Schedule B Discounts 


STEEL ay ae Lgt.| Lgt. Porc.| Dimen. | Wt. 
ee OH ALI Lamp Key- of Std. 
Cat. ; Cat. ; Ing |ns less | Reflector] Pkg. 
No. | Price | No, | Price Sock.| Inches 


242 | $8.75 | 235 |$11.00) 13 | 10 | 12in.Lumiline | Disc | 234x334] 18 
243 | 9.25 | 236} 11.50] 19 | 12 18 in. Lumiline | Disc | 234x33¢| 23 
245 | 7.00 | 230 9.00} 9 | 10 |25W T-10 Tubular|Single| 234x334] 15 
244} 8.25 | 229} 10.50) 15 | 12 |25W T-10 Tubular] Twin] 234x334] 21 
248 | 8.00 | 233 | 10.25} 10 | 12 |15to 40W Type A|Single| 334x434] 18 
249 | 9.75 | 234 | 12.50) 15 | 12 |15 to 40W Type A|Twin] 334x434] 22 
246} 8.25 | 231 | 10.50) 9 | 12 |15 to 75W Type AljSingle} 4x5 18 
247 | 10.00 | 232 | 13.00] 15 | 12 |15to 75W Type A|Twin| 4x5 | 24 


Standard Package—Three assorted. 

Finish—Steel, lacquered in any Standard Color; Bronze or Brass, 
any Standard Plate. Chromium on bronze or brass only, 10% 
additional. 

Reflecting Surface—Porcelain enameled steel. 

Add to Above Prices for—Single pull chain brass sockets, $0.50. 
Twin pull chain brass sockets, $2.00. Goose neck instead of straight 
arm, $1.00. Toggle Switch, unwired, furnished in canopy, $0.60. 

When Ordering—Specify finish and whether crowfoot or hickey 
is desired for mounting. 


BRACKET LIGHT 
For Standard Lamps up to 75 Watts 









GUUTTST 


UMMM IMM EE 








Catalog | Made | No.of | REG] Length, | REPT | price 
No. of Lamps Socker Inches ier. 
1365 Steel 1 Single 9 6 $8.50 
1367 Steel 2 Twin 15 9 10.50 
1366 Brass 1 Single 9 6 10.75 
1368 Brass 2 Twin 15 9 12.75 


Dimensions—Height, 314”; width, 414”; extension from wall, 
814” overall. 

Standard Package—Three assorted. 

Reflecting Surface—Porcelain enameled steel. 

Finish—Steel ; lacquered in any standard color. Brass; any stand- 
ard plate. Chromium on brass only, 10% additional. 

Bracket lights are wired ready for installation. Complete, with 
toggle switch in canopy. 


110 } 


PICTURE LIGHTING REFLECTORS 


a 









The fixtures listed below are all of the 
same design, differing only in size. Stand- 
ard Package consists of three of any one 
; catalog number, or six assorted. Stand- 
ard Finish — Steel, Gold Spray — Brass, Brush Brass. Other fin- 
ishes, 10% additional. All reflectors furnished wired with 9-ft. 
cord and plug. Acorn switch with 3-ft. cord extension, $2.50 list 


additional. Schedule B Discounts 
































2 | Dimen., Length 
Steel Brass Lamps ss Inches Arm, In 
u Do 
3) era 
2 . 2 Re ‘Ss . st 2 ad 
isto Q § Q £ sJslo} es] & bss 
ro) - bars os a pp] v0 o S 
ob ete oa (re ge Z zZ\alB|cl mo] > 2s 
520 | $7.00) 530) $9.00| 1/1614, 25W Tub. 1 | 9/234/244] 10 | 5| 3 
521} 8.75] 531] 11.25] 2/T-614, 25W Tub. 1 |15/244/2144] 12 6| 4 . 
522 | 11.50) 532} 15.00} 3/T-614, 25W Tub. 1 |24/214/214] 15 | 6| 6 
523 | 15.00] 533] 20.00} 4/T-614, 25W Tub. 2 |30/244|214| 18} 6| 7 
762 | 10.00) 782) 12.25) 1/12” Lumiline 40W 1 113/334 |234| 12 Oe. 
763 | 10.50] 785) 12.75] 1|18” Lumiline 30-60W] 1 |19/334|234] 15 Oe, 
720 | 7.50) 730) 9.50} 1/T-10, 25W Tub. 1 | 9/334|234] 10 S| 4 
721 | 9.50| 731} 11.75] 2)T-10, 25W Tub. 1 |15}334|234| 12 6| 6 






Nos. 504 and 505 are adjustable to 
any desired position. Nos. 506, 507, 
502, 503, 512 and 513 are equipped 
with an adjustable flange for fasten- 
ing to underside of pulpit. All are 
for one lamp except Nos. 502 and 
503, which take two. Porcelain 
enamel reflecting surface. Complete 
wiring, with 9-ft. cord, plug and 
toggle switch. Finish — Steel, lac- 
quered any standard color; brass, any 
standard plate. Chromium on brass only, 10% ad- 
ditional. Nos. 502 and 512 same design as 506. 


Schedule B Discounts 






























Steel Brass Dimen., In. |S a) 

& 2 Lamps ce 
ey Q | 4a] #l43| “3 Tub. aoe 
Cet ee PBs SY Geel | AE al ied | aro ert 
80) ce We Ol ee 1S) eel o eo eee Dig 
OWA aw iOyrall few. |Rey | fe] | tec) Freldsi|b Yet a 
504 | $7.50| 505] $8.50] 9) 214] 17¢| 10 | Single |T-10, 25W + 
506 | 10.50| 507] 14.00} 9} 33</ 234| 12 | Single |T-10, 25W 5 

503] 17.00)15] 33<| 2 Twin |T-10, 25W 9 
513] 17.50/13} 334| 2% Disc. |12” Lumiline 40W 9 





COMBINATION REFLECTOR-CONVENIENCE | 
Schedule B Discounts OUTLET Designed especially 
for kitchens. Consists 
Se of reflector for T-6-I 
tubular lamp with 
toggle switch control 
and heavy 14-gauge 
brass box cover 534” 
square — both in pol- 
ished chromium finish. 
Cover stamped to re- 
ceive standard duplex 
receptacle and will fit 
standard 2 gang switch 
box. Box and recep- 

tacle not included. 


Standard Package, 6 






No. 340—Price, ‘unwited,..u.Each, $4.50 
Weight, 4 lbs. each 








Day-Brite Aisle and Signal Lights 


Day-Brite Aisle and Signal Lights for Hospitals 



































Nos. 5050, 5080 No. 5060 





No. 5070 





Aisle and signal lights for hospitals, schools, public buildings and resi- 
dences. Manufactured in several sizes with various louver arrangements. Sub- 
stantial construction for long service. 


The cross sections show the positions of the boxes when installed. The 
use of inside frosted lamps is recommended. 


Aisle lights—Nos. 5050-1-2 and 5080-1-2, furnished complete with outlet 
box, porcelain enameled reflector, sign receptacle, louver cover and special 
alignment strips for squaring up of cover plate. Fixtures Nos. 5060-1-2 and 
5070-1-2 as above except porcelain reflector not included, interior sprayed 





aluminum. 
_ Signal lights—Same equipment as aisle lights, No. 5050 series, except that 
No. 5055 stippled glass roundels are used on cover in place of louvers. Roundels are 


33/4,” diameter and are available in clear, red, amber, green and blue. 


SCHEDULE B DISCOUNTS 








STEEL TRIM STEEL TRIM BRASS TRIM DIMENSIONS, Inches 
Lacquer Finish Porcelain Finish Plated Trim Box Weight 
eee | fh Ss ee ee eee ee eee eee, Lamp Each, 
Lbs. 

eed ee Price re Width | Height | Width | Height | Depth 
5050 | $3.60 | _ : : 534 534 2% S-11, 10W 3 
5060 4.00 1 ; 2 : 8 584 Type A to 75W 3 
5070 4.00 ; ‘ 534 8 7 3 Type A to 75W 3 
5080 4.50 3 : 534 7 Type A to 40W 3 
5055 4.00 - ; 534 534 $-11, 10W 3 
Box—Galvanized, code thickness. Finish—Steel—cover lacquered in any standard color. 
Cover—16-gauge steel or brass (.065). Porcelain enamel—any color (send sample finish), white 
eed Bae ny ere moo ea add LAL porcelain standard, other finishes in quantities less than 

nockouts—At sides and end at socket location. 


12 will be 10% additional. Brass—any standard plated 


Standard Package—12. finish. Chromium on brass only, 50c additional. 


Day-Brite Ramp Light 


SCHEDULE B DISCOUNTS 











Catalog Shipping Standard 
No. Price Weight Package Lamps 
515 $2.50 3 lbs. each 6 Up to 100W 





No. 515 is an excellent fixture for lighting ramps, corridors, areaways, vaults, basements and 
similar places. 


It is the first fixture, used for these purposes, combining in one unit—a reasonable price, an 
efficient lighting reflector, an anti-theft safety guard, and flexibility which permits throwing the 
light in any direction regardless of the position of the outlet box. 

After adjustment, Ramp Light is locked securely in place by means of outlet box screws. 
For use with 4-inch octagon outlet box. (Box not included.) 


No. 515 has a porcelain enamel finish which is white inside and tan outside. Reflection factor 
of white porcelain enamel is between 79% and 82%. 
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Day- Brite Interior Electric Signs 


With Metal Molding Around Glass 


¥ 
bi 


| CASHIER | 


5 





No. 2602 


Finish—Any standard plate. 


Reflecting Surface — Reflector in 
back of lamps on all signs is porce- 
lain enamel. Used for permanent 
efficiency and proper diffusion of 
light. 





Sockets—Disc sockets for Lumi- 
line lamps are used on the above 
signs. 


Glass—No. 2600 series is thin 
model type. These signs take clear 
plate glass only, in which the let- 
ters are sandblasted into glass on 
reverse side. The light is diffused 
through the top edge of glass, to 
give a green letter effect. THIN MODEL 


WIDE MODEL 






= 

No. 2700 series is the wide model 9 
type. Glass used is opal or flashed 
opal, with the letters raised on face 
by sandblasting background, and 
background lacquered in color to 
match frame. Background can also 
be electro plated in any standard 
finish. When sign is lighted letters 
are illuminated. 


Cross Section shows 
two types — Thin 
Model and Wide 
Model. Check type and 
specification to make 
sure of correct require- 
ments in ordering. 


When Ordering—(1) Specify sign by number and finish. 


(2) If loops are not to be furnished specify hanging 
arrangement by letter. 


(3) Specify whether single or double face. 


Note—All sizes shown in schedule are exclusive of top 
moulding. Length and height of glass with frame is given. 
For general requirements, and unless otherwise ordered, 
signs are equipped with loop at each end for mounting. 
Other hangings or mounting arrangements on request. 


Special Sizes—Standard sizes listed above are made in 
lengths to fit Lumiline lamps as shown in schedule. How- 
ever, special sizes can be made to order for these lamps, 
or for the standard tubular or type A lamps. 


Standard Standard Pkg. 








Cats_.'| Size Model |——————————- oO. Lumiline 
No. Inches Quan. | Weight | Lamps Lamps 
2001. | 14x5 Thin 1 12 1 40W 12” 
2602 19 x6 Thin 1 20 1 30-60W 18” 
2603 25x7 Thin 1 30 2 40W 12” 
2751 14x5 Wide 1 12 1 40W 12” 
2752 19 x6 Wide 1 20 1 30-60 W 18” 
2753 25° %o1. Wide 1 30 2 40W 12” 


Schedule R Discounts — Prices on Application. 
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Exit Signs 





No. 2920 No. 2800 


Inexpensive exit signs of sturdy construction, manu- 
factured of bronze and steel as listed. Boxes on flush type 
signs are made of sixteen gauge galvanized iron, and on 
surface type are made of twenty gauge steel or bronze. All 
covers of sixteen gauge metal. Hinged frames are made of 
eighteen gauge rolled molding. Interior finish, sprayed 
aluminum. Each box has two sockets on wireway. Fixtures 
are furnished unwired. 


FLUSH TYPE— REMOVABLE FRAME 


Schedule B Discounts 









BOX SIZE 








2800 |$10.50) 2810 |$12.80| 3,4 0r5 | 914 
2801 | 11.00) 2811 | 13.25 6 104% 
2802 | 12.25| 2812 | 14.75| 7or8 | 1244] 1614 


FLUSH TYPE — HINGED FRAME 





2900 | 13.50] 2910 | 16.85] 3,40r5 | 944| 1344] 8 12 3% | 16 
2901 | 14.20) 2911 | 17.50 6 1014] 1414| 884 | 13 3% | 18 
2902 | 15.70| 2912 | 19.75] 7or8 | 1244] 1534] 1034 | 15 314 | 20 





SURFACE TYPE — REMOVABLE FRAME 


2820 | 10.30) 2830 | 15.60) 3, 4 or 5 
2821 | 10.80) 2831 | 16.40 6 
2822 | 12.00} 2832 | 18.00) 7 or 8 




























2920 | 12.85] 2930 | 19.50) 3, 40r5|.....]..... 
2921 | 13.20) 2931 | 20.50 Cl Rares eee : 3% | 13 
2922 | 14.60] 2932 | 22.85| 7or8 |.....]..... : J 34% | 15 











Standard Package—Three. 

Finish—Steel, lacquered in any Standard Color. Bronze, 
any Standard Plate. Chromium on Bronze only, 10% 
additional. 

Guards—Steel wire guards add $3.20 list. 

Bronze wire guards add $4.50 list. 

Glass—Ruby glass with white lettered effect is standard. 


Triangular Signs — Not Wired 


Day-Brite Triangular signs are 
made of bronze. They are adaptable 
for many uses in schools, halls, 














hotels, public buildings, etc. Their he 2740T 
dignified design, fine workmanship papers 


and pleasing finish have won for 
them an accepted place in 
buildings all over the 
country. For ceiling hang- 
er, consisting of cast 
bronze flange on top of 
sign, 1” pipe support, 
canopy and crowfoot or 
hickey, as illustrated, add 
$7.00. Overall length of 
support up to two feet provided at price listed. Longer 
lengths, at 90c per foot additional. 


TRIANGULAR SIGNS — NOT WIRED 











Length | Depth | Length 
Height, | Each | Front to of 







Catalog Size 















No. Letters, | Inches Face, Back, Back, Price 
Inches Inches | Inches | Inches 
2740T 84 12% 1034 12% $52.00 
9% 13% 1134 13% 54.00 


114 15% 13% 
Schedule B Discounts 


15% 


























“Chan-L-ite” for Lumiline Lamps 


Day-Brite “Chan-L-ite” 


TRADE MARK REGISTERED 
Porcelain Enameled Reflectors Use With 12” or 18” Lumiline Lamps 









ea 


No. 2000 Channel — ee 
1%” wide x 1” high — with No. 2005 Series Reflector 


No. 2000 Channel 
1%” wide x 1” high — with No. 2010 Series Reflector 
Chan-L-ite is something entirely new in the light- 
ing fixture line. Designed expressly for the new 
Lumiline Lamp with its continuous filament and 
disc sockets that allow end-to-end mounting, Chan- 
L-ite presents a novel opportunity for creating 
modernly new and strikingly artistic lighting 
effects in coves, niches, luminous panels and 
similar places. 

Chan-L-ite channels are made in standard 
lengths of 9 feet, with provision for coupling 
together to make a continuous string of light 
as long as may be desired. Since the disc 
sockets are flat, and occupy very little space, 
the effect produced is that of an unbroken line 
of light throughout the entire length of the 
installation. Lumiline Lamps come in various 
colors in addition to clear and opal white, 
making possible the creation of many novel 
effects. 

Two designs of Chan-L-ite reflectors are 
offered as may be seen in the illustration at 
the top of this column. No. 2005 has a per- 
fectly flat top surface, with side aprons turned 
down to form a cover for the channel. Dt- 
mensions are the smallest possible, for use in 
confined areas. No. 2010 has side aprons that 
rise at an angle from the edge of the channel, 
making a more efficient design, and accord- 


SS 


es 














Cross Section 
Showing Locking 


Device 


e 
fiends 


Cross Section 
No. 2010 


C) 


_| to best advantage if you will submit drawings 


rs 


Cross Section 
No. 2005 


Unwired — Approved by Underwriters 





al 
“AM 
| a>" 
BE  } e | | 
No. 2002 No. 2003 No. 2001 
Service Box End Cap Coupling 


ingly is recommended for use wherever space per- 
mits. Both reflectors are coated with Day-Brite 
porcelain enamel which has a tested reflection fac- 
tor of 82%. 

Day-Brite Chan-L-ite is made for either 12-inch 
or 18-inch Lumiline lamps. For either size lamp it 
is listed unwired for one or two lights. Single sec- 
tions of wiring channel only (No. 2000) are fur- 
nished in standard 9-foot lengths, which are multi- 
ples of 12-inch or 18-inch socket spacings. For 
longer lengths, use coupling 

As the name implies, Chan-L-ite provides a 
wiring channel and a permanent reflecting 
surface in back of each Lumiline lamp to in- 
sure proper diffusion and efficiency. Com- 
plete in itself, Chan-L-ite may be used alone, 
as in cove lighting; or as part of another 
fixture, as in flush or surface type panels. 

It is very easy to install. First, the wiring 
channel is affixed in the desired location with 
aliserietre couplings, service boxes and end 
(Use in place. Then the reflector units are 
= wired and fastened to the channel with special 
locking devices (see illustration) that hold 
the reflectors securely in place. No tools, 
other than a common screw driver, are needed. 

The flexibility of Chan-L-ite is almost un- 
limited, and your own ingenuity will suggest 
countless uses for it. The Day-Brite engineer- 
pi ing department will gladly make practical 

+2 suggestions as to how Chan-L-ite may be used 
showing where the use of Chan-L-ite is indi- 
cated. 


-——————— 


Sketch showing Complete Assembly 





Standard Package | 

















Fixture Includes | — —— Price 

mre / ; | Quantity Wet. (lbs.) | 

2000 / Channel aise to fit either 2005 or 2010 Pllecvos leaded lengths 9 SB LI Aa apenaahcis ye 0s 90 ft. 75 $0.25 per ft. 
2005A | Reflector for one 12” lamp, complete with sockets. .2. see u- cece sence te aces eens] 9 11 | 1.50 each 
2005B for two 12” lamps, complete with sockets... ......0602eeeeee es euees 2 a alate 4 10 | 2.80 each 
2005C 3 for one 18” lamp, complete with sockets........ Sehr. 9 Aeon rhe nee 6 | 11 1.70 each 
2005D s for two 18” lamps, complete with sockets... 2.6.0.0: es eeen eter eee e teen ee eees 3 11 | 3.20 each 
2010A | a for one 12” lamp, complete with sockets... 00 ese ct escent eens tates 9 11 1.50 each 
2010B | “ for two 12” lamps, complete with sockets... 1... 00:0 ete ee ere teen ener eeenes 4 | 10 | 2.80 each 
2010C | ay for one 18” lamp, com pleteswith cocketer net 4 4.4 ees cat acne l ir ane athe crea 6 11 | 1.70 each 
2010D es for two 18” lamps, complete with sockets. ...... 6.0.0.0 seen eee ee ester eee eel 3 11 | 3.20 each 
2001 Coupling for connecting two sections of Chan-L-ite....... Pe Gls shales sap aos ee 5 5 -25 each 
2002 Service box at connection end of Chan-L-ite with three 49” E200 eT ee NE ms Loe 5 5 ee each 

es re Oe ee a ees an 


Note—Lamp holders not included with reflector equipment. Cut 
lengths of wiring channel can be furnished on special order at 20c 
each additional over per foot price. 


Wired fixtures for single circuit can be furnished at 80c additional 
for each lamp. For each additional circuit add 15c per socket. 
Lamps not included. 


(Schedule B Discounts) 
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Day- Brite Reflectors 


SURFACE FIXTURES 


With Satin or Polished Chromium Finish 
for 12” and 18” Lumiline Lamps 


LUMILINE TARGETS 


Day-Brite Lumiline Targets have a wide range of pos- 
sible applications, both for lighting and for decorative 
purposes. Some excellent uses are for lobbies, theatres, 
stores, niches and in residences. Many other uses will 
suggest themselves. 

















No. 350 No. 352 No. 357 
Cat. | > ; Overall Dimensions, Wt., 
No. | Price | Finish Inches Lbs. 
350 |$33.50 | Satin or Polished Chrome | 1614” wd. x 28” hi. 12 
351 | 22.00 | Aluminum Lacquer | 1614” wd. x 28” hi. | 12 
352 | 21.00 | Satin or Polished Chrome | 9” wd.x21” hi. | 10 
353 14.00 | Aluminum Lacquer Oa wax >a eh. 10 
357 27.00 | Satin or Polished Chrome | 2614” wd. x 3114” hi. 14 
367 | 19.00 | Aluminum Lacquer 2614” wd. x 3114” hi. 14 


All the above are furnished wired. 


























, 
Fixtures Nos. 360, 361, 370 and 


371 can be worked into many dis- 
tinctive and pleasing designs. Shown 











| 
here are three possible uses and your own ingenuity 
will suggest other variations. Arrangement on fixtures 


provide for continuous wiring between units. 


SATIN OR POL. CHROME 








No. 370 











Catalog ice Lamps, Weight, 
No. Be Inches Lbs. 
360 $6.70 ioe a 4 
370 7.40 18 6 

ALUMINUM LACQUER 
361 $4.50 12 4 
371 4.75 18 6 


Furnished Unwired 
Overall—12” Lamp, 3” Wx 1344” H 
Overall—18” Lamp, 3” Wx 1914” H 


All Fixtures—For toggle switch wired, add $1.25. Unwired, add 
50c. For 9 feet of rubber cord and plug, add 90c. Fixtures that are 
regularly furnished wired can be had unwired. For unwired fixtures, 
deduct 70c per lamp (no wire included). 


Note—Lamps not included. 





CS) 


Nos. 2021A, 2021B Nos. 2022A, 2022B 


Nos. 2023A, 2022B 


There is a wide variety of uses for Day-Brite surface 
fixtures in taverns, theatre lobbies, hotels, stores, apart- 
ment buildings and homes. The use of either clear or 
colored lamps gives an opportunity for combining good 
lighting with attractive designs worked out in harmonious 
colors. 


All designs can be furnished in lengths for one lamp, 
two lamps, three lamps, or any number desired. Come 
wired for a single circuit, with sufficient lead for electrical 
connection. Fastened to ceiling or walls through concealed 
back plate. Outlet is in center of back plate. Other loca- 
tions for outlet if specified. Special designs made upon 
submission of drawings indicating what is wanted. 

Note—Overall lengths of fixtures are 2” longer than 
total measurements of lamps. For instance, overall length 
of fixture for one 12” lamp is 14”; for two 12” lamps, 
26”, etc. 


12-INCH LUMILINE LAMP 





























Catalog 1 Lamp Long 2 Lamps Long tee is 
No. | Rows Price Each Price Each 12 inches. 
Price 
20214 1 | $6.20 | $10.80 $4.40 
222A 00 Dye earte76 18.50 7.50 
2023A 0 os RS 00 26.00. 10.00 
18-INCH LUMILINE LAMP {8" Pace 
2021B | 1 $ 6.90 $12.20 | $5.00 
20228 | (2 “12,00; |, ace | “eeaeees 
 2023B.—C«d|:«s«O3 17.00 | 29.75 12.00 | 





All the above are furnished wired. 


Note—Specify satin or polished finish and length of fixture. 
Lamps not included. 


For Toggle Switch wired, add $1.25; unwired, add 50c. 
For 9-foot rubber cord and plug, add 90c. 


Miters—Single Row, $3.00 each; Double Row, $4.00 each; Triple 
Row, $5.00 each. 


For unwired fixtures deduct 80c per lamp. No wire furnished 
with unwired fixtures. 


Schedule B Discounts 
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No. 270-RT 














Day- Brite Reflectors 


SPECIAL BOXES AND TROUGHS WITH CONTROLENS 


Ae 


No. 271-ET 


The Controlens is the best device 
known for the accurate and efficient 
control of light. With Controlenses 
installed at the proper angle in a 
trough, and with correct setting 
of lamps and reflectors, uniform 





614”, 814” and 12” Controlens, for 
lamps from 60 to 1000 watts, burn- 
ing in horizontal and vertical posi- 
tion. Flush, exposed, and semi- 
exposed boxes, in lacquer or plated 
finishes, and solid aluminum. 


illumination is obtained both for Write for Day-Brite catalog No. 

general lighting purposes and for 10, which describes all these items 

specialized lighting as on exhibi- in detail. 

tion spaces. Recommendations for use of 
In addition to the above we Controlens fixtures, continuous 

manufacture a large variety of trough or box type, gladly fur- 


standard Controlens boxes, one, 
two and four light fixtures, for 


nished if drawings showing plans 
and elevations are submitted. 


No. 273-RT 


Day-Brite Controlens Equipment 


Style 271-ET used in Illustrating the use of 
back of cornice for a trough similar to 
mural lighting. Style 270-RT. 





SOME 


TYPICAL DAY-BRITE SPECIAL TROUGH AND BOX INSTALLATIONS 


Using the equipment illustrated and described on this page 






Art Gallery, Mt. Holyoke College, 
Mount Holyoke, Mass. 





A. & M. Karagheusian, Inc., 
Chicago Merchandise Mart 





Reese a gall fas wees 


Myron Green Cafeteria, 


ili ighti f St. Louis Auditorium 
Ste ico Kansas City, Mo. 


La Baume & Klein, St. Louis—Architects 
Geo. E. Wells, St. Louis—Engineer 


Modern Day Coach 
Great Northern Railway 
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Day- Brite 





7S DIRECT LIGHT THROUGH MOUTH OF REFLECTOR 7 ~~ 







No. 5046 
Adjustable for either 150 or 200 watt lamps. 
Change can be made with screw driver 
in 2 minutes’ time. 


















“Super-Lume” Industrial Reflectors 


TRADE MARK REGISTERED — PATENTED 















No. 5025—The ‘‘Stacklite’’ No. 5049—For 400 W. H. I. Mercury 
For stock bins and library shelves TA ey z af : , ANC rate Vapor Lamp 
Diagram (upper left) shows hoy Super Noy 5014—-For 250 WEE Tea Mercny 
Lume”™’ operates. Rays of light passing out top, Vapor Lamp 
as A and B, are reflected down from top diffuser, 
ce rae Spit : : > directly fl hers ont tside of : : 7 : 
Super-Lume” is a distinct achieve- Bit wes As Aaieet aa oe a ea iy corridors and general lighting in un- 
: . . e ° . Shac Ww ance =y are ve > Cc¢ CCil= . . . 
mentudoindustiial: lighting unitssilt| ss ee ee productive areas. The top diffuser is 


is all metal, it banishes harmful 
ceiling shadows, it gives a high level 
of glareless general illumination, it 
is highly efficient, and it is designed 
especially for modern inside frosted 
incandescent lamps and high intens- 
ity mercury vapor lamps. 


The 


as Gand) D: 


light through mouth 
sult, 


most outstanding feature of “Super-Lume’”’ is its 


elimination of harshly contrasting, eye-harming ceiling 
shadows. The human eye resents a strong contrast of 


bright light and deep shade. Automobile headlights on a 
dark road glare blindly, but these same headlights are 
hardly noticeable on a brightly lighted city street because 
of a lessened contrast in the background. “Super-Lume’”’ 
improves seeing in industrial plants, and cuts down eye 
strain because it eliminates sharp light contrasts. 


It consists of an apron shade in the form of a double 
truncated cone, open at top and afhxed by slender arms to 
a wide reflecting diffuser. It is made entirely of steel, 
porcelain enameled. Easy to install and to maintain. 
Adaptable to all mountings — flush, surface or suspension, 
and all sizes, 200 watts and under fit the standard 4” 
outlet box. 


No. 5025 is the popular Stacklite, widely used for light- 
ing stock bins and library shelves and book stacks. It has 
rigid arms and accommodates lamps from 40 to 100 watts. 
No. 5012 also takes lamps from 40 to 100 watts and is 
recommended for lighting warehouses, store rooms, aisles, 


Models With Top Diffusers 











Dimen. in Inches Std. Pkg. 
Cat Lamp Size Keyless Dia. | Dia. | Ov'll Wte., 
N Price Watts Por. Sock. | Bowl | Disc | Depth Qty. | Lbs. 
5012 | $4.50 | 40 to 100 Medium*t 9144 |13%| 6% 6 32 
5025 4.00 40 to 100 = | Mediumt 91441134] 6% 6 26 
5046 | 6.90 | 150 to 200 |Medium*t 4 | 17144 | 10144 |] 6 53 
5047 9.00 300 to 500 Mogul 1714 | 1344 6 53 
5014 | 7.20 |250 Mer. Vap.| Medium 11M 17144 | 1014 ¢ | 7 & 
5049 | 10.50 [00 Me Vap.| Mogul | 14 | 1734 | 14%] 4 | 57 
*K.O. for Levolier Sw. at edgé:of top diffuser upon requ 





¥Pull-chain porcelain socket, 50c list additional 


are reflected downward 
floods working plane. 


tration to upward parts of the room. 
strike inside the shade, 


uniform diffusion to all parts of room and 
a glareless light for the worker. 


Schedule S 
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at various 


Others such 
whence they 
Direct 
Re- 








’ deep, the same as on higher watt- 


age models. 


No. 5046 is adjustable for either 
the 150 or 200 watt lamp. The ad- 
justment is quickly made by loosen- 
ing two screws with a common screw 
driver and lengthening or shortening 
the arm straps and sliding the two pieces up or down in 
the slots provided in them for this purpose. The straps 
contain no screws in the adjustable part, and once set in 
either position, are firm and solid —impossible to work 
loose or come apart. The adjustable feature makes this 
fixture very flexible in its applications. 

No. 5014 for the 250 watt, and No. 5049 for the 400 
watt high intensity mercury vapor lamp are ideal for this 
new type source of industrial light. They not only give 
glareless, diffused light, but their highly efficient ventilat- 
ing feature allows the lamp to cool more quickly after a 
current interruption, making for a speedier resumption of 
illumination. 


angles. 


In addition to the diffuser top models, “Super-Lume”’ 
units are offered in a corresponding series of models with- 
out top diffusers. These are identical in every respect, 
wattage for wattage, except that they have no top diffuser. 
They are very practical fixtures for economical installa- 
tions, and where used with light ceilings, give illumination 
almost identical with that obtained from the top diffuser 
models. 

Special Day-Brite Bulletin M gives complete details on 
the entire “Super-Lume” line, and complete installation 
directions. Write for copy. 


Models Without Top Diffusers 








Dimen. inIn. | Std. Pkg. 
Cat: Lamp Size Keyless Dia. | Ov “1 | Wt., 
No. Price Watts Por. Sock Shade Depth ‘ Lbs 
5023 $2.60 40 to 100. |, Me dium aie 914 6 176 14 
5006 4.00 | 150 to 200 Medium Base | 1114 9% : 6 23 
5078 | 6.00 | 300to500 | Mogul Base* | 14 | 1344] 6 | 23 
5004 4.30 | 250 Mer. Vap. | Medium Base | 1114 914 6 25 
5098 7.50 | 400 Mer. Vap. | Mogul Base* | 14 1444 | 4 27 
*With lamp grip. 
Discounts 














Indirect and Cove Lighting Troughs 


Day- Brite Reflectors 


INDIRECT LIGHTING TROUGHS 








No. 336 No. 337 
Weight 
Catalog Height, Width, pices 
No. Inches Inches | These 
336 44 | 12 8 
337 54 1014 9 
338 5 18 13 


Indirect lighting troughs harmonize architecturally with 
new modern interiors. The three standard types listed 
above have an excellent use in stores, offices, show rooms, 
etc. Due to construction, type of reflector and horizontal 
lamp arrangement, a variety of lamp sizes can be used 
without sacrificing efficiency. A flexibility of intensities 
not possible with individual lamp type indirect fixtures 
may be obtained. 

Fixtures furnished with bodies of steel for lacquer 
finishes, of bronze for plated finishes, and of aluminum. 
Wired with twin sockets on about 20” centers, for any 
size lamp, 60 to 150 watts. Complete hangers of necessary 
height included. Nos. 336 and 338 have mitered ends; 
No. 337 is flat with ornamental buttons. All are equipped 
with interior porcelain enameled reflecting troughs to 
assure perfect diffusion. 

Although fixtures are listed in three standard styles, 
other designs can be furnished. We will be pleased to 
submit quotations on special shapes; also full informa- 
tion as to mounting heights and size lamps to use for 
various intensities desired. 


ey aa 


Fenner and Beane, oker } 
Architect — Cameron D. Fairchild, Houston, Tex. 





- 


- 


OPEN TROUGH COVE LIGHTING 
REFLECTORS 























ge tae PS 
No. 1246 No. 1245 

i= 

Cree Reflecting eee | Dimen. in In. ee 
Oo: Surface | Height | Width Lbs. 

1246 Porcelain | T-614 Tub. —25W 216 3% 5 4 : 
1243 | Aluminum | 18” Lumiline 30 to60W | 234 | 4 4 
1244 Porcelain | 18” Lumiline 30 to 60W 234 4 5 
1240W | Porcelain Type A — 25 to 40W 314 414 6 
1275W | Porcelain Type A — to 75W 34 | 5 4 
1245 Porcelain Type A — to 100 W 532 8 8 


Prices on application. 


For smaller rooms where projection of light is not 
great, and control not so important, open trough reflectors 
make an excellent and economical form of lighting. 
Recommended for residences, taverns, lobbies, offices, 
restaurants, small stores, meeting and conference rooms, 
theatres, etc. 

Cross sections show general designs only. We invite 
forwarding of plans for specific recommendations. We 
will be pleased to design proper size reflectors, indicate 
location of cove and advise wattages needed. It is advis- 
able to obtain this information before designing or locat- 
ing coves. 

All fixtures furnished wired, ready to install. Bodies 
are of rust-proofed steel with aluminum spray exterior 
finish. Made in single lengths up to 10 feet, with pro- 
visions for coupling for continuous installation. Junction 
boxes at ends and between sections. Standard and tubular 
lamp spacings will be recommended to provide smooth 
lighting. Sockets for Lumiline lamps 18” O.C. Clear glass 
dust cover can be furnished for No. 1245 if desired. 





Cove Lighting in a Broker’s Office 


Prices on Application 











GENERAL ELECTRIC SUPPLY CORPORATION 


Day-Brite Standard Flush-Type Panel-Lites 








Cross Section Details 
of fixtures for 12” and 18” 
Lumiline Lamps 


Cross Section Details 
of standard fixtures 
for standard lamps 








No. 83C 
No. 274C is similar in appearance but smaller. 


tions. All panels are engineered for smooth, even glass 
intensities, free from lamp spots and within recommended 


Day-Brite built-in Panel-Lites can be applied in many ways surfacelbrinhineereron aateriogia & 


to give smart modern lighting for residences and apart- 
ments, and for public buildings such as stores, hotels and 
taverns. Your own ingenuity will suggest many other 
applications in both new work and remodeling. 


Panel-Lites are made in three widths for Type A lamps, 
and in one width for Lumiline Lamps, the former avail- 
able in five lengths and the latter in four lengths. This 
provides an assortment of standard sizes which enables 
you to satisfy the requirements of each individual job. 


In general, Panel-Lites require the same wattage as the 
usual semi-indirect fixture under the same room condi- 


The porcelain enamel reflecting surface is the best type 
for built-in units. It has a reflection factor of between 79 
and 82%, insuring permanent lighting efficiency. It is low- 
est in maintenance cost for it cleans perfectly with a damp 
cloth and never needs refinishing. 


Select the number and size of panels desired and group 
according to your own design. We will gladly recommend 
size of lamps to produce desired lighting intensities. 
Engineering data for any installation is available on re- 
quest. 


Schedule B Discounts 































































































OVERALL : | 
STEEL BRONZE CHROMIUM TYPE A LAMPS OF FRAME POS ee : | Ship- 
(Inches) Glass | pin 
(Inches) ping 
; Opening Wet. 
F l - o ‘ac 
ot Price oe Price Cue Price No. Size Width |Length| Depth | Width | Lgth. cubes aes 
51S $11.00 51B $13.00 51C $14.00 1 15 to 40W 7 7 6 6 6 44x 44 Hi qj 
52S 13.00 52B 15.50 52C 16.50 2 15 to 40W vi 13 6 6 12 4144x1044 | 10 
53S 17.50 53B 20.50 53C 21.75 3 15 to 40W ui 19 6 6 18 414x1614 13 
54S 20.50 54B °| 24.50 54C 26.00 4 15to 40W a 25 6 6 24 4144x2214 19 
55S 29.00 55B 35.50 55C 38.00 6 15to 40W 7 a7 6 6 36 414x344 26 
81S 13.50 81B 16.00 81C 17.00 1 15 to 60W 10 10 8 9 9 74x 714 12 
82S 17.50 82B 20.50 82C 21°75 2 15 to 60W 10 17 8 9 16 7144x1414 20 
83S 23.75 83B 27.75 83C 29°25 4! 15 to 60W 10 25 8 9 24 7714x2214 | 28 
84S 31.00 84B 36.50 84C 38.00 4 15 to 60W 10 33 8 9 32 7144x3014 | 40 
85S 45.00 85B 51.50 85C 53.25 6 15 to 60W 10 49 8 9 48 7714x4614 60 
111S | 17.00 111B 21.00 111C 22,25 1 15 to 100W 13 13 8 12 12 1014x1014 14 
112S | 22.00 112B 26.00 112C 27.50 2 15 to 100W 13 21 8 12 20 1044x1844 | 30 
113S 30.50 113B 35.50 113C S¥i US 3 15 to 100W 13 29 8 12 28 1014x2614 40 
114S | 35.00 114B 41.50 114C 43.50 4 15 to 100W 13 37 8 12 36 1044x3414 50 
115S 51.00 115B 59.00 115C 62.00 6 15 to 100W 13 53 8 1Z 52 1014x5014 75 
ral LUMILINE LAMPS a satan 
2748S } 11570 274B 14.00 274C 15.00 1 12”—40W 54% 15 3l6 41% 14 3x12 9 
2755 cai 9 20 275B 22.50 275C 24.50 Z 12”—40W 514 2 3) 44 26 3x24 16 
276S 14.80 276B 17.50 276C 19.00 1 18’—30-60 WV 5% 21 3% 44 20 3x18 14 
2778 | 26.00 277B 30.00 277C 33.00 2 18”—30-60 WV 5 39 316 4% 38 3x36 22 
Standard Package—Type A lamps, 4 assorted; Lumiline lamps, Sockets—Type A lamps, porcelain, twin or single; Lumiline 
3 assorted. lamps, Lumiline. 
Frames—Steel or bronze, with continuous hinge. Boxes—Steel with rust-proof finish, furnished with half-inch 


knockouts at each end and top. 


Wiring—All but single socket fixtures wired with No. 14 slow- 
burning wire. 


Finish—Steel, lacquered in any standard color. Bronze, any stand- 
ard oxidized plated finish; Natural Bronze, Nickel and Chromium. 


Reflecting Surface—Porcelain enameled steel. 


Send for the Complete 





DAY -BRITE REFLECTOR CATALOG NO.IO 


In addition to the items listed in the preceding twelve pages, 
it contains complete, detailed information and prices on 
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Showcase Lighting 
Wallcase Lighting 
Refrigerator Case 
Lighting 
Suspension Type 
Trough Fixtures 
Window Lighting 
Lumiline Troughs 


Prismatic Controlens 
Troughs 

Flush and Surface 
Type Built-in Panels 

Interior Electric 
Signs 

Chancel Arch and 
Sanctuary Reflectors 

Bank Lighting 
Fixtures 


““Multi-Beam’’ 
Operating Room 
Lights 

Outdoor Lighting 
Troughs 

Recessed Lighting 
Units 

Cove Lighting 
Reflectors 


And Installation Directions for All Day-Brite Fixtures 


Stage Lighting 
Reflectors 

““Super-Lume’’ 
Industrial Lighting 
Units 

Prismatic Controlens 
Lighting Fixtures 

Specialized Lighting 
Reflectors, Troughs 
and Fixtures 

















=== _—«wPHP& S Alabax Fixtures 


Alabax Porcelain Lighting Fixtures 


ALABAX Porcelain Lighting Fixtures will not tarnish high reflecting factor in Alabax, as disclosed by tests made 
— rust — change or lose their color. The beautiful glazes at the Electrical Testing Laboratories in New York. Re- 
will preserve their beauty forever. flecting surfaces range from 68% for glazed surfaces, to 

80% for unglazed surfaces. Light output is 85% or bet- 

Illuminating Engineers have an especial interest in the ter, depending, of course, on the glass or luminaire used. 




















AL 31120 AL 3100 AL 3104 AL 2500 
AL 31120 AL 31130 AL 3100 AL 3101 AL 3104 AL 3105 AL 2500 AL 2501 
AL 31140 AL 31150 AL 3102 AL 3103 AL 3106 AL 3107 AL 2502 AL 2503 












COLORS 


They are 
obtainable in 


WHITE 
JET BLACK 
IVORY 
LIGHT GREEN 
ORCHID 
and 
SEA GREEN 

















ALABAX | 
\ 4 






For prices 
see page 120. 














AL 2017 DEC 
AL 2017 DEC AL 2018 DEC 


AL 9234 
AL 9234 AL 9235 AL 9236 AL 9237 


























AL 990 AL 2292 
AL 980 AL 982 AL 984 AL 990 AL 2290 AL 2292 AL 2380 AL 2382 
AL 2291 AL 2293 AL 2381 AL 2383 
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GENERAL ELECTRIC SUPPLY CORPORATION 





Catalog 
Number 


_ 990 

AL 2007 ND 
AL 2011 ND 
AL 2017 DEC 
. 2018 DEC 
_ 2019 


_ 2020 
AL 2250 


AL 22 











Alabax Porcelain Lighting Fixtures 


AL 2007 ND 
AL 2007 ND 
AL 2011 ND 





Description 

Keyless, 2144” fitter, with 
QuUEleRenoOe clas saeeeeses 

Pull, 214” fitter, no outlet, 
DOW LASS. ee tcescseet eet 

Keyless, 214” fitter, no 
OUtLCR@N On class eer: 

Pull, 214” fitter, with out- 


Keyless 
Pull, 214” fitter, with outlet, 
no glass 
Keyless, 214” fitter, with 
Outlet nO, Classtee swe 
Pull, 4” fitter, no glass........ 
Keyless, 4” fitter, no glass.. 
Keyless, 6” fitter, medium 
base@sen0 eo) dssieens crane. ie 
Keyless, 6” fitter, 2 filament 
mogul socket, no glass...... 
Keyless, 6” fitter, regular 
mogul socket, no glass...... 
Pull, with glass, night light, 
NOM OULLEES ae neces scct ee 
Pull, with enameled metal 
shade, with night light, 
NO Outlets eases s.c. eee 
Pull, with glass, night light, 
with outlets\= sone eee 
Pull, enameled metal shade, 
night light, with outlets.. 




















AL 2019 
AL 2019 AL 2020 
AL 2671 
AL 2669 
AL 2671 
AL 2671 NL 
AL 2250 
AL 2250 
Ate 22511 
AL 2252 
List List catalog 
White Color Nooee fg 
2.10 ero bites AL 2380 
LLG PES A Ese AL 2381 
AL 2382 
Zaid 2.70 
AL 2383 
2eLO 2.70 AL 2500 
AL 2501 
1.80 2.40 AL 2502 
AL 2503 
2.40 3.00 AL 2669 
1.20 1.65 AL 2671 
1.05 1.50 AL 2671 NL 
2.10 2.55 AL 3100 
1.80 E495 me Aes 
1.50 1.95 RAE 
1.35 1.80 AL 3103 
AL 3104 
4.05 4.95 AL 3105 
AL 3106 
4.80 5.70 AL 3107 
; : AL 9234 
4.50 5.40 AL 9235 
6.90 465 AL 9236 
AL 9237 
7a1S 7.90 
AL 31120 
750i So5 AL 31130 
AL 31140 
oat 8.50 AL 31150 


‘ 


AL 859 
AL 859 
AL 898 














Be cond 





List List 
Description White Color 
Pull, with glass, with outlet $2.70 $3.15 
Pull, with glass, no outlets.. 2.40 2.85 
Keyless, with glass, with 
OUtlEtER Rene er eee 2.40 2.85 
Keyless, with glass, no outlet 2.10 22> 
Pull ewithw outletsemese.ee ere 2.16 
Pull@noroutlete. eters 1.41 1.86 
Keyless, with outlets sn sess: 1.56 2.01 
Weylesssnououtlete casas 1.26 1.71 
Pull, 6” fitter, no glass........ 4 35 5.10 
Keyless, 6” fitter, no glass.. 3.75 4.50 
Keyless, no glass, with 
night or emergency light.. 4.25 5.25 
Pull> twithwoutletee. =e hve 2.16 
Pullnotoutlet 2c ee 1.41 1.86 
Keyless, with outlet.............. 1.56 2.01 
evylessqmomou thet pense 1.26 ig} 
Pull tewithw outlet. eee 2.31 2.76 
Pull ino. outlet. 2. eee 2.01 2.46 
Keyless, with outlet.............. 2.01 2.46 


Keyless; no outlet: <.2n..... w/a oy 


Pull, with outlet, with glass 2.55 et WS, 
Pull, no outlet, with glass.... 2.25 2.85 
Keyless, with outlet, with 

Slasstete ee A cece rots ae 2.40 3.00 
Keyless, no outlet, with 

P1aSS Beate ee 2.10 2h 
Pull swith Outletsc cr t-eaee IA 2.76 
Pull’nor outlet es eee 2.01 2.46 
Keyless, with outlet.............. 2.01 2.46 
Keyless..no (outlet)0... ee 6 | 2.16 











Murlin Fittings and Brackets 





Plain Porch Ring 





Cat. No. List Price Ea. 
1000 3 
1001 : 4 
1002 MMII ARN ID 2 a eectieees cn cece acasevaxts 2.00 
Price on 8-inch and 10-inch quoted on 


request. 





Ornamental Ring for Sign Receptacle 


Cat. No. List Price Ea. 
1020 3, in. Ring 

1021 4 in. Ring... 

1022 6 in. Ring... 








Globe Holders 


Tapped for 34-inch or ¥-inch pipe size. 
¥-inch shipped unless otherwise specified. 


Cat. No. List Price Ea. 
1257 Aisee¥s le ta) Cots beeecee eee ee $0.90 
1259 Geter BAO CLepseeten ae ee 1.80 


Prices on 34-inch, 5-inch, 7-inch and 8- 
inch holders quoted on request. 





Ball Guards 
Specify whether 3£-inch or 14-inch pipe 
tapping. 


Cat. No. List Price Ea. 
1275-A 4 in. holder for 8 in. ball $5.25 
1275-D 6 in. holder for 12 in. ball 9.00 
Prices on 3% in. holder for 6 in. ball 
Prices on 5 in. holder for 10 in. ball 
Prices on 8 in. holder for 16 in. ball 


also with bases as newel light on request. 





Running Thread Pipe, Iron 


Sizes List Price per Ft. 
Mi Kae SOU AINA LOM Ger aisarae ss nceetoeeate tee eaccernacornaa a $0.24 
4, x 36 in. long... oP 26 
32 x 36 in. long .28 








Extension Nipples 





List Price 
Cat No. per 100 

3400 34 in. male and female 1 in. 
LOO  cestescacs ons ceupcevciescnidensso-tonctecaa $8.00 

3401 3 in. male and female 13% in 
LOG ye Si cceusttvacstateetusetcescctsaseecnecuees 8.00 

3402 3 in. male and female #4 in 
lone eee ee Re een ete Ze 8.00 

Hickeys 

List Price 
Cat No. per 100 
3003 34 in.—Yg in. female open $8.00 
3004 3, in.—Y4 in. female open 8.00 
3005 4g in. =e, in. female open 8.00 


All usual sizes blind or open male or 
female hickeys can be furnished if desired. 
Prices upon application. 





Wall Plate, 4% in. ; 
sion to center of globe 5 in. 


by 77% in. Exten- 
Height over 


all, 77% in. 

Cat. No. List Price Ea. 

01403 3Y, in. holder—lIron...............- $1.80 
Not wired. 





Diameter of Wall Plate, 67% inches. 


List Price 
Cat. No. Iron, Ea. 
1405-A 91 in. Ext., 4 in. Holdert............ $ 4.85 
1405-C 91% in. Ext., 6 in. Holder............ 5.46 
1434 Wee Ae ex sw OLIN LOLI Eilon aareras 24.00 
T4s4-Be Po inne kta 6.10. LlOlder eee 24.60 





Not wired. 


Globe Holders — Brackets — Fittings 











Wall Flange 24% inches by 5 inches. 
Diameter of stem 1 inch, Extension to 
center of globe 42 inches. Height overall 
18 inches. 

Cat. No. List Price Ea. 
01426 6 in. Holder . ...$6.90 
01426-B 8 in. Holder 7.50 

Wall Plate 51% inches by 1114 inches. 
Extension to center of globe 10 inches. 
Cat. No. List Price Ea. 
1429 4) 10's el Old etpemunceseee eee $ 9.90 
1429-5 eo iilg ELOUet nessa eer 10.50 


Wall Plate 7 inches by 11%4 inches. 


tension 47% 
wired. 


Cat. No. 
1667 





inches. 


Iron 
$6.00 


Extension 434 


Tron 


Wall Plate 614 inches 


by 1214 inches. 


inches, 


Moss Glass, wired. 


Catalog No. 1650 


List Price Each 





Ex- 
Amber cracked glass, 


List Price Each 
Aluminum 
$21.00 
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GENERAL ELECTRIC SUPPLY CORPORATION 


Murlin Ornamental Lighting 





Cage 7-inch diameter by 9 inches high. 
Extension to center 5 inches. Not wired. 
Amber crackled glass. Finish Swedish 





Cage 7-inch Diameter by 9 inches high. 


Iron. , ; Extension to center 5 inches. Not wired. 

List Price Each | Amber crackled glass. Finish Swedish | 

Cat. No. Iron Aluminum Iron. 

1789 $7.05 $13.50 List Price Each 

. : Cat. No. Iron Aluminum * 

Same cage arranged hanging with canopy 7054 $7.05 $13.50 { 

and chain. 

List Price Each 

Cat. No. Iron Aluminum 
1697 $7.05 $13.50 


Wall plate 44%, inches by 6 inches. Lan- 
tern cage 614 inches by 7 inches. Wired. 
Clear Fresnal glass. Finish black. 


Same cage with canopy and chain as 
hanging lantern. 





Cat. No. List Price Ea. | 
GODS Oo ipcasdischveacanatewassaccscoenuscumtacanmscet te vaehchataass $5.85 ; 
d 
d 
a 
| 
{4 
| 
| | 
Cage 5 inches by 74% inches overall. Cage 4%4 inches by 9 inches overall. 
Extension to center 444 inches. Not wired. Extension to center 444 inches. Not wired. 
Clear Fresnal glass. Finish Swedish Iron. Amber crackled glass. Swedish Iron Finish. 
List Price Each List Price Each 
Cat. No. Iron Aluminum Cat. No. Iron Aluminum 
1787 $4.80 $10.50 1788 $5.25 $11.55 
Same cage arranged hanging with canopy Same cage arranged hanging with canopy 
and chain. and chain. 
List Price Each List Price Each 
Cat. No. Iron Aluminum Cat. No. Iron Aluminum 
1685 $4.80 $10.50 1686 $5.25 $11.55 
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Murlin Ornamental Lanterns 


Murlin Ornamental Lighting 





Square cage 8 inches by 12 inches. 
sion to center of cage 8 inches. 
41% inches by 9 inches. 

List Price Each 
Cat. No. Iron Bronze 
1753 $24.00 $54.00 


_Lantern with canopy and chain same de- 
sign as No. 1753. 
List Price Each 


Cat. No. Bronze 
1643 $49.50 


Exten- 
Backplate 





Hexagonal cage 14 inches across points by 
25% inches high. Base 14 inches across 
points. Height overall 3444 inches. 

List Price Each 
Cat. No. Iron Bronze 
1806 $57.00 $132.00 

Same design as No. 1806 cage 12 inches 
by 20 inches, base 9 inches across points 
height overall 2414 inches. 

List Price Each 
Cat. No. 


Bronze 
01806 $108.00 


Iron 
$43.50 


We Are in a Position to 
Estimate on All Special 
Designs of Ornamental 

Lighting in Wrought Iron — 

Cast Iron — Cast Bronze 

and Cast Aluminum 





\ 
i 


Hexagonal cage 12 inches across points by 
20 inches high. Extension to center of cage 
7 inches. Back plate 5¥% inches by 11 


inches. Height overall 3014 inches. 

List Price Each 
Cat. No. Iron Bronze 
7037 $43.50 $117.00 


Lantern with canopy and chain same de- 
sign as No. 7037. t ; 
List Price Each 


Cat. No. Bronze 
01611 $99.00 


Iron 
$36.00 





Hexagonal are 9 inches across points by 
164% inches high. Wall plate 434 inches x 
15144 inches. Extension to center 11 inches. 
Height overall 241% inches. 


List Price Each 
Cat. No. Iron Bronze 
1723 $36.00 $90.00 


Lantern with canopy and chain same de- 
sign as No. 1723. . 
List Price Each 


Cat. No. Bronze 
1617 $72.00 


Iron 
$21.00 


Le ie 
at 
hail 
i H 
Pe 
Aaa 
A |b 
eae 
$ 
+4 
ee} 
ts 





Pocket lantern. 


12% | 
Extension overa 


Wall plate 
inches 4 27. inches. 
1 434 inches. 


List Price Each 
fron Bronze 
$43.50 $91.50 
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Cat. No. 
1657 











GENERAL ELECTRIC SUPPLY CORPORATION 


Murlin Ornamental Lighting 


: =< 
\ Many Additional Styles in Various Sizes a ON 
sear Tr me are Available for Exterior Ornamental ae 
5 Js bill Lighting, Newel Post Lights, Brackets, 
ii /REMAPCMEED TI, Bracket Lanterns, Hanging Lanterns, 


Standards 





; } 
(fe La 
} on 


S Cage 101% inches square by 1914 





inches high. Extension to center of 
cage 91% inches. Back plate, 5 in- 
ches square. 





List Price Each 
Cat. No. Iron Bronze 
7024 $72.00 $144.00 
Lantern hanging with canopy and chain 
same design and dimensions. 


List Price Each 


Hexagonal cage 11 Wan Vid 
inches x 2734 inches. Fy 
Extension to center we vi 
7 inches. \G 


iid 
S 
D 


List Price Each 


Cato. Iron Bronze Cat. No. Iron Bronze 
ese ae 21268 7003-C $55.50 $123.00 
AX The above lantern is 


available in five sizes as 
— bracket, hanging or newel 
7m light. Each size is avail- 


=r able in Colonial, Ren- 
See  +oaisance,; « Gothics anid 
4 Viz -Romanesque design. 
A, pa. \ 


a 





Hexagonal base 14 inches 
across points. Height overall 58 


inches. Arranged for 6-inch 
holder for 12-inch ball. 

Cat. No. List Price Each 
1304 Iron $42.00 





Hexagonal cage 14 inches across points 


Hexagonal cage 11 inches across points by 
26Y%2 inches high. Extension to center 9 


inches. 

List Price Each 
Cat. No. Iron Bronze 
1793 $63.00 $108.00 


Lantern with canopy and chain same de- 
sign as No. 1793. 
List Price Each 


Cat. No. Iron Bronze 
1681 $60.00 $105.00 


124 } 


by 24 inches high. Extension to light cen- 
ter 12 inches. Backplate 9 inches square. 


List Price Each 
Cat. No. Iron Bronze 
L777 $93.00 $228.00 


Lantern with canopy and chain, same de- 


sign as No. 1775. ; 
List Price Each 


Cat. No. Iron Bronze 
1676 $60.00 $144.00 





No. 1775 











Murlin Fixtures for Holophane Glass 


Murlin Ornamental Lighting 


A number of ornamental bronze designs are available, com- 
bining the efficiency of Holophane with ornamental lighting 
for bank, auditorium, store and office lighting, etc. 


we « y ~ 





B® Overall diameter 171% inches. For Holo- 
\ phane glass unit No. 1211. 
ay Cat. No. List Price Each 
2 ss 15007 ee bronze or oxidized ss 
; j ; ya anal I) 6 Rem OER WER EZ eee sete seer a eet 40.50 

Overall diameter 20 inches. Diameter ot 4 oN a 

canopy 814 inches. Length overall 15 inches. f if 

For No. 7344— 300 watt Holophane Fil- arn Fy! 

terlite. Holophane No. 2140 R. R. unit eli 

may be used also. aH 

Cat. No. List Price Each R yi ‘bag 

15006 Natural bronze or oxidized WP Dd 

PAC 1S Espen eet eee ee enna aan eee a $87.00 t 





wend 






7246 







Overall diameter 24 inches. 
Diameter of canopy 6 inches. 
Length overall 48 inches. For 
No. 7388 — 500 watt Holo- 
phane Filterlite. 









List 
Cat-No- Price Each 
15005 Natural bronze 
or oxidized fin- 
iShiet sis. eee $186.00 









Overall diameter 20 inches. Diameter of . . P 
canopy 6 inches. Length overall 48 inches. Diameter of: fixture 18 inches. Diameter 
For No. 7344 — 300 watt Holophane Filter- of canopy 6 inches. Length | overall 32 
fie ee No 2140 BR. /R. Unit. may also. be inches. For Holophane R. R. unit No. 2140. 
used. c ; Cat. No. List Price Each 
Cat. No. List Price Each 15015 Natural. bronze or oxidized 
15041 Nei bronze or oxidized iniShimee eee ee $76.50 

PESSIN Wes ncercscsene en danse uctecttnsennacteees 93.00 


f 125 


GENERAL ELECTRIC SUPPLY CORPORATION 


Murlin 


_ Round _ lantern 


16-inch diameter by 31 


inches high. Canopy 5-inch diameter. 
Length overall 52 inches. Six light cluster 
in lantern. Clear glass, wired. Finish nat- 
ural or oxidized bronze. 

Cat. No. List Price Each 
15001 $255.00 
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Ornamental Lighting 


For Public Buildings, Etc. 
Many Stock Designs 


Are Available 





Pocket light wall plate 714 
inches x 15% inches, exten- 
sion overall 4 inches. Glass 
and finish same as No. 15029. 
Cat. No. List Price Each 
15030 $40.50 
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CAPR AAR © eR Ree f noes cme 


Tene 





Diameter at bottom 25 inches. Diameter at 
top 1114 inches. Length of fixture 42 inches. 
Length overall 84 inches. With opal glass 
— wired. Finish natural or oxidized bronze, 
or yellow brass. 


Cat. No. 
15029 


List Price Each 
$300.00 











Lighting for Public Buildings 


Murlin Church Lighting 


2 Minimum Glare and Maximum Efficiency through proper control of light. In most 
in cases the efficiency can be doubled or more with the same wattage as now in use by 
hy proper engineering. 
ae ie : No. 15096-K 
Pig y 4 Hexagonal 
‘ 4 _ Cage 18 inches by 28 
4. I inches. 
ee see 4 Holophane Reflector for 
poetic 200, 300 or 500 watt 
j a 4 lamps. 
j { 5 Liste Prices $117.00 


Same cage with single 
mogul socket. 


3 Tist. Price Aer tecececenaet $87.00 













No. 15096 Hexagonal 
Cage 16 inches by 254% 
inches 

Holophane reflector for 
200 or 300 watt lamp. 


TeistsPFicemsess ee $99.00 


Same cage with single 
mogul socket. 


Tiste brices.ce ee $66.00 
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No. 15096 


f ‘ 
ie ng 

















No. 15096-D 


Wall pocket 9 by 18 in- 
ches, depth 4 inches. 

Wired with (1) or (2) 
medium sockets. 


iste GiC@ maanenes-eeeseeee $24.00 


ig 





SiS REE NEM NTI 


No. 15096-J 
Ceiling light 10 inches across points, 
5 inches deep. Wired (1) light. 
TetS tes EIC Ga seeee soreness aeesoaceeneee ee tiates $18.00 
No. 15096-F 
10 inches across points, No. 15096-C 


16 inches long. Wired Ceiling light 16 inches across, points 


(1) light. 6 inches deep. Wired (4) lights. 
List Price: scvecs-cacecesqss- $36.00 List)? Price tos acco sepceceaseateenstcnsswetereess $33.00 
No. 15096-G No. 15096-M 


7 inches across points, 
13 inches long. 


Vist Price gees eeccospes $24.00 


Ceiling light 18 inches across, points 
8 inches deep. Wired (4) lights. 


Tet St 8 PIC Orie reece es eatmesnkn Sar cainrenaray ss $39.00 


Glass: Amber Moss Frosted. 
Material: Cast and Wrought Iron. 
Finish: Rusty Iron or Swedish Iron. 
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GENERAL ELECTRIC SUPPLY CORPORATION 


Murlin Church Lighting 






A Wide Range of Designs are Available. Designs and Lighting 
Engineering Suggestions will be Submitted on Request. 
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i No. 15044-D ‘a 
8} : | Wall pocket 9 in- 4) 
q) A | i ches by 16 inches. ps 
Sf / Pp Depth 4 inches. ee 
Lt ( i : For (1) or (2) me- y 
if, ) dium sockets. : 
} ( | Etste Pricest=. f 
us Leoiemeed Web bent 1S e e. 


Diagram shows arrangement 
of reflector and auxiliary light- 
ing used with 500 watt in 
15044 and with 200 or 300 
watt reflector in 15044-E. 


No. 15044—Cage 16 inches by 
28 inches, with reflector. 


[Ste PLiCe wt megerrs neat $264.00 
No. 15044-E—Cage 12 inches 
by 24 inches, with reflector. 

IStSt Prices sere cee eee: $135.00 









NTA de ntonanct aA ER et CR 


Oe, 
NOES re 
ee ae 
ROSE casnenannannrccst onioehonnoune 


* 





romamegnael alt, A hy hy, 


No. 15044-A 





j 
f _ 12 inches across points, 24 
i inches long. Wired (1) light. 
List, Prige te 22 aeraeee $90.00 
: No. 15044-J 
} Ceiling light 10 inches across No. 15044-F 
points, 5 inches deep. Wired (1) _ 10 inches across points, 18 
light. inches long. Wired (1) light. 
List Pritec oe ee $36.00 List $Price oy. ee $60.00 
3 No. 15044-H No. 15044-G 
" Ceiling light 12 inches across 7 inches across points, 12 
( points, 6 inches deep. Wired (2) inches long. Wired (1) light. 
iy lights. List SPEICey fenton ee $39.00 
U/ RASEAPTiCei.-...-n 7 eee $42.00 
No. 15044 No. 15044-C 
Glass: Amber Moss Frosted. Ceiling light 16 inches across 
Material: Bronze, minimum thickness 1% in- points, 8 inches deep. Wired (4) 
ches and Wrought Iron. lights. 
Finish: Old Bronze and Swedish Iron. List) PReGe et ce ee $60.00 
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Century Stage Lighting 


Century Lighting, Inc. 


Listed by Underwriters’ Laboratories 


CENTURY CONCEALED DISAPPEARING 
FOOTLIGHTS 







Semi Open 
Trough Type 


Individual Reflector Type 


All Century Footlights are Listed by Underwriters’ 
Laboratories 


1. Constructed in standard 5 ft. sections. 
2. Wood trims of hard oak or kiln dried maple (choice) .* 


3. Mercury “on and off’’ switches insure connections and 
disconnections with automatic opening and closing of 
footlights. 


4. Splice box for feed cables with three Tyrex leads en- 
able immediate wiring. 

5. Positive locking device to insure rigid position of 
footlight when closed. 


Cat. List 
No. Description Outlets Wattage Price 
811 Semi-open trough with non-fade white 

reflecting surface. Single row............... 15 25-100 $50.00 
813 Same as above. Double row................. 30 25-100 80.00 


812 Compartment type; non-fade white re- 

flectors; single row. Furnished with 

12 metal gelatine medium frames.......... 12 25-100 55.00 
819 Individual Reflector type. Aluminum 

spun matte finish. Furnished with 

heat resisting glass roundels of red, 


clear and blue. Single row.................... 12 25-60 65.00 
822 Same as 819. With chromium plated 
FEHEGEOLS We SIN RIC, LOW irccr ceca aet a —encercte ence 12 25-60 78.00 


820 Individual Aluminum spun matte fin- 
ish reflector type. Heat resisting col- 
ored roundels, large size. Single row 9 75-100 65.00 


821 Same as 820. With chromium plated 


PEHECLOLS oy «SIN S1 CLOW esnenccennncenanee nen cen nso 9 75-100 78.00 
830 Same as 819. With ‘‘Alzak’’ processed 

aluminum reflectors. Single row.........- 12 25-60 75.00 
831 Same as 820. With ‘‘Alzak’’ processed 

aluminum reflectors. Single row.......... 9 75-100 80.00 


*Motor driven automatic opening and closing devices of wood 
trims available at additional costs. 


CENTURY STAGE FLOOR 
AND WALL POCKETS 





FLUSH FLOOR TYPE 


Cat. List 
No. A B (e D E Description Price 
3091 11% 6% 9% O% 5% 1 way and plug $10.00 
3092 11 ei 95 59% | Ove 75 2 way and plug 16.00 
3093 11% 12 8% Os 10% 3 way and plug 21.00 
3094 11% 14% 9% 9% 13%5 4 way and plug 28.00 


Pilot lights furnished at extra cost. 


FLUSH WALL TYPE (iron Plate Facing) 





No. Description 

3101 ABW Syme WiC D1 U0 oes access mers ce ev ceten re ch ccncadestetnesseasencce 
3102 2 way with plugs ae 
3103 3 way with plugs. 

3104 4 way with plugs 


OPEN TROUGH TYPE FOOTLIGHTS 


\ 
pnt 7 \\ 
i Say \ \) \ \ 
% | y \ 
\ \ S 





800 








823 


Standard and special designs. Various types of reflec- 
tors to meet individual requirements. Constructed in 
lengths and wired in color circuits as specified. Splice 
box and cable leads furnished. Blue prints available with 
all orders. 


Continuous Reflector Stripping for Colored Lamps 
3, 4, 6-inch Outlet Centers 


ne Heaeens ers List Bes 
. i iption attage 

800 eae! Row. Non-fade white reflecting Sag ae 

sur ACO Te cnscesevescenesnocetecetcter ee me ene ee 25-100 $3.10 
801 Single Row. Continuous aluminum re- 

HEGEOT ERS tLIDD Ig 6 sae 25-100 4.35 
802 Single Row. Continuous chromium re- 

flectotesttipping sie a ee 25-100 5.65 
803 Single Row. Continuous rhodium reflec- 

COL (StripP1N giant carctssactecotheeesecete eee 25-100 7.50 


6-inch Outlet Centers 

806 Compartment Type. White reflecting 

surfaces. Furnished with set of metal 

frames for gelatine mediums. Single Row 25-100 6.00 
808 Individual aluminum spun matte finish 

reflector type. Furnished with heat re- 

sisting colored glass roundels of red, 

clear and blue. Single RoW........--:-ssces-e-. 75-150 8.50 
809 Same as 808. With chromium plated re- 

flectors and heat resisting roundels. 

Single PR OW 9 ccsteetac ce tienes eee ee 75-150 8.50 
810 Same as 808. With ‘‘Alzak’’ processed 

aluminum reflectors and heat resisting 

glass roundels. Single ROW.....c:..---ssee+ 75-150 9.00 
823 Double Row. Individual copper back 

chromium plated reflectors with heat re- 

Sistine) glasses LOUNGE! Susser memeenseeene ee 75-150 16.00 
824 Double Row. Same as 823. With 

“‘Alzak’” processed aluminum reflectors 

and heat resisting glass roundels.............. 75-150 18.00 


Other colored glass available. 





To project reading matter or design in clear or col- 
ored light on sidewalk or screen. Can be arranged to 
flash “‘on” and “off”. 

Cat. No. Description List Price 
2931 Black enameled hood; wired to receive 250 or 400 

watt Stereopticon bulb; universal flange; 8 ft. cord, 

Pod Ge Yd ent enter ee a ae pe Mere ne ene oad $14.00 
2932 Picture lighting spotlight. To light accurately to the 

edge of a picture or other decorative design. Employing 

a concentrated 75 watt lamp; framing shutters for 

shaping the beam, and an adjustable lens assembly for 

varying the spread. This unit is recommended from 

2 ft. to 20 ft. Within this range it can be sharply 

focused from a pin spot to a maximum spread of 

81 ft. at 20 ft. All aluminum body; black crackle 

finish; wired to receive a 75 watt G16¥% lamp; yoke 

and base; 8 ft. cord. Dimensions 8% in. in length, 

De As WEAE Gis7 Wp Lhe) D112 Bh neasaraseseoscdecopneeslicaucnescorsasecaseaaspocceaans $22.00 


Stencils with Specified Reading Matter or Design: Extra. 
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Century Lighting, Inc. 


Inspected by Underwriters’ Laboratories. 


CENTURY BORDER LIGHTS 





Individual 
Reflector Design ‘4 


Semi Open 


_— {ov ———- 


Compartment Type Non-Fade 


, : A Continuous 
White Paint Reflector Design 


Standard and Special Designs—Made in lengths and 
color circuits as specified. Borderlights include chain 
hangers, scenery guards and splice boxes for feed cables. 


Semi-Open Trough Continuous Reflector Stripping 


Wired 3, 4 or 6-inch on centers to receive 25 to 100 
watts per outlet. 


Cat. No. Type Reflector Strip List Price per Ft. 
400 Non-fade white or aluminum paint.............. $3.10 
401 Mattesanishwaluminumesttip-.ecessen. eee re 4.25 
402 Ghromiume stir ppitl cereeseeee-tecrese etree eee 5.65 
403 RD OdiUMESEit pp pin Cum nent memettteette see eee 7.50 


Compartment Type—Permanent White or Aluminum 
Paint Reflectors 
Furnished with set of metal color medium holders in- 
terchangeable with gelatine or glass roundels. 


List Price 
Cat. No. Outlet Centers Outlet Wattage per Foot 
40614 ¥/ 100-150 $5.00 
406 Sl Ogre 200 5.00 
407 128 300-500 8.00 


New “Alzak” Process—Aluminum Spun Reflector Type 
Latest development of high efficient metal reflectors. 

Features include: 
1. Constant efficiency between 82% and 85%. 
2. Resists marking by handling. 

. Withstands corrosive conditions, i.e., weather ex- 
posure. 

4. Smooth glassy surface which does not collect dirt— 
readily cleaned with soap and water. 

5. Non-breakable—non-tarnishable. 

Heat resisting glass roundels included in price. 

No bulbs included. 


Specify: “Alzak Specular Beam’ for Concentrated Light, 
“Alzak Diffuse Beam” for Spread Light 


Ww 


List Price 
Cat. No. Outlet Centers Outlet Wattage per Foot 
410 4” 6" 50-100 $8.00 
411 On 100-150 8.00 
413 Siew (eel Ome 200 9.00 
414 L2% 300-500 10.00 


Copper—Brass Back Chromium Plated Reflector Type 
Specular Beam 
Heat resisting glass roundels with patented foolproof 
holder included in price. No bulbs included. 


List Price 
Cat. No. Outlet Centers Outlet Wattage per Foot 
423 6” 100-150 $8.00 
424 825107 2e 200 9.00 
425 123 300-500 10.00 


Copper—Brass Back Rhodium Plated Reflector Type 


Specular Beam List Price 
Cat. No. Outlet Centers Outlet Wattage per Foot 
429 t 50-100 $14.00 
430 6” 100-150 16.00 
431 das COG Let 200 20.00 
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Trough Type 
Reflecting Strips 


FLOODLIGHTS 





1400 





1350 1302 





Purpose: Short and Long Range — Wide Spread Dif- 
fused Illumination. 


No. 1300—Stand type; 20 gauge galvanized iron hous- 
ing; 2 coats black outside; spun aluminum reflector; teles- 
copic stand adjustable from 4 to 7 ft.; wired to receive 500 
watt PS lamp; hood opening 14x14! in.; furnished with 
25 ft. No. 14 cable; full 15 ampere connector; hinged door 
andimetalicolortrameweL ists btl Coss ess snes $36.00 


No. 1302—500/1000 watt ellipsoidal floodlight; 14 in. 
diameter matte aluminum reflector; hanging type with 
yoke and clamp; color frame arrangement with 16x16 
color frame; 2 ft. asbestos lead. List Price................ $20.00 


No. 1350—Stand type; 20 gauge galvanized iron hous- 
ing; 2 coats black outside; spun aluminum reflector; teles- 
copic stand adjustable from 4 to 7 ft.; wired to receive 
1000 to 1500 watt PS lamp; hood opening 16x16 in.; fur- 
nished with 25 ft. No. 14 cable; full 15 ampere connector; 
metal color frameselLists Prices)... nee et $40.00 


No. 1400 — Hanging type; 20 gauge galvanized iron 
housing; 2 coats black outside; 1 coat permanent white 
inside; chain hangers; wired to receive 500 watt PS lamp; 
hood opening 1214x1214 in.; furnished with 60 ft. No. 14 
cable; full 15 ampere connector. List Price.............. $16.50 


No. 1450—Stand type; 20 gauge galvanized iron hous- 
ing; 2 coats black outside; 1 coat permanent white inside; 
telescopic stand adjustable from 4 to 7 ft.; wired to receive 
1000 to 1500 watt PS lamp; hood opening 18x18 in.; fur- 
nished with 25 ft. No. 14 cable; full 15 ampere connector. 
Lists Price: aoc. scavatese ee eas tee ce eee $24.00 


No. 1451 — Hanging type; 20 gauge galvanized iron 
housing; 2 coats black outside; 1 coat permanent white in- 
side; chain hangers; wired to receive 1000 to 1500 watt PS 
lamp; hood opening 18x18 in.; furnished with 60 ft. No. 
14 cable; full 15 ampere connector. List Price........ $18.00 


No. 2927—Wizardlite. Hood constructed of spun alum- 
inum with matte finish reflector; crackle finish black out- 
side; wired with medium base socket to accommodate 250 
to 400 watt G 30 lamp or 500 watt T-20 lamp; hood open- 
ing 8 in. diameter; furnished with 2 ft. rubber cord and 
rubber moulded plug and color frame. List Price......$7.50 

















Century Stage Lighting 


Century Lighting, Inc. 





1000-2000 Watt—8” Lens 
Catalog No. 1560 


100-500 Watt—6” Lens 
Catalog No. 1591 


100-500 Watt—8” Lens 
Catalog No. 1575 


LEK OLIT ES — Precision Instruments 


Patents Pending 


1. SHAPERS. Built-in horizontal, yertical and circular shutters 6. CURRENT: 


enable: 
a. Instantaneous shaping light beam to any conceivable pattern. 
b. Pin spot projection without filament image or full floodlight 


a. Equally effective on alternating or direct current. Instru- 


ments receive standard stock size incandescent lamps. 


\ Beas 7. ECONOMY: 
Rt es ston. a. Light output approximates four times the amount received 
2. REFLECTORS: from equal wattages of other spotlight instruments. 
a. Lekodium processed metal reflectors: a tried and scientifically 8. APPLICATIONS: 


proven electrolytic deposit reflector that is guaranteed against 
breakage and severe heat and weather conditions. It has a 
constant coefficient of reflection equal to 75 per cent. It 
emits a brilliant white light. 

b. Ellipsoidal shaped reflectors: By virtue of its shape, it col- 
lects a maximum of light rays. 


3. LENSES: 
a. Superior quality clear lenses insure truer projection of color 
mediums than heretofore attained. Wi 
b. Elimination of breakage obtained by heat-resisting lenses. 


Moving picture studio, theatre; balcony, booth, beam loca- 
tions: still photographic; long range and close-up: dance 
floors: night clubs: small theatres. Outdoor precision flood- 
lighting. 


TE PAYS FORSLISEEE 


A 500 Watt Lekolite is equal, in Lumen output, to a 2000 
Watt Standard Conventional Spotlight 


COMPARATIVE INITIAL COSTS 


c. Lens adjustment. Accurately positioned in quickly remov- en ae 
able mounts, the focal lengths of the lenses enable varying Spot aye Sauna 
sizes of the light beam spread. It is therefore possible to L ; SaeA 2€KC ‘ s 
accomplish an effect of either a spot or flood light without Se GaP E ME eek ee $49 507 940-00, 9.8 29:50 
Mp ee EO Mo a 200 SEI rss) sige ssc eta ee 14.00 6.50 7.50 
4. ADJUSTMENTS: 3. Initial Cost of a Non- 
a. Ease in operation is assured because all adjustments are Interlocking Dimmer ........ 33.50 12.58 20.92 


conveniently located on outside of instrument. The hood 









































is mounted in a complete yoke and is self-balancing at any ete. Ws $37.92 
position. Tripod castered stand enables easy movement of ’ OPERATION COST FOR FIRST 1000 HOURS 
instrument and telescopic pipe permits height adjustments 4. Current Cost, Approximated 
from 5 to 8 ft. Malleable iron eye-hook permits studio to be 2c Per K. W. Hour 40.00 10.00 30.00 
hanging; adjustable clamp grips up to 2” pipe. 5. Lamp Replacement 
(Sic Times) gseeeetavsceeeeee cease 70.00 32.50 37.50 
5. COLOR HOLDERS: z 
a. Two sliding channels are located in front; grooved for tus J : 67.50 
metal color frames. TOTAL SAVINGS in favor of Lekolites $105.42 
| |__ CATALOG NOS. | ie 
CONTROLS | WATTAGE | LENS SYSTEM | METHOD OF MOUNTING | PRICE 
= 6” Dia. 8” Dia. fer to. Wie 
a 2% 7 100 to 500 | 1592 . a ee Yoke with One of the Following: | $ 50.00 
100 to 500 RRS tel a 1572 9” Base; Pipe Clamp or Flange | 60.00 
Built-in Iris Shutter. 1000 to 2000 hottest 1564 | Telescopic (4 to 7 ft.) Stand 135.00 
1000 to 2000s 1569/0 | _ with 18” Diameter Iron Base J 130.00 
< oe ~ 100to 500 | 1590 < eeee ip | 40.00 
Template Forms: 100 to 500 ices Shea, Paani 1573 ; i | 50.00 
3 Circular Shutters, 1000 to 2000 Tae -whowe casey: 1563 Yoke with One of the Following: | | 115.00 
1 Four Way Shutter. 1000 to 2000. |_| (1559 | Soto: 9” Base; Pipe Clamp or Flange _ 110.00 
ri : 100to 500 | 1595 80.00 
Built-in Iris independently operated with built-in vertical 100 to 500 Sienna 1574 : td | 90.00 
and horizontal shutters operated in pairs. Gate ar- 1000 to 2000 ata ne 1560 Tripod Telescopic (5 to 8 ft.) 175.00 
ranged for rapid swivel for oblique shaping. 1000't0'2000. | 15677 fe Stand with Rubber Casters _{ |_170.00 
= a ~ 100 to 500 1591 | 50.00 
Four built-in independently operated vertical and hori- 100 to 500 : : 60.00 
zontal shutters with swivel device for oblique shaping | 1000 to 2000 te ots bo owe te Yoke with One of Following: | 135.00 
of beam. 1000 to 2000 ie 1566 — 2 9” Base; Pipe Clamp or Flange | Pas 00 
ows j a. ia Sie Seon = i BELER ay | 60.00 
Built-in independently operated Iris and 4 built-in inde- 100 to 500 te ; > 70.00 
pendently operated vertical and horizontal shutters 1000 to 2000 eae Zara Tripod Telescopic (5 to 8 ft.) 155.00 
with swivel for oblique-circular-rectangular shaping 1000 to 2000 1568 | | Stand with Rubber Casters 150.00 
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Century Lighting, Inc. 





INCANDESCENT 
SPOTLIGHTS 
(INDOOR USE) 


= 
i 





1205 


600 






1200 1008 


Purpose: Concentrated Spotlight Work at Distances 
from 25 to 100 Feet. 

1. Operate on alterating or direct current. 

2. Control can be at instrument or remotely located 
switchboard. 

3. Intensity controlled by a rheostat of equal wattage. 

4. Wired with standard sockets to receive regular G.E. 
bulbs. 

5. Color changing accessories (hand operated or motor 
driven) may be easily attached to instruments. 

6. All units designed for general and specific purposes. 
(See below.) 

7. Universal brackets, clamps, bases and_ telescopic 
standards permit any method of mounting. 

All stand lamps equipped with 25 ft. cable, full con- 
nector. 

All hanging lamps equipped with 60 ft. cable, full con- 
nector. 

Nos. 906 and 1008 with asbestos leads only. 

Nos. 1200 and 1203 with 8 ft. cord and screw plug. 


Lens Hood 
Cat. Diameter Length List 
No. Wattage Inches Type Inches Price 
a Le 
Mogul Screw 
600 500 to 1500 6 Stand 1544 $42.50 
601 500 to 1500 6 Hanging 1514, 42.00 
700 500 to 1500 8 Stand 1844 45.00 
701 500 to 1500 8 Hanging 18, 44.50 
900 1000 to 2000 6 Stand 17% 44.50 
901 1000 to 2000 6 Hanging 17% 44.00 
906 500 to 2000 6 9” Base or Clamp 174%, 33.00 
1000 1000 to 2000 8 Stand 201 50.00 
1001 1000 to 2000 8 Hanging 20l4 49.50 
1008 500 to 2000 8 9” Base or Clamp 204 38.00 
Medium Screw 
1100 250 to 400 4, Stand 13 28.00 
1101 250 to 400 4, Hanging 13 27.50 
1200 250 to 400 5 Base 93% 14.50 
1201 250 to 400 5 Hanging 938 22.00 
1203 250 to 400 4 Base 6Y 7.50 
1205 250 to 400 5 Stand 934 22.50 
—$— $$ SOY 


Prefocussing Base in 250 and 400 Watt: add $3.00 list. 
Prefocussing Base in 1000-1500-2000 Watt: add $5.00 list. 
Use: Bi-Plane Filament G-E Bulbs for best results. 
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COLOR CHANGING DEVICES 
Hand Operated and Motor Driven 


These accessories are constructed with standard mount- 


ings for ready attachment to spotlights. 





2000 


Cat. No. List Price 
2000 Hand operated color wheel—S openings, to 
fit either 4, 414, 5 or 6 in. lens spotlights 
(state which) (6 openings: $2.50 list extra)....$5.00 


2005 Hand operated color wheel—5 openings, to 
fit either 8 in. lens spotlight or Lekolites 
(6. openings ®. $3.50" list extra) 2.2. econ 11.00 


2026 Hand operated color boomerang, 6 color 
holders with extension arms for rapid color 
change, to fit either 4, 414, 5 or 6 in. lens 


Description 


spotlights (state which) "4.44-1-n-wedenesspaem 18.00 
2028 Same as No. 2026, except to fit 8 in. lens 

SpOthr gehts Seeteserencct.sceasedered secs eottesee eeeccesvaetco meine: 22.00 
2029 Same as No. 2026, except to fit 8 in. lens 

Lekolites” (see? page. 031) ay. ccteee eee 35.00 
2006 Motor driven color wheel—5 openings. To 

fit either 4, 414, 5 or 6 in. lens spotlight...... 50.00 
2008 Motor driven color wheel—5 openings. To 

fit; 8: in. slens:spotlightsnctn. ctor 75.00 


Color wheels to fit floodlights to order. 





2120 Revolving mirror color shower; self con- 
tained AC or DC motor—30 in. diameter; 


16:in; height?! wt 47: lbs.s.co0 aoe eee $200.00 
2130 Same as No. 2120: 36 in. diameter; 24 in. 
heights wt.) 54. 1bs.2) gsi tenner eee 250.00 


2143 Same as No. 2120: 40 in. diameter; 24 in. 
height#« wt, 60 “Iibs.c::5.8acter ee eee 300.00 


OTHER SPECIALTIES 


Music Stands Gelatines 

Exit Boxes Projected effects 
Dimmers Plug Boxes 

Connectors Portable Dimmer Boards 
Plugs Carbons 


Sound on Record Effects 











Emeralite Desk Lamps 


Emeralite Desk Lamps 


Have These Original and Exclusive Features 


New Type, Lift-Off Reflec- 
tors are carefully made of 
finest quality Emerald Green, 
Russet Brown or Opaque Black 
glass, lined with pure white 
opal glass fused into one piece 
and specially annealed to with- 
stand temperature changes. 
They have no holes or perfo- 
rations, are instantly detached 
for‘cleaning, without tools, and excell all others for dura- 
bility of reflecting surface, ease of maintenance, satisfac- 
tory service, finish and appearance. 

Choice of Three Colors and two finishes facilitates selec- 
tion of color and effect most suitable for any location. 
Made in two sizes: 10 inches long for two 40 watt type 
A Mazpa lamps, and 12 inches long for two 60 watt type 
A Mazpa lamps, which furnish light intensities that equal 
or exceed approved specifications. All are interchangeable. 

New Type Holder slips on the back of reflector holding 
it securely without clamps, and is mounted upon a forged 
brass joint which has no wing nut and may be easily ad- 
justed with one hand. Two practical features original with 
Emeralite. All wiring is concealed and protected from 





Emeralite Twin Socket is 
made of heavy glazed porce- 
lain, designed to position 
lamps correctly for maximum 
efficiency and will last indefi- 
nitely. Light is controlled by a 
durable base switch. 

Emeralite Daylite Screen is 

D of special diffusing glass that 
changes ordinary electric light into eye-saving daylite of 
correct intensity and quality suitable for eyes. This origi- 
nal feature is furnished as standard equipment. The screen 
has a new mounting attached to holder which permits 
instant removal for cleaning. 

Emeralite Bases are substantially made of non-corrosive 
metal in artistic designs and finishes to harmonize with 
modern furniture. Combined with the reflectors, they 
offer the purchaser a lighting service of enduring satis- 
faction that assures the economy derived from standard- 
ized equipment and the increased efficiency from better 
eye-comfort with a light correct in quality and quantity. 
Emeralite has urged the use of better light for better 
sight for more than 25 years. 

The new models represent a practical and pleasing com- 
bination of essentials approved for the best selection of 





injury by heat or abrasion. 





With 10 In. Shade 

(For 2-40 watt lamps) 
0890/8750—Black Opaque 
0890/8752—Green Plain ............ 
0890/8753—Green Brocade 
0890/8754—Russet Brown Plain........ 16.25 
0890/8755—Russet Brown Brocade.. 17.50 


With 12 In. Shade 

(For 2-60 watt lamps) 

0890/9750—Black Opaque ......... ...$19.75 

0890/9752—Green Plain . -- 19.75 

0890/9753—Green Brocade ................ 21.75 

0890/9754—Russet Brown Plain........ 19.75 

0890/9755—Russet Brown Brocade.. 21.75 
Diam. of base 7 in. Height 18 in. 
Standard Finish: Flemish Bronze. 


Each 











B-8752 2-40 WATT 
B-9752 2-60 WATT 





suitable lighting equipment. 


A SUGGESTION 


Authorities today recommend for 
interior illumination, moderate in- 
tensity for general lighting and units 
of greater intensity for reading, writ- 
ing or working. 


The New Twin Socket Emeralites 
are therefore ideal for such uses. As 
will be noted from the Sight-Meter 
Test diagram below, using standard 
type A lamps with the Daylite screen, 
light intensities exceed the minimums 
of approved specifications, with a qual- 
ity most suitable for eyes. 


Quality and intensity of light are 
difficult to describe but can be very 
easily demonstrated by actual use. 


A Trial Installation of an Emeralite 
fitted with two 40- or 60-watt lamps 
will convince the most skeptical as the 
eyes instantly detect the difference be- 
tween ordinary artificial light and Day- 
lite which helps them see better and 
last longer. No User of Emeralite 
Ever Regretted Its Purchase or Tired 
of Its Service to Sight. 





With 10 In. Shade 
(For 2-40 watt lamps) 
0877/8750—Black Opaque 
0877/8752—Green Plain ....... 
0877/8753—Green Brocade 7 
0877/8754—Russet Brown Plain........ 14.00 
0877/8755—Russet Brown Brocade... 15.25 


With 12 In. Shade 

(For 2-60 watt lamps) 

0877/9750—Black Opaque .......... 

0877/9752—Green Plain _.... 

0877/9753—Green Brocade ................ 

0877/9754—Russet Brown Plain........ 17.50 

0877/9755—Russet Brown Brocade... 19.50 
Diam. of Base 7 in. Height 18 in. 
Standard Finish: Statuary Bronze. 









SIGHT METER TEST 


OF 


TWIN SOCKET EMERALITE WITH DAYLITE SCREEN 
REFLECTOR IN NORMAL HORIZONTAL POSITION 


DISTANCE FROM CENTER OF FIXTURE 


EMERALITE SIZE OF TYPE “A Zane ae ae 
NO. REFLECTOR LAMPS USED CANOLES CANDLES CANDLES 

16 

22 
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Emeralite Desk Lamps 


For Twin Socket and Daylite Screen 


With 9 In. Shade 
(For 1-60 watt lamp) 
Each 





B.8734—Green Plain —_..... eee So 00 
B.1609—Black Opaque —........-..... 13.00 
With 10 In. Shade 
(For 2-40 watt lamps) 

Each 
B.8750—Black Opaque —................... $14.00 
B.8752—Green Plain —_..... apse * 14.00 
B.8753—Green Brocade —_................. 15.25 
B.8754—Russet Brown Plain... 14.00 
B.8755—Russet Brown Brocade... 15.25 

With 12 In. Shade 
(For 2-60 watt lamps) 

Each 
B.9750—Black Opaque -...................... $17.50 
B.9752—Green Plain —_... _ 17.50 
B.9753—Green Brocade 19.50 
B.9754—Russet Brown Plain... 17.50 
B.9755—Russet Brown Brocade___... 19.50 


Base 7 in. square. Height 18 in. 
Standard Finish: Statuary Bronze. 





Each 
0899/1497—Green Brocade $19.50 
0899/1498—Brown Brocade _..........._ 24.50 
0899/1499—Brown Brocade, dec... 24.50 
0899/1610—Black Opaque -................. 19.50 
0899/1586—Brown Opaque —.......... 24.50 


Base 7 in. Diam. Height 18 in. 

Shade 134% x 61% x 4% in. for 2-40, 60 
or 100 watt lamps. 

Standard Finish: Flemish Bronze. 
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With 12 In. Shade 
(For 2-60 watt lamps) Each 


0861/9750—Black Opaque 
0861/9752—Green Plain __... 
0861/9753—Green Brocade 
0861/9754—Russet Brown Plain.._..... 20.00 
0861/9755—Russet Brown Brocade. 22.00 





With 10 In. Shade 
(For 2-40 watt lamps) 


Each 
0861/8750—Black Opaque —...... $16.50 
0861/8752—Green Plain —....... 16.50 
0861/8753—Green Brocade —...._.. 17.75 
0861/8754—Russet Brown Plain... 16.50 


0861/8755—Russet Brown Brocade. 17.75 
Base 734 In. Diam. Height 18 in. 
Standard Finish: Statuary Bronze. 





With 12 In. Shade 





(For 2-60 watt lamps/y Each 
0763/9750—Black Opaque —............. $27.50 
0763/9752—Green Plain F250 
0763/9753—Green Brocade —......... 29.50 
0763/9754—Russet Brown Plain... 27.50 
0763/9755—Russet Brown Brocade... 29.50 

With 10 In. Shade 

(For 2-40 watt lamps) 

Each 
0763/8750—Black Opaque _... Se $24.00 
0763/8752—Green Plain —_.._........... 24.00 
0763/8753—Green Brocade —... 25.25 
0763/8754—Russet Brown Plain... 24.00 


0763/8755—Russet Brown Brocade. 25.25 
Complete with Wahl Pen. 
Base 7 in. square. Height 18 in. 
Standard Finish: Statuary Bronze. 
If without pen deduct $7.50 from list. 





With 10 In. Shade 


(For 2-40 watt lamps) Each 
X.8750—Black Opaque Pe PLD 
&..8%07—GreensLiain eee 17.50 
X.8753—Green Brocade —............ 18.75 
X.8754—Russet Brown Plain... 17.50 
X.8755—Russet Brown Brocade... 18.75 





With 12 In. Shade 
(For 2-60 watt lamps) 


X.9750—Black Opaque —...........-.... $21.00 


X..9752—Green Plain —.. ee OO 
X.9753—Green Brocade _ 23.00 


X.9754—Russet Brown Plain... 21.00 
X..9755—Russet Brown Brocade... 23.00 
Base 7 in. diam. Height 18 in. 
Standard Finish: Statuary Bronze. 





With 10 In. Shade 





(For 2-40 watt lamps) Each 
B.G.8750—Black Opaque —_-.......... $17.00 
B.G.8752—Green Plain —.... lL O0 
B.G.8753—Green Brocade _...... .... 18.25 
B.G.8754—Russet Brown Plain... 17.00 


B.G.8755—Russet Brown Brocade... 18.25 


With 12 In. Shade 
(For 2-60 watt lamps) 






Each 
B.G.9750—Black Opaque —...... $20.50 
B.G.9752—Green Plain ...- 20.50 
B.G.9753—Green Brocade _.. wee 220 
B.G.9754—Russet Brown Plain... 20.50 


B.G.9755—Russet Brown Brocade... 22.50 


Base 7 in. square. Pedestal 15 in. high. 
Adjustable arm 10 in. to center of shade. 
Standard Finish: Statuary Bronze. 

Ideal for Organ Console or Desk. 





ee ee 











Emeralite Desk Lamps 


Emeralite Desk Lamps 


For Twin Socket and Daylite Screen 






With 10 In. Shade 






(For 2-40 watt lamps) Each 
T.W.8750—Black Opaque — $16.00 
T.W.8752—Green Plain ~.................... 16.00 
T.W.8753—Green Breecade ......... 2 dleieps 
T.W.8754—Russet Brown Plain... 16.00 


T.W.8755—Russet Brown Brocade _...17.25 

Clamp Base 2 in. square. Telescoping 
Arm 19 to 29 in. For Swinging Arm specify 
T.W.S. and add $1.00 to list price. Stand- 
ard Finish: Statuary Bronze. 





With 10 In. Shade 
(For 2-40 watt lamps) Each 
7.8750—Black Opaque __.....................$14.00 









G.8752—Green Plain .. 14.00 
x.8753—Green Brocade .................--..- 15.25 
G.8754—Russet Brown Plain... 14.00 
*.8755—Russet Brown Brocade_....... 15.25 
With 12 In. Shade 

(For 2-60 watt lamps) Each 
G.9750—Black Opaque _........... yee 2 $17.50 
G.9752—Green Plain —.....-. se WG ELD 
G.9753—Green Brocade ____.... oe, AED RSD) 
G.9754—Russet Brown Plain.. 2.00) 
G.9755—Russet Brown Brocade........ 19.50 


_ Base 7 in. square, Arm 71 in. between 
joint centers. Adjustable for height to 12 in, 
Max. Standard Finish: Statuary Bronze. 


0663 Pulpit 

Lamp 

Without Day- 
lite Screen 


Ideal for pulpit or reading desk. Metal 
shade has adjustable shutter which permits 
light to show only on book or manuscript. 
Height adjustable from 9 in. to 15 in. Tele- 
scoping arm mounted upon substantial joint. 
Base 2 in. square attached by four screws. 
For one 25 watt T10 or 60 watt, or smaller, 
type A lamp. Standard Finish: Statuary 
aire $13.00 each, Brushed Brass $12.00 
each. 









Sd Misc. SMdseee 30.. V 
g ESI 





With 10 In. Shade 


a 


(For 2-40 watt lamps) Each 
C.8750—Black Opaque ....................... 23.00 
C.8752—Green Plain 23.00 








C.8753—Green Brocade ___... See Os00 
C.8754—Russet Brown Plain 23.00 







C.8755—Russet Brown Brocade... 25.50 
With 12 In. Shade 
(For 2-60 watt lamps) Each 


C.9750—Black Opaque —...................... $30.00 
C.9752—Green Plain 30.00 
©.9753—Green Brocade 34.00 
€.9754—Russet Brown Plain........ _. 30.00 
C.9755—Russet Brown Brocade........ 34.00 
Base 7 in. square. Height 18% in. 
With two base switches for double desks. 
Standard Finish: Statuary Bronze. 






ye ~ 


. With 10 In. Shade 


(For 2-40 watt lamps) Each 
A.M.8750—Black Opaque .............. $14.00 
A.M.8752—Green Plain ..... . 14.00 
A.M.8753—Green Brocade -................. 15.25 
A.M.8754—Russet Brown Plain........ _ 14.00 


A.M.8755—Russet Brown Brocade... 15.25 

For adding and calculating machines. Ad- 
justable bracket clamps on square or round 
leg of stand. Shade has vertical and hori- 


zontal adjustment. Max. height 37 in. Ex- 
tension 13 in. to front of shade. Standard 
Finish: Black and Nickel. For arm_ with 


extension of 22 in. specify U.M. and add 
$1.00 to list price. 

IXTRA DAYLITE SCREENS Each 
No. 8 for 10 in. shades, 81”x4” 
No. 9 for 12 in. shades, 101/”x4¥%4” ; 
Oe I a cing 1 Va ae rea ee Pty -50 





With 10 In, Shade 


(For 2-40 watt lamps) EKach 
T.S.8750—Black Opaque —...............$14.00 
T.S.8752—Green Plain __._.. he . 14.00 
T.S.8753—Green Brocade _........... 15.25 
T.S.8754—Russet Brown Plain _...... 14.00 
T.S.8755—Russet Brown Brocade... 15.25 


For Secretarial Desk. Arm mounted on 
Bracket screwed to side of desk. Turns 
Right or Left. Height adjustable to 24 in. 
Maximum extension 21 in. to front of reflec- 
tor. 





With 10 In. Shade 


(For 2-40 watt lamps) Each 
E.M.8750—Black Opaque .................- $16.00 


E.M.8752—Green Plain —_....... 16.00 





E.M.8753—Green Brocade 17.25 
E.M.8754—Russet Brown Plain........ 16.00 
E.M.8755—Russet Brown Brocade... 17.25 


For Elliott Fisher machines numbered 80,- 
000 and up. Arm mounted on special clamp 
that fastens to right end of rear guard rail. 
Standard Finish: Black and Nickel. 


EXTRA SHADES Hach 
0876—214”" x 8” Green Zebra................$2.00 
$734— -9” Green, Plain 222.205 ereeeeseees 3.00 
1435— 9” Green Brocade .................... 4.00 
8750—10” Black Opaque ................-..--- 3.50 
8'752—10" Green | Plain: coiccicccc-p renee 3.50 
8753—10” Green Brocade ...................- 4.75 
8754—10” Russet Brown Plain............ 3.50 
8755—10” Russet Brown Brocade... 4.75 
9750—12” Black Opaque ... se . 7.00 
9752—12” Green Plain ...... : 7.00 
9753—12” Green Brocade 9.00 


9754—12” Russet Brown Plain... 7.00 
9755—12” Russet Brown Brocade...... 
2095—12” Brown Brocade .............. 10.00 
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Emeralite and Mefcolite Lamps 






Base 714 in. diam. Height 
2014 in. 

Has Daylite Screen at- 
tached to shade. For 100 
watt and smaller lamps. An 
excellent lamp for reading 
rooms and study. Standard 
Finish: Statuary Bronze. 


0876/7362—Green Zebra ..........---.....---- 
0876/1584—Brown Opaque .. ne 
0876/1603—Black Opaque 





With 10 In, Shade 





Bach 
W.8750—Black Opaque ......................$11.00 
W.8752—Green Plain ..... 
W.8753—Green Brocade 
W.8754—Russet Brown Plain_........... 11.00 
W.8755—Russet Brown Brocade........ 12.25 


Attached to wall or shelf by crowfoot. 
Furnished to order with hickey or cover 
plate 234 x 41% in. for Gem box. Canopy 3 
in. diam. Extension 9 in. Standard Finish: 
Statuary Bronze. (Brushed Brass $1.00 less 
list.) Specify mounting and finish. 







With 10 In. Shade 


Bach 
Y.8750—Black Opaque .......................... $9.00 
Y.8752—Green Plain -...................... .... 9.00 





Y.8754—Russet Brown Plain 9.00 

For use with fixtures of special design. 
Furnished complete with holder, twin socket, 
shade and daylite screen. Ball joint tapped 
Y in. x 27 in. Finish: 
Statuary Bronze. 
Brushed Brass or un- 
finished deduct $0.50 
from list. 






With 10 In. Shade = 
Each 
T.8750—Black Opaque .....................--- $13.00 
T.8752—Green Plain .............. .. 13.00 
T.8753—Green Brocade ........ - 14.25 
T.8754—Russet Brown Plain 13.00 
T.8755—Russet Brown Brocade........ 14.25 

For Switch Boards, cabinets, etc. Base 214 
in. square attached by screws. Switch in 
arm behind shade. Extension 12 in. wired 
through end of arm or center of base and 
mounted on cover plate for Gem box. Stand- 
ard Finish: Statuary Bronze. (Brushed Brass 
$1.00 less list.) Specify mounting, wiring 
and extension, if desired longer than 12 in. 

Same fixture as T (illustrated above) 
mounted on vertical base 214 in. square for 
wall, shelf or hotel key desk. Height when 
used as upright fixture 10 in. extension as 
bracket 12 in. Prices, mounting, wiring and 
finish same as T. Orders should indicate 
type wanted. 
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0880/2095—No Daylite Screen...... $17.50 ea, 


Semi-Indirect study and reading lamp. 
Using 100 watt Type A lamp. Sight-Meter 
Test shows following foot-candles measured 
from center of base 6 in. 48; 12 in. 39; 18 
in. 25; 24 in. 15. Shade and reflector one 
piece of crystal glass lined with opal glass. 
Outside etched and tinted in Brown and Tan 
tones. Diam. shade 12 in. Height overall 
23 in. Height to bottom of shade 15% in. 
Shade lifts off for cleaning. Standard Finish: 
Statuary Bronze. 


EMERALITE REFLECTORS 
Green Glass, White Lined 






Cones 
No. Fitter Diam Depth Dozen 
$170 2% in. 10 in. Sls $17.40 
S64 2Y,4 in. 7 AD\s Sin. 10.80 


po 


Round Ribbed Half Shade 
S.5775 24 x 6% x 3% in. deep $27.00 


Oval Ribbed Half Shade 
$.0713 2144 x 5¥%x4x 3% in. deep $14.40 





Parabola Half Shade 

2% x 63% x 4 in. deep 
971522 a Plaine Greeny ne eee: 
$.1608 Plain Black Opaque 








Plain Oval Half Shade 
244 x 6 x 4¥%4 x 3¥% in. deep 
S$.0697: — Pisin’ .Green (ee ee $14.40 
5.0751) Piaigt Opal sa eee 6.50 






0700 
Without Daylite Screen 


Brass weighted and felted base 514 in. 
diam. 7 x 3 in. deep. Brass Parabolic re- 
flector 9 in. flexible arm, wired with 6 ft. 
rubber cord, plug and push socket. Brushed 
Brass $4.50 ea. 






0714 
Without Daylite Screen 


Cast iron felted base. 12 in. flexible arm. 
Wired with 6 ft. rubber cord, plug and 
push socket. Bronze Finish $2.50 ea. 





0806/1611—Black Opaque .................. $ 9.50 
0806/2049—Green Brocade -............... 10.00 
0806/4054—Russet Brown Plain....... 9.50 


0806/4055—Russet Brown Brocade... 10.00 


Emeralite study or sewing lamp with day- 
lite screen. Base 5 in. diam. with switch. 
Standard Finishes: Statuary Bronze, Pewter 
or Colonial Brass. Height 16 in., shade tilts 
to any vertical angle. 


TE a a 











Sight Saving Lamps 


Faries “Sight Saving” Lamps 


“THE GUARDSMAN” 


GUARDS against eye strain and fatigue — sight saving. 


GUARDS against glare and direct light — eye conserving. 


AN ATTRACTIVE — MODERN — EFFICIENT — Desk Lamp for Executive Office or Home Use 


No. 1575—Height 19 inches. Shade 14 
inches. 

Base 6 inches in diameter. 

Wired with switch, unbreakable plug 
and 9 foot cord. 


Finishes 
IN GEMANGIC eS BLONZE cece -seasencte ces eceeee $16.50 
Polished Chrome with Satin Cop- 
PeraSHad eRe eee een seceaee 16.50 
Polished Chrome with Cloister 
BronzeeShad eyes tora centre eae 16.50 


The Guardsman was developed as a desk lamp for executive 
office and home use. Art and beauty combined with efficiency. But 
principally a lamp that prevents giare and direct light from being 
reflected upon the reading or working area. A texture of light that 
will prevent eye strain and fatigue. 

The generally recognized authorities agree that the best quality of 
light is obtained by re-directing the rays from the light source to 
produce an indirect light on the desk, paper or book. Through the 
use of a specially designed reflector and a luminaire with a synthetic 
enameled reflecting surface this has been accomplished. 





Distance 
from Center 


58 Foot Candles 
25.7 Foot Candles 
12 Foot Candles 
6 Foot Candles 
2.9 Foot Candles 





BEST by TEST* 


*This lamp tested by Electrical Testing 
Laboratories. 


Light experts are further unanimous in their recommendation that 
the proper quantity of light necessary for ordinary visual tasks such 


4s reading and writing, measured from the center of a desk, table, 


or reading lamp, should be at least 30 foot candles at a distance 
of 1 foot, 20 foot candles at a distance of 114 feet, 10 foot candles 
at a distance of 2 feet, etc. 


From the figures shown above representing a bona fide test made 
by a recognized testing laboratory, all of these requirements have 
been passed by the Guardsman. Best by Test. 





THE GUARDSMAN Jr. 


A companion piece to the Guardsman — the Guardsman, Jr., an 
effective, efficient, decorative desk lamp. Built on the same funda- 
mental principle, along the same general lines as the Guardsman, 
but made to sell at a slightly lower price. 





No. 2206—Height 18 inches, shade 12 inches. Base 6 inches in 
eee Wired with switch, unbreakable plug and 9 foot rubber 
cord. 


Finishes : 
De Petgaal Tate REHM Shea y fon ga Stee Be il ne NS A Baie are ere ere 


Polished Chrome with Satin Copper Shade...... 
Polished Chrome with Cloister Bronze Shade 





THE GUARDSMAN CLAMP 


The Guardsman Clamp, an ideal type of desk clamp lamp for one 
who prefers a more decorative Hes of desk clamp lamp than has 
yet been offered. Designed for the better type of offices where the 
entire working area of the desk must be kept clear. Swings either 
is or right and arm can be turned in, so as to take up a minimum 
of room. 





€ al 


No. 2207—For mounting to desk or counter, 14/4 to 2 inches thick. 
Adjustable clamp. Arm extension 22 inches from center of lamp to 
clamp. 

Bottom of lamp 54 inches from desk. 

Shade, same style as No. 1575. 

Switch in handy position at base of lamp. 


Finish ce Norm andiey B10 012 ak cece ese ate aammener nee eaten cee $16.50 
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Faries Natural Light Lamps 





A New 
Study Desk 
Clamp Lamp 


An 

All Purpose 
Auxiliary 
Lamp 


























Height: 18 inches bottom of shade to working 
area. 

Horizontal Extension: From 16¥ inches to 24¥2 
inches from mounting point to center of lamp. 
Swings right or left. 

Shade: 14-inch diameter, aluminum, beautiful 
Satin Nickel or Statuary Bronze finish or parchment. 
Shade rests on opal glass bowl for proper diffusion 
of light, combining direct and indirect illumination. 

Bulb: 100 W. inside frosted recommended. 

Switch: In handy position at base of socket cover. 


Wired: With nine feet of rubber covered cord and 
rubber plug. 






1989 


No. 1989—With adjustable clamp, horizontal 
extension and metal shade. Bracket plated 








Satin Nickel or Statuary Bronze...0-.0.2........ $11.00 
No. 1993—With adjustable clamp for desks No. 1990—With plate for three screws for 
with 114 to 2-inch thickness. Statuary Bronze permanent attachment, horizontal extension, 
Only-i metal: shadow: i. ce apenenOns Si $9.50 metal shade, bracket plated Satin Nickel or 
3 Statuary Bronze, sicic-ceccesevess cscntesoacepecd-once-caterecare $11.00 
No. 1994—With adjustable clamp for desks No. 1991—With adjustable clamp, horizontal 
with 14%, to 2-inch thickness. Statuary extension, and parchment shade, plated 
Bronze only, parchment shade............22..2.-0:..0+. $8.50 Satin Nickel or Statuary Bronze2eo..2. $10.00 


No. 1992—Wiéith plate for three screws for per- 
manent attachment, horizontal extension, 
and parchment shade, plated Satin Nickel 
Onvotatuatyy Bronze sete eae ee eee $10.00 
Specify Finish Desired. 
Shipping Weight, 9 lbs. 


Shipping Weight, 10 lbs. 


Charts showing results of an actual installation of Faries “Natural Lights” 
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Sight Saving Lamps 


Faries Natural Light Lamps 





ALL PURPOSE 
AUXILIARY LAMPS 
UTILITY — OFFICE APPLIANCE 
EXECUTIVE OFFICE — HOME 





No. 1934—A utilitarian floor lamp for use in offices in connection 
with adding machines, billing machines, bookkeeping machines, 
typewriters and other office appliances in places where it is neces- 
sary to move the lamp from place to place and where the regular 
desk clamp lamp cannot be used. 


, Height 35 inches. 

s Maximum height extension 61 inches. 

4 

4 Statuary Bronze finish, with 14-inch diameter parchment 

f SEO ae cas ak He SERENE See a aoe Fw ea OO $12.50 


Statuary Bronze finish, with 14-inch aluminum metal shade.... 13.50 





No. 1998—A ‘‘Natural Light’ lamp that can be attached to bill- 
ing, bookkeeping or adding machine or ‘other office appliances. 
Clamps to round or square post (state which when ordering). 


Entire lamp can be raised or lowered from 20 inches to 35 inches. 
Distance from post to center of shade 19 inches. 


Statuary Bronze finish, with 14-inch parchment shade.... -$10.50 
Statuary Bronze finish, with 14-inch aluminum metal shade.... 11.50 





No. 1997—Same as No. 1998 but with arm that extends horizon- 
tally 1614 inches. Can be extended to 2414 inches. 


-$11.00 
12.00 


Statuary Bronze, with 14-inch parchment shade 
Statuary Bronze, with 14-inch aluminum metal shade.... 








No. 1935—An attractive efficient lamp for use in home or execu- 
tive ofice. Swinging arm extends 16 inches, gives an abundance of 
light over desk, table or chair without getting in the way. 


Height 48 inches. 


Statuary Bronze, with 14-inch parchment shade.. 
Statuary Bronze, with 18-inch parchment shade.. 
Statuary Bronze, with 14-inch aluminum metal shade. 
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Faries Adjustable Portables 


THE ORIGINAL GREEN SHADE 
LAMP 


The Verdelite shade is made of 
two compositions of glass fused into 
one solid piece. Outside is cool, 
restful green — inside is soft, white 
opal. By using a Mazda _ inside 
frosted blue daylight bulb, this shade 
gives the true daylight effect. 





No. 3241 


Fancy solid brass swing portable 


with vertical adjustment. Admirably 
adapted for use on pianos or roll top 
desks. Extends 914 in. For 25 to 100 
watt lamps. Wired with 9 ft. approved 
cord, pull chain socket and plug. 


Brushed Brass; Black Relief......$12.00 
Statuary Bronze; Green Relief 13.00 





No. 3230 


The standard design in a solid brass 
portable. Adaptable for flat top desks 
and tables. Height 15 in. to center 
of shade. For 25 to 100 watt lamps. 
Wired with 9 ft. approved cord, pull 
chain socket and plug. 


Brushed Brass; Black Relief....$12.00 
Statuary Bronze; Green Relief 13.00 
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PATENT EO 





Standard Package 
Six Assorted 





Glass Shade 
No. 3600M 





No. 3211-M 


Deluxe model solid brass portable 
— graceful, strong, and unusually at- 
tractive. For executives’ desks, writ- 
ing desks, and in the home. Height 
1314 in. to center of shade. Equip- 
ped with beautifully etched green 
glass shade. For 25 to 100 watt lamp. 
Wired with 9 ft. approved cord, pull 
chain socket and plug. 


Statuary Bronze with 3600M 


Shade (as shown entero ee $17.00 
Statuary Bronze with regular 
3134 Verdelite shade................ 16.00 


Electro 
Plated 


NO COMPLICATED PARTS TO 
ADJUST 


Verdelite lamps offer many exclu- 
sive patented features. Shades are 
instantly slipped on or off special 
holder by hand, and attached se- 
curely without springs, hinges, or 
set screws. Easy to clean and ad- 


just — less likely to break than other 
makes. 





No. 3260 


Fancy solid brass swing portable 
with vertical adjustment. Admirably 
adapted for use on pianos or roll top 
desks. Extends 10 in. For 25 to 100 
watt lamps. Wired with 9 ft. approved 
cord, pull chain socket and plug. 


Brushed Brass; Black Relief....$11.00 
Statuary Bronze; Green Relief 12.00 





No. 3544 


Fancy solid brass portable with 
round embossed base and fluted col- 
umn. Height 15 in. to center of shade. 
For 25 to 100 watt lamps. Wired with 
9 ft. approved cord, pull chain socket 
and plug. 


Brushed Brass; Black Relief......$11.00 
Statuary Bronzer ace eee 12.00 








Faries Verdelite Lamps 


Faries Adjustable Portables 





ay OX ROO ROS 


No. 3230A 


Fancy solid brass portable with ad- 
justable and detachable green crackled 
glass shade having etched scroll on 
opal border. Height 15 inches to cen- 
ter of shade. For 25 to 100 watt lamps. 
Wired with 9 ft. approved cord, pull 
socket and plug. 


Statuary Bronze; Green Relief..$15.00 






Glass 
Shade 
No. 3600M 


No. 920M 


New low type modernistic brass 
portable with adjustable and detach- 
able beautifully etched green glass 
shade. Base 7 x 514 inches, channelled 
across front for pen or pencil. Height 
only 1114 inches over-all. For 25 to 
100 watt lamps. Wired with 9 ft. cord, 
pull socket and plug. 


Polished Chrome and Black......$15.00 


No. 920 
Same as above with No. 3134 
SS laSSeS Nad Ghee eter ance $14.00 
No. C920 


Exactly same as No. 920M except 
equipped with adjustable and detach- 
able Chrome plated metal shade as 
shown on portable No. C921 at right. 


Polished Chrome and Black......$14.00 





All 
Brass 


Electro 
Plated 





Standard Package 
Six Assorted 






Glass Shade 
No. 3134 


No. 3297 


A graceful all brass portable of 
modern design with adjustable and 
detachable plain green glass shade. 
Base 6 inch diameter. Height to cen- 
ter of shade 12 inches. For 25 to 100 
watt lamps. Wired with 9 ft. cord, 
pull socket and plug. 


Polished Chrome 


No. 1563 


Exactly same as No. 3297 except 
equipped with adjustable and detach- 
able Chrome plated metal shade as 
shown on portable No. C921 at right. 


Polished Chrome 


SHADES ONLY LESS HOLDER 
No. 3134 Regular Verdelite.......... $3.00 


Ike. SYGUWYe\  scecornadhourecerprecercose cee 5.00 
ING 15 600 Bo titereotase perce acted sesecucsesceceer 5.00 
INORES GOO Mteeescevseessnocartcactoncescecrsess 4.00 
IN OgeS 20 Ueiscescopases-ncapet secorstetvenaetadree 3.00 


Interchangeable on any  Verdelite 
portable at difference in prices shown 
above. 






No. 3544B 


Ornamental seamless brass portable 
with adjustable and detachable brown 
crackled glass shade having etched 


scroll on opal border. Height 15 
inches to center of shade. For 25 to 
100 watt lamps. Base 714 inches. 


Wired with 9 ft. approved cord, pull 
socket and plug. 


Brushed Brass; Black Relief......613.00 


Shade 
No. 3201 








No. C921 


The new, pyramid type of modern- 
istic portable with adjustable and de- 
tachable metal shade. Low type, only 
1114 inches high. Base 7 x 44 inches, 
channelled across front for pen or 
pencil. For 25 to 100 watt lamps. 
Wired with 9 ft. cord, pull socket and 


plug. 
Polished Chrome and Black......$12.00 


No. 921 
Same as above with No. 3134 
Glass Shade ect eor eect ses ose $12.00 
No. 921M 


Exactly same as No. C921 except 
equipped with adjustable and detach- 
able beautifully etched green glass 
shade as shown on portable No. 920M 
at left. 


Polished Chrome and Black....$13.00 
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Faries Adjustable Portables 





No. 3243 
Plain solid brass swing portable, 
vertical adjustment with detachable 


green glass shade. Admirably adapted 
for roll top desk or piano, Extends 
10 inches. For 25 to 100 watt lamp. 
Wired with 9 feet approved cord, pull 
socket and plug. 


Brushed Brass 


Statuatye Bronzer tte cers 





No. 3248 


A solid brass plain portable equip- 
ped with adjustable and detachable 
green glass shade. For flat top desks. 
Heavy brass base. Height 15 inches to 
center of shade. For 25 to 100 watt 
lamps. Wired with 9 feet approved 
cord, pull socket and plug. 


No. 3134 Shade Only 


Verdelite plain green glass 
shade has white opal reflecting 
surface inside. Slotted in back 
for special holder. Fits all Ver- 
delite portables. 

S:P: 12; Price each; 
holder moc ees $3.00 
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PATENTED 





Standard Package 
Six Assorted 





No. 3238 


Adding or bookkeeping machine 
bracket. Cast arm clamps to post. 
Heavy brass pipe stem extends 13 
inches from back to center of shade 
and from 20 to 35 inches in height. 
Double adjustable joint behind shade. 
Equipped with adjustable and detach- 
able green glass shade. Wired with 
9 feet cord, pull socket and plug. 


Statuary Bronze Stem, Bracket 
Blacky Enamel iene $12.00 


Specify whether for round or square 
post. 








No. 3258 


A practical and economical wall 
bracket with adjustable and detach- 
able green glass shade. Extends 9 
inches to center of shade. For 25 to 


100 watt lamp. Wired complete with 
fixture wire and pull chain socket 
ready to attach. 





No. 3218 


For stenographic desks. Base is 
felted and attaches to desk with 
clamp. Arm swings horizontally and 
extends 18 to 24 inches. Base 414 
inches square. Equipped with adjust- 
able and detachable green glass shade. 
Wired with 9 feet approved cord, pull 
socket and plug. 


Brushed Brass 


No. 3135 Shade Holder Only 


Two piece cast clamp holder, 
fits all Verdelite glass shades. 
Complete with screws. Specify 
finish desired. S.P. 12, Price 
each 








Faries Verdelite Lamps 





Faries Adjustable Portables 
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All Electro 
Brass Plated 
Standard Package 
Six Assorted 
_ No. 3295—Height 13 inches to center of shade. 7¥%- No. 3296—Height 13 inches to center of shade. 
inch heavy weighted brass base. { Heavy cast bronze base 7x41 inches. 
Shade instantly detachable and adjustable. Shade instantly detachable and adjustable. 
Wired with pull socket, 9 foot cord and unbreakable Wired with pull socket, 9 foot cord and unbreakable 
rubber plug. rubber plug. 
No. 3295 with No. 3134 glass shade, No. 3296 with No. 3134 glass shade, 
POliSheds Ct OMe mere iet toe eee Net ee ree oa $16.50 Polished \@h rome eee ee ce ee cee ee ca ev cere eee eee $14.50 
No. C-3295 with No. 3201 metal shade, No. C-3296 with No. 3201 metal shade, 
eOlishedag @b tone gayretece areas eee eres 16.50 Polished mG Dr rie mercarecet art csteccee yee ene teen eae c aden 14.50 
(Weight in carton 12 pounds.) (Weight in carton 834 pounds.) 





No. 3242—Polished Brass bracket. 
Fits any desk up to 15 inches. Made 
with square tubing. Glass shade ad- 
justable and detachable. 

Made for 25 to 100 watt lamps. 
Wired with 9 foot cord, pull chain 
socket, unbreakable rubber plug. 


Standard package 6. 


Brushed. Btaseyreccseste--atyrercesemsrers- $8.50 
DtAtUa RY: MO LO DZ ee ere meeceeeessentaen 9.50 


(Weight in carton 7 pounds.) 





No. 1567—Height 111% inches over-all. 


No. 789-X—Height 14 inches over-all. 
f eo ehh Ry dah Heavy cast bronze base 7x41 inches. 


Bee ocennle ab-o0 glass shade, pebble Channelled across tront tor pencil. 
Birch SUS MLE me OP ah 1asi0e- Shade instantly detachable and adjustable. 
Full adjustable. Wired with pull chain socket, 9 foot cord, and un- 
Wired with pull chain socket, 9 foot cord, unbreak- breakable rubber plug. 
able rubber plug. : 
No. 1567 with No. 3201 metal shade, 
EES TAZ Ce eee me eR ae eg Be I cy teen ans $6.50 Polished Chrome ...-...--.-s---seeecssseeseeescensoneesennncnnessss $14.00 
LU EN ae Fo hegiey WaT bW Ga qetet | Delp Chk eda Ree RES ENPeot e eS 7.50 No. 3275 with No. 3134 glass shade, 
Polished: JG heia rr eyes reaps ct er ees epee 14.00 


(Weight in carton 8 pounds. : 
. P ) (Weight in carton 9 pounds.) 


GENERAL ELECTRIC SUPPLY CORPORATION 


Faries Modern Table and Desk Portables 


No. 1568—Height 1514 inches over-all. Ball joint per- 
mits any adjustment desired. 


Cast Bronze Base 714x514 inches Channelled for Pen 
or Pencil. 


7-inch Brass Shade, frosted inside. Turn switch, 9 
foot cord and unbreakable plug. 


All "Polished Chto mGi ed sdecceceecesvtecsvdace tee co tacasencaerserees eee 

Polished Chrome-Satin Copper Shade a 

Polished Chrome-Cloister Bronze Shade............-..----- 11.50 
Weight in carton 734 pounds. 





No. 1570—New Louver type. Reflection of light spills 
between shades. 

Bottom Reflector 7-inch diameter. Base diameter 6 
inches. Height 1434 inches. 

Adjustable to any angle. 

Wired with 9 foot cord, turn switch and unbreakable 
rubber plug. 


Polished Chrome-Satin Copper Shade............2......2..--+ $9.75 
Polished Chrome-Cloister Bronze Shade.................... 9.75 
Weight in carton 8 pounds. 





No. 1568 No. 1570 





No. 1573 


No. 1573—Height 12 inches over- 
all. Heavy Brass Shade 834 inches 
long—Full adjustable. 


Cast Bronze Base 7x4¥% inches and 
Cast Bronze figure. 


Wired with Pull Chain socket, 9 
foot cord and unbreakable plug. 
Polished Chrome-Natural 

Bronzepicurews sce eee $13.00 
English Bronze-Natural 





Bronze +fictre sn 11.00 
Weight in carton 7 pounds. 
No. 1571 
; : ec No. 1571—Height 14 inches over-all. Ball joint per- 
No. 1564—Height 15 inches over-all. Ball joint per- mits any adjustment desired. All Brass. ; 

mits any adjustment desired. All Brass. Base 6 inches. Base 5 inches. Shade 7 inches frosted inside. Wired 
Shade 8 inches frosted inside. Wired with Toggle with push through socket, 9 foot cord and unbreakable 
socket, 9 foot cord and unbreakable rubber plug. rubber plug. 
Alie Polished? (Chrome soenen a san eee $9.00 All, Polished. ChtOmie! ipsccetee eee ee ee ee 
Polished Chrome-Satin Copper Shade...........0c0.000---- 9.00 Polished Chrome-Satin Copper Shade............ 
Polished Chrome—Cloister Bronze Shade.................. 9.00 Polished Chrome-Cloister Bronze Shade.................... 





Weight in carton 9 pounds. Weight in carton 7 pounds. 
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Faries Modern Desk Lamps 


Faries Modern Table and Desk Portables 


No. 1553—Louver Type Lamp. Light spills between 
reflectors. 


Height 18 inches over-all. Base 6 inches. 
Bottom Reflector 10 inches diameter. Wired with turn 
switch, 9 foot cord and unbreakable plug. 


Polished Chrome-Satin Copper Shade $14.00 


Polished Chrome-Cloister Bronze Shade...................- 14.00 
Weight in carton 10 pounds. 


No. 1569—Height 15¥2 inches over-all. Ball joint per- 
mits any adjustment desired. Base 6 inches. Shade 7 
inches, frosted inside. Wired with turn switch, 9 foot 
cord and unbreakable plug. 


Polished Chrome-Satin Copper Shade...........0...000---+ $11.00 
Polished Chrome-Cloister Bronze Shade 
Weight in carton 8 pounds. 





No. 1553 No. 1569 









No. 1561—Executive Lamp. Height 18 in- 
ches over-all. Two-light. Large Drum Shade 
13 inches diameter. Base 7 inches. Wired 
with Twin Pull Socket, 9 foot cord and un- 
breakable plug. 


AMP olished Gh! Omi ersten near ceeoeneceeneers $21.00 
Polished Chrome-Satin Copper Shade.. 21.00 


Polished Chrome-Cloister Bronze Shade 21.00 
Weight in carton 1444 pounds. 


No. 1561 








No. 1562 No. 1566 
i i joi —Hei 4 inches over-all. Ball joint at 
No. 1562—Height 1514 inches over-all. Ball joint at No. 1566—Height 1 0 
Shade haere cay aa desired. 7%-inch Large shade permits any adjustment desired. 
Drum Shade. Cast Bronze Base 7x41 inches Channelled Cast Bronze Base 654x4¥/ inches. Arm is square tub- 
for Pencil or Pen. Toggle socket, 9 foot cord and un- ing. 7¥-inch Large Drum Shade. Toggle Socket, 9 
breakable plug. foot cord and unbreakable plug. 
PAULO LES EC BCHEO WM) iano ocovec santo dos-bces cos oparcrt=-ec~ceasecuee $12.50 All Polished Chrome PIE aie APC AO Ree an Sr emer eile See 
Polished Chrome-Satin Copper Shad€.........-::-::s:-0+++ 12.50 Polished Chrome-Satin Copper Shade ne 
Polished Chrome—Cloister Bronze Shade..........-...-- 12.50 Polished Chrome-Cloister Bronze Shade..........-.--+-+ 14.00 
Weight in carton 9 pounds. Weight in carton 84 pounds. 
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Faries Adjustable Portables 











The Standard 







: CVNRRNEDERTEETERTEN ELGG, 


No. 87 


A popular priced desk portable that 
will withstand hard use. Maximum 
height 23 inches. Extends 17 inches. 
Heavy cast base with flexible arm. 
Has large size shade with patented 
slip-on holder that swivels on socket 
to any adjustment of light desired. 
Push socket. Standard package, 12. 





All Faries portables are equipped 
with 9 feet approved cord, standard 
socket and rubber plug that will not 
: break. Passed by Underwriters. Bases 
oe ee ccimoe are heavily felted. 


for Quality 









Pens eee 









No. 153 


The all brass portable has rigid 
brass rope designed standard, 9 inch 
long brass flexible arm and extra 
heavy brass covered base. Height 26 
inches. Extends 16 inches. Has pat- 
ented shade with slip-on holder that 
swivels on socket to any adjustment. 


Key socket. Standard package, 6. 


BrushedsBtassiee.c:-taeie cence $4.50 
Statuary. Bronze. seers seco 4.50 





No. 1592 


A strong flexible arm lamp that 
gives a wider distribution of light: 
Heavy brass shade 834 inches long. 
Attractive cast base. Height 14 inches. 
Has patented shade with slip-on 
holder that swivels on socket to any 
position desired. Pull socket. Stand- 
ard Package 6. 






Bronze Pete Se ee $3.75 
Greens eee eee oe 3.75 With 
Special 
Day-Light 
Screen 





No. 3144 
A superior portable with heavy cast, fancy base and 


No. 941 


strong flexible arm. Maxium height 23 inches, extends 
17 inches. Has patented shade with slip-on holder that 


swivels on socket to any position. Push socket. Standard 
Package 12. 


Bronze voor cece rece ee TE TT ec $2.20 
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Ideal for detail work. Glass screen gives soft daylight 
effect. Fancy cast base and strong flexible arm. Large 
metal shade. Maximum height 24 inches, extends 18 
inches. Key socket. Standard Package 6. 


Statuary Bronze, Green Rélieficcoceaeeeeee $3.75 





Faries Portable Lamps 


Faries Adjustable Portables 


&_& 


PARI NN 


All Faries portables are equipped 
with 9 feet approved cord, panda 
socket and rubber plug that will not 
break. Passed by Underwriters. Bases 
are heavily felted. 






The Standard for Quality 





TRADE 





No. 12 


A popular strong desk lamp with one piece, heavy 


brass shade that is adjustable and full size, 834 inches 
long. A small lamp that gives adequate light. Height 14 
inches. Complete with 9 feet approved cord, approved 


A decorative and very efficient lamp for flat top desk 
or table. Cast standard equipped with one piece adjustable 
metal shade 834x4x27/g inches. Base 7 inches diameter, 
felted. Maximum height 1414 inches. Complete with 9 


socket and unbreakable plug. 
package 6. ~ 






No. 3263 
Telescopic 


High quality _ telescop- 
ing floor portable with 
flexible arm for Profes- 
sional Men and _ Drafts- 
men. 


Stem in pedestal swings around 
horizontally or slides up and down, 
holding any position without set 
screws. Large size, patented metal 
shade (No. 32) swivels on socket. 
Adjustable in height 214 to 5 feet. 
Has 9-inch brass flexible arm and 
heavy base, felted. Standard package 6. 


Brushed Drassetctcsce cet cee $6.25 
Statuatyee DLOOZErsce.ce-teeeeeres arse 7.50 
White Enamel and Chrome.......... 7.50 
Pre GHrOMme ke ce ee ote 8.00 


Felted base. 


Standard 
ard package 6. 
ae ree eee $5.00 Plated English Bronze 
CAO POReRAD 6.00 





No. 1012 


A utility lamp with heavy brass cov- 
ered base. Adjustable to any position. 
Has large tubing and strong one piece 
joints. Maximum height 25 inches, ex- 
tends 24 inches. Has patented shade 
with slip-on holder that swivels on 


socket. Key socket. Standard pack- 
age 6. 

Brushed’ Brasserie te ca sscceeesee $4.00 
Statuarye Bron ze- esses. ccn se rears 4.00 


feet approved cord, approved pull socket and plug. Stand- 






No. 3266 
Non- 
Telescopic 


The ideal floor porta- 
ble with non-telescoping 
stem and flexible arm, 
for students and home 
use. 


Stem is stationary, but 9-inch brass 
flexible arm permits adjustability in 
height and extension. Large size, 
patented metal shade (No. 32) swivels 
on socket to focus light where wanted. 
Height, 48 inches. Has heavy base, 
felted. Standard package 6. 


Brushed Brass 
Statuary Bronze ............:.csserssenssee 6.45 
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Faries Bed Lamps— Pulpit Lamps 
and Picture Reflectors 





No. 3163 
All Brass Bed Lamp 
Shade Rotates 


Ideal for home use. Simply hooks 
on—hangers are well felted. No 
clamps or screws to mar furniture. 
Shade rotates to reflect light where 
wanted. Length 9 inches, extends 334 
inches from bed. For 25-watt lamp. 
Wired with 6-foot cord, pull socket 
and plug. Standard Package 6. 


Statuary: Bronzes nce eee $4.00 
Oldnilvory & eee ae 4.00 





No. 849 
Heavy Brass Bed Lamp 
Shade Rotates 


Heavy brass tubular reflector 834 
inches overall, rotates in arms. Ex- 
tends 314 inches from bed. Posts bolt 
through bed head up to 134 inches 
thick. Can be mounted either on 
wood or metal beds. For one 25-watt 
lamp, wired with 6-foot cord, pull 
socket, and plug. Standard Package 6. 


Statuary sBromde ae. se. ee $4.00 
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No. 3878 
Brass Picture Reflector 
One Light 


A popular one light picture reflec- 
tor, standard design, attractively fin- 
ished, easy to attach. Adjustable 
bracket attaches to back of picture. 
Extends 5 inches, spread 9 inches. 
Reflector rotates on socket. For one 
25-watt tubular lamp, wired with 6- 
foot cord, push through socket and 
plug. Standard Package 6. 


Matte? Golde... eee $3.75 
Statita Lyae> £O 117. Clna een eee tees 4.00 
No. 3879 
Brass Picture Reflector 
Two Light 


For larger pictures. Has two re- 
flectors instead of one as shown on 
No. 3878. Shade rotates on socket 
reflecting light at correct angle on 


picture. For two 25-watt tubular 


lamps. Extends 5 inches, spread 15 
inches. Attaches to back of picture 
like No. 3878. Complete with twin 


socket, 6-foot cord and plug. Stand- 
ard Package 6. 


Send for literature 
on complete line 
of 
Faries Bed Lamps 
and 
Faries Picture Reflectors 





No. 3880 
Adjustable Pulpit Light 


Shade can be put in any position and 
light focused exactly where wanted. 
Cast base 214 inches square attaches 
to level ledge with screws. Extension 
adjustable 11 to 16 inches, spread 9 
inches. Reflector rotates on socket. 
For 25-watt tubular lamp. Wired with 
push socket, 6 foot cord and rubber 
plug. Standard package 6. Weight in 
carton 214 pounds. 


Statuary eBronze nes eee $7.50 








— ee 


a a 
No. 3151 Bed Lamp 





Adjustable in height from 2 inches 
to 10 inches. Ball joint permits shade 
to rotate and reflect light at any 
angle. Attaches with screws to back 
of bed. Wired with 6-foot cord, push 
socket, plug, and metal shade. Stand- 
ard Package 6. 


Statuaruehronzew ea. eee $4.25 








Faries Adjustable Brackets 
Faries Adjustable Brackets 







No. 1062—Swings horizontally. Adjusts vertically. 
Large tubing. Length to end of nozzle 19 inches. Cano- 


py 414x3 inches. ithout shade, socket, or wiring. 
BrUsheqwBrass ress reer oes Uy PR Reg bate $2.10 
Nickeli® Plater psc aur SSL e na N hee Aol ace 2.30 


No. 10624,—Same as No. 1062 except 
complete with No. 27 shade to match, 
key socket, wired with 10 inch leads. 
Brushed Brass 
Nickel Plate 







_No. 1062-A—Arm swings horizontally and adjusts ver- 
tically. Large tubing. Length to end of nozzle 134% in- 
ches. Canopy 414x3 inches. Without shade, socket, or 
wiring. 

Brushed se Brass ese te ee ...$2.10 
Nickel Plate 2 (2.30 










No. 1062A.—Same as No. 1062-A ex- 
cept complete with No. 27 shade to 
match, key socket, wired with 10 inch 


leads. 
Brtish dig tassweene es eee $4.50 
INick ele Pilates se me ee ee 4.70 


No. 3971—Arm oe horizon- 
tally and adjusts vertically on ball 
joints. All wires concealed. 
Length to end of nozzle 11 
inches. Canopy AYaxl Ya inches. 
Without shade, socket, or wiring. 
Brushed 6B rass\ sk recccceteccscssencess $2.90 
INiGK ELE Platee cio ras ane creer 3.20 

(Standard package weight 12 
pounds.) 








No. 397114—Same as No. 3971 except 
complete with No. 27 shade to match, key 
socket, wired with 10 inch leads. 

Brushed Brass 
Nickels Platewe-k- tok ere ee 5.60 





Standard Package 12. 














Faries Range Light 


FOR 
GAS OR ELECTRIC RANGE 


No. 1841—Finished in White, Ivory or 
Black synthetic porcelain enamel with 
genuine Chromium Plated Shade. Inside 
of shade in synthetic white porcelain. 
Easy to clean. Is instantly attached and 
instantly removed. Hooks over splash 
board or cabinet door or any part of the 
stove desired. The balance weight keeps 
the lamp upright. The set screw holds 
it in that position. Wired complete with 
porcelain pull chain socket, nine feet of 
cord, unbreakable rubber plug. 


ADJUSTING 
SCREW 


BALANCE 
WEIGHT 


$4.50 


Weight in carton 6144 pounds. 


Standard package 6. 
PATENT PENDING 





Will Modernize Any Range and give Light Necessary for making cooking easier. 
Fits most any make of gas or electric range. 
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Faries Adjustable Brackets 


No. 522 


Without shade, socket, 
cord or plug. Bulk pack- 
ing. Otherwise same as 
No. 52214. 

Brushed Brass or 

Statuary Bronze, 

Each ersiceececeecases $7.50 













No. 52214 


Adjustable wall bracket. 
Main arm 12 inches; Shade arm 12 inches; 
Maximum extension 38 inches. 


Standard Package 6, One Number. - 





Sliding arms; 


Universal joint at base and in middle 
wrist joint at shade. Shade 7-inch parabola. 7 
Wiring, 6-foot approved cord, approved hi 


socket, plug. 


Brushed Brass or Statuary Bronze 


No. 2636 


Without shade, socket, 
cord or plug. Bulk pack- 
ing. Otherwise same as 
No. 263644. 

Brushed Brass or 

Statuary Bronze, 

Bachwts.etonees $3.75 


joint at shade. 





No. 10,00014 

Ideal bench bracket for garment and shoe factories. 
Localized light can be quickly spotted where wanted. No 
vibration. Universal and sliding joint at standard and 
friction joint at socket. Arm 21 inch. Height 1234 inch. 
Base 234 inch. Wired with approved socket, 6 feet ap- 
proved cord, plug and No. 8332 shade. 
Black sand: Cadmium wee ise tte artes. re Each $6.00 

(Other lengths and sizes to order.) 


No. 10,000 


Without shade, socket, cord or plug. Bulk packed. 
Otherwise same as No. 10,0001. 


Blackeand: Cadmiunys 3 eee Each $3.00 
150 } 





No. 263614 


Adjustable table or bench fixture. Maximum extension 
40-inch. Stems: Upright stem 25-inch. Sliding stem 24- 
inch. Swing-crank arm 7-inch. Flange at base, wrist 
Shade 7-inch parabola. Wiring, 6-foot 
cord, approved socket, plug. 


Brushed Brass or Statuary Bronzeé...........ccccececceee Each $6.75 


j emerson (ih 








ee 


MIM 


f 


No. 14114 


Adjustable wall bracket. Telescopic arm. Extension 
23-inch to 29-inch. Universal joint at base, wrist joint at 
shade. Shade 7-inch parabola. Wiring: 6-foot approved 
cord, approved socket, plug. 


Brushed Brass or Statuary Bronze........0...ccccceceeeee Each $9.00 


No. 141 


Without shade, socket, cord or plug. Bulk packing. 
Otherwise same as No. 14114, 


Brushed Brass or Statuary Bronze..........ccc0cccs000 Each $6.00 





Industrial Adjustable Brackets 


Faries Adjustable Brackets 


For Factory Bench Work, Machine Shop and Drafting Room 


Stem of this bracket is fastened to ceiling or floor with heavy tripod. Bracket 
has eyes to slip stem and is fastened with set screw. Adjustable to any position and 
and the lamp can be placed exactly where wanted within space of 10 feet diameter. 
Arm is heavy strap iron and 14-inch brass tube, extends 60 inches. Standard Pack- 
age 6, one size. Finish is Black Japan. 











Bare—No Socket, Wire or Shade Complete—Socket, Wire and Shade 


Length Price Price 
Overall Each No. Each 
48” $4.90 6Al, $7.40 
60” 5.20 6BY, 7.70 
oe 5.50 6Cl4, 8.00 
84” 5.80 6D1, 8.30 










Base 41/7, In. Diameter 
Thoroughly Practical 
Ball Joint. 


Stem. ¥% In. Iron 
Pipe. 










a ae 
No. 11A 4 , ; 
a, f 7 
Outlet box attachment for bracket No. 78A!/ and No. yen y 
11D14. Supplied with screws. Center hole slips stud in ‘{ LOe 
4-inch outlet box and is locked with 34-inch nut. Price yh 


45c each, list. 


Arm ¥% In. 
Brass Tube 
With Approved 
Hinge Joints 


No. 78A14 


Standard Package 6, one size. Finished 


Adjustable Bracket with Flexible arm for Factory Black Japan. 


Bench Work. This bracket is adjustable to any angle. 
Base, 414 inches diameter. Stem, 34-inch Iron Pipe. Arm, 
34-inch; Flexible tube, 18 inches long. Standard Pack- 
age 6, one size. Finished Black Japan. 





Bare— Complete— 
No Socket, Wire or Shade Socket, Wire and Shade 
Rares Complete— Length Price Price 
No Socket, Wire or Shade Socket, Wire and Shade wht eral Bach sail Bach 
+ 11D 48 $6.00 11D\4 $8.50 
Length Price Price . 
No. Overall Each No. Each 11E 60 6.30 11EY, 8.80 
78A 36” $4.50 78Al, $7.00 11F 104i, 6.65 11Fl/A 9.15 
78B 48” 4.75 78BI, Th ss 11G 84” 7.00 11Gl4 9.50 
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Faries Flexible Arms, Metal Shades, Reflectors 


BRASS FLEXIBLE ARMS 


No. 154 
lf-Inch Iron Male Thread 
Each End 
A superior quality all brass flexible 
arm, more ruggedly constructed — 
smoother action—longer lifed. Stand- 
ard Package 100. 
Finished Brushed Brass. 





Length Price Length Price 
Ganche we es $0.90 15-tnch?s eee $1.45 
Qzinchictes eines 1.00 Sat Chee reeeeree 1.80 
2A Ch tees cetera 1.20 DA-tnchin seve 2.40 


Longer lengths finished Brushed Brass, per foot $1.20 


No. 540 
Heavy Duty Brass Flexible Arm 


3£-inch male thread each end. Extra heavy all brass 
flexible arm for factory use and heavy duty. Standard 
Package 100. 


Length Finish Price 
12-inch Brushed Brassmetote cerns ce ees $1.50 
15-inch Brushed Brass eee 1.85 
18-inch BrushedeBrasstetenrtesec eeeee 2.25 


Longer lengths, finished Brushed Brass, per foot $1.45 


No. 27 | 
Parabola Shade 


A strong, fein- 
forced shade with pat- 
ented snap-on holder ¢ 
that swivels on sock- 
et, permitting light to 
be thrown in any di- 
rection. No stripping 
of threads or pulling apart of socket. 3 inches deep, for 
25 to 60 watt lamps. 


Price 
No. Finish Diam. Std. Pkg. Each 
27A Frosted Steel ................ 7h 24 $0.50 
27 Frosted Aluminum ...... ae 24 ASS 
AKG Brushed Brass.............. Wes 24 > 
If | Statuary bronze cents Ths 24 .60 
27K Nickel Platesus oe th 24 .60 


No. 32 


A deeper shade, 
strongly reinforced. 
Has patented snap-on 
holder that swivels on 
socket, permitting 
light to be thrown in 
any direction. No 
stripping of threads 
or pulling apart of socket. 314 inches deep for 25 to 60 
watt lamps. 





No. Finish Diam. Std. Pkg. Price 
32A Frosted Steel ou... a 24 $0.55 
32C Brushed. b£ass. aces vig 24 > 
32E Statuary Bronze .......... ica 24 .80 


Steel shades are green enamel outside. 





No. 36 
Half Shade 


A superior quality 
half shade with pat- 
ented snap-on holder 
that swivels on socket, 
permitting light to be 
thrown in any direc- 
tion. No stripping of 

2 inches deep for 25 





to 60 watt lamps. 


No. Finish Length Std. Pkg. Price 

36A Frosted Steel 1.02... 55” 24 $0.45 

36B Brushed Brass ........ 53” 24 .60 

36E Polished Coppet...... 53” 24 .70 

36D Statuary Bronze........ 53” 24 70 
No. 8332 


Sewing Machine Reflector 


For localized light, Has patented 
one piece holder that snaps over 
thread or bead of socket. Diameter 
37/, inches, Depth 414 inches. For 15 
to 25 watt lamps. 





No. Finish Std. Pkg. Price 
8332 Frosted’ Steel? ote eee eee 24 $0.60 
8332 Am biuShedm D> tassiece tee eee 24 80 
8332B eStatuaty, Bronze... ee ee 24 85 


No. 895 
Show Case Reflector 


Single light. Reinforced 
metal reflector clamps with 
set screw on medium base 
brass shell socket. Easy to adjust. Will hold any posi- 
tion. Reflector 614 inches long. 21% inches wide for 
25 T-10 tubular lamp. Standard package, 24. 























No. Finish Price 
895 Greeny sles ees hacen ee ee $0.60 
S95A> YNickel Plates-0 ee ee eae ae ee .70 

No. 896 


Show Case Reflector 


Single light exactly same as No. 895 except has clamp 
for porcelain socket. Standard Package 24. 


No. Finish Price 
896 Green eis cciccticec ee $0.60 
896A» Nickel” Plate S720 te ee ee eee 70 


No. 8505 Showcase Reflector 


Has patented one piece snap-on holder for brass shell 
socket. Made of brass. Standard Package 24. 





Price 
No. Finish Size Diam. Long’ Each 
8505 Statuary Bronze ....T-10,25W 134” 614” $.75 
8505A Nickel Plate ........ T-10,25W,, 1347 6645") 6 aes 
8505D Statuary Bronze ....T-8, 40W 134” 13” 2.00 
8505E Nickel Plate ........ T-8, 40W 134” 1302.00 


All shades above are frosted inside. 


a 








Faries Canopies and Holders 


Faries Ceiling Lights and Canopies 


HOLDERS AND ADAPTERS 
No. 8397 


Single unit adaptor. 
Screws on uno thread of 
standard _ brass _ shell 





socket. Brushed brass 
finish. 

No. Description Per 100 
8397 Uno Thread to 314” Fitter................... $45.00 
8397A Woosthreadetonace Fitters a tee 55.00 
8397B Woiomlbtrerdstomue hitters 65.00 
8397C Wnomlnreadetoroushitter- eee 75.00 

No. 8255 


Single unit adaptor. 
Brushed Brass finish. 





No. Description Per 100 

8255A PAUSE AS arya cue Me) ha Ct eerie ere eeeeree $45.00 

8255B Aims Pittersto vas cb itteracpeitekecnccn 45.00 

8255 PGES VTE TO) CMY VBR ea po screen ssorasONee 70.00 

8255C 344” Fitter to 6” Fitter...............00000 70.00 

8255D Acme EittermtOm Oca bitters cece. 70.00 
No. 8298 


Heavy spun _ brass 
bands. Used with recep- 
tacle. Screws furnished. 
Standard Package 50. 





No. Fitter Diam. Dpth. Finish Per 100 
S298Gae 6 eo ae Brushed Brass ...... $90.00 
S29SH 1 SGmmeiol 4” 32” VETS a’ Meg eee: 90.00 
27 S0 Ame Ome L207 2144” Brushed Brass ...... 160.00 


Brushed Brass ...... 210.00 


CANOPIES 


No. 2437B 
5 x 4 inches 


Brushed Brass, with 
ring. Standard Package 25. 





No. 8113 
5 x 214 inches 


Brushed Brass, without 
ring. Standard Package 25. 





PriCee Perel OO erces tetris rete rear o<veraases recone sysaseocheaaasnas $20.00 


No. 2383B 
414x3 inches 


Brushed Brass, with 
ring. Standard Package 25. 





PEIGe gre Cr LOO eer eiaeh etree etree ete ac ee $25.00 


No. 806B 


Extra Heavy Canopy 
6x 4 inches 


Brushed Brass, with 
ring. Standard Package 25. 


Price Pergsl 00 htc tote eae een Lee eee 





No. 8046 


Canopy, Wall Plate or 
Outlet Box Cover. No 
ring. Will fit 3 or 4 
inch outlet boxes. Stand- 
ard Package 25. 





No. Description Per 100 
8046L 415 x 114 Brushed Brassi.............c0.s.s0sss000 $20.00 
8046M Se Se Drushens Dtascmetmete an ene aee 25.00 
8046N Geox 1), Biushed Brass. fina ee eee, 30.00 


Nos. 8206 — 8207 


Diameter 5 _ inches, 
depth 214 inches, tap- 
ped 4 inch iron. Brush 
brass. Furnished with two 


screw holes. Standard 
Package 25. 
No. Thread 


8207A I CINTA Gop ener eee a teas coos aes teen ees 
8206A Malem mee rea eaet ere a ree 0) eee 





CASING AND TUBING 
Standard Package 100 of one number 


No. 42A Plain Casing 
































Sizes, ¥ to 114 Inch, 22 Gauge 


err Ds 
Brushed * Brass) 6:f00t. length ......-cctaeeene teres seenssresss $1.25 
Oxidized. tioppers.6: foot length, erent eee 1.45 
reat Slr Onze MOM OO LED Otis eee aen ote 1.45 
No. 110A 

Plain Brazed Tubing, 18 Gauge 

Sizes 34, re, YY, # and % Inch 
Per Lb. 
Brushed: Brass, 6: faot, lenethss .csaceannetacessencrstrocssinasss $1.25 
Oxidized Copper, 6: foot length... sc. piaelen a cseszccmatin 1.45 
Statuacy Beanz, 6 foot letigthi sie occrnstees-ccrvececasseasevors 1.45 
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Faries Ceiling Lights and Canopies 


CEILING BANDS 


No. 635 


Used with receptacle. 
Diameter 614 inches, 
depth 2 inches. Furnish- 
ed with two screw holes. 
Standard Package 50. 





Size 
No. Fitter Finish Per 100 
635H 3Y4"” Brushedseorasse ee ete e $26.00 
6351 3,” Blackie oc ee hc hee ree 26.00 
635] 34” Unfinished 7 2.ceen- ee any come eo (Ny 

Made of Copper for Outside Work 

Size 
No. Fitter Finish Per 100 
635K 3,” Polishedi Coppera.. (eae eee $32.50 
635L 3,” Blacks, Siesta ee 32.50 
635M 3,” Untinished 5 ee 25.00 


No. 2756 —7—8—9 


Heavy spun _ hinged 
ceiling light. Socket at- 
tachments can be bent to 
any angle. Furnished 
with two screw holes 
with heavy clamp screws. 
Strap and screws furnish- 
ed. Brushed Brass finish. 





No. Diam. Depth Eke Lights Each 
2756A 12e a 8” 1 $3.25 
oe bees a4" 3” 10% 2 3.85 
2758A 16” 3” ee 2 525 
2759A 18” 3” 14” 2 6.75 
2759C 20” 3” 16” 2 8.50 


No. 8318 


Diameter 614 inches, 
depth 414 inches. Fur- 
nished with knockout. 
No eyelet for pull chain. 
Strap and screws  fur- 





nished. 
Size 
No. Fitter Finish Per 100 
8318A 4” WhitesEnamel’. eee $65.00 
8318B 4” Statuary Bron zea yee 70.00 
8318H 4” Chrome ee 80.00 
8318D 6” White? Enamel 732 80.00 
8318E 6” Statuarye bronzes. ee 85.00 
8318] 6” Chromium cate eh eet 100.00 





CEILING BANDS 


No. 8117 


Used with separable 
sign receptacle. Diam- 
eter 55 inches, depth 
234 inches. Furnished 
with strap and screws. 





Size 
No. Fitter Finish Per 100 
8117D 2,0- Brushed’ Brasseeve2 ee ee $35.00 
8117N 2U,0 White: Enamelagcahs cee ee ee 35.00 
8117V 214° “Statuary Bronze 38.50 
8117S 21/4), 0 CHEGM LUI ogee ae cee 47.00 
8117F 3170 Brushed Brass :0n..ee, eee 40.00 
8117P 50 ee ites Dn aine |. ene ene eee 40.00 
8117W 314° Statuary Bronze ............ Annee 45.00 
8117T BUT. Chromion tae ee ee 52.00 
8117H ve BrushedeBrasswa.c eee 45.00 
8117R A” White Enamels eee 45.00 
8117X Ae Statuary Bronze ...... 1 i Ai tn 50.00 
8117U 4” Chromium, 245-5. 2 eee 57.00 


CANOPIES, HOLDERS, ADAPTERS 
No. 2735 


Drop cord canopy with 
bushing with large wire 
way for cord. Furnished 
with two screw holes. 
Brushed Brass finish. 


Depth Per 100 
21," $23.00 


No. 8373 — 8374 


Shallow drop cord 
canopy with bushing 
with large wire way for 
cord: will slip ¥ inch 
male loop. Brushed Brass 
finish. 





No. Diam. Depth Per 100 
8373 50 114” $28.00 
8374 6” 114” 32.00 

No. 1699 


Single unit holder. 
Brushed brass finish. 





No. Size Fitter Per 100 
1699E 34,” $ 28.00 
1699F 4” 38.00 
1699G 30 48.00 
1699H 6” 55.00 
1699D 8” 110.00 





EE 











Faries Fixture Parts and Fittings 


Faries Fixture Parts and Fittings 





No. 48 
CROW FEET 
Standard Package 100. 
No. Size Tap Diam. Inches Per 100 
48 ¥% Iron 3 $6.00 
48A 1% Iron 3 6.00 
48B 3% Iron 3 6.00 


STEEL CHAIN 


—— a —— 


Standard Finish, brush brass. For special finishes add 
to list 10 cents per foot. Cannot be supplied in special 
finishes in lengths greater than 3 feet. 


Per 
No. Std. Pkg. Wt. Lbs., Std. Pkg. 100 Yds. 
2631A 100 yds. 75 $26.70 
LOOPS 


Standard Package 100. 
ly-Inch Iron with Wire Way. 


No. Description Per 100 
1785 Males nent $3.75 
1784 Femalege..-s ce 3.75 


Brush Brass Finish. 





No. 1785 


34-Inch Iron with 44-Inch Wire 
Way. Standard package 100. 





No. Description Per 100 
8553 NY ANS eee eee poe $20.00 
8552 Remalemrc. eee 17.00 


No. 8553 Brushed Brass Finish. 


NOZZLES 





No. 104A 
45° Nozzle 


No. 103A 
90° Nozzle 


Standard Package 100 — Finish, Brush Brass. 


No. 161A 
End Nozzle 


No. Type Size Thread (Inches) Per 100 
103A 90° WAS Won 58 Was econ vere a eer eee $ 8.25 
124E 90° Ueltehenxay/arit Ma lemngstccccetstces 17.50 
104A 45° A Bach 788 [en eee ere a 8.25 
139D 45° Del iarX Y/ guia Ry soreness ceecsteotscresteadetsace 17.50 
139E 45° Ve lee bese l/s Lf Males oe aviurni cue: 17.50 
161A End Em CO aU glen MRP aey Oe eee DR ae 3.50 
122 End Me MGS Mag AS ae cases ests dncnoevscnstasioodehens 9.25 





CONNECTORS 
Standard Package 100. 
Finish, Brush Brass. 


No. Size Thread (Inches) Per 100 


BATA Me Es Xit/g Loe oh catenccee ops p-teeass $ 7.00 
118D 4g x % Iron Pipe Size 





No. 117A 


NIPPLES 


These Nipples are furnished 
Unfinished. Standard package 
100. 





No. Description Per 100 

143A) Pigele xe ire $2.00 : 

1014 YZ Ir., 4 Long .... 2.00 ING No. 
143A 1014 


BRACKET CONNECTOR 
Standard Package 100—Unfinished. 





No. Description Per 100 
7968 Poelt Ol xs S252) etree cee $4.25 
7968A ° 34 Iron x 10-24 ..........00000 4.25 
7968B 3% Ironx% Iron ............ 4.25 
No. 7968 
LOCKNUTS 
ft Tapped '%-Inch Iron. 
‘ar a Standard Package 100. 
No. 2948A 

No. Description Per 100 
2948A Steel Ai Unfinished!) sie ee $0.80 
2969A Brassa, Uninishedmees aoe ee ee 1.60 


BUSHINGS 


Standard Package 100. 
Bushings are furnished unfinished. 


Size in Inches 





No. Male Female Per 100 

1000A Vp LER O/a LE egtentancccnies $8.75 
842A 32 ie x IZ Ir. see eeeeeneeeee 6.65 N 4 A 
CIN Aa aS een ey 6.25 Peas 
844A Vibe See Wen ee eee e 4.25 

2844A Vf Ir. x Y—27 ...... 02 3.50 


WALL PLATES 
Stamped Wall Plate. Diameter 1% 


inches, tapped -inch Iron. Finish, 
Brush Brass. Standard package 100. 

No. Description Per 100 
95 Bemal ere enn ersseree rete $6.50 
95A IM alemreae es. tees 6.50 
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Standard-Lite 


Series 200—List Price $1.65 


The uniqueness of the Pin-It-Up idea for supplementary 
lighting made the Standard-Lite instantly popular. Its sim- 
plicity of design presented in colors to suit any room have 
kept it so. Wherever light is needed “Pin-It-Up.” 


No. 201 Black No. 202 Ivory 
No. 203 Green No. 206 Bronze 







Lib bb HA $6 
SH NGAG 2G 
i 4 





Series 200 


Easi-Lite Drape 
Series 1150—List Price $4.00 


The “Easi-Lite” is quite fittingly named, as the ample 
illumination it provides is kind to eyes. Diffused by a glass 
bowl, its glareless shadowless light is welcomed by those 
who know the pleasure derived from direct-indirect light. 
And Pin-It-Up portability furnishes such light wherever it 


is needed. 





Font Reflector-Lite 


Series 6300—List Price $3.50 


Here is a lamp with an opal glass diffusing bowl which 
provides direct-indirect light from a small source. It fur- 
nishes 30 to 40 foot candles at normal reading distances, 
eliminates harmful glare, offers the advantages of “‘Pin-It- 
Up” portability and is the best light for reading in bed 
at any cost. 


No. 1152 Antique Ivory No. 1156 Bronze 
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No. 6301 Black 
No. 6303 Green 


No. 6302 Ivory 
No. 6306 Bronze 





Series 6300 


Opal Shader 


Merchandise in most stores and showrooms can be dis- 
played to much better advantage with glareless illumination, 
and in consideration of good health the need for such light- 
ing is vital in offices and work rooms. Opal glass Shaders 
are made of the finest Parchment Paper. The inside is fin- 
ished in matt white. Will show 25% increase in foot can- 
dles on working surfaces. 


N-12 for 12” glass—List Price $2.00 


N-14 for 14” glass—List Price $2.25 bd 
N-16 for 16” glass—List Price $2.50 
N-18 for 18” glass—List Price $3.00 Sod 











Modern Indirect-Lite 


Series 520—List Price $6.00 


Unquestionably this is the Pin-It-Up lamp of today; for 
homes where better light is given proper consideration. 
This all-aluminum Indirect-Lite bathes its surroundings in 
warm, pleasant, glareless light. Available in a galaxy of 
beautiful colors to fit any decorative scheme. 


No. 522 White No. 523 Green 
No. 525 Silver No. 526 Bronze 
No. 528 Canary No. 529 Chinese Red 


Picture this Modern Indirect-Lite in a display window 
or over a counter, swung down in one simple motion, flood- 
ing attractive merchandise with selling light. Then back 
up again next day for the finest general illumination it is 
possible to obtain. What a boon this Pin-It-Up creation 
is to the enterprising merchant. 


When this Pin-It-Up lamp ts serving as a spotlight, 
troublesome concealment is not necessary. A gaily colored 
Indirect-Lite is itself an attractive object. Easily lifted from 
its customary pin it goes to work on the floor or anywhere, 
and may be quickly adjusted to any angle for highlighting 
a selling feature. 


Shadelier 


SR 142—List Price $1.00 


People everywhere are getting ‘Shaded Light’’ conscious 
—here is the economical shader for home —just the unit 
for foyers, breakfast rooms, bed rooms, etc. 14 inches in 
diameter — clips on bulb. 





Railley ‘‘Pin-It-Up” Lamps 








Office-Lite 


Series 8000—List Price $11.00. With metal shade $13.00 


The perfect light for use with typewriters, adding ma- 
chines, desks and drafting tables. It is adjustable to every 
conceivable position. Raise it high above the desk or push 
it back away from the eyes. Swing it to left or right, 
wherever the most light is needed. Specially designed for 
close work, to supplement the usual overhead lighting. 
Furnished with either metal or parchment shade. 


No. 8003 Office Green No. 8006 Bronze 


eos PIN -IT-UP LAMPS seme 


*Trade mark registered. The lamps illustrated are covered by U. S. Patents. 
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A SIMPLE PROCESS FOR SERVICING 
HIGH LAMPS IS PROVIDED BY THE 


THOMPSON LaAmp 
LOWERING HANGER 


In Train Shed or Steel Mill... Foundry... 
Machine Shop ... Armory or Gymnasium 


—enables overhead lamps to be lowered away from the 
electric circuit for cleaning the reflectors or renewing bulbs. 
When the lamp is pulled up again it goes automatically back 
into the electric circuit, and locks. The advantage is obvious. 
The Hanger is inexpensive and easily included in present 
lighting systems. 





neice Nae aI 


Illustrating Hanger No. 93-AR, with a reflector 

attached—typical outdoor installation—showing 

also U-Bolts No. 51, Corner Pulley No. 50-B and 
Bracket End No. 12-15 











Thompson Hangers have so many modifications 
that it is not practicable to show illustrations of all 
models in this space, but full information will be 
available in jobbers’ files. 


The following Hangers have one-piece canopy and 
removable lower contacts — corresponding models 
with two-piece canopy can be furnished with but 
slight difference in price. 


WITH SEMI-ENCLOSED SHEAVE HOUSING 











List Price 

INow 932A Re Medium Gano py sess ee eter er $ 9.60 each 
Now 93-BRe Medium Canopy se ntereete ce ees 9.60 each 
Now 94-A RY Deep! Gano py tee ccrccsere ter rerseetns eet een eae 10.60 each 
INOW94-BRe Deepa Gano p yams eet eee eee 10.60 each 

WITH OPEN FRONT SHEAVE HOUSING 
INO} 96-ReMediume Gan op yarescne sete eee $ 9.60 each 
No...97-Ri Medium? Canopy i taccue tert eee eee 9.60 each 
INOm.98-RDeepy Gano py mes ccrsetee eee eee ee re 10.60 each 
Nos.99-RsDeepy Ganopyisenee oe ren eee 10.60 each 

WITH SEALTYPE SHEAVE HOUSING 

No: 201:AR. Medium Canopy =....n.eee ates $10.60 each 
INO 201-BR Medium Ganopyae-ce ae ee ee ee 10.60 each 
Lele ST Wh. Ea haat Wena kOe Co IE Bee No: 202-AR® Deep Ganopyae...ea tne eee 11.60 each 
FOR INDOOR OR OUTDOOR USE No. 202-BR Deep Canopy: ree sectn her cormeceteeess 11.60 each 
No. 1 95-Re Medium: Canopy. nee ee eee 11.60 each 


DUPLEX HANGERS 


ACCESSORIES All models except the No. 95-R can be furnished with the sheave 


Corner Pulleys, Gravity Suspension Attachments, 
Chain, Heavy Duty Lamp Shock Absorbers, etc., 
as shown in manufacturer’s catalog and bulletins. 
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housing separated from the body of the Hanger, as described in 
Catalog B-33. This special construction will be priced at 50c per 
Hanger net in addition to the prices noted above. 
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G-E Novalux Floodlights 





Four softball fields lighted by one G-E floodlighting installation. 
Warner Park, Chattanooga, Tenn. 


Introduction 


In 1915, the first floodlights’ with Mazpa 
lamps were used to light the Panama-Pacific 
International Exposition—to reveal at night 
the daytime beauty of its buildings. In the 
beginning, floodlights were a novelty; later, 
they became a luxury; today, they are often 
a necessity. Whether it be to prolong the 
daytime beauty and appearance into the houis 
of darkness; whether it be to create after 
sundown striking effects of shadows and 
color; whether it be purely utilitarian, mak- 
ing possible work at night— floodlighting 
is a profitable investment. Filling stations, 
hotels, and restaurants — sports fields, swim- 
ming pools, and gardens — railway yards, 
parking areas, and construction work — each 
needs, in its own way, modern floodlighting. 

The first floodlights were designed by 


General Electric to light the Panama-Pacific 
Exposition in San Francisco. Since that time, 
General Electric has added new and improved 
units until today there are standard G-E 
Novalux* floodlights to meet every purpose. 
These pages are prepared to help you select 
the floodlights which will best fit your needs. 

All the standard projectors are mentioned, 
and illustrations, dimensions, and prices of 
most of them are given. Also included, are 
general recommendations for the selecting 
of floodlights for various types of installa- 
tions. However, many problems arise which 
cannot easily be solved by simple tables and 
calculations. For these cases, we offer you 
the services of our lighting specialists, men 
trained by experience in the solution of flood- 
lighting problems. 


* Novalux is a trade name of General Electric lighting units; 
it means, literally, “new light,” and was originally used to 
distinguish the MAzpA incandescent lamps from arc lamps. 
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Floodlighting Possibilities 


The many applications of floodlighting may be divided into five classifications which, 

in themselves, are the very definite reasons for this type of intensive lighting. Many 

installations are justified in that they prove to be profitable for the user for EACH 
of the five reasons given below. 





Floodlighting may increase filling-station sales by 25 per cent. This station, at Brookline, 
Mass., is lighted by the G-E combination mercury and incandescent floodlights. 


1. Floodlighting for Utility 


To expedite outdoor work and to make pos- 
sible greater use of outdoor areas at night. 
To prevent accidents and hazards. 


Floodlighting permits normal daytime activities to 
be carried on in safety after darkness. 


2. Floodlighting for Advertising 


To promote and increase business by attract- 
ing attention through conspicuous illumina- 
tion. 


To obtain dignified publicity. 


Where business can be promoted by the conspic- 
uous illumination of buildings, signs, water tow- 
ers, stacks, and roadside displays, there is an 
opportunity to plan profitable floodlighting. Flood- 
lighting is also an excellent means of giving dig- 
nified publicity to banks, churches, hotels, real- 
estate developments, and large buildings. 


3. Floodlighting for Decoration 
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To afford greater opportunity for the enjoy- 
ment of natural scenery, buildings, and 
memorials, in leisure hours. 

To promote civic pride. 

To enhance architectural detail and allow 
greater freedom of design. 


As a method of outdoor decoration, floodlighting 
is just coming into its own. Civic officials have 
taken the lead by arranging for the illumination of 
public buildings, monuments, and memorials. 


Floodlighting for Night Sports 


To permit recreation for daytime workers in 
the cocl hours of evening. 

To make professional and amateur sports self- 
sustaining by increasing gate receipts. 

To allow more practice hours, and greater 
participation in sports. 


Night lighting for all types of outdoor sports has 
become a necessity. A large percentage of people 
have their only opportunities for the enjoyment of 
sports during the evening hours, and are demand- 
ing that lighting facilities be provided. 


Floodlighting for Protection 


To protect against crime and vandalism. 
To prevent jail breaks. 


Light is the cheapest and most effective protection 
for homes and commercial and industrial prop- 
erties. All city, county, and state penal institutions 
and asylums should have the protection afforded 
by floodlighting. 
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Floodlighting Applications 
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Application Utility] tising | ration | Sports| tion Application Utility] tising | ration | Sports} tion 
A QUECUCtS mete ts eee eee ee wae 0a a ieee eel (ae eee x Monumenteser saaenss spears eon | ee NX fh tee | 
Banke ieee tte cae ne See were ee > dood Leases ape x IPrison| Wallsteeseees en sae fe a-@| Evie al kee oe Dee x 
GoalaVardss ent nie ts eee Sig fee tee | Vet x Parks. ee oe ee ts My 2 a7 ee x x x x 
(SOnstruction == cea eae eee eA ee A Re Ewes, x Pageants eee Be eas BUN PEE | ae el eee. x x8 eGo 
Club Houses: terse en ee P| ee x x x Private betates eee ee ee een | eee Dae a x ey | eee. x 
Churches #aee tnt 2 hs ae pees x Ke | ae eee ParkingeArcas eee eee een KA | ene | ea | ead x 
Dredging Mee Me eee ee ee Rae | Secor epee |e ee | be Quarricsamer eee ee eee: We. Meee (eae || Pe EN ek oe x 
Dae ks ae ale he ele ee Be ce X by |e eee ee eel eS Xi Reservoirs. 20. ees ate ee es | eT 5 ala Be Se EN Ihe 
| Spa 111: pelinn ee eee he ho OIE C ee nae Xin | aes 6! pee x ReRe Butldineosseae eee: eee ie DS. Sot eke, eon ee x 
air GTOUnCS ewe ee ee ee x x x x x Residences#asmaret sae eres x x x x x 
POUT CatT Ss eee eee eee |e |r Xoo | eeseees: [coe Sand: Pi tame ee eee eee eg Oe Kee Meee oer el, | eee 
GasiStationsec~ eee ee eee x Sy | eee |e eee xe || Biworeyre Vetwelyy a So > AL LA ete a A x 
Claragen ce ae te ee Bk oh ieee ol iene | ae | ee Kel SubstatiGnss setae weet args ee p dite een ad Meee been x 
Gardens st Saree shee, 2s po hal fae eo 5 oo Nee ee eens Smokestacks =e ear sere ees Saree ee gone: re? ee eRe 
Hotels extn ee ee ee Kin |e (eno cs x DIG Tis ae eee ee eal tae Kap [heces. |e ee ees 
Hospitalsaees ee 2 eames ed > bl Pe Sel lees ed eee Xana PO COLCaN ee nn tee ee me: Ore he Ae? | gD Peers Pee es x 
MNGUstrialek lan temas anes eee emeree | MeXome ie Xe ses ee | x Schools: see ee eal ies oa Foes | See el eee x x x 
um bergy ard same ee eee mee eee | XE | eens ie x Sports Areas essen see ate ed meal ae! aera x Xp cc 
Woadines ela cr ortris sees aeneeetrceetes | MEX [eee 7s |e ee 1 ne beret, OF Used-cars ota mee eee eee x Sg ee ere ON 
Monumen ta W, OF keene eer ee | aX | pe | ee | x Water Low ersesmee ee ee teat (een 5 thas banal | es x 
IY Breve bae ut oo Ne Tamla! psa Seo || ot eee ee RAO Waterfall sumeeeere tee tees) eae ee Oe |e [ae eee 








The general list of floodlighting possibilities shown above will indicate the reasons for the use of floodlights in specific applications. Note, for example, that residences need 
light for all five reasons. 


INDEX TO SPORTS LIGHTING RECOMMENDATIONS 
(Abridged) 


Standard layout drawings that indicate recom- 
mendations for the most popular outdoor sports 
and recreations are available; and as new appli- 
cations are created, additional recommendations 


BAT MIN TON eccteasscctstcescsren cohen eve sstecescasccesssssste M-25395-F 
BASEBALL (Regulation) 
CTOSeC EL VOGEL .Un KW) eases e caste treet cacynnnares M-25376-D 
Open-end Closed i(251:0) kow.))<:-2c<-,-ngteeeenee M-25376-O 
CJperMeL ypere(2 20:0 pK W Nomen a eae eccckin M-25376-F 
Opener l ype, (150.0 Kw )esiessheteatosas 2 M-25376-G 
FOOTBALL 
Closed types 53.0 kwi)o su een, M-25394-A 
Close l ypen (47.00 KW) crete erate cance M-25376-K 
DSN L VP 9.0. KW ) scence ten tergrcrenpcosecee M-25376-Y 
pene types (00.0) ew) sarcomas M-25415-E 
Open Lyper (48.0) Kw.) secccstee cere nc cine M-25415-D 
FE © UINFEA TINS Sarce eectaceceectateres secrosteter ceecasecssss See page 166 
ICE HOCKEY 
CIOSEC-LY¥DO (ELOOGLIQN ES: ccc.jccevasssessseteeccacactteen M-25376-T 
Operetyoen Floodlights ic-.,..cseccassceaecsroccsnest: M-25376-U 
jer EE RS a CO UR ert PE nae is en ner M-25369-Q 


will be issued. The following tabulation of avail- 
able drawings includes those covering the com- 
monest sports. Copies will be supplied on request. 


SHOOTING 
Skeetz sree) eee Lae k mec eee a M-25415-P 
MR Choy rea ey e ARE Reap bo: Seocenere tere eee M-25368-S 
Combination Skeet and Trap............--------------- M-25415-O 
SHUFFLE BOARD 
Regulations) c..t meee a sicor se seks M-25376-X 
T1Oimie @Garts yeececteteerert sector ctetn seccstestiscrsess M-25395-D 
SOFTBALL, KITTEN BALL, OR DIAMOND BALL 
RE GULAPIOIL SOLEDAL) terecssccanecs torts te cxseowsostnacedvaneeen M-25415-J 
Softball Played on Standard Diamond.......... M-25415-K 
SWIMMING POOL 
Df ye ICG ie reer triste eee tvcste a caetees e nasnce at oeecerte M-25395-1 
Wie ta Ni Chie rere eesetcoaee see ssccahs cattnnees spcteenaarsracre' M-25395-C 
(Oye tera aed Ane eerrien meer ec ae M-25395-E 
TENNIS 
Play gp rourid we seeteses tes ac sccrreensesaytsansnncdesnronsen M-25415-Q 
MWojitaat toate sevehs ras ree oa Ee ee M-25376-S 


SPECIAL APPLICATIONS 


Recommendations for floodlighting large build- 
ings, spectacular and decorative lighting, foun- 
tain and water effects, and other special lighting 
will be furnished without obligation. In submit- 
ting requests for recommendations it is advisable 


to include complete information on the power 
supply and the nature of surfaces to be lighted, 
together with scale drawings of the structure or 
grounds. 
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Floodlighting Applications 


Gasoline Filling Stations, Roadside Stands, 
Parking Areas, and Tourists’ Camps 


With the heavy and annually increasing use of the 
highways by motorists, a widespread demand has arisen 
for the brilliant lighting of service stations, roadside 
stands, etc. This demand is completely met by flood- 
lighting, which not only serves the convenience of 
tourists but conspicuously and favorably advertises the 
business and location. In addition to floodlights using 
Mazpa lamps, General Electric now offers projectors 
which use both incandescent and mercury lamps, and 
give an unusually distinctive and attractive light. 


Office Buildings, Hotels, Banks, Stores, Theaters, 
Factories, and Power Stations 


The floodlighting of public and commercial buildings, 
with both clear and colored lights, attracts marked pub- 
lic attention and emphasizes architectural beauties at 
night, when the greatest number of people have oppor- 
tunity and leisure to see and appreciate them. The value 
of floodlighting as an advertising medium is evidenced 
by the ever-growing number of installations. 


Monuments and Public Buildings 


In every municipality there are examples of architec- 
ture — statues, public buildings, places of historic inter- 
est — in which the community takes pride. The flood- 
lighting of such structures, with clear or colored lights, 
adds to their impressiveness and gives them a prom- 
inence that is even greater at night than by day. 


Billboards, Signs, and Stacks 


For applications such as these, G-E floodlights can 
be installed in practically any convenient place; hence, 
they do not require complicated wiring. They increase 
the working hours of billboards and multiply advertis- 
ing value by the contrast of the illuminated surface with 
its dark background of night. 


Construction Work 


Contractors are frequently called upon to do construc- 
tion work at night. Sometimes it is an emergency repair 
job; at other times night work is necessary in order to 
complete a contract on time. Floodlighting projectors, 
because of their portability, are readily adaptable to this 
application. 


Railroad Yards, Docks, Bridges, Aqueducts, 
Reservoirs, and Mines 


Locations such as these must be nightly guarded 
against mischief makers and prowlers. Floodlighting 
aids materially in such protection. In addition, the flood- 
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Floodlighting Applications 


lighting of railroad yards, mines, and docks affords 
greater speed and safety in handling cars and cargo. 


Real-estate Developments, Public Auctions 


The floodlighting of real-estate developments and 
houses for sale, as well as billboards that advertise places 
where property will be sold at auction, is a vivid and 
effective means of attracting prospective purchasers. 


Decorative and Spectacular Effects; Landscapes 


The floodlighting of residences, gardens, waterfalls, 
caves, and spectacular natural scenes endows them with 
new beauties at night. They present a charm quite dif- 
ferent from their appearance by day. In the same way, 
brilliant effects may be obtained in connection with 
Christmas lighting and decorative illumination for fes- 
tival occasions. 


Electric Fountains — see page 166. 


Farms, Barns, Chicken Houses, Orchards, etc. 


Floodlighting such buildings and locations guards 
against mischief-makers, thieves, and prowlers, and pro- 
tects farm property in general. The convenience 
afforded by the floodlighting of farmyards and out- 
buildings is an obvious advantage to the farmer and his 
family. 


Kittenball, Baseball, Soccer, and Tennis 


Most people have no time during the day to attend 
ball games and athletic meets. In order to enable them 
to witness or participate in such events, parks and ath- 
letic fields are now being floodlighted. The increase in 
the use of the tennis courts and park facilities, or the 
additional revenue from gate receipts, will justify the 
expense of installation and operation. Floodlights may 
be mounted on poles adjacent to the grounds or on top 
of the stands and buildings near by. 


Gun Clubs, Driving Ranges, and Bowling Greens 


Nearly every municipality has its clubs or small com- 
mercial enterprises which afford the people recreation. 
Floodlighting makes such places doubly attractive. The 
use of floodlighting projectors, which are readily port- 
able, obviates the necessity of complicated wiring for 
a number of small units and simplifies and expedites 
installation and transfer of equipment. 





Swimming Pools — see page 167. 


Winter Sports 


G-E floodlighting projectors have been found especi- 
ally adaptable for lighting winter carnivals, toboggan 
slides, and skating, hockey, and curling rinks. As the 
units can be mounted at a considerable distance from the 
area that is being used, there is no need of poles, which 
are often dangerous obstructions. 
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Method of Solving Floodlighting Problems 


Unfortunately, it is not possible to give general form- 
ulas which will cover all application—to say that this 
floodlight, or that one, will have a ‘working distance” of 
so many feet. Too many factors may vary—the area to 
be lighted, the intensity of light needed, the reflection 
factor of the surface to be lighted, and the possible loca- 
tions for the floodlights. The accompanying tables will 
be found to be a helpful guide in making general com- 
putations. Occasionally problems will arise which can- 
not be solved by any simp!e methods; for these cases, the 
services of our floodlighting specialists are always avail- 
able. 


Power Requirements 


An approximate estimate of the power required may be 
found by allowing 0.15 of a watt per square foot of sur- 
face per foot-candle of intensity. Recommended foot- 
candle intensities will be found in the tables on the 
opposite page. 


EXAMPLE: Find the approximate power 
necessary for the floodlighting of a light- 
gray limestone building, 50 by 150 feet, on 
a white way. Area, 7500 square feet. The 
table shows a recommended intensity of 20 
foot-candles. 

Power=0.15 X 20 X 7500=22.5 kw. 


Selection of Projector 


The selection of the projector involves the adequacy 
of the floodlight beam to cover the surface to be lighted. 
The pattern of this beam on the surface depends upon 
the distance of the floodlight from the surface, the angle 
that the axis of the beam makes with this surface, and 
the spread of the beam. The beam dimensions, in de- 
grees, are given for all our floodlighting projectors; also, 
a multiplying factor (F) is given, which, when multiplied 
by the distance of the projector from the surface, gives 
the diameter of the beam pattern on that surface, pro- 
vided the beam is directed perpendicularly to the sur- 
face. In cases where the beam axis is not perpendicular 
to the surface to be lighted, the beam pattern can best 
be determined graphically, actually outlining it on a 
plan or elevation drawing. 


In this manner, a projector may be selected which sat- 
isfies the requirements of coverage. To determine the 
number of projectors needed, use this formula: 


! area X foot-candles 
No. of projectors = 
beam lumens of one projector 


Where the beam pattern exceeds the surface area, it is 
necessary to increase the number of projectors to make 
up for the light which is wasted. 


Several combinations of projector, door glass, reflector, 
and lamp will often be found to be suitable. The least 
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expensive combination of these should be used. This 
will usually be the combination which gives the largest 
beam pattern that does not exceed the surface area. 


Color 


Floodlights equipped with colored door glass have 
their lumen output reduced by the additional absorp- 
tion of this glass. The transmission factors for colored 
door glasses are: 


Red tcc eee nee eeretre ee 15 
Amber sentence eee 50 
Blue eet eat cat csctee eee 04 
Greeti Fypie ives AU eee 12 


The transmission factor for a particular color, when 
multiplied by the beam lumens of a projector, gives 
the beam lumens of the projector with a door glass of 
that color. Thus, the beam lumens for the AL-30 pro- 
jector with a plain, clear door glass is 3796, while for 
the same projector with a red door glass the rating is 
3796 times 0.15, or 570. 


Associated with the color problem is that of heating. 
The light absorbed by a colored door glass is converted 
into heat, and thereby raises the temperature of the 
colored glass greatly above that of a clear glass. To 
keep the operating temperature of colored door glass 
within a safe range, it is sometimes necessary to limit 
the size of lamp allowable with colored door glass. 
Where such limitations are necessary, allowable sizes 
of lamps are listed with the description of the projector. 


Incandescent Lamps 


Many of our floodlights are designed to accommodate 
either general-service or floodlighting Mazpa lamps. The 
floodlighting lamp has a more concentrated filament 
than the general-service lamp and therefore lends itself 
to the formation of a more sharply defined and narrower 
beam. However, this characteristic is obtained at a sacri- 
fice in lamp life, a limitation in burning position, and a 
higher lamp cost. The floodlighting Mazpa lamp should 
therefore be used only when the application requires 
a narrow beam of high maximum candlepower. 


In the opén-type floodlight the lamp is exposed to the 
elements, and there is a possibility of its being damaged 
when rain or snow strikes the heated bulb. This hazard 
is minimized by the use of hard-glass lamps. It is there- 
fore recommended that such lamps be used in open-type 
floodlights. 


Color plates are frequently used with clear door glasses. 
These plates may be fitted into enclosed-type projectors 
by means of clips provided in the units for this purpose. 
They are particularly adapted to installations where it is 
desired to change colors periodically. 
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Tables for Solving Floodlighting Problems 


DATA FOR LAMPS USED WITH VARIOUS TYPES OF FLOODLIGHTS 









































Rated Maximum List Price* 
Lamp Rated Average Light Over-all Position ib ea: 
Size in Bulb Initial Life Base Center in Length in of Hard Soft 
Watts Lumens (hours) Inches Inches Burning Glass Glass 
General-service Lamps 
100 A-23 1530 750 Medium 4% 6% Any $0.20 
150 A-25 2535 750 Medium 544 6% Any 25 
200 PS-30 3400 1000 Medium 6 8k Any 45 
300 PS-35 5520 1000 Mogul 7 9% Any 75 
500 PS-40 9800 1000 Mogul 7 91% Any 1.40 
750 PS-52 14550 1000 Mogul 9% 134% Any $8.25 3.75 
1000 PS-52 20700 1000 Mogul 9% 1314 Any 8.75 4.00 
1500 PS-52 33000 1000 Mogul 9% 1314 Any 9.75 5.75 
2000 PS-52 44000 1000 Mogul 9% 13% Any 13.00 
Floodlighting Lamps 
100 P-25 1360 800 Medium 3 434 Any position 1.15 
250 G30 3700 800 Medium 3 5% except within 1.75 
400 G-30 6600 800 Medium 3 5% 45° of vertically 3.25 
500 ee es a sieeet 4 q Ms base up 3.25 
1000 -40 1 00 ogu 53% 6.75 
1500 G-48 30300 800 Mogul 514 854 tSee foot-note { 10.00 
*These list prices are included for reference only; refer to Incandescent Lamp Department for discounts and current prices. 
{Any position from vertically base down to horizontal. 
FLOODLIGHTING INTENSITIES FLOODLIGHTING INTENSITIES 
RECOMMENDED FOOT- RECOMMENDED FOOT- 
CANDLE INTENSITIES CANDLE INTENSITIES 
Application Se ea Pa ae See Application SS 
Good Practice} Minimum Good Practice] Minimum 
Office buildings... : Real-estate developments... -----------o--eeneeaeno ne 10.0 5.0 
Hdtelsu ae fe Pir lictatic tio tis seen ene ee aren aero 10.0 5.0 
Banks = 
Stores. shies See See Air ad vectisin g joan ee ee, 30.0 15.0 
Theaters a “Buildings” | ‘‘Buildings” 
Factories ee I ee oe table table Farms___. 1.0 0.5 
Poweretations= = eee eet aot ee oS ee eee Barns ee 1.0 0.5 
Chicken houses_.... 1.0 0.5 
Monuments ee ee ee Orchards eee ee eee 1.0 0.5 
Publicsbuildings swe wee eee S 





Decorative and spectacular effects (Christmas 























































trees, flags, etc.)_. 20.0 10.0 
Landscapese a ee 15.0 5.0 
Stained-glass windows 30.0 15.0 
Billboards les re ee es 30.0 10.0 
Signs. a aes 30.0 10.0 BUILDINGS 
Stacks and water tank 12.0 8.0 
Fereni RECOMMENDED FOOT- 
ee ge Apeiarees aa Building Reflection CANDLE INTENSITIES 
ers urfaces actors = ae ot ae il Pe a ee 
Horseshoespitching === 6 10.0 5.0 Be Cent y B Cc 
Soe ne Sa Thane wae White terra cotta ee 
iSeeneereldl 15.0 10.0 Cream terra cotta__............ 60-80 15 10 5 
Stadiums... 20.0 10.0 Light marble... 
ead oat gees ea oS Pigeey limestone...........- 
Golf greens yr Ee 10.0 6.0 Ee Hk limestone... 
STO Sey eee i Ch re ; i letigh CnQor Popol ee 40-60 20 12 7 
Playground baseball == 22 ee ee 15.0 6.0 SERA ES PSPS THON 
Winter 3106 BL 1.0 Briar oe Gestudas pe ae Ae 
Smooth gray brick... 
ait Medium-gray limestone... 20-40 25 15 10 
i a eat pane arian ee ere 20.0 5.0 Common tan brick... 
Ss ee Dark-field-gray brick... 
Common red brick___....... 10-20 30 18 12 
Quarries and shipyards 6.0 2.0 Brownstone ——————--------------—- 
Construction work<. = 6.0 4.0 
Dredging — n-ne nnn 2.0 1.0 A—Buildings on white ways; intensive street lighting; streets with many con- 
Buiead vaste ha: ene and light sources; lower portions of buildings falling under 
a B locations. 
(a) Classification. MS AE os be AS 0.15 0.1 289 ne 
Boe Neer nec a be B—Medium-intensity white ways; secondary business streets with few con- 
Aqueducts Sarees = 1.0 0.5 flicting signs, etc. 
RR eper VON G ee ee 1.0 0.5 ? : J ; 
Mines eS ee se 8s 1.0 0.5 C—Very little conflicting light, such as on residential streets, parks, lighted high- 
ways, etc. 
Gasoline filling stations 
(a) Buildings and pumps.._.-..--.------------- 15.0 10.0 The above suggestions can be only general, and it will be found necessary to modify 
(b) Yard and driveways... 4.0 2.0 them in many instances to meet local conditions. Careful consideration must 
Roadside stands and houses.—......----.-------------------- 4.0 2.0 be given to existing illumination which will affect the solution of the problems. 
Parking areas.........---s-s--------0-e------eo-cnsenceneeceenseotees 1.0 0.5 Propositions involving apecial conditions should be referred to the Illuminating 
Tourist camps. .....-------------------------~------------------- 2.0 0.5 Engineering Laboratory, Schenectady, with complete information on conditions 
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G-E Novalux Electric Fountains 


A three-projector lily-pond fountain in a garden 
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The variety in water and illuminating effects in an electric fountain 
is unlimited, and the nature and scale of the design are limited only 
by the designer’s ingenuity and the funds available. General Electric 
lighting engineers have designed types ranging from the modest 
lily-pond fountains for the home garden, and fountains for small 
estates and public parks, to the magnificent displays and cascades 
found in some of the largest cities. Drawings, specifications of equip- 
ment, and descriptive listings of all types of fountains will be sent on 
request. 


LILY-POND 3-PROJECTOR FOUNTAIN 


This small electric fountain (Drawing M-25398-H) has been de- 
signed to incorporate many of the features of the larger types, but to 
be of such size that it can be installed within a limited space. It is 
adaptable to gardens, small parks, and areas where there is a mini- 
mum of extraneous light, and where space or funds will not permit 
the use of a larger fountain. 


It includes three projectors, Model No. 2AL33EDL1 with heavily 
stippled door glasses, one red and one green of 250 watts each, and 
one blue of 400 watts. The average lighting load is 505 watts. There 
are seven changing lighting effects, but the water is continuous in 
its action. 


The equipment necessary for the lily-pond 3-projector fountain is 
quoted as follows, under two items. The price is based on 110/220- 
volt, 60-cycle, 3-wire, single-phase power supply. 


Item No. 1 covers the submersible projectors mentioned above. The 
list price is $150.00. Freight is allowed. 


Item No. 2 covers 44 jets; the jet ring, fire nozzle, and spray 
nozzles; the centrifugal pump and direct-connected, 34-hp, 220-volt 
motor; the 3-circuit projector controller and 110-volt motor; the 
manual starting switches for these motors. The list price is $290, 
f.o.b. point of shipment, with freight allowed to any common carrier 
point in U.S.A. The shipping weight is approximately 340 pounds. 


For omission of the pump and motor, deduct $127.00 from Item 2. 
For omission of the projector control mechanism, deduct $70.00 from 
Item 2. For substitution of magnetic switches with push buttons for 
manual switches, add $20.00 to Item 2. Eighteen leaf castings, as shown 
around the fountain in the illustration, can be furnished at $41.50 list 
additional for the lot (castings only). 
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Sketch of the lily-pond fountain. For complete drawing, write for M-25398-H 
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Swimming-pool Lighting 





Swimming Pool and Fountain Lighting 





POSED RING CHAOMIUIM PLATED 









ENLARGED SECTION. OS 
r “et 


An indoor swimming pool, using the dry-niche system of floodlighting. The 
diagram shows the method of installing a Type AL-39 floodlight. See pages 168 and 
169 for description and price of floodlight; write for drawing M-25395-I for con- 


struction details. 


The popularity of swimming as a healthful recre- 
ation continues to grow, and outdoor and indoor 
pools are being included in modern recreational cen- 
ters and buildings. Furthermore, lighting facilities 
are being provided in order that the pools may be 
used at night as well as by day, with equal facility and 
safety. There are several system of lighting in vogue 
for swimming pools, the choice depending upon 
whether the pool is outdoors or indoors, and upon 
its general construction. 

The sparkling beauty of a pool lighted from be- 
neath its surface, and the novelty of viewing the 
movements of the swimmer are perhaps secondary to 
the added safety afforded by such lighting. The 
swimmer is always in view, and in the event of acci- 
dent may readily be located and brought to the sur- 
face. 
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Wet-niche system using Type AL-33 projector 






































Wet-niche system using Type AL-41 projector 





An outdoor swimming 
pool, using the wet-niche 
system. Type AL-33 (up 
to 400 watts) and AL-41 
(up to 1500 watts) flood- 
lights used in this system, 
are described and priced 
on pages 168 and 169. 
Drawing M-25395-C gives 
construction details. 
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G-E Novalux Submersible Projectors 
for WET-NICHE SYSTEM 


Swimming pools and electric fountains 








PHOTOMETRIC DATA li 
Types AL-33-ED and -FD, 250W G-30 i tH 
Mazpa Lamp \\ 


Beam Spread in Degrees 


250/400 Watts 


Type KI Mounting (Hard Copper) Type LI Mounting (Hard Copper) 


ae 


| 





Beam 
Door Glass 
buen Vertical Horizontal 
Plain’ eee 1418 20 19.8 | 
Heavily Stippled| 1894 80 80 || 
Spreadlite._........ 1741 23.6 49 || For Fountain Lighting 
|| Use 
|! — Bottom Outlet - 2 ‘Pipe jap 
Or Bottom Side Outlet- ¥' Pipe Tap 
/ 
Supporting Hooks Are Located On For Swimming Fool Lighting 
Horizontal Center Line Use This Outlet-3 Pipe lap 
Type AL-33 FiG 2 FIG | 
Submersible projector 
DESCRIPTION 


Types: AL-33-ED cast-aluminum for electric fountains, 
AL-33-FD cast-bronze for swimming pools. 

Lamps: 100-watt P-25 floodlighting Mazpa lamp for 
projector in air; 250- or 400-watt G-30 floodlighting 
Mazpa lamp for projector under water. 

Casing: One-piece cast-silicon-aluminum with two lugs 
for mounting cast integral with casing (Type AL-33-ED). 
One-piece cast-bronze-alloy with two lugs for mounting 
cast integral with casing (Type AL-33-FD). Each casing 
has three 34-inch pipe-tapped holes located as follows: (1) 
center of bottom; (2) side at bottom for electric foun- 
tains; (3) side at top for swimming pools. Pipe plugs 
furnished for two of above holes; the third hole acts as 
drain, air vent, and cable entrance. 

Door glasses: Convex, 103% inches in diameter, heat-re- 
sisting clear and colored in plain and heavy stippled; 
only clear in 40° Spreadlight. 

Reflector: Silvered-glass composite-type with 814-inch 
effective diameter and heat-resisting protective backing. 

Mountings: Fixed angle brackets of hard copper for 
permanent mounting in fountains and swimming pools 
(Fig 1). Bracket arms and suspension hooks of hard 
copper to permit removal of projector for servicing in 
swimming pools (Fig.2). Mountings for bronze projec- 
tors are natural-finish—for aluminum projectors mount- 
ings are cadmium-plated. 

Current-carrying cable: No cable furnished except for 
servicing models 2AL33EDK1 and 2AL33FDK1—these 
types furnished with 15 feet of 2-conductor No. 14- 
Awg asbestos-and-rubber-covered cable at no additional 
cost. 


Test: Each projector completely assembled at the fac- 
tory and tested submerged under water with 4-lb air 
pressure on the inside to insure watertightness. 





Net weights: Aluminum, 13 pounds; bronze, 16 
pounds. Shipping Weights: Aluminum, 19 pounds; 
bronze, 22 pounds. 

PRICE AND ORDERING DATA 
Model No. 
(Specify door Mazpa Lamp Mounting List 
glass desired) Price 
2AL33EDX1 No mounting for electric is 
g folintains = es eee $45.00 
| 2AL33EDK1 100W P-25 Hard-copper cadmium- 
r= in air; 250W plated bracket and hooks 
2 or 400W G-30 (Eig. 2) ee ee ee 49.00 
<q 2AL33EDL1 submerged Hard-copper cadmium- 
plated angle brackets 
(High 1) teen 47.00 
2AL33FDX1 No mounting for electric 
8 100W P-25 fountains. 252. eee 55.00 
6} 2AL33FDK1 in air; 250W Hard-copper bracket and 
a) or 400W G-30 | hooka (Figh?) eae een 61.00 
2AL33FDL1 submerged Hard-copper angle brack- 
( peta (Figs) =e 58.00 








Notes: Projectors must be submerged in water when lamps are lighted. 

Cast-bronze projectors must be used where chemicals are present for water puri- 
fication or when water contains corrosive salts. 

Above prices include plain, heavily stippled, or 40°-Spreadlight clear door glass. 
Specify type when ordering. 

Colored door glasses available in plain and moh | stippled red, blue, green, or 
amber. Specify type and color and add $3.00 to list price. 

Prices do not include Mazpa Iamps. 


for DRY-NICHE SYSTEM 


Swimming pools 
500/1000 Watts (see page 167 for drawing) 
PHOTOMETRIC DATA—The photometric characteristics of the AL-39-E and AL-39-F units are identical with the 


Type AL-30-FA with 500-watt G-40 Mazpa lamp, or the AL-31-FA with 


Refer to pages 176 and 177. 


DESCRIPTION: In the dry-niche system, water is ex- 
cluded by means of a watertight porthole ring available 
in either aluminum or bronze, the latter either natural 
or chromium-plated and furnished with the projector. 
Types: AL-39-FC and -EC—cast aluminum; AL-39-FA 
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1000-watt G-40 Mazpa lamp respectively. 


and -EA—cast bronze (natural); AL-39-FB and -EB— 
cast bronze (chromium-plated). 
Lamps: 500- or 1000-watt floodlighting Mazpa lamps. 
Porthole assembly: Includes porthole ring, door glass, 
and porthole casing. Cast aluminum (Type AL-39-FC 











Swimming Pool and Fountain Projectors 


G-E Novalux Submersible Projectors 


and -EC). Cast bronze, natural (Type AL-39-FA and 
-EA). Cast bronze, chromium-plated (Type AL-39-FB 
and -EB). Casing to be set in concrete. 


Projector: Consists of silvered-glass reflector, effective 
diameter 147% inches, focusing mechanism, mounting, 
and 4 feet No. 14-Awg two-conductor asbestos-and- 
rubber-insulated cable. 


Mounting: Base-and-stand — cast-bronze alloy. Enables 
reflector to be tilted both up and down. 


Port-hole Finish: The standard finish shall be either 
natural-aluminum (AL-39-FC and -EC) or natural-bronze 
(AL-39-FA and -EA). If required, the exposed portion of 
the porthole ring will be furnished with a chromium- 
plate finish at no list addition (AL-39-FB and -EB). 


PRICE AND ORDERING DATA 





Model No. 
(Specify door Mazpa List 
glass desired) Lamp Description Price 
2AL39ECC1 500W G-40 | With aluminum porthole assembly} $ 87.00 


2AL39FCC1 | 1000W G-40 | With aluminum porthole assembly! 106.50 


2AL39ECY1 a Porthole assembly only. Cast- 

SIM IN ini eee ee 40.00 
2AL39EACI1 500W G-40 | With bronze porthole assembly.....| 107.00 
2AL39FBC1 500W G-40 | With bronze porthole assembly, 

chromiunvplated bezel... 107.00 
2AL39FACI1 | 1000W G-40 | With bronze porthole assembly.....|. 126.50 
ZAL39EBC1 | 1000W G-40 | With bronze porthole assembly, 

chromium-plated bezel..................| 126.50 
2AL39EAY1 Porthole assembly only. Cast- 

bronze Meee ts See 60.00 
2AL39EBY1 scheo Porthole assembly only. Cast- 

bronze, chromium-plated bezel...... 60.00 


Prices do not include Mazpa lamps. 





for WET-NICHE SYSTEM 


Swimming pools and electric fountains 


500/1000/1500 Watts 








PHOTOMETRIC DATA 
uf a F Type Al 4-k 


For photometric characteristics een re ae 
of the types AL-41DA and AL- ses 

41EA, see AL-31FA with 1000- : 
watt G-40 lamp and AL-30FA 


with 500-watt G-40 lamp respec- 











tively. 

| Type L | y | 

a Hard Copper \|_ } | 

- i. ——+ 

{—_ 3 holes s ~t 

Type AL-41 aa mers 
Submersible projector FIG2 4 Zholks Fig | 
DESCRIPTION 
Types: AL-41-DA, cast-aluminum. AL-41-EA, cast- Mountings: Swivel-and-trunnion type, of cast alumi- 


bronze. 

Lamps: Either type will accommodate 500- or 1000- 
watt G-40 or 1500-watt G-48 floodlighting Mazpa 
lamps. Projectors must be submerged before lamps are 
turned on. 

Casing: Type AL-41-DA— One-piece cast-aluminum 
with mounting lugs cast integral. Type AL-41-EA — 
One-piece cast-bronze with mounting lugs cast integral. 
A 34-inch pipe-tapped hole located at the lowest portion 
acts as drain, air vent, and cable entrance. 

Door glass: 1534 inches in diameter, heat-resisting 
clear and colored types. (Same as for AL-30, AL-31.) 

Reflector: Silvered-glass parabolic-type with heat-re- 


num (2AL-41-DAA1) and cast bronze (2AL-41-EAA1), 
(Fig. 1). Angle brackets of hard copper cadmium-plated 
(2AL-41-DAL1) and _  natural-finish (2AL-41-EAL1), 
(Fig. 2). Suspension hooks and arms of hard copper, 
cadmium-plated (2AL-41-DAK1) and _natural-finish 
(2AL-41-EAK1) (Fig. 3). 

Current-carrying cable: No cable is furnished except 
for servicing models 2AL-41-DAK1 and 2AL-41-EAK1. 
These types furnished with 15 feet 2-conductor No. 
14-Awg asbestos-and-rubber-covered cable at no addition 
to list price. 

Net Weights: Aluminum, 37 pounds; bronze, 45 
pounds. Shipping Weights: Aluminum 85 pounds; bronze, 


sisting protective backing and effective diameter of 90 pounds. 


145% inches. 


PRICE AND ORDERING DATA 










Model No. 

(Specify door Mazpa Lamp Mounting List 
glass desired) Price 
2AL41IDAAIL Swivel and trunnion, cast aluminum for electric fountains (Fig. 1) a cic menee $105.00 
2AL41IDALI1 500W-1000W G-40 Fixed angle brackets; hard copper, cadmium-plated (Fig. 2)_..-.----------ceee---eeeee-eeee= ..| 100.00 
ZAL41IDAKI1 1500W G-48 Suspension hooks and arms; copper, cadmium-plated for swimming pools (Fig. 3)__-....--------.------s--s-----0--ceeneeeeeeeeneoeee | 102.00 
2AL41EAA1 Swivel and trunnion, cast bronze for electric fountains (Fig. 1)_.-.-------------eeeeeeeenceeeereeeeereneeenneneeereeeeenneeneneeeeeeeeeee| 130.00 
Z2AL41EALI1 500W-1000W G-40 Fixed angle brackets; hard copper, cadmium-plated (Fig. 2)_-.-----------.-.--- : ..| 125.00 
2AL41EAKI1 1500W G-48 Suspension hooks and arms; copper, cadmium-plated for swimming pools. (Fig. 3) 128.00 





Note: Projectors must be submerged in water when lamps are lighted. 

Cast-bronze projectors must be used where chemicals are present for water purification or when water contains corrosive salts. 

Above prices include plain, lightly stippled. heavily stippled, 40 °-Spreadlight, or A-sym-etric clear door glass — specify type when ordering. 
Plain and heavily stippled colored door glass is available in red, blue, green, or amber. Add $13.00 list and specify type and color. 

Prices do not include Mazpa lamps. 
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G-E Novalux 











Floodlights 


Enclosed 100/150 Watts 


(a) Adaptability 


(d) Ease of mounting 
(e) Low first cost 
(f) Light weight 





Type AL-35 
Junior Handy floodlight 


beam pattern. 


ADVANTAGES 


(b) Universal adjustment 
(c) Handsome appearance 


PHOTOMETRIC DATA 
(Aluminum-oxide reflector) 


Model Mazpa Lamp Beam 
Inside Frosted | Lumens 
Junior Handy... 100 W. 785 
Senior Handy... 200 W. 1746 


*Distance of floodlight to surface lighted x F = diameter of 








Beam Spread pe 
in Degrees 
114 3.0 = 
| 100 2.4 +—5} dia, 


Type AL-35 
Junior Handy floodlight 


DESCRIPTION 


Lamps: 100- or 150-watt general-service MAzpaA in AL- 
35; 200-watt general-service MaAzpa in AL-36. 


Casings: Sheet-aluminum combination casing and re- 
flector with oxide or etched inner reflecting surface; also 
with Alzak diffuse or specular finish. Supporting cap is 
separately drawn over a supporting ring. Green external 
paint finish. 


Door Glass: Junior Handy, 83% inches in diameter; 
Senior Handy, 914 inches in diameter; both heat-resisting. 
Plain clear will be furnished unless otherwise specified. 
Also available in red, blue, green, and amber. 

Focusing mechanism: Internal fixed-focus. 


Current-carrying cable: 4 feet of 2-conductor asbestos- 
and-rubber-covered cord and plug is furnished with 
AL-35; 18-inch cord, only, with AL-36. 





Net weights: Junior Handy—2 lb, 14 oz. Senior 
Base and Stand: Swivel-and-stand of formed steel is Handy — 5 lb. 
standard. Green-paint finish. A sharp steel spike is fur- Shipping Weights: Junior Handy—6 lb. Senior 
nished for temporary ground mounting. Handy — 7 lb. 
PRICE AND ORDERING DATA 
List Price 
Model No. 
Type includes clear Mazpa Lamp Mounting Clear *Colored 
door glass door glass door glass 
Junior Handy 2AL35AAB1 100-150W Swivel and stand $ 6.50 $ 8.50 
Senior Handy 2AL36AAB1 200 W Swivel and stand 10.50 14:50 
*Colored door glasses available in red, blue, green and amber. 
Add $1.50 to list price of Junior, $2.00 to list price of Senior, for diffuse Alzak reflector. 
Add $3.00 to list price of Junior, $4.00 to list price of Senior, for specular Alzak reflector. 
Add $0.50 to list price of Junior or Senior for sandblasted door glass. 
Prices do not include Mazpa lamps. 
Enclosed 200 Watts 
ee 


above. 





Type AL-36 
Senior Handy floodlight 
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See description 


and advantages 
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Type AL-36 


Senior Handy floodlight 














Types: AL-49-AA (enclosed type) and AL-49-AB (open 


type). 


Lamps: 300-watt PS-35 and 500-watt PS-40 general-ser- 


vice MAZDA 


Casing: Sheet aluminum with Alzak diffuse or Alzak 
specular reflecting surface. Reflector support and cover 
cap are of cast aluminum. Door frame is sheet aluminum 
with clamp brackets of formed brass, cadmium-plated. 


Door glass: 147s inches in diameter, heat-resisting, 


clear. 


Mounting 
aluminum. 


Model No. 
(Specify door 
glass desired) 


2AL49AAB3 
2AL49AAD5 
2AL49AAH5 
2AL49AAM3 
2AL49AAW3 


2AL49ABB3 
2AL49ABD5 
2AL49ABH5 
2AL49ABM3 
2AL49ABW3 


Z2ZAL49AAB2 
ZAL49AAD3 
2AL49AAH3 
2AL49AAM2 
2AL49AAW2 


2AL49ABB2 

2AL49ABD3 
2AL49ABH3 
2AL49ABM2 
2AL49ABW2 


Note: Above prices of enclosed projectors include plain, lightly stippled, heavily stippled, 40° Spreadlight, and A-sym-etric clear door glass. For colored door glass, add 





Alzak Aluminum Floodlights 


G-E Novalux Floodlighting Projectors 


Open or Enclosed 300/500 Watts 


25 E ‘ Sy) 
PHOTOMETRIC DATA eS 





. 4 
Diffuse Alzak reflector $f /2i4. 
delivers beam of approxi- 67°" 34 


mately 60 degrees; specu- 
lar Alzak reflector deliv- 
ers beam of approximate- 
ly 30 degrees. 


) Swivel and stand 


7 






Type AL-49 
Alzak aluminum projector 


ih = 
iewide slot 


Crossarm 


Slip fitter 


DESCRIPTION 


Bases: Standard is oval type of cast aluminum. Other 
bases are shown in drawings. 


, Focusing. mechanism: Fixed-focus type. 
amps. 
- Current-carrying cable: 4 feet No. 14-Awg two-con- 


ductor asbestos-and-rubber-insulated cable. Cable passes 
through watertight cadmium-plated brass stuffing bushing 
with rubber gasket to insure tight joint. 


Net weight is 334 pounds for open type, 814 pounds 
for enclosed; shipping weight is 834 pounds for open type, 


1 
bracket: Standard is swivel-and-stand of cast 13/2 pounds for enclosed. 


PRICE AND ORDERING DATA 








Mazpa Lamp | 



















Mounting List Price 
Enclosed type with diffuse Alzak reflector (for wide-angle beam) 
300/500 watts Swivel and stand. Ae ee. SO a $23.00 
300/500 watts Pipe clamp, 1” to 2” pipes; (for 2” to 344” pipes — Model 2AL49AAD6)... 23.00 
300/500 watts Pipe tops 2tepipe;| (pushed 106d 54 pipe — Model Noa 2AL49AAH6)s 2 eee ee 23.00 
300/500 watts Gr gete te enn te ee es ie ane De een a la eS oe ee ah RON ee Sie 22.00 
300/500 watts Slip fitter (internally wired) for 114” pipe; (for 2” pipe—Model No. 2AL49A AWS)... eee ence ee 24.00 
Open type with diffuse Alzak reflector (for wide-angle beam) 
300/500 watts Supivelicinid! stand amare Fen pene ee gene OO et ONION rr ye ren ere te a ey ae) $7200 
300/500 watts Pipe clamp, 1” to 2” pipes; (for 2” to 344” pipes — Model 2AL49ABD6)........... 17.00 
300/500 watts Pipe top, 2” pipe; (bushed for 114” pipe — Model No. 2AL49 ABH6)._.---------2----nn--s--ceenennceceeeeneceeeesceeenneeeeeeemeeceees 17.00 
300/500 watts COs ov CET gut BOA De alpek Ae Sk 2 A ie es BLN Sie RD a te Oe Se a I 16.00 
300/500 watts | Slip fitter (internally wired) for 114” pipe; (for 2” pipe—Model No. 2AL49ABWS)........-----------------c-tenceeeseeeneeeeeeeeseee 18.00 
Enclosed type with specular Alzak reflector (for medium-angle beam) 
300/500 watts Serie Panic ta tanl Gl See aen aen hE ae e s Pe wr ees et She | $28.08 
300/500 watts | Pipe clamp, 1” to 2” pipes; (for 2” to 344” pipes — Model 2AL49AAD4)..._..wu.-.-------ne-e-n-senenennceneeseceeneoeeoeeeeeeeeeeneeceeees 28.00 
300/500 watts Pipe top, 2” pipe; (bushed for 134” pipe — Model No. 2AL49 A AH4) nna a ence en nen eeeeee 28.00 
300/500 watts CORSA TI tee ce ee eo A ee ae 27.00 
300/500 watts Slip fitter (internally wired) for 114” pipe; (for 2” pipe—Model No. 2AL49AAW4). nnn nn nnn nnn nee eee 29.00 
Open type with specular Alzak reflector (for medium-angle beam) 
306/500 watts SOE Vel anc ip tan ee eee nee ane e renee mre ree era Cts Fri re ee bl $22.00 
300/500 watts Pipe clamp, 1” to 2” pipes; (for 2” to 344” pipes — Model 2AL49ABD4) ... 22.00 
300/500 watts | Pipe top, 2” pipe; (bushed for 114” pipe — Model No. 2AL49ABH4)....... 22.00 
B00) S00 iat ts IC rosea tris mae arian ee be See NCE eon eS AA 21.00 
300/500 watts | Slip fitter (internally wired) for 114” pipe; (for 2” pipe—Model No. 2AL4QABW4) ..._..--------------nnn-nenvoenenenneneeeeeeeeee > 23.00 





$9.00 to list price of enclosed projectors. 


For external visor, add $4.00 list. 


Open type furnished without door-glass retaining ring. 
Prices do not include Mazpa lamps. 


(sig 











GENERAL ELECTRIC SUPPLY CORPORATION 


G-E Novalux Floodlighting Projectors 


Open or Enclosed 750/1000 Watts 










~ LX Mf 


MCT Tr 

PHOTOMETRIC DATA gh ah 

i 

Diffuse Alzak reflector eee 
delivers beam of approxi- Shon) ee ya 
mately 60 degrees; specu- "© tse + 

lar Alzak reflector deliv-  Swiveland stand 

ers beam of approximate- 

ly 30 degrees. 





Type AL-43 Ld Zwide slot 
Alzak aluminum projector Pipe clamp Pipe top Crossarm Slip fitter 
DESCRIPTION 
Types: AL-43-CA (enclosed type) and AL-43-CB (open Mounting bracket: Standard is swivel-and-stand of cast 
type). aluminum. 
Lamps: 750-watt and 1000-watt PS-52 general-service Bases: Standard is oval type of cast aluminum. Other 
MAZDA. _ bases are shown in drawings. 


Casing: Sheet aluminum with Alzak diffuse or Alzak Bowe Ea a ea 
specular reflecting surface. Reflector support and cover urrent-carrying cable: 4 feet No. 14-cAwg two-con- 
cap are of cast aluminum. Door frame is sheet aluminum ductor asbestos-and-rubber-insulated cable. Cable passes 
with clamp brackets of formed brass, cadmium-plated. through watertight cadmium-plated brass stuffing bushing 

: with rubber gasket to insure tight joint. 

Net weight is 4 pounds for open type, 10 pounds for 
enclosed; shipping weight is 9 pounds for open type, 15 
pounds for enclosed. 


Door glass: 1534 inches in diameter, heat-resisting, 
clear and colored. Maximum wattage—amber, 750; other 
colors, 500. 


PRICE AND ORDERING DATA 








Model No. 
(Specify door 
glass desired) 


Mazpa Lamp Mounting List Price 











Enclosed type with diffuse Alzak reflector (for wide-angle beam) 





























2AL43CAB12 7530/1000 watts © | Swivel and) etalt dec waa ore ce $32.00 
2AL43CAD5 750/1000 watts Pipe clamp, 1” to:2” pipes; (for 2” to13 9 pipes ——sMiodel 2 AN43 CAG) asa eco seared cae ore see ee ng 32.00 
2AL43CAH5 750/1000 watts Pipe top, 2” pipe; (bushed for 144” pipe — Model No. 2AL43CAH6)...... si 32.00 
2AL43CAM3 750/1000 watts Croggarm mounting 20 on sees ns wneapsrnactevar cont paces tae poe ce eee ng Saas remee nee ottne pescnee eae a oen ae odes oceans Seer 31.00 
2AL43CAW3 750/1000 watts Slip fitter (internally wired) for 114” pipe; (for 2” pipe—Model No. 2AL43CAWS5).......-.--.-------c-0--:----c-o--c-nceeceeeeeeoe 33.00 
Open type with diffuse Alzak reflector (for wide-angle beam) 
i a a a 
2AL43CBB3 750/1000 watts Swivel and’ stand: 222323 ee ee eee $21.00 
2AL43CBD5 50/1000 watts | Pipe clamp, 1” to 2” pipes; (for 2” to 314” pipes — Model 2AL43CBD6) nna anne nace nenneeeneneeceenneneneenenseenenecee ee 21.00 
2AL43CBH5 750/1000 watts Pipe top, 2” pipe; (bushed for 114” pipe — Model No. 2AL43CBH6) .......... es 21.00 
2AL43CBM3 750/1000 watts Grasarmctnountin ge et A ee ee ee ne eee ae 20.00 
2AL43CBW3 750/1000 watts | Slip fitter (internally wired) for 114” pipe; (for 2” pipe—Model No. 2AL43CBWS5) .__..-.---------e-eeo-s-neeceeeeseseeeseeeceeeees 22.00 
Enclosed type with specular Alzak reflector (for medium-angle beam) 
a tbat hc chad lelectra renee ee ae Sh tt eae ees eal ad le A 
2AL43CABI11 750/1000 watts Swivel anid stan 2 oes a caccsce Sacer ee ere Ieee Ce ne Re $38.00 
2AL43CAD3 7150/1000 watts | Pipe clamp, 1” to 2” pipes; (for 2” to344” pipes — Model 2AL43CAD4).___ we nceennennecenneeenneecnneeneneensecnnenenn ee 38.00 
2AL43CAH3 750/1000 watts | Pipe top, 2” pipe; (bushed for 114” pipe — Model No. 2AL43CAH4).._...... bs 38.00 
2AL43CAM2 750/1000 watts Crossarm mounting 22. Se eS ee ee ee PT ae Te eS 37.00 
2AL43CAW2 750/1000 watts | Slip fitter (internally wired) for 114” pipe; (for 2” pipe—Model No. 2AL43CA W4) ___.. a2. -n--cnceneeeeeeeeeeeeeeeeeneeeeeeeee 39.00 
Open type with specular Alzak reflector (for medium-angle beam) 
2AL43CBB2 750/1000 watts Swivel and stand ee a er ee ee ee ee ee $27.00 
2AL43CBD3 750/1000 watts | Pipe clamp, 1” to 2” pipes; (for 2” to 314” pipes — Model 2AL43CBD4) - we 5s ae etn ee Sa 27.00 
2AL43CBH3 750/1000 watts Pipe top, 2” pipe; (bushed for 144” pipe — Model No. 2AL43CBH4) -.__._.. 2 eS it 27.00 
2AL43CBM2 750/1000 watts Ciroseairm mountin pes. eso ak ea eet ee ee ee ee ee ee ene eee 26.00 
2AL43CBW2 750/1000 watts | Slip fitter (internally wired) for 114” pipe; (for 2” pipe —Mcdel 2AL43CBW4) ooo. een enna eee eee 28.00 





Note: Above prices of enclosed projectors include plain, lightly stippled, heavily stippled, 40° Spreadlight, and A-sym-etric clear door glass. 

Colored door glass available (limited to 500-watt lamp) in red, blue, green, and amber, either plain or heavily stippled — specify color and type and add $13.00 to en- 
closed-tyre list price. 

For external visor, add $4.00 list. 

Open type furnished without door-glass retaining ring. 

Prices do not include Mazpa lamps. 
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Alzak Aluminum Floodlights 


G-E Novalux Floodlighting Projectors 


Open or Enclosed 1500 Watts 





f ay, 
C344, YW x 
PHOTOMETRIC DATA Ty | J | A, 
Vo2"pipe: rates Tn Wf if pa 
Diffuse Alzak reflector delivers beam zt 3h pipe rs DY. ces 
of approximately 60 degrees; specular Pipe'clamp PIs a 
Alzak reflector delivers beam of ap- Door glass £/ 


and ring aa 


proximately 30 degrees. 





wh SK 
a a 
ae 
Type AL-48 Fine top me Slip fitter 
Alzak aluminum projector rossarm 

DESCRIPTION 

Types: AL-48-AA (enclosed type) and AL-48-AB (open Mounting bracket: Standard is crossarm of malleable 
type). iron. 


Bases: Four different bases, of cast aluminum, are 
shown in drawing. 
Focusing mechanism: Fixed-focus type. 


Lamps: 750-watt to 1500-watt PS-52 general-service 
Mazpa lamps. 








Casing: Sheet aluminum with Alzak diffuse or Alzak CUtrCn Carne aeablon etree Nine 1a ee cont 
specular eee: guar Reflector ue he adapter, and ductor asbestos-and-rubber-insulated cable. Cable passes 
Sa eid Cae NSIS Hameed peter ene ie sheet through watertight cadmium-plated brass stuffing bushing 
plated P CON SL with rubber gasket to insure tight joint. 

; ; ; : vy Net weight is 7 pounds for open type, 1314 pounds for 

Door glass: 18g inches in diameter, heat-resisting, enclosed; shipping weight is 12 pounds for open type, 
plain clear. 1814 pounds for enclosed. 

PRICE AND ORDERING DATA 
Model No. 
(Specify ane Mazpa Lamp Mounting List Price 


glass desired) 








Enclosed type with diffuse Alzak reflector (for wide-angle beam) 
























































2ZAL48AAD5 1500 watts 9)|'Piperclamp,) 1%to 2” pines; (for 2” to 314% pipes'—" Modell ZAL48AAD6) oe oer ee ee ee | $39.00 
2AL48AAH5 1500 watts | Pipe top, 2” pipe; (bushed for 1144” pipe — Model No. 2AL48AAH6)..... | 39.00 
2AL48AAM3 1500 watts (Qype we, ek an Oe Ra LE Sine tee eee ed ee OPO Ne eee nari ye Pile pea oh ors. 9 ee Pata tl 38.00 
2AL48AAW3 1500 watts | Slip fitter (internally wired) for 114” pipe; (for 2” pire—Model No. 2AL48AAWS5) _ SN er eee ccs | 40.00 
Open type with diffuse Alzak reflector (for wide-angle beam) 
2AL48ABD5 1500 watts’ Pipe clamp; 1” to 2” pipes: (for 2” to'324” pipes — Model 2AL48ABD6) qnno once ac ec ctceecec cee peeececere ee eon nnenceeeen | $24.00 
2AL48ABH5 1500 watts | Pipe top, 2” pipe; (bushed for 114” pipe — Model No. 2AL48ABH6) ..._-....2---.-----2ee 2-2 veeneeeeneeeeceee eee eee eee | 24.00 
2AL48ABM3 SOO kurt tCommnn Cor Osa rin sees eek ee ners eee UA ee Meee Bae a Ten fe en ne oe ee =A ak a See ae. 23.00 
2AL4A8ABW3 1500 watts | Slip fitter (internally wired) for 114” pipe; (for 2” pire—Model No. 2AL48ABW5) .._... 22-22-2222 cee eee e ene eee | 25.00 
Enclosed type with specular Alzak reflector (for medium-angle beam) 
ZAL48AAD3 E500 watteme | bipe.clamp i’ itor2”pipes, (for 2 4to 3.94 ipipes|— Model DAL48AAD4 a oe ~ $46.00 
2AL48AAH3 1500 watts | Pipe top, 2” pipe; (bushed for 144” pipe — Mcdel No. 2AL48AAH4)...... oe 46.00 
2AL48AAM2 1500 ora Creme Gr Osa tins eae ee een en ene ee ees 2 oe aE ee nae OS 45.00 
2AL48AAW2 1500 watts | Slip fitter (internally wired) for 11%” pipe; (for 2” pipe—Model No. 2AL48AA W4) o.oo. .eeeeneeeeeeee eee een eee eee eens 47.00 
Open type with specular Alzak reflector (for medium-angle beam) 
ZAL48ABD3 1500 watts | Pipe clamp, 1” to 2” pipes; (for 2” to 344” pipes — Model 2AL48ABD4) ooo. eeceeceesceceseeeceteseeeseteteteetereeereeeeeeeeee-- | $31.00 
2AL48ABH3 1500 watts | Pipe top, 2” pipe; (bushed for 114” pipe — Model No. 2AL48ABH4) .uou.u.n..a..-s----cecenees-esneeenecescceseeeeeseneeseceeersteeesessenectnene 31.00 
2AL48ABM2 COT ws fawn DC eoacar i sete aaeeener eee eae ae te cE a ky ee v 30.00 
Z2AL48ABW2 1500 watts | Slip fitter (internally wired) for 114” pipe; (for 2” pipe—Model No. 2AL48ABW4) ooo cence ecco eee cece ee : 32.00 





Note: Above prices of enclosed projectors include plain, clear door glass, only. For colored door glass, add $25.00 to list price of enclosed projectors. 
For external visor, add $4.00 list. 

Open tyre furnished without door-glass retaining ring. 

Prices do not include Mazpa lamps. 
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GENERAL ELECTRIC SUPPLY CORPORATION 











G-E Novalux Floodlighting Projectors 


Enclosed 200/250 Watts 























Sa SA 
© Projector 
with oval base 








H 
i 


Pipe top base Pipe clamp 




















(showing bushing) base Oval base 
Type AL-38 Aluminum projector 
PHOTOMETRIC DATA 
Beam Spread in Degrees F* 
Door Glass Mazpa Lamp Beam Lumens 
Vertical Horizontal Vertical Horizontal 

Type AL-38-BB 
Plain 200 W. PS-30 1310 25.5 30.2 0.45 0.58 
Lightly Stippled 200W. PS-30 1333 38.5 40.5 0.70 0.74 
Heavily Stippled 200W. PS-30 1706 80.0 1.68 
40° Spreadlight 200W. PS-30 1459 28.0 58.0 0.50 111 
A-sym-etric 200W. PS-30 1395 40.0 60.0 0.73 1.16 

Type AL-38-CB 
Plain 250W. G-30 1293 14 16 0.25 0.28 
Lightly Stippled 250W. G-30 1390 31 33 0.56 0.59 
Heavily Stippled 250W. G-30 1725 65 69 1e27 1.37 
40° Spreadlight 250W. G-30 1422 18 52 0.32 0.97 
A-sym-etric 250W. G-30 1380 20 49 0.35 0.91 

*Distance of floodlight to surface lighted x F =diameter of beam pattern. 
DESCRIPTION 


Types: AL-38-BB and AL-38-CB. 

Lamps: 200-watt general-service Mazpa (AL-38-B); 
250-watt floodlighting Mazpa (AL-38-C). 

Casing and door: Cast-aluminum alloy with natural- 
aluminum finish. 

Door glass: 1114 inches in diameter, heat-resisting 
clear and colored door glasses (same as AL-29). 

Reflector: Silvered-glass with special heat-resisting 
backing, four-zone composite with effective diameter of 
1034 inches. Alzak aluminum reflector with diffuse or 
specular finish furnished if desired. 

Mounting: Swivel-and-trunnion with steel hot-dip gal- 
vanized trunnion bracket is standard. 


Bases: Standard oval-type of cast aluminum, except 
for pipe-clamp mounting where galvanized malleable-iron 
base is used. Specify pipe size. 


Focusing mechanism: External rocker-type. Normal 
position is for 200-watt lamp (6 in. L.C.). Focusing plate 
and casing are inverted for 250-watt lamps (3 in. L.C.). 


Current-carrying cable: 4 feet of No. 14-Awg 2-con- 
ductor asbestos-and-rubber-covered cable is furnished. 
Cable passes through watertight stuffing bushing and rub- 
ber gasket, and is tightened by packing and clamping 
nuts for waterproof joint. 


Net weight is 16 pounds; shipping weight is 20 pounds. 


PRICE AND ORDERING DATA 














Model No. 
(specify door Mazpa Lamp Mounting List Price 
glass desired) 
2AL38BBA1 200W. PS-30 Swivel and’ trunnion ot he ee ee oe ee $34 00 
2AL38BBD1 200W. PS-30 Pipe clamp: 1” to 2” pipes; (for 2” to 314” pipes — Model No. 2 AL38BBD2).. Ee! 34.00 
2AL38BBHI 200W. PS-30 | Pipe top, 2” pipe; (bushed for 14” pipe — Model No. 2AL38BBH2).......... 7 34 00 
2AL38BBW1 200W. PS-30 Slip fitter for 114” pipe; (for 2” pipe — Model No. 2AL38BBW2) -...u..----..-o.2.--sececneeeeeecneeeneeeeeeeneeeeeveeeeeeeneee 34.00 
2AL38CBAI1 250W. G30 Swivel-and trunnions c5k Lanse eg i a Oe Re 34.00 
2AL38CBD1 250W. G-30 Pipe clamp; 1” to 2” pipes; (for 2” to 314” pipes — Model No. 2AL38CBD2). = 34.00 
2AL38CBHI1 250W. G-30 Pipe top, 2” pipe; (bushed for 114” pipe — Model No. 2AL38CBH2)..._....... os 34.00 
2AL38CBWI1 250W. G-30 Slip fitter for 136" pire; (for 2” pipe — Model No. 2AL38CBW2.. 7 eS 34.00 


Above prices include plain, lightly stippled, heavily stippled, 40°-Spreadlight, or A-sym-etric clear door glass — Specify type when ordering. 


of door glass. 


Deduct $5.00 list for omission 


Colored door glasses available in red, blue, green, and amber, either plain or heavily stippled — spony color and type and add $3.00 to list price. 


Color plates (inserted in clips behind door glass) available in red, blue, green .and amber — speci 


Specify Alzak aluminum reflector, if desired. Same list price applies. 
For external visor, add $3.00 list. For louvers, add $6.75 list. 
Prices do not include Mazpa lamps. 
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y color and add $6.00 to list price. 











Enclosed Copper Floodlights 





G-E Novalux Floodlighting Projectors 


Enclosed 200/250 Watts 








Lael | 


a a Swivel & Stard 
fers ey 
152 Pipe Clamp 


me 


Pipe Top 





Cs 
Type AL-29 
Copper-bronze projector 





PHOTOMETRIC DATA 




















Beam Spread in Degrees RS 
Door Glass Mazpa Lamp Beam Lumens 
Vertical Horizontal Vertical Horizontal 
Type AL-29-C 
Plain 200W. PS-30 1435 26 28 0.48 
Lightly Stippled 200W. PS-30 1440 38 0.69 
Heavily Stippled 200W. PS-30 1670 72 1.45 
40° Spreadlight 200W. PS-30 1510 29 58 0.5 TE] 
Avsynretric ZOO. Wie 5200 eee eee || ee te “a neal ST ind) eee aes 
Type AL-29-D 
Plain 250W. G-30 | 1585 18 18.2 0.32 
Lightly Stippled 250W. G-30 1605 31 32 0.56 
Heavily Stippled 250W. G-30 1765 68 1.35 
40° Spreadlight 250W. G-30 1580 21 50 0.37 0.93 
Av-symeetric 250.51 30k een oe te Be ie | eee Ta es 
*Distance of floodlight to surface lighted x F =diameter of beam pattern. 
DESCRIPTION 
Types: AL-29-CA and AL-29-DC. Mounting: Swivel-and-rocker is standard. See drawing 
Lamps: 200-watt general-service Mazpa (AL-29-CA) ; for other available mountings. 
250-watt floodlighting Mazpa (AL-29-DC). Bases: Cast-bronze oval-type is standard. Others are 
Casing: One-piece die-formed sheet copper. Door of shown in drawing. 


sheet copper; other parts of bronze. All parts natural 
finish, acid-dipped, with casing and door lacquered. 

Door glass: 11144 inches in diameter, heat-resisting, 
clear and colored. 

Reflector: Silvered-glass with special heat-resisting 
backing, 1034 inches in effective diameter. For AL-29-CA, 
single-zone paraboloidal. For AL-29-DC, four-zone spher- 
ical and paraboloidal. Alzak aluminum reflector with 
diffuse or specular finish furnished if desired. Net weight is 16 pounds. Shipping weight is 20 pounds. 


PRICE AND ORDERING DATA 


Focusing mechanism: External push-pull type prefo- 
cused at factory. 


Current-carrying cable: 4 feet of No. 14-Awg 2-con- 
ductor asbestos-and-rubber-covered cable is standard. 
Cable passes through watertight brass stuffing bushing 
and rubber gasket, and is tightened by brass packing and 
clamping nuts for waterproof joint. 


































Model No. 

(specify door Mazpa Lamp Mounting List Price 

glass desired) 
2AL29CAB1 200W. PS-30 Ophelia Ye Ui laos see eae ek Con te a a  . Se e  ee $47.00 
2AL29CAC1 200W. PS-30 Swiveltendirocker stat tee) ema na eee ee Pa ee Ee cP & ms 47.00 
2AL29CAD1 200W. PS-30 Pipe clamp; 1” to 2” pipes: (for 2” to 344” pipes—Model No. 2AL29CAD2).. a 47.00 
2AL29CAH1 200W. PS-30 Pipe top, 2” pipe; (bushed for 114” pipe — Model No. 2AL29CAH2)..............- a 47.00 
2AL29CAWI1 200W. PS-30 Slip fitter for 114” pipe; (for 2” pipe—-Model No. 2AL29CA W 2)... -a-e.-----ceceeenceeeeee-ceeeeceeeceeeeeeceesneenennneereee= 47.00 
2AL29DCB1 250W. G-30 Syke learicl static eee eee ee 6 one eee ne AB 47.00 
2AL29DCC1 250W. G-30 SWIVEltatid LOCK eT eee eee ee ene ee ee ey Pe ss 47.00 
2AL29DCD1 250W. G-30 Pipe clamp; 1” to 2” pipes; (for 2” to 344” pipes—Model No. 2AL29DCD2). 47.00 
2AL29DCH1 250W. G-30 Pipe top, 2” pipe; (bushed for 1144” pipe — Model No. 2AL29DCH2)_......... 47.00 









2AL29DCW1 250W. G-30 Slip fitter for 114” pipe: (for 2” pipe—Model No. 2AL20DCW2)_ ener 47.00 


re ee include plain, lightly stippled, heavily stippled, 40°-Spreadlight, or A-sym-etric clear door glass — specify type when ordering. Deduct $5.00 list for omission 
of door glass. 

Colored door glasses available in red, blue, green, and amber, either plain or heavily stippled — specify color and type and add $3.00 to list price. 

Color plates (inserted in clips behind door glass) available in red, blue, green, and amber — specify color and add $6.00 to list price 

Specify Alzac aluminum reflector, if desired. Same list price applies. 

For external visor, add $3.00 list. For louvers, add $6.75 list. 

Prices do not include MaAzpa lamps. 
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GENERAL ELECTRIC SUPPLY CORPORATION 








G-E Novalux Floodlighting Projectors 


Enclosed 500 Watts ee oe 
eee aa ee © 
See) 


Mls EA 








Pipe clam Pipe top base 
cS E (showing bushing) 


Oval base 








Type 
EA and EB a BFE 7 
EA eleaier 56 











Type AL-30_ 
Copper-bronze projector 





PHOTOMETRIC DATA 











Beam Spread in Degrees 
Mazpa Lamp 





























Door Glass Beam Lumens 
Vertical Horizontal Vertical Horizontal 
Type AL-30-EA 
Plain 5UU W . t’d-40 4255 20.6 26.6 0.37 0.48 
Lightly Stippled 500W. PS-40 4250 30.2 35 0.54 0.63 
Heavily Stippled 500W. PS-40 4760 64 1.25 
40° Spreadlight 500W. PS-40 4190 20 53 0.36 1.00 
A-svm-etric SOOM SPS :40 ee eee || ee ee . 2 | ae Se 
Type AL-30-EB 
Plain 500W. PS-40 5000 60 1.15 
Lightly Stippled 500W. PS-40 5490 72 1.45 
Heavily Stippled 500 W. PS-40 5920 98 2.30 
Type AL-30-FA 
Plain SUUW G40 3900 1722 se 0.20 0.23 
Lightly Stippled 500W. G-40 3840 | 24.6 25.6 0. 
40° Spreadlight saaWw G-40 3970 11.4 43.0 0.20 0.79 
*Distance of floodlight to surface lighted x F =diameter of beam pattern. 
DESCRIPTION 


Types: AL-30-EA, -EB; AL-30-FA. Mounting: Cast-bronze swivel-and-trunnion is standard. 


Lamps: 300- or 500-watt general-service Mazpa (AL- 
30-EA, -EB); 500-watt floodlighting Mazpa (AL-30-FA). 

Casing: One-piece die-formed sheet-copper. Door frame 
of sheet copper, other parts of bronze. All parts natural 
finish, acid-dipped, with casing and door lacquered. 

Door glass: 1534 inches in diameter, heat-resisting, 
clear and colored. 

Reflectors: Silvered-glass with special heat-resisting 
backing, 145% inches in effective diameter. For AL-30-EA, 
-FA; narrow-angle single-zone paraboloidal. For AL-30- 
EB; wide-angle, 3-zone, 36-facet. Alzak aluminum, 
specular finish, reflector furnished if desired for AL-30-EA 


Positive clamping shoe provides accurate positioning and 
serves as relocating device. 


Bases: Cast-bronze oval base is standard. Others avail- 
able are pipe-clamp, pipe-top, and slip-fitter. 

Focusing mechanism: External push-pull type prefo- 
cused at factory. 


Current-carrying cable: 4 feet of No. 14-Awg two- 
conductor asbestos-and-rubber-covered cable is standard. 
Cable passes through watertight brass stuffing bushing 
and rubber gasket, and is tightened by brass packing and 
clamping nuts for waterproof joint. 


and -FA, Net weight is 33 pounds. Shipping weight is 41 pounds. 


PRICE AND ORDERING DATA 




















Model No. 

(specify door Mazpa Lamp Mounting List Price 

glass desired) 
2AL30EAAI1 500W. PS-40 Swivel! and, trunnion. 3227 a Ee ee ae ee $60.00 
2AL30EAD1 500W. PS-40 Pipe clamp, 1” to 2” pipes; (for 2” to 314” pipes — Model No. 2AL30EAD2).._....._. = 60.00 
2ZAL30EAH1 500W. PS-40 Pipe top, 2” pipe; (bushed for 1144” pipe — Model No. 2AL30EAH2)._...___.. BPMs = a 60.00 
2AL30EAWI1 500W. PS-40 Slip fitter for 114” pipe; (for 2” pipe — Model No. 2AL30EAW2)........ Pee nen Tt De ey RSTO 2 ee 60.00 
2AL30EBAI1 500W. PS-40 Swivel:and trunnions<2. 2 ee ee ene ee 60.00 
2AL30EBD1 500W. PS-40 Pipe clamp, 1” to 2” pipes; (for 2” to 344” pipes — Model No. 2AL30EBD2). = 60.00 
2AL30EBH1 500W. PS-40 Pipe top, 2” pipe: (bushed for 144” pipe — Model No. 2AL30EBH2)..__......... eS 60.00 
2AL30EBW1 500W. PS-40 Slip fitter for 114” pipe; (for 2” pipe— Model No. 2AL30EB W2). o.oo ane enn enn nen nn ence seneeenenenenceeeneneneneen 60.00 
2AL30FAAI1 500W. G-40 Swivél'and trunnion § 22) See ee ee eee 60.00 
2AL30FADI1 500W. G-40 Pipe clamp, 1” to 2” pipes; (for 2” to344” pipes — Model No. 2AL30FAD2). 60.00 
2AL30FAHI1 500W. G-40 Pipe top, 2” pipe; (bushed for 114” pipe — Model No. 2AL30FAH2)..__..... 60.00 
2AL30FAWI1 500 WV. G-40 Slip fitter for 144” pipe (for 2" pipe — Model No. 2AL30FA W2)__.....—-— 60.00 


nave aes include plain, lightly stippled, heavily stippled, 40°-Spreadlight, or A-sym-etric clear door glass — specify type when ordering. Deduct $6.50 list for omission 
of door glass. 

Colored door glasses available in red, blue, green, and amber either plain or heavily stippled. Specify color and type and add $9.00 to list. 

Color plates (inserted in clips behind door glass) available in red, blue, green, and amber. Specify color and add $9.00 to list price. 

Specify Alzak aluminum reflector, if desired. Same list price applies. 

For external visor, add $7.00 list. For louvers, add $10.00 list. 

Prices do not include Mazpa lamps. 
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Enclosed Copper Floodlights 


G-E Novalux Floodlighting Projectors 


Enclosed 750/1000 Watts 





Type AL-31-EC 
Copper-bronze projector 














4holes +4! yt & : 
2/16" diam ~ |_ 4 oi a A 
i ee 


6 rea an ; 
ay eae lad bay 
gl a Oval Pj . 
4 <a pe top base Pipe clam 
s ES) beS@ (Showing bushing) Baca 


(Dimensions of Type AL-31-FA are identical 
with those of Type AL-30-EA.) 


PHOTOMETRIC DATA 


























Beam Spread in Degrees ES 
Door Glass Mazpa Lamp Beam Lumens 
Vertical Horizontal Vertical Horizontal 
Type AL-31-EC 
Plain 1000W. PS-52 7558 21 27 0.37 0.48 
Lightly Stippled 1000W. PS-52 7900 31 37 0.55 0.67 
Heavily Stippled 1000W. PS-52 9700 67 1.32 
40° Spreadlight 1000W. PS-52 8458 21 53 0.37 1.0 
A-syme-etric 1000\V. PS-52 8262 29 60 0.52 1.16 
Type AL-31-FA 
Plain 1000W. G-40 12:5) 14.3 0.22 
Lightly Stippled 1000W. G 40 24.8 26.5 0.45 
40° Spreadlight 1000W. G-40 13.2 44.0 0.23 0.81 
*Distance of floodlight to surface lighted x F = diameter of beam pattern. 


DESCRIPTION 


Types: AL-31-EC, AL-31-FA. 

Lamps: 750- and 1000-watt PS-52 general-service MAZDA 
(Type AL-31-EC); 1000-watt G-40 floodlighting Mazpa 
(Type AL-31-FA). 

Casing: One-piece die-formed sheet-copper. Door frame 
of sheet copper, other parts of bronze. All parts natural 
finish, acid-dipped, with casing and door lacquered. 

Door glass: 1534 inches in diameter, heat-resisting, 
clear and colored. Maximum wattage—amber, 750; 
other colors, 500. 

Reflectors: 145¢-inch effective diameter; wide-angle, 
5-zone spherical-and-paraboloidal composite type (AL- 
31-EC) ; narrow-angle single-zone paraboloidal type (AL- 
31-FA). Both of silvered glass with special heat-resisting 
backing. Alzak aluminum, specular finish, reflector fur- 
nished if desired for AL-31-EC. 


Mounting: Cast-bronze swivel-and-trunnion is standard. 
Positive clamping shoe provides accurate positioning and 
serves as relocating device. 


Bases: Cast-bronze oval base is standard. Others avail- 
able are pipe-clamp, pipe-top, and slip-fitter. 


Focusing mechanism: External push-pull type with 
factory prefocusing on Type AL-31-F. On Type AL-31-E 
rocker type is furnished. 


Current-carrying cable: 4 feet of No. 14-Awg two- 
conductor asbestos-and-rubber-covered cable is standard. 
Cable passes through watertight brass stuffing bushing and 
rubber gasket, and is tightened by brass packing and 
clamping nuts for waterproof joint. 


Net weight is 35 pounds. Shipping weight is 50 pounds. 


PRICE AND ORDERING DATA 











Model No. . 
Gorey ee Mazpa Lamp Mounting List Price 
glass desire 

2AL31ECA1 1000 W. PS-52 Sad edie cer ia con eee eee ee a ae ae ee ee eee eee $85.00 
2AL31ECD1 1000W. PS-52 Pipe clamp, 1” to 2” pipes; (for 2” to 314” pipes — Model No. 2AL31ECD2)._.. a 85.00 
2AL31ECHL 1000W. PS-52 Pipe top, 2” pipe; (bushed for 114” pipe — Model No. 2AL31ECH2)._..._...... = 85.00 
2AL31ECW1 1000W. PS-52 | Slip fitter for 144” pipe; (for 2” pipe—Model No. 2AL31ECW2) q...W...---n-ce---cceccnenencecneeeneeeecceeeenenenesenennennnenne 85.00 
2AL31FAA1L 1000W. G-40 ae etna Vite tyr tot tofe Sess eS ie naa te Dec a AR ee Ed EIR ere «ae DR ce 85.00 
2AL31FAD1 1000 W. G-40 Pipe clamp, 1” to 2” pipes; (for 2” to 3144” pipes — Model No. 2AL31FAD2)..... saa 85.00 
2AL31FAH1 1000W. G-40 Pipe top, 2” pipe; (bushed for 114” pipe — Model No. 2AL31FAH2).......- = 85.00 
ZAL31FAW1 1000W. G-40 Slip fitter for 116” pipe; (for 2” pipe—Model No. 2AL31FAW2) nna awn anne me 85.00 


Above prices include plain, lightly stippled, heavily stippled, 40°-Spreadlight, or A-sym-etric clear door glass — specify type when ordering. 


of door glass. 


Deduct $9.50 list for omissiom 


Colored door glass available in red, blue, green, and amber either plain or heavily stippled. Specify color and type and add $13.00 to list. 
Color plates (inserted in clips behind door glass) available in red, blue, green, and amber. Specify color and add $13.00 to list price. 


Specify Alzak aluminum reflector, if desired. Same list price applies. 
For external visor,add $7.00 list. For louvers, add $10.00 list. 
Prices do not include Mazpa lamps. 
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GENERAL ELECTRIC SUPPLY CORPORATION 











G-E Novalux Floodlighting Projectors 





Type AL-24-C 
_. Projector for 
railway lighting, etc. 


Enclosed 750/1000/1500 Watts 











PHOTOMETRIC DATA 








Beam Spread in Degrees Ee 
Door Glass Mazpa Lamp Beam Lumens 
Vertical Horizontal Vertical Horizontal 
Type AL-24-C 
Plain 1500W. PS-52 17.5 23.0 0.30 0.50 
Lightly Stippled 1500W. PS-52 25:5 29.5 0.45 0.53 
50° Spreadlight 1500W. PS-52 190 63.5 0.33 1.24 
Type AL-24-D 
Plain 1000 W. G-40 11.9 15.5 0.21 0.27 
Lightly Stippled 1000W. G-40 22 ‘ 0.39 
50° Spreadlight 1000W. G-40 13.0 36.0 0.23 1.06 
*Distance of floodlight to surface lighted x F = diameter of beam pattern. 


DESCRIPTION 


Types: AL-24-C and AL-24-D. 


Lamps: 1000- and 1500-watt PS-52  general-service 
Mazpa lamps for AL-24-C; 1000-watt G-40 and 1500-watt 
G-48 floodlighting Mazpa lamps for AL-24-D. 


Casing and door: Cast aluminum alloy with natural- 
aluminum finish. Rear door is furnished for ease of re- 
lamping and cleaning. 


Door glass: 194% inches in diameter, clear heat-resist- 
ing. 

Reflectors: Two reflectors are provided. The front 
silvered-glass reflector has a single-zone paraboloidal 
shape with effective diameter 183% inches. The rear Alzak 
aluminum reflector, specular finish—a two-zone spherical 
composite-type with effective diameter of 101% inches. 


Mounting: Swivel-and-trunnion type, of hot-dip gal- 
vanized steel. 


Base: Cast-iron railroad-yard crowfoot-design is stand- 
ard. 


Focusing mechanism: External rocker type operated by 
screw. 


Current-carrying cable: 8 feet of No. 14-Awg two- 
conductor asbestos-and-rubber-insulated cable is stand- 
ard. Cable passes through a watertight cadmium-plated 
brass stuffing bushing with rubber gasket and is tightened 
by cadmium-plated brass packing nut and clamping screw 
to insure a tight joint. 


Net weight is 70 pounds. Shipping weight is 170 
pounds. 


PRICE AND ORDERING DATA 
Ae Ser Sm a oe Semen ee a 


Model No. 

(specify door Mazpa Lamp 

glass desired) 
2AL24CBV1 1000 W /1500 W. PS-52 Swivel and trunnion with railroad base 
2AL24DBV1 1000 W /1500W. G-40/48 | Swivel and trunnion with railroad base 





Mounting List Price 





$175.00 
175.00 





Above prices include plain, lightly stippled, or 50°-Spreadlight, clear door glass — specify type when ordering. Deduct $17.00 list for omission of door glass. 


For external visor add $10.00 list. For louvers, add $17.00 list. 
Prices do not include Mazpa lamps. 
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Aluminum Floodlighting Projectors 





G-E Novalux Floodlighting Projectors 


Enclosed 1000/1500 Watts 




















Fin 
) 1% j! 
#1 oo" —+ 
a 4-2'holes |,» 741 





Oval Base Railroad Base 


Type AL-34-E 




















PHOTOMETRIC DATA 
(Silvered-glass Reflector) 
Beam Spread in Degrees ES 
Door Glass Mazpa Lamp Beam Lumens 
Vertical Horizontal Vertical Horizontal 
Type AL-34-E AND -H 
Plain 1500W. PS-52 14900 16.8 22.5 0.30 0.40 
Lightly Stippled 1500W. PS-52 15300 25.4 30.7 0.45 0.55 
50° Spreadlight 1500W. PS-52 16650 18.8 65.0 0.33 1.27 
Type AL-34-F AND -J 
Plain 1500W. G-48 12500 13.2 16.8 0.23 0.30 
Lightly Stippled 1500W. G-48 13300 23.0 26.5 0.41 0.47 
50° Spreadlight 1500W. G-48 14750 16.0 60.5 0.28 1.07 











*Distance of floodlight to surface lighted x F = diameter of beam pattern. 


DESCRIPTION 
Types: AL-34-E, and -F for standard application where tective backing. Alzak aluminum reflector in diffuse or 


lamp will be operated at rated voltage; AL-34-H, and -J 
for sports lighting where lamps will be operated at 10- 
per-cent overvoltage, and projector tilted to give a beam 
15° to 45° below the horizontal. 

Lamps: 1000- and 1500-watt PS-52 general-service 
Mazpa lamps for AL-34-E, and -H; 1000-watt G-40 and 
1500-watt G-48 floodlighting Mazpa lamps for AL-34-F 
and -J. 

Casing: One-piece cast-silicon-aluminum alloy. Door 
also of cast-aluminum alloy. Parts of aluminum are 
natural-finish; other parts are of brass, cadmium-plated, 
or steel, hot-dip galvanized. 

Door glasses: 194% inches in diameter, heat resist- 
ing, clear plain, lightly stippled, and 50° Spreadlight. 

Reflector: Composite-type consisting of three-zone 
spherical-and-paraboloidal contour with effective diameter 
of 19 inches. Silvered-glass has special heat-resisting pro- 


specular finish also available. 

Mounting: Swivel-and-trunnion type, of steel, hot-dip 
galvanized. 

Bases: Standard is oval type, of malleable-iron galvan- 
ized, alternative is railroad type to A.R.E.E. specifications. 


Focusing mechanism: External rocker-type operated by 
screw. 


Current-carrying cable: 4 feet of No. 14-Awg two-con- 
ductor asbestos-and-rubber-insulated cable for Types 
AL-34-EE and -FE; 8 feet for AL-34-EF, -FF, -HJ, and -JF. 
Cable passes through watertight cadmium-plated brass 
stuffing bushing and rubber gasket, and is tightened by 
cadmium-plated brass packing-and-clamping nuts for 
waterproof joint. 


Net weight is 72 pounds. 
pounds, 


Shipping weight is 170 


PRICE AND ORDERING DATA 
























































Model No. : ; 

(Specify door Mazpa Lamps Description List Price 

glass desired) 

For standard application, where lamps will be operated at rated voltages 
2AL34EEA1 \ 1000 W.PS-52 MlitSuuveltand trtinnions oval bane, ne eee hn eS: IE Ae) $140.00 
2AL34EFVI1 1500 W.PS-52 Swivel and trunnion, railroad base 140.00 
2AL34FEAL1 1000 W.G-40 Swivel and trunnion, oval base........... 140.00 
2AL34FFV1 1500 W.G-48 \ | Swivel and trunnion, railroad base 140.00 
*For sports lighting, where lamps may be operated at 10-per-cent overvoltage 

2AL34HJV1 1000/1500 W.PS-52 Swivelanditrunnion. railroad base Se ee Sete tae $140.00 
2AL34JFV1 1000/1500 W.G-40/G-48 | Swivel and trunnion, ratlroad base..................- wbyien Sag Ce ORO eR 140.00 


* These floodlights must be adjusted so as to give a beam at least 15° and not more than 45° below the horizontal. 
Specify Alzak aluminum reflector, diffuse or specular, if desired. Same list price applies. 
Above prices include plain, lightly stippled, or 50° Spreadlight clear door glass; specify type when ordering. 
For external visor, add $10.00 list; for louvers, add $17.00 list. 
Prices do not include Mazpa lamps. 
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GENERAL ELECTRIC SUPPLY CORPORATION 











G-E Novalux Floodlights 


Open 300 to 1500 Watts 





Type AL-45 floodlight 






Swivel and rocker 





Crossarm Pipe clamp Pipe top 


DESCRIPTION 


Type: AL-45 open floodlight. 


Lamps: 300- and 500-watt general-service Mazpa with 
socket support in lower position; 750-, 1000-, and 1500- 
watt general-service MAZDA with socket support in upper 
position. 


Casing: Consists of 3 parts: (a) reflector casing, 151 
inches by 1914 inches of sheet steel with double coat of 
white glossy enamel on inside and green on outside; 
(b) reflector holder of cast aluminum; (c) cap or cover 
of cast aluminum for access to wiring. 


Auxiliary reflector: Sheet-aluminum (Alzak finish) of 
parabolic cross section inserted underneath the two rear 
sctews holding the reflector casing to the reflector holder, 
are available (a) diffuse or (b) specular. These auxiliary 
reflectors superimpose upon the general distribution a 
more or less concentrated beam, depending on whether 
the diffuse or specular reflector is used. 


Mountings: Following types of mountings are available. 
Swivel-and-rocker, of malleable iron, hot-dip galvanized. 
Pipe-clamp, for 1, 114-, 114-, and 2-inch pipes, of malle- 
able iron, hot-dip galvanized. Pipe-top for 2-inch pipe, or 
with bushing for 114-inch pipe, of malleable iron, painted 
black. Crossarm, with 120-deg lateral adjustment, of 
malleable iron, hot-dip galvanized. Slip-fitter, internally 
wired, for 114- and 2-inch pipe, of cast iron, hot-dip 
galvanized. 


Focusing mechanism: Fixed-focus type. Inverted L- 
shaped socket support in lower position accommodates 
7-inch-light-center lamp; in upper position, 914-inch 
light-center-lamp. 


Current-carrying cable: 4 feet of No. 14-Awg two- 
conductor asbestos-and-rubber-insulated cable passing 
through a watertight stuffing bushing. 


Net weight is 12 pounds. Shipping weight is 18 pounds. 


PRICE AND ORDERING DATA 








*Specify auxiliary reflector (d.ffuse or specular) if wanted. 


auailiary reflector, add $6.00 to above list price. 
Prices do not include MazpaA lamps. 
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Model No.* Mazpa Lamp Mounting List Price 
2AL45AACI1 750/1000/1500 watts Swiivel/-andsrocke cee ese cect eee eee ee ee es rae $18.00 
Z2AL45AAD1 750/1000/1500 watts Pipe clamp, 1” to 2” pipes; (for 2” to 3144” pipes—Model No. 2AL45AAD 18.00 
2AL45AAH3 750/1000/1500 watts Pipe-top 2" pipe) ee ee a ee ree Cees ee eas 19.00 
2AL45AAH4 750/1000/1500 watts Pipe top (1 14” pipe)... 19.00 
2AL45AAMI1 750/1000/1500 watts Cree aC se al an Sa ye ee ee ne Sree 17.00 
ZAL45AAW3 750/1000/1500 watts Slip fitter (internally wired) for 114” pipe; (for 2” pipe—Model No. 2AL45AAW4) 19.00 
2AL45AAX1 750 /1000 /1500 watts None. ook got ee Oe ae eo he ee See 2 en 15.00 
2AL45BACI1 300/500 watts Swi vel.and rosketicc. 2 oe ee ee ee eee ee 18.00 
2AL45BAD1 300/500 watts Pipe clamp, 1” to 2” pipes; (for 2” to 314” pipes—Model No. 2AL45BAD2)_ 18.00 
2AL45BAH3 300/500 watts Pipe top (2 pipe) ei Sa la ee, ee eee ee ne Oe ee 19.00 
2AL45BAH4 300/500 watts Pipe top (136" pipe anc ee SS ee re Oe ee ee eee 19.00 
2AL45BAM1 300/500 watts COSSALT aoe ce cee te ea Se Oe nk age ee ey ene 17.00 
2AL45BAW3 300/500 watts Slip fitter (internally wired) for 114” pipe; (fer 2” pipe—Model No. 2AL45BAW4).. 19.00 
2AL45BAX1 300 /500 watts ONG oe oe eS ee ee ee een 15.00 





For diffuse Alzak aluminum auxiliary reflector, add $3.00 to above list price. For specular Alzak aluminum 











Open Type Floodlighting Units 


G-E Novalux Floodlights 


Open 300 to 1500 Watts 





= 






a 


— 


Type AL-46 floodlight 











4 


Pipe top 


— 


Pipe clamp 


a 
Crossarm 


DESCRIPTION 


Type: AL-46 open floodlight. 


Lamps: 300- and 500-watt general-service MAzpDA with 
socket support in lower position; 750-, 1000-, and 1500- 
watt general-service MAZDA with socket support in upper 
position. 

Casing: Consists of 3 parts: (a) reflector casing, of 
sheet steel with double coat of fired porcelain enamel, 
white on inside and green on outside; (b) reflector holder 
of cast aluminum; (c) cap or cover of cast aluminum, 
providing easy access to wiring. 

Auxiliary reflector: Sheet aluminum (Alzak finish) of 
parabolic cross section inserted underneath the two rear 
screws holding the reflector casing to the reflector holder, 
and available (a) diffuse or (b) specular. These auxiliary 
reflectors superimpose upon the general distribution a 
more or less concentrated beam, depending on whether 
the diffuse or specular reflector is used. 


Mountings: Five types of mountings are available. 
Swivel-and-rocker, of malleable iron, hot-dip galvanized. 
Pipe-clamp, for 1-, 114-, 114, and 2-inch pipes, of malle- 
able iron, hot-dip galvanized. Pipe-top for 2-inch pipe, 
or with bushing for 114-inch pipe, of malleable iron, 
painted black. Crossarm, with 120-deg. lateral adjustment, 
of malleable iron, hot-dip galvanized. Slip-fitter, inter- 
nally wired, for 114 and 2-inch pipe, of cast iron, hot-dip 
galvanized. 


Focusing mechanism: Fixed-focus type. L-shaped socket 
support in lower position accommodates 7-inch-light- 
center lamp; in upper position, 914-inch-light-center lamp. 


Current-carrying cable: 4 feet of No. 14-Awg two- 
conductor, asbestos-and-rubber-insulated cable passing 
through a watertight stuffing bushing. 


Net weight is 17 pounds. Shipping weight is 22 pounds. 


PRICE AND ORDERING DATA 















Model No.* Mazpa Lamp Mounting List Price 
2AL46AACL 750/1000/1500 watts Swi veleancaroc ker meme et cere enna ee eg eS i Nee oe Oat ee ee ee $27.00 
2AL46AAD1 750/1000/1500 watts Pipe clamp, 1” to 2” pipe; (for 2” to 314” pipe—Model No. 2AL46AAD2) 27.00 
2AL46AAH3 750/1000/1500 watts PE DeAEODT (a AU et D1 De) eet eter re eke at ere Pe I ee ee ee 28.00 
2AL46AAH4 750/1000/1500 watts Pipe top (114-in. pipe 28.00 
2AL46AAM1 750/1000/1500 watts Crossarnieeren eae Rs | ET SE i Dit cae a ie et ee oe ee Oe ee SOS Ror 26.00 
2AL46AAW3 750/1000/1500 watts Slip fitter (internally wired) 28.00 
2AL46AAX1 750/1000/1500 watts BNC rc ee eee ee ee eR Se eee ee Oe ee i EN ae es a 24.00 
2AL46BAC1 300/500 watts Swivelland-rocker === : Al Rie DL Jon Bi EAS ES SS ee 27.00 
2AL46BAD1 300/500 watts Pipe clamp, 1” to 2” pipe; (for 27.00 
2AL46BAH3 300/500 watts Pipe top (2-in. pipe) 28.00 
2AL46BAH4 300/500 watts Pipe top (114-in. pipe)... 28.00 
2AL46BAMI1 300/500 watts TORSALII See eae Ce ns ee OE ne 26.00 
2AL46BAW3 300/500 watts Slip fitter (internally wired) for 114” 28.00 
2AL46BAX1 300/500 watts (Og a hn OY Bae ae el Re 2 PO, Be EI ae Nei es RE A ln BO 24.00 





*Specify auxiliary reflector (diffuse or specular) if wanted. For diffuse Alzak aluminum auxiliary reflector, add $3.00 to above list price. For specular Alzak aluminum 


auxiliary reflector, add $6.00 to above list price. 
Prices do not include Mazpa lamps. 
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GENERAL ELECTRIC SUPPLY CORPORATION 


G-E Novalux Floodlights 


Open Type 1500 to 4000 Watts 





Type AL-51-C floodlight 





Slip-fitter mounting, internally 
wired 





Swivel-and-rocker 
mounting 


DESCRIPTION 


Type: AL-51-CA. 


Lamps: 2—750-watt PS-52 general-service 
Mazpa lamps. 2— 1000-watt PS-52 general-ser- 
vice Mazpa lamps. 2— 1500-watt PS-52 general- 
service Mazpa lamps. 2—2000-watt PS-52 general- 
service MAzDA lamps. 


Casing: Consists of three parts: (a) reflector 
casing, (b) reflector holder, and (c) cap. Reflec- 
tor casing of special enameling iron, the inside 
surface serving as reflector. The reflector holder 
is a cylindrical cast-iron casting with mounting lug 
cast integral with it, and with outlet for the cur- 
rent-carrying cable. The cap or cover is cup-shaped 
and fastened to the reflector holder by three 
Screws. 


Reflector: Special enameling iron of special con- 
tour 18 inches deep and 2914 inches in diameter. 
Outside has green fire-enamel finish; inside has a 
three-layer mat-white fire-enamel finish. 


Finish: Green porcelain enamel on reflector cas- 
ing and cap; green paint on reflector holder. 


Focusing mechanism: Fixed focus for 91/-inch- 
light center, PS-52 Mazpa lamp, consisting of two 
sockets mounted on cast-iron socket support. 


Lamp socket: Mogul screw-base with nickel- 
plated screws, shell, and center contacts. 


Mounting: These types available; viz., swivel- 
and-rocker, slip-fitter, and crossarm. Crossarm 
mounting consists of malleable-iron casting of 
special design with 120-deg. concentric slot and a 
vertical lug cast integral with it. Swivel-and-rocker 
mounting consists of a malleable-iron cast pole 
plate and malleable-iron cast universal arms. Slip- 
fitter mounting is for 24-inch pipe, provides in- 
ternal wiring, is of cast iron, galvanized. 


Current-carrying cables: Unit equipped with 4 
feet of No. 12 Awg three-conductor asbestos-and- 
rubber-insulated cable passing through a 34-inch 
45-deg angle connector. 


Net Weight is 40 pounds. Shipping weight is 
65 pounds. 


PRICE AND ORDERING DATA 


Model No. Mazpa Lamp Mounting List Price 
2AL51CAC1 2-750 /1000/1500/2000w. PS-52 Swivel and rocker $54.00 
2AL51CAMI 2-750 /1000/1500/2000w. PS-52 Crossarm 53.00 
Z2AL51CAWI1 2-750/1000/1500/2000w. PS-52 Slip-fitter 55.00 


Specify auxiliary reflectors (diffuse or specular) if desired. For diffuse Alzak aluminum auxiliary reflector, add $4.50 
to above list price. For specular Alzak aluminum auxiliary reflector, add $9.00 to above list price. 


Prices do not include Mazpa lamps. 
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Mercury Floodlights 





G-E Mercury-Incandescent Floodlights 


Open 700 Watts 





Type AL-46 mercury-incandescent floodlight Cutaway view of floodlight, showing Type AL-45 mercury-incandescent floodlight 
mounted on pole-top transformer mercury lamp and two Mazpa lamps mounted on pole-top transformer 
No. 486560G1 in place No. 4865607 G1 
ADVANTAGES 


The General Electric system of mercury-incandescent lighting uses one mercury and two 
Mazpa lamps mounted in a single floodlight. This combination unit has several advantages over 
systems which employ separate floodlights for each of the two types of lamps: 


(a) A uniform color of light is obtained over the entire (e) The Mazpa lamps will facilitate the starting of the 
area. mercury lamp, if extremely low temperatures are encoun- 

(b) The minimum number of floodlights is required. tered in winter. 

(f) A burnout of the mercury lamp or of one or both 
of the incandescent lamps does not put a portion of the 
(d) Floodlights are uniform in appearance, both by day area in darkness. 


and by night. (g) The floodlight and transformer make a simple and 
neat assembly. 


(c) Only one type of floodlight is used. 


DESCRIPTION 

These floodlights are identical in construction with the Current-carrying cable: One foot of No. 14-Awg three- 
AL-45 and AL-46 floodlights described on pages 180 and conductor asbestos-and-rubber-insulated cable is furnished. 
181,,except: coe : The mercury lamp must be operated from a special 

Lamps: One 400-watt high-intensity mercury lamp and transformer, which may be slipped over the top of a 11/- 
two 150-watt PS-25 general-service MAzpa lamps are used. or 2-inch pole, and on which a floodlight may be mounted. 

Sockets: Sockets with aluminum covers are added to ac- The approximate electrical characteristics of these 115- 
commodate the two incandescent lamps. (The mercury volt, 60-cycle transformers are: 


lamp fits into the standard socket on the AL-45 or -46). 





Transformer Load Amp | Watts P-£ 

Cat. No. 4865606G1 or 2 \ DVRSCCU EM taTT DOT L eee eee ane cen ee ee ee ar Dare oe LL ee eS ee 5.9 455 0.67 
(normal power factor) IMercoryiandiincandesceta tsar 5 seen reer ns te Se eee ee ee eee ee eee acu 7.9 755 0.83 
Cat. No. 4865607G1 or 2 \ Mercury: lam ni Oni ysis ere et ee een Lae eet eek ee Se a et 1S tee ee oe Oe 4.3 465 0.93 
(high power factor) IMlercuirysand incandescent Lam Daman pes mentee eee tese ee ene Te ee core ee Nea as 6.8 765 0.97 


PRICE AND ORDERING DATA 














Model No. Lamps* Description List Price 

2AL45CAX2 | { One 400W Mercury | : { $21.00 
and | Floodlight with no mounting; suitable for attaching to pole-top transformer..............------------------------ eee 

2AL46CAX2 | | Two 150W MAZDA f { 30.00 
Catalog No. 
4865606G Ui | eee iNoumal-power-tactor transformer (fOrel 9% ope) meena a a ace epee 32.00 
4865606G2 5 Normal-power-factor transformer (for 2” pole)....... 32.00 
4865607G1 High-power-factor transformer (for 114” pole)_.. ES 38.00 
4865607G2 itphepowerfactor beanerormen (fOr 2 spleen eee 38.00 





* Prices and catalog numbers do not include lamps. : 

Both floodlights are available with any of the standard mountings shown on pages 180 and 181. Order Model No. 2AL45CAX1 (or 2AL46CAX1), with (specify 
crossarm at $2.00 list additional; swivel-and-rocker or pipe-clamp at $3.00; or pipe-top or slip-fitter at $4.00) mounting (4 feet of cable is included). _ 

Do not use mercury lamps in standard floodlights designed for incandescent lamps. Such floodlights must be provided with a special reflector clamp ring to reflect 
heat from the lamp base. If a floodlight for the mercury lamp alone is desired, order Cat. No. 2AL45DAX2 at $15.00 list or 2AL46DAX2 at $24.00 list (with no 
mountings). For mountings, see the notation just above. 
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Union Metal Floodlighting Poles 
























G (e. 
G 
2 PIPE TAP a 
(OPTIONAL)  PRESSED-STEEL  ¢ 
POLE TOP 
SCREWED F/ELD 
JOINT A A A 
B+ 2° EXT. HEAVY 
| | COUPLING. WELD 
H~2’ EXT. HEAVY F | 
PIPE. WELD ; 
3 PIPE TAP 
(OPTIONAL) 
8B B 
D D 
ole ye Bok} 


Two-section 


) Two-section 
anchor-base type embedded type 


Hinged pole; allows 


Single-section 
floodlight to be lowered 


Single-section 
embedded type 


anchor-base type 


DESCRIPTION 


Union Metal floodlighting poles are made as single, 
tapered poles, welded and rolled into form; or as two- 
section poles, the lower section of which is a tapered 
pole, the upper section a 2-inch pipe. These poles are 
strong and durable — they may be embedded in concrete 
or anchored to a concrete base. 


Wiring: Two tapped holes will be provided, if de- 
sired, for concealed wiring. 


Foundations: Foundation templet drawings for anchor- 
base poles are sent in advance of pole shipment. These 
concrete foundations should be at least two inches wider 
than the steel base. 


Anchor rods: Rods, nuts, and leaves are included in 
price of anchor-base poles. 


Painting: All poles are painted with a high-quality 
primer. Red-lead paint can be furnished for a small addi- 
tional charge. 


Two-section poles: These poles are shipped in two 
sections to reduce shipping costs, and to facilitate han- 
dling. 


Freight rates: All prices are f.o.b. Canton, Ohio. Two- 
section poles are covered under “Poles — electric wire — 
iron or steel N.O.I.B.N.” of Consolidated Freight Classi- 
fication. Other poles are covered by Rule 29. 


Steps: Permanent steps will be furnished, with spacing 
as required, on the single-section poles, at an additional 
cost of $0.20 each, net. 


PRICE AND ORDERING DATA 




















Monotube i 
; Type Number Height |Foundation : : Shipping 
spliniroaiod) Hues of of above depth Relat Weight 
Design Net Design Net Base Sections Ground Recom- B | C | D E | F | G in 
No. Price oO. Price (A) mended (in.) (in.) (ft.) (ft.) (ft.) (ft.) Lbs. 
SS ee ePORI ONE FLOODLIGH DONE Y 5 a et eee 
5721X1 ! $16.81 5821X1 | $20.17 anchor y) 25’ 4 5 3.04 14 11 151 
5727 13.81 5827 16.58 embedded 2 yay 4 5S) 2.96 15 10 152 
5722X2 19.68 5822X2 23.61 anchor 2 30’ 5 5.5 2.96 18 12 187 
FOR NOT MORE THAN TWO FLOODLIGHTS{ 
5721 15.91 5821 19.09 anchor 2 20’ 4 5 6 130 
5726 11.49 5826 13.79 embedded 2 20’ 4 5 9 118 
5722X1 18.79 5822X1 22.53 anchor 2 25° 5 bye} 7 167 
5728X1 15.52 5828X1 18.62 embedded 2 25’ 5 6 7% 170 
5723X1 22.61 5823X1 27.13 anchor 2 30’ 5 6 ; 8% 220 
FOR NOT MORE THAN THREE OR FOUR FLOODLIGHTS{ 
5722 | 17.92 5822 21.50 anchor 2 20’ 3 | 5.5 
5728 | 14.67 5828 17.60 emhedded 2 20’ 5 6 | 
5723 21.70 5823 26.03 anchor 2 25’ 6 6 
: FOR NOT MORE THAN SIX FLOODLIGHTS{ 
5729 23.04 5829 27.66 embedded 1 25% 6 TPS 
5724 32.32 5824 38.79 anchor 1 30’ 6 7.5 
5730 27.84 5830 33.41 embedded 1 30’ 6 8 
5725 37.44 5825 44.93 anchor 1 35’ 6 8 
5892 33.28 5896* 54.72 embedded 1 35 6 tT 9.3 
5886 45.12 5889* 69.12 anchor 1 40’ 7 +9 
5893 39.36 5897* 64.64 embedded 1 40’ 7 T 9.8 
5887 53.44 5890* 75.20 anchor 1 45’ 7 710 
5894 45.76 5898* 70.40 embedded 1 45° 7 710.8 
5888 62.40 5891* 86.72 anchor 1 50’ 8 fll 
5895 53.44 5899* 80.96 embedded 1 50’ 8 711.8 





HINGED POLE (FOR NOT MORE THAN 50 LB. OF FLOODLIGHTS) 


6029X11) 


20.55 


eee _—E | 


anchor | 


N 


24’ 





*These poles have 16 flutes; all other fluted poles have 8. 
+Dimensions and weights for plain-round poles, only; dimensions for fluted poles, one to two inches greater; weights, about 100 lb greater. 
{Recommendations based on standard 500-or 1000-watt enclosed floodlights; poles will safely carry a greater number of lighter units. 
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Union Metal Pole-top Assemblies 








| ASSEMBLY 
Daeco2ClsG 














ASSEMBLY 
B-1229-Cl-K 











ASSEMBLY 
B-1229-CI-L 


\ 














ASSEMBLY 
8-1229-C3-8 











ASSEMBLY 
BLCI-CI-H. 











ASSEMBLY Balee9 76a 





FOR USE WITH PIPE-TOP FLOODLIGHT MOUNTING (H-3) 





FOR USE WITH SLIP-FITTER FLOODLIGHT MOUNTING (W-1) 


ASSEMBLY 
B-1229-C2-A 








ASSEMBLY 
8-1229-C2-N 


ASSEMBLY 
B-/229-C2-0 






bet- 
) J 





| FOR USE WITH CROSS-ARM (M-1) OR SWIVEL=AND- 
TRUNNION FLOODLIGHT MOUNTING (Act) 








*Designate type of floodlight to be used. 
TNothing required. 


























Union Metal Poles for Floodlights 








5) 


uv 




















PRICE AND ORDERING DATA 
Number of Shipping Net 
Pole-top Assembly* Floodlight Base Floodlights Weight Price 
B-1229-C1-C 1 il Tt 
B-1229-C1-K Pipe-top (H3) 2 11 $3.90 
B-1229-C1-L 3 20 4.70 
B-1229-C3-B 1 3 “os 
B-1229-C3-K Slip-fitter W1) 2 15 4.20 
B-1229-C3-L 3 25 4.95 
B-1229-C2-A Crossarm (M1 { 1 1 1.20 
B-1229-C2-N or 2 19 5.20 
B-1229-C2-O Swivel-and-trunnion (A1) | 3 29 7.05 


GENERAL ELECTRIC SUPPLY CORPORATION 


Type T-17 











General Electric Time Switches 


: ERAL ELECT) 
NETO 


rest 


ferred 
{ 





Time Switch 


For Controlling Lighting Circuits 


These switches are ideal for the automatic control of show-window, 
store, and industrial lighting and floodlighting of all kinds. 


The T-17 time switch will control electric circuits on a schedule 
related to the time of day. It will perform any practical number of oper- 
ations per day and skip a day or more if desired. Standard switches are 
designed for a-c circuits, 115 and 230 volts, 40 amperes per contact. They 
can be furnished with either a plain dial (for fixed-time settings) or 
astronomic dial (for dusk and dawn schedules) and certain combinations 
of both. 


The T-27 switch is similar to the T-17 except that it is only for indoor 
service and is not equipped with an omitting device for Sunday and 
holiday cutouts. It is furnished only in the listed ratings. 


In both types, drive is direct from the well-known Telechron motor 
through a compact spur-gear train. The switching mechanism is un- 
usually simple and operates the quick-make and quick-break silver con- 
tacts. Installation is easy, and is made without removing the mechanism 
from the case. 


*TYPE T-17 TIME SWITCH 
For Outdoor and Indoor Use 





Volts 
Motor 


115 
230 


115 
230 


115 
230 


115 
230 





Pole 


_ 


NN 


Switch 


Throw 





RR 


NWN 


ee 


2 
2 











Contacts 40 Amperes— 230 Volts A-c 











Catalog Number Approx Catalog Number Approx 
List Ship. Wt List Ship. Wt 
60 Cycles 50 Cycles 25 Cycles Price in Lb 60 Cycles | 50 Cycles 25 Cycles Price Aerie 
+ PLAIN DIAL t ASTRONOMIC DIAL 
3T17AAA | 3T17AAC | 3T17AAE $24.00 7 3T17ABA | 3T17ABC | 3T17ABE $39.00 7% 
3T17AAB | 3T17AAD | 3T17AAF 24.00 a 3T17ABB .| 3T17ABD | 3T17ABF 39.00 7% 
3T17CAA | 3T17CAC | 3T17CAE 26.50 74 3T17CBA | 3T17CBC | 3T17CBE 41.50 734 
3T17CAB | 3T17CAD | 3T17CAF 26.50 74 3T17CBB | 3T17CBD | 3T17CBF 41.50 734 
3T17BAA | 3T17BAC | 3T17BAE 26.50 74 3T17BBA | 3T17BBC | 3T17BBE 41.50 734 
3T17BAB | 3T17BAD | 3T17BAF 26.50 74 3T17BBB | 3T17BBD | 3T17BBF 41.50 734 
3T17DAA | 3T17DAC | 3T17DAE 29.00 7% 3T17DBA | 3T17DBC | 3T17DBE 44.00 8 
3T17DAB | 3T17DAD | 3T17DAF 29.00 7% 3T17DBB | 3T17DBD | 3T17DBF 44.00 8 








*Omitting device built in T-17 switches. Purchaser use is optional. 
The above time switches are operated by a 2-watt B-8 motor and are recommended for operation in temperature ranges of 0 F to 110 F. 
These switches can be furnished equipped with a 6-watt motor for operation in temperature ranges of —20F to +110 F. In ordering specify “Similar to Cat. No....-....---.-----s-e-00e ae 

except for —20 F to +110 F.”’ No increase in price. 7 
tWhen more than two operations per day are required on PLAIN-DIAL switches, order additional sets of riders (one “on™ and one “‘off” per set). Up to three sets of riders per 

switch no additional charge. All over three sets per switch will be charged at 20c net per set. pio 
{When ordering astronomic-dial switches, specify city or town in which the switches are to be used. Above prices are for standard astronomic schedules (civil twilight). 
For Type T-17 time switches furnished without cases, deduct $3.50 list from above prices. 
External knobs for manual operation of either ‘ton’ or “off,"* add $1.00 list. Double knobs for both “on” and “‘off”, add $1.50 list. 





Volts 
Motor 





Pole 








115 
230 


115 
230 


115 
230 


~ 


a) 


Nh 





TYPE T-27 TIME SWITCH 
For Indoor Use 























Switch Catalog Number Approx 
List Price Ship. Wt 
Throw 60 Cycles 50 Cycles 25 Cycles in Lbs 
1 3T27AAA 3T27AAC 3T27AAE $20.00 7 
1 3T27AAB 3T27AAD 3T27AAF 20.00 7 
2 3T27CAA 3T27CAC 3T27CAE 22.50 74 
2 3T27CAB 3T27CAD 3T27CAF 22.50 7% 
1 3T27BAA 3T27BAC 3T27BAE 22.50 714 
1 3T27BAB 3T27BAD 3T27BAF 22.50 74 


Extra riders for additional operations per day same as T-17. 
Net Weights — For Types T-17 and T-27, deduct one pound from above shipping weights. 
External knobs for manual operation of either “on™ or “off,” add $1.00 list. Double knobs for both “on™ and “off”, add $1.50 list. 
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Edison Mazda Lamps 


Edison MAZDA Lamps 


to Provide the Best Light at the Lowest Cost 
HOW TO ORDER LAMPS 


All orders should give the following information: 

Quantity — Number of lamps desired. Purchasers will 
avoid delays and get best discount by ordering stand- 
ard package quantities. 

Size of Lamps — Specify wattage of multiple lamps and 
lumens of street series lamps. 

Voltage — For multiple lamps. 

Amperes — For series lamps. 

Bulb — For example: A-19, G-25, T-8, P-19, PS-30, etc. 
The letter in the bulb designation indicates its shape 
and the figure its approximate diameter in eighths of 


an inch. Thus a PS-30 bulb is pear shaped and is 
approximately 30/8 or 334 inches in diameter. G indi- 
cates a round (globular), and T a tubular bulb. The 
letter “A’’ indicates the standard line bulb shape with 
inside frost, unless otherwise noted. 


Finish of Bulb — Clear, inside frosted, white bowl, day- 
light, white, etc. 

Base — Medium screw, mogul screw, candelabra screw, 
CLG. 


Service — For example: Projection, Floodlight, Locomo- 
tive Headlight, etc. 





DISCOUNT SCHEDULE 


TO PURCHASERS UNDER 
FORMS E AND CE CONTRACT 











Discount Minimum 
Net Value Net Purchases 
(Exclusive of Standard Broken Under Each 
Transportation Package Package Basis to Reach 
Charges) Quantities Quantities Next Higher Basis 
Primary (Less 

than $150) 15% 10% $ 159.38 
$150 20% 10% 311.69 

$300 23% 13% 616.00 

$600 25% 15% 1,232.87 

$1,200 27% 17% 2,570.42 
$2,500 29% 19% 5,144.93 
$5,000 31% 21% 10,298.51 
$10,000 33% 23 q 20,303.03 
$20,000 34% 24% 30,461.54 
$30,000 35% 25% 50,781.25 
$50,000 36% 26% 101,587.30 
$100,000 37% 27% 152,419.35 
$150,000 38% 28% 228,688.53 
$225,000 390% 29% 305,000.00 
$300,000 40% 30 See ees ee 





TO PURCHASERS WITHOUT CONTRACT 
Anveqduantity, in stanGard packagesmes seen ee eee 15% 


Standard package discounts on all large Mazpa lamps 
can be given on orders for, and shipments to one point 
at one time of exact standard package quantities or mul- 
tiples thereof. This is not to be allowed in any case 
where part of a standard package which has been sold, 
is retained in the custody of the manufacturer or any of 


EXTRA CHARGES FOR 


WHITE, ALL FROSTED AND WHITE BOWL 
LAMPS OF MANUFACTURER’S STANDARD 
SPRAY COATINGS 





List Additional List Additional 
List Price of Charge for List Price of Charge for 
Clear or Inside White, All Clear or Inside White, All 
Frosted Lamps Frosted or Frosted Lamps Frosted or 
White Bowl White Bowl 
Less than $1.00 $0.05 $4.00 to $4.99 $0.25 
$1.00 to 1.99 10 5.00 to 5.99 30 
2.00 to 2.99 5) 6.00 to 6.99 apy 
3.00 to 3.99 .20 7.00 to '7.99 .40 





its agents. It is allowable, however, to combine in one 
standard package all sizes of large Mazpa lamps having 
the same standard package quantity. Such lamps may be 
of different voltages and finish of bulb. 

Provision is made for contracts on less than the $150 
basis in order that purchasers not at the time eligible to 
at least the $150 basis, may obtain the greatest discounts 
justified by their total purchases within a year, in case 
purchases amount to $150 or more. 


TRANSPORTATION ALLOWANCES 
AND CHARGES TO PURCHASERS 


All lamps listed in price schedules will be sold and 
billed to purchasers, f. 0. b. point of shipment, with trans- 
portation (excluding cartage) allowed on shipments con- 
sisting of not less than one standard package, to all points 
in domestic territory. 

Domestic territory shall be considered to be the United 
States, its territories and dependencies, including Alaska, 
the Hawaiian Islands, the Panama Canal Zone, Porto Rico, 
and the Virgin Islands, but not the Philippines, which 
with the rest of the world shall be regarded as foreign 
territory. 

Should any purchaser desire its lamps shipped ‘‘Charges 
Collect,” such purchaser, in deducting transportation 
charges from invoices covering lamps so shipped, will not 
be allowed to deduct cartage. 

Claims for loss or damage in transportation must be 
filed with carriers within nine months after date of deliv- 
ery or in case of non-delivery within nine months after a 
reasonable time for delivery has elapsed. Claims for con- 
cealed damage will be accepted by carriers only when 
such damage has been reported to them within fifteen 
days after delivery. Purchasers desiring the assistance of 
the manufacturer in filing such claims must report them 
to the manufacturer within a reasonable time so as to en- 
able the manufacturer to comply with the common car- 
riers requirements. 


SPECIAL FEATURES 


Special Lamps — Any Mazpa lamp requiring a change 
in construction from the standard, that is, in voltage (ex- 
cept 125 and 130 volts supplied at no extra charge), bulb 
shape or finish, basing or special etching will take a 
special price, which may be obtained upon application. 
All orders for special lamps except special etching may 
be filled either short or in excess, within the limits of 
10 per cent, except that on orders for 10 lamps or less 
there will not be any shortage or excess. Orders for MAZDA 
lamps with special etching may be filled either short or in 
excess by 5%; except that on orders for less than 40 
lamps the shortage or excess may equal but not exceed 
two lamps. 
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GENERAL ELECTRIC SUPPLY CORPORATION 











Bulb Designations 





Base Designations 


: «es Bi GB 


Candelabra 


Intermediate Medium Mogul Bayonet 





it 


(Lumiline) 





Medium Mogul Mogul Prong 
Prefocus Prefocus Bipost 


Edison MAZDA Lamp Quality 


Lamps are all just about alike . . . on the outside. But 
it is the inside of a lamp that counts in keeping your cost 
of light as low as possible. Between Edison Mazpa lamps 
and so-called “‘bargain” lamps there is a real difference 
that is worth money to you. 

The important thing to know is: do the lamps you buy 
convert into light as much of the current as possible? 

In buying lamp bulbs, the customer is at the mercy of 
the seller, for the customer has no means of making the 
exceedingly expensive tests which are necessary to ascer- 
tain quality and efficiency. 

_The customer’s one protection is to buy lamps of known 
high quality, lamps produced by a manufacturer with an 
unquestioned record of progress, honesty, and experience. 

Every part of an Edison Mazpa lamp . . . the glass, 
the wire, the gas, the base, the cement all are made 
by General Electric. Only in this way can a complete and 
certain control of quality be maintained. 

_The diamond dies, through which are drawn the hair- 
like filament wire, are checked to within 5/1,000,000ths 
of an inch. 

The gas used in Edison MAzpA lamps contains less 
water vapor than the dryest Sahara air, for water vapor 
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is death to a lamp. Even one drop of dew on a blade of 
grass contains more water than the gas in 100,000 40-watt 
Mazpa lamps. 

Even this gas used in the lamps is reduced from the air, 
by General Electric, in its own plants. 


The quality standards of Edison Mazpa lamps are met 
and maintained through 480 different checks and inspec- 
tions made in the course of manufacture. This painstaking 
work guards against the smallest imperfection. 


These are only a few of the reasons why Edison Mazpa 
lamps give all the light it is possible to secure for the 
money. General Electric’s research efforts are ever seeking 
new ways to make lamps better. And repeatedly G.E. has 
reduced prices. The price reduction which took effect 
May 1, 1936, was the 18th major price reduction since 
1921. 

In 1921, the 60-watt lamp gave approximately 12 lumens 
(units of light) per penny of lamp cost. Today this lamp 
gives nearly 48 units per penny of lamp cost — four times 
the value. 

The ‘value received’”’ from Edison Mazpa lamps has 
never been surpassed. 











Edison Mazda Lamps 





Watts 


SG-cleafstisawic <isisc% eave 
S14 Clear asisiisiere ere 3 





aD na dean bone 


S-14:-colored file ss cerseste 
S-14 nat. col.o...... 
S-14 nat. col.t...... 





Initial 
Lums. 











Max. 
Overall 
Length, 

Inches 














Aver. 
Light 

Center 
Length, 
Inches 











Position 
ot 
Burning 









— | $$$ $ ff 


A‘17 1. F.. 
FAO E.., white, i ivory. 





A191. F.. SOGOU 
A-19 coloredt. . a Re 
A-19 nat. col.o...... 
A-19 nat. col.F...... 


(ArlOidaya\cleatuen tse ss 
G-1814F. T., wh., ivory. 


G-25 F. T., white, ivory. . 
F-15 F. T., white, ivory... 
TEr65G Clears maraancica.s « 
T 10 clearacciatenc acess 


T-8 clear Lumiline. 3 
T-8 col. (dm) Lumiline. . 











A-19 I. F.. pacete 
A-21 nat. col.o...... 
A=2 i NAb COLIN ain 
G-25 F. T., white, ivory. . 
100 Wel bene cid oeracicice on 
T-8 clear Lumiline....... 


T-8 col. (@) Lumiline. . 





A-19 I. F. Rough Serv.... 
A-19 day.icleariascene. os 
P-19 cl. Vibration....... 


PS-251.F.Three-Lite 











21 day. I 
A-21 I. F. He bowl. 


A-21 nat. col.o...... 
A=21 nat. col:ts. 4 


A-21 cl. Traf. Signal. .... 


T-8 clear Lumiline. . 5 
T-8 col. (dm) Lumiline. . 





ADIN Rive airewatcse sta 
A-21 I. F. silv. bowl. 





A-23 day. ieee : 
A-23 I. F. silv. bowl. 


A-231.F.RoughServ. 


A-=25 day. clear........- 
A-25 day. I. F.. 
A-25 I. F. silv. bowl. 








P5530 dayacleat. seis. 
PS30 dave Libs. 5 cieciss 


PS-30 I. F. silv. bowl 


G30 I. F. Indirect 
a hree-Lite sce. alco sie 








B 38 1500 Cand. 1% Any 
B 38 1500 Med 3% 2% Any 
B 38 1500 Med 3% 2% Any 
B 1500 Med 3% Any 
B 76 1500 Inter 256 1% An 
B 78 1500 Med 336 244 hae 
B 17 1500 Med 31, 2%, Any 
B 1500 Med. 3% Any 
B 1500 Med, 31, Any 
B 1500 Med. 3% Any 
B 140 1000 Med 354 23% Any 
B Pisin 750 Cand 4 “ Any 
B 258 1000 Med 31K 24% Any 
B ane 1000 Med 3156, 23% Any 
B 1000 Med 34% Any 
B 1000 Med 346 eae Any 
B 1000 Med 31% 24 Any 
B 750 Med 3% aa Any 
B PGrIG 750 Med 4% Any 
B Rieke 750 Med 4% Any 
B 238 1000 Inter 5% Any 
B 243 1000 Med 5% Any 
B 234 1500 Disc 17% Any 
B ee 1500 Disc 17% Any 
Cc 440 1000 Med 44 2% x Any 
B ate 1000 Med 4% AG Any 
B 1000 Med 4% Any 
B ate 750 Med 4% Any 
B 400 1000 Med 11% Any 
B 332 1500 Disc 118% Any 
B 1500 Disc 11% Any 
B 450 1000 Med 3% 24% Any 
B Atop. 1000 Med 344 246 Any 
B 545 1000 Med 3456 2% Any but Horiz. 
515 Three 
Cc 1400 1000 Contact 64% i Any 
1915 Mogul 
Cc 762 1000 Med 446 3% x Any 
G *495 1000 Med. 4X6 33% x Any 
Cc Biot 1000 Med. 45 3% Base up 
Cc 1000 Med. 446 Any 
Cc 1000 Med 445 Any 
Base down 
Cc 654 2000 Med 4% 2% or Horiz. 
B 528 1500 Disc 1734 Any 
B at 1500 Disc 17% Any 
Cc 1065 750 Med 556 3% x Any 
Cc ae 750 Med. 5% 3% Base up 
Cc 1530 750 Med 6% 43% x Any 
Cc *988 750 Med 6% 4% x Any 
Cc date 750 Med 6% 43% Base up 
Cc 1150 1000 Med 636 43% Any 
Cc 2535 750 Med 6% 5% x Any 
C 2535 750 Med 64% 5144 x Any 
C +2460 750 Med 6% 514 Base up 
Cc *1650 750 Med. 64% 5% x Any 
Cc *1650 750 Med. 64% 514 x Any 
Cc pire 750 Med. 6% 54 Base up 
Cc 3400 1000 Med 814 6 x Any 
Cc 3400 1000 Med 814 6 x Any 
Cc *3300 1000 Med 84 6 Base up 
Cc *2210 1000 Med 814 6 x Any 
Cc *2210 1000 Med 8% 6 x Any 
Cc ee 1000 Med 844 6 Base up 
C 5520 1000 Mog 9% if x Any 
Cc 5520 1000 Mog 9% 7 x Any 
C *5350 1000 Mog 9% 7 Base up 
1310 Three 
Cc 3360 1000 Contact 6% 3% Base down 
4670 Mogul 
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GENERAL ELECTRIC SUPPLY CORPORATION 











Position 
of 
Burning 


Watts Bulb 
































MAZDA LAMPS FOR 110, 115 and 120-Volt Circuits—Continued 
300 PS-35 day. clear. ...<.... $1.20 24 C *3590 1000 Mog. 9% 4) x Any 
300 PS-35)'days LacHuc wrsitetttes 1.30 24 C *3500 1000 Mog. 0% 7 x Any 
4300 PS-35 I. F. silv. bowl 1.60 24 Cc Be ie 1000 Mog. 9% 7 Base up 
s00*! |} PS40 clean’'2, <ahtiecets 1.40 12 C 9800 1000 Moy. on, 7 ree 
500 PSO Root o cotteecsiats 1.50 12 GC 9800 1000 Mog. 936 7 x Any 
500 PS-40) WA Bsouis melons: 1.50 12 Cc *9510 1000 Mog. 936 7 Base up 
500 PS-40 day. lelear sj. < «sei Dero 12 Cc *6370 1000 Mog eG 7 x Any 
500 PS-40 day. J. Fins wes esves 2.30 12 C *6370 1000 Mog 93% vi x Any 
4500 PS-40 I. F. silv. bowl 2.60 12 Cc 1000 Mog 9 7 Base up 
750 PS52) cleanoamvecianamramions 375) 6 Cc 14550 1000 Mog 13% 9% x Any 
750 PS-52Ws Desietceie eter otonahe S905 6 Cc *14100 1000 Mog 13% 9% Base up 
1000 PS-52 clearsiser tier ects 4.00 6 Cc 20700 1000 Mog. 13% 9% x Any 
1000 S752 We. Bese cieeircetente 4.20 6 Cc *20080 1000 Mog. 13% 9% Base up 
1500 PS 752) cleatrimerrauiiegsloneiets Sete 6 Cc 33000 1000 Mog. 13 9% x Any 
1500 PS-S2AWs Bastectinac eects 5.95 6 Cc *32000 1000 Mog. 1314 9% Base up 
TYPE D LAMPS—110, 115 and 120 Volts Only 
7% G-11 outside white & red. $0.10 60 Vac. eesatts 1400 Med. 24% ok Any 
15 AAT SIR Eater cavetsrs te ciciertie's .10 60 Vac. 144 750 Med. 3 ar Any 
30 GA9 CD) coe tease .10 60 Vac. 336 I. F. 500 Med. 3% we Any 
60 AAD [SE tee ears .10 60 Gas F. 828 500 Med. 454 Ps Any 





(®) Inside frosted or outside colored in red, blue, green, amber-orange, rose, white, ivory and flametint. 
§ Clear or inside colored in red, blue, green, yellow, amber-orange, flametint and white. 
¢ Inside colored in red, blue, green, yellow, amber-orange and old rose. 
t Inside colored in red, blue, green, yellow, amber-orange, flametint, ivory and old rose. 
(dm) Outside colored white, straw, orange, moonlight blue, emerald and surprise pink. 


4 Silvered bowl lamps should be used only in porcelain sockets and in fixtures so designed that the temperatures of thelamp and 
fixture do not exceed limits for satisfactory operation. 


© Natural colored in amber, blue and green. Amber regularly furnished in light shade. Dark shade amber (used in photographic 
work) can be furnished at same price. Blue shade does not include daylight blue or photographic blue. 


+ Natural colored ruby regularly furnished in light shade. Dark shade ruby (used in photographic work) can be furnished at 
same price. 


® This lamp not to be burned in enclosing globe. 
x Will operate in any position, but lumen maintenance is best when burned vertically base up. 
* Approximate value. 


MAZDA LAMPS FOR HIGH VOLTAGE SERVICE—220, 230, 240, 250 and 260 Volts 



























































Aver. 
List Std. Light Position 
Watts | Volts Bulb pees Pkg. Center of 
Qty Length, Burning 
Inches 
25 230 ACOH Sb ocrastn coer $0.26 120 B 213 1000 Med. 3456 2% Any 
50 230 AZ labios. 26 120 B 475 1000 Med. 4% 2% Any 
50 275 A-21 J. F.. Mine.:..... 40 120 B 435 1000 Med. 416 2% Any 
50 300 A211. F. Mine..... 40 120 B 435 1000 Med. 4% 2% Any 
100 230 A223) subir eieiee ste otere .38 60 Cc 1100 1000 Med. 6% 43% x Any 
200 230 PS-30 clear....... 85 24 c 2920 1000 Med. 8% 6 x Any 
200 230 P5340: Eee es 90 24 Cc 2920 1000 Med. 8% 6 x Any 
200 230 | PS-30 W.B 90 24 Cc *2830 1000 Med 8l4 6 Base up 
300 230. | PS-35iclear. ..... 125. 24 Cc 4560 1000 Mog 9% 7 x Any 
300 O30 si, PS-35: la Baste eee 1235 24 G 4560 1000 Mog 9% 7 x Any 
300 230: I PS-35- WB. ees 1n35 24 GC *4420 1000 Mog 9% 7 Base up 
500 230 ONePS-40 clears saan ELS, 12 Cc 8350 1000 Mog. 91% 7 x Any 
500 230 PS 40 LAR Soe ct 2ea0 12 Cc 8350 1000 Mog. O% af; x Any 
750 230 PS-52: clear sn eee 4.25 6 Cc 13125 1000 Mog. 13% 9% x Any 
1000 230") | PS-S2icleat= apace 4.75 6 C 19000 1000 Mog. 13% 9% x Any 





x Will operate in any position, but lumen maintenance is best when burned vertically base up. 
* Approximate value. 
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Edison Mazda Lamps 








Std MazpaB | Rated Nts Light 
; td. AIDA ate ver. Max. Light Position 
Watts Volts Bulb List Pkg. or Initial Lab. | Amperes Base Overall | Center 2) 
Price Qty. Mazpa C Lums Life Length, | Length, Burning 
Lamp (Hrs.) Inches Inches 



























: APU Bi veekerastee eres | 0225 120 Crs ee 1 O20) |e O00 ieee 3 
15 34 S214:clear Gabwure nape cc 22 120 Dae 141 LOOM |tarccr.s 318 2 fee 
15 64 Arig TEs eae ces mee one 23 120 Det ee 84508 10001) ea 23% Any 
5 32 SATIS LS Barat nests dyaietae store 23 120 Gey) 3235 |. 1000" ti) case. 2} 
25 64 IACIO) [eine ee eat ea 23 120 Ca 265 16002 LA 30 ; a 
50 32 Prada bear tetecs later roie eae 25 120 Cree |e 7 OO a |e LOOK) an eres 33 
50 64 ALOT AS Race ahiste oer lerste.s 25 120 GAs A ee035-- | 1000s epee 338 ae 
100 32 VASD BNL Mente aera rs 38 60 CP 1720.8 te O00 eae eee 3% 7 
100 32 P25 clear Headlt.. 50. ves 1.00 60 Ca 152045 | 500s en nase eh : ee 
100 64 ADS] 5 Deeps eieiet svetanstnrere ty .38 60 PN) 1500 mm LOCO | re eee 434 x Any 
eorntcieteite C ator 








Amperes 
HS Deecette CEE ge Cri amare Bares G Py AL Se gt EI ee egal Mt 9 hs Bares 
Watts 
133 oe Fetes ae hayt © too B 11507 a nticcoes Ceol atenll ay ieee ese: leas? ree 


















































420 G25 cleateus sec Mecnetetararere 6.00 12 Cc 10500 LOOT GP tents Mg. Pf. 556 h 1% Z 

420 Ge25iclears onweicc caleacne 6.00 12 Cc 10500 100) 1 eh een Mog. 4% 3 Zz 
500 fie20 clearest cicisise tense 3.90 6 C 8800 800 ae” ee | Me aer: 9% Ih 336 Base down 
1000 D220 (Clears ss lois. \disielcisisisle 7.00 6 Cc 24000 SOOT ME Sects Msg. Bip 9% le 4 Base down 
1000 Se Cleat Mrsre o axe oe aistelerd 6.50 6 Cc 20500 SOO uN || Gases Mg. Bip. 9% |e 4 Base down 
1000 EV -Q0\ GLEAT Ste tchelefetelcrettne sts 6.50 6 Cc 20500 SOOME Ne aye ats Mog. 96 434 Base down 
1500 Ta2Avcleatiers/ete's a ictsletersieie's 15.00 , 6 Cc 42000 ODIO measciee Mg. Bip. 10% |e 4 Base down 
3000 Wed 2iclearctawtsjeue crssaticis nie 25.00 4 C 84000 TOOTS Nee cet ctcie Mg. Bip. 14 e 534 Base down 
5000 G-64 clearisineise « clestee cos 40.00 1 CG 145000 1000 | Zeer Mg. Bip. 11% e 6% Base down 
r 10000 G06 cleare. cacstctats s 100.00 1 Cc 295000 100 ee esl erong 20 e12 Base down 




















M B Aver. 
ityt Std. < Rated Light Position 
Watts Bulb Price Pkg. Mama Initial Center of 
Qty tani Lums Length, Burning 
Inches 












PIG PSe52, Clear s.sizis ere wcus.etate x Any 
PUSOOMEE S52 Cleat aareaeterels y's ; : x Any 
P2000 sb -52 Cleat vets clarisielsr eects ‘ x Any 
T2000 6-48 clear. ch tise cso homie B. dn. to horiz. 
GOA leary «chastise snre este Base down 
GAG clearsies eres eieeeeine 295000 Base down 






* Photographic (General Lighting). + Movieflood (Color Photography). 105-120 volts. [ Modeling. t Life at 115 volts. 


J Nominal watts. The actual watts are determined by multiplying the volts by the amperes (the amperes are the same for all voltages). 
+t This lamp, if burned horizontally, will not give as good service as when burned in a vertical position. 

e The light center length of this lamp is exclusive of base prongs; base prong being the small diameter part of metal post. 

f The lumens given cover only lamps of 115 volts. The lumens for other lamps are in proportion to the volts. 

h The light center length of this lamp is the distance from center of light source to top of base fin. 

x Will operate in any position, but lumen maintenance is best when burned vertically base up. 

z Can be burned in any position except within 45 degrees of vertically base up. 
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Watts 





Bulb 



















Rated Light Source 





















Std. | Mazpa B] Rated Aver. Max. Dimensions in mm 
List Pkg. or Initial Lab. Base Overall 
Price Qty. [Mazpa C}] Lums. Life Length, Width | Height 
Lamp (Hrs.) Inches 





Position 





1000 
1000 
y 1000 


+ Approximate average for 115 volts. 


T-20 clear. ... 


T-20 clear.... 
T-20 clear.... 
Ne cleataeets 





























BA Ri aes Ps Abe $1.10 24 G 790 50 |S. C. Bay. 3% 61% |T4.9 | 3.5 
HAR orn ae 1.40 24 @) 1870 50 |S.C.Bay.| 3% o186 -|57-5.5 fei 4.8 
eee ee 2.00 24 G 4400 25 |S. C. Bay.| 35% 613% |+6.2 |+6.6 
Bares oe 2.20 24 re 4080 50 Md. Pf. 534 h 2347 | 4.7.9 -| 7.6.9 
ME ees bas eae 2.20 24 CG 4080 50 Med 5% 3 eA Wes oC] 
Bite Sate aan | 3.10 24 G 7050 25 Md. Pf. 534 h 25 |77.0 | + 9.4 
SG aN Sneae 5.50 24 @! 12250 25 Mad. Pf. 534 234 Vet 8:40 8.6 
Eeheen tere 3.00 6 Gg 13000 50 Mad. Pf. 534 h 23g | 714.1 | 710.7 
BE fl 3 3.00 6 G 13000 50 Med 5% 3 $14.1 | $10.7 
wie aheed acre tntiats 6.75 24 C 19500 D5 Mad. Pf. 534 h 28% | 10.1 | + 9.6 
a erelessjatentotetone es 6.50 6 Cc 27000 50 Mg. Pf. 9% h 3% | 115.4 | $15.6 
et canta ans 6.50 6 C 27000 50 Mog 96 434 15.4 | 715.6 
Rare nee 8.00 6 G 27600 25 Md. Pf. 534 |h 2% 11.6 | +11.6 


Dimensions for other standard voltages will be supplied on request. 


Base down or 
can be burned 
within 
25 degrees of 
vertical without 
materially 
affecting its 


performance 


MAZDA LAMPS FOR SPOTLIGHT AND FLOODLIGHT SERVICE—110, 115 and 120 Volts 



































100 P-25 cleat Spobsieracterereisereretert sey 60 Cc 1360 200 Mad. Pf. 5 h 25% 8 ij 
100 P25 cleat: Spotye.s stsiems emcee 1.00 60 Cc 1360 200 Med 434 3 8 7 
250 G30 clear Spotoasunic ates en 1.90 24 Cc 4425 200 Mad. Pf. 53% h 236 10 8 
250 G-30) cleat Spots as,neehenee eos ey 24 Cc 4425 200 Med 5% 3 10 8 
250 G-30iclear Flood Sac warettonuists Lap 24 Cc 3700 800 Med 5% 3 12 9 
7S a00 al, G40 clr Spoke eee eoupoy CG 7340 | 200 | Ma.Pf.| 53% | h2% | 1 9 
400 G-30iclear Spot.ic).j.te sects cies 3.00 24 Cc 7840 200 Med 5% 3 11 9 
500 G-40 clear Flood............. 3.25 12 Cc 8350 800 Mog 76 44 13 10 
1000 G40 clear'Spotwe sito eetice are inky iP Cc 22000 200 Meg. Pf. 8% h 34% 14 13 
1000 G-40 cleax- Spates -ferneteneattes 6.75 12 Cc 22000 200 Mog. 76 414 14 13 
1000 G40 clear’Spot. Su ccwsecee as O76) 12 Cc 22000 200 Mog. 8 54% 14 13 
1000 G-40%clear Blood ive sae eee 6.75 12 C 18700 800 Mog. 8 514 16 15 





MAZDA LAMPS FOR STREET SERIES SERVICE 


Any except 
within 45 
degrees o 
vertically 


base up 





Any position 
from vertical 
base down 
to horizontal 


All street series lamps are gas-filled and have mogul bases and clear bulbs. All standard street series lamps have an aver- 
age rated laboratory life of 2000 hours; because of the severity of street lighting service, the average service life of street 
series lamps even under good operating conditions, is of the order ot 25% less than the average laboratory life. 



























































Rated Max. Position of 
Rated Initial Overall Burning and 
Amperes Initial Lumens Length, Average Light 
Lumens Center Length, 
Inches 
6.6 1000 x Any, 53% 
6.6 2500 x Any, 7 
6.6 4000 x Any, 7 
Base up, 7 
15 4000 Base down, 614 
6.6 6000 x Any, 7 
Base up, 7 
20 6000 Base down, 614 
Base up, 7 
20 10000 Base down, 614 
Base up, 7 
20 15000 Base down, 614 
20 25000 Base up, 9% 
¢@ The light center length of this lamp is the distance from center of light source to top of base pins. 
h The light center length of this lamp is the distance from center of light source to top of base fin. 
x Will operate in any position, but lumen maintenance is best when burned vertically base up. 
y This lamp should be used only in equipment that provides adequate forced cooling. 
LAMPS EMITTING ULTRA-VIOLET RADIATION 
A PProx. Approx. | Max. Overall Standard List 
Type Watts Volts Bulb Length, Inches Base Package Price 
$1 400 14.5 PS-22 ol. Bravos Sateen ince ore cate ates ete Crean ciate 6% Mog. Sc 6 $5.75 
S-2 130 15 AAT Cle withiMetall Canine. crane settee eer es 47% Spec. Sc. 12 3.75 
Gl 34 17 ASD 1, Cleats i eke mncicah orien tees rake rari teeter eae ae 414 Med. Sc 12 3.50 
G5 75 15 (G35 Selene ira: Sih Sanben want tek, ca ee areata ere 63% Spec. Sc. 6 5.00 
Cx 60 . A-19, 1. F... 45% Med. Sc 48 0.60 
CX 250 ss GeaOh Se arte ett a toe cao chiosene 6% Med. Sc. 24 125 
CX 500 sg GSals Pe onthaentere Rie sree aren Cr ee - 75% Mog. Sc 12 Pip 











*Available for 110, 115, and 120 volts. 
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= Silvered Bowl Lamps 


General Electric Silvered Bowl MAZDA Lamps 


G.E. Silvered Bowl Mazpa lamps are regular Mazpa 
lamps modified by coating the bowl with “mirror” silver 
which does not dull, tarnish, or deteriorate throughout 
the life of the lamp. This silvering extends from the end 
of the bulb up to its maximum diameter, thus shield- 
ing the filament from ordinary view and creating, in 
effect, an indirect lighting reflector. Silvered Bowl 
lamps should be used only in porcelain sockets and in 


Advantages 

1. Offer New Flexibility in Lighting. 
Silvered Bowl lamps provide their own 
reflector. The fixture becomes primarily a decorative 
shield. Consequently new lighting fixtures for these 
lamps are being styled to harmonize with new and 
different concepts of architecture and decoration. 

2. Remedy Objectionable Surface Brightness. 
Silvered Bowl lamps enable the use of more wattage 
in semi-indirect units, to obtain higher levels of 
illumination, without surface brightness or glare to 
make the installation visually uncomfortable. 

3. Restore Initial Efficiency of Many Fixtures. 
Silvered Bowl lamps may be used in many existing 
types of indirect fixtures which, through deterioration 
of reflecting surfaces, inadequate cleaning, or original 
inefficiency, are not yielding efficient illumination. 

4. Reduce Cleaning Maintenance Costs. 
Eliminate the necessity of cleaning reflecting surfaces. 
It is necessary to wipe the Silvered Bowl lamp only 
occasionally to secure maximum benefits. 

5. Simplify Maintenance. 
In many new fixtures the lamp may be removed for 
replacement without disturbing the fixture itself. 

6. Maintain Light Output. 
Silvered Bowl lamps are subject to normal deprecia- 
tion inherent in all lamps. Loss resulting from black- 
ening of upper portions of the bulb tends to be com- 
pensated for by the increase in light output due to 
the silvered reflecting surface, which is not subject 
to depreciation from dust and dirt. 


Silvering Process 

After the glass bowl is chemically cleaned and sensitized, 
it receives a coating of pure silver. Then a protective cop- 
per layer is electrolitically deposited over the silver to 
prevent oxidation due to filament heat. To this is added, 
further, a surface of over-lapping aluminum flakes. These 
metallic deposits, approximately 1/5000ths of an inch in 
thickness, are firmly sealed to the glass and will not chip 
or peel off. 

This process is the result of years of experimentation 
and testing. Other coatings were found to chip or peel off. 






fixtures so designed that the temperatures of the lamp 
and fixture do not exceed limits for satisfactory operation. 

The standard line of G.E. Silvered Bowl Mazpa lamps 
is provided with inside frosted bulbs in order to eliminate 
undesirable streaks and striations which are naturally 
present when clear lamps are used in indirect lighting 
units. 










Metallic caps, because of different expansion 
coefficients, were found either to break the 
heated bulb or to permit dust accumulation 
between the cap and the glass, thereby nullifying the 
purpose of the bowl covering. 

With the G.E. Silvered Bowl lamp, the reflecting sur- 
face stays on, and remains clean and bright. 


Cost 

In many lighting installations, reflector surfaces have 
deteriorated, and dirt has collected to such an extent that 
as much as 25%, or more, of the money spent for illumi- 
nation is wasted by the inability of the equipment to de- 
liver into the room all of the light which is produced by 
the lamps. 

That portion of the lighting bill represented by such 
losses, and also the money spent for cleaning fixtures, 
should be balanced against the added cost of lamps put 
through the silvering process. 

Compare the operating cost of a 300-watt inside frosted 
lamp and a 300-watt Silvered Bowl lamp: 300-watt 

300-watt Silvered Bowl 
Inside Frosted Inside Frosted 
Current Cost during life of lamp at 3c Lamp Lamp 
KWH 


Lamp Cost at 23% discount... 
BBO 30 Uy oe See cee ok Rr Sl Ae Se 





If the efficiency of the fixture has deteriorated only 10%, the 
user of the regular lamp is paying 90 cents for current which de- 
livers him no light. This is one and a half times as much as the 
increased cost of using Silvered Bowl lamps. 

The silvering on the bowl is the lamp’s individual reflector, and 
its efficiency remains high, regardless of the condition of the 


equipment. STANDARD LINE 


of G-E Silvered Bowl Mazpa Lamps 
For use on 110-, 115-, 120-, and 125-yolt Circuits 


Watts Base Bulb List Price* 
60 Medium Screw A-21 $0.50 
ie Medium Screw A-21 -70 

100 Medium Screw A-23 -70 
150 Medium Screw A-25 -80 
200 Medium Screw PS-30 1.10 
300 Mogul Screw PS-35 1.60 
500 Mogul Screw PS-40 2.60 


*Inside-frost finish. Prices subject to change without notice. 
Standard Schedule of Discounts Applies. 
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36) Glow Lamps 


Long Life: The glow lamp has an average useful 
life of three thousand hours. This long life is due 
to absence of filament and consequent small amount 
of heat. The light is produced by electrically 
excited rare gases, at commercial voltages, requir- 
ing no accessory equipment. 

Long life, ruggedness and distinctive color recom- 
mend the glow lamp for many uses as pilot lamps, 
signals and indicators. 

Low Current: Very low current consumption — 
a few milliamperes— makes the glow lamp ideal 
for many sensitive electrical devices or any place 
where current economy is a factor. 


Exit Lights: Economy and low maintenance as 
well as their dependability have resulted in the 








widespread adoption of glow lamps as exit lights. 
A red sprayed lamp is available for this purpose. 

Fluorescence: The glow lamp, containing a spe- 
cial gas mixture, produces an appreciable amount of 
near ultra-violet radiation of the proper wavelength 
to excite fluorescence on many minerals, paints and 
properly treated substances. This lamp has a purple 
glow, making it useful as an indicator of another 
color. 

Stroboscopic Uses: Due to an almost total absence 
of lag in its ignition and extinction, the glow lamp 
serves for small stroboscopes and many similar uses. 
Complete extinction between cycles makes possible 
its use at high frequencies as well as on sixty cycles. 





































































































T-414 
1/,-Watt 
Starting Volts 
in Volts below 
attehanin Approx. Use- Over- 
marking Current | Resist- ghd Service ful Electrode all Unit | List 
Watts Volts AaneeS Rating ance in Bulb Finish Screw Base D Life Shape Gas | Lgth. | Pkg. | Price 
Amps Base Hours In. | Qty. 
A. C./ D.C. Ohms* 
3 105-125 50 15 .030 1900 $-14 Clear Mediumt A.C.-D.C. | 3000 | Rnd. Plates Neon | 34 10 | $0.60 
2 105-125 50 15 .020 3200 $-14 Clear Mediumt A.C.-D.C. | 3000 | Half Round Neon | 345 10 -50 
Plates 
2 105-125 50 15 .020 3200 S-14 Sprayed Red | Mediumt A.C.-D.C. | 3000 | Half Round Neon | 334 10 55 
or Yellow Plates 
2% 105-125 50 15 025 2000 S-14 Clear only Mediumt A.C.-D.C. | 3000 | Half Round Argon | 325 10 50 
; Plates 
yyr* 105, 110 10 — 005 3200 G10 Clear Mediumt A.C. only | 3000 | Cylinder Neon | 183 10 .40 
115, 120, 125 
1 105-125 50 15 010 4800 G10 Clear Mediumt A.C.-D.C. | 3000 | Cyl. & Helix. | Neon | 18% 10 40 
yy 105-125 50 15 002 27,500 T4% Clear only Candelabra | A.C.-D.C. | 3000 | Hemisphere Neon 1% 10 .40 
7A 105-125 50 15 002 27,500 T44 Clear only Candelabra | A.C.-D.C. | 3000 | Hemisphere Argon | 14% 10 -50 




















**Supplied in 1 Watt size for 210-240 Volt — A.C. or D.C. service — Med. Screw Base only. 
+Will be supplied in Skirted Candelabra Screw Base at 5c additional. 


*Lamps will be furnished without resistance, only when equipped with Double Contact Bayonet base of corresponding size at Sc additional. 
with Skirted Double Contact Bayonet Candelabra base at 5c additional. 


On Direct Current only one (the negative) electrode glows, but gives same C. P. as do both electrodes on A. C. 


***. amps listed in clear finish will be supplied with sprayed red or yellow finish at 5c additional, except 14-watt sizes. 


194 } 


RUGGED e 


8-14 bulb will be equipped 


LOW CURRENT e DEPENDABLE 











Reflector Materials 


Reflecting Surfaces 


Scrupulous care must be exercised in manufactur- 
ing reflectors for the control of light. A given type 
unit must provide not only the correct distribution 
of light but the reflecting surface must be one that 
will provide proper efficiency and withstand depre- 
ciation of heat and atmosphere. It is also important 
that practically initial efficiency will be restored to 
the surface with cleaning. 


Consider a typical porcelain enamel reflector 
type. In production, the metal must be perfectly 
cleaned. The frit, of which the enamel is made, 
must be of the finest quality, properly ground and 
uniformly applied. Three separate coats of enamel 
are necessary, and after each, the reflector must be 
fired at uniformly maintained high furnace tem- 
peratures. 


Two reflectors may be identical in appearance, 
yet one may deliver ten percent more light than the 
other. Again, samples may deliver comparable 
initial efficiency, yet after a brief period of use one 
may depreciate far more rapidly than the other, or 
defy restoration of anything like initial efficiency 
by cleaning. 


When we consider that a loss of even ten percent 
in output efficiency will result in a loss, to the user, 
over a period of a single year, equaling as much as 
the purchase price of the reflector, the importance 
of quality becomes apparent. This applies particu- 
larly to the field of show-window lighting, indirect 
lighting, industrial reflectors, etc. The user’s best 
assurance of the most for his lighting dollar is the 
ability and experience of the manufacturer back of 
the product. 


Reflector Materials 


Among the many types of reflectors included in 
this book will be found ones made of silvered glass, 
prismatic glass, porcelain enamel and aluminum. 
Each of these basic materials has qualities ideal for 
producing reflector devices to fill specific needs. 
Highly satisfactory results will be obtained with the 
different types of equipment under the proper con- 
ditions of use. 


Recognizing a need for a reflector of pliable 
metal offering certain fabrication possibilities, in 


recent years there has been considerable develop- 
ment in the use of aluminum. The use of aluminum 
has, to a certain degree, been common for many 
years; but ordinary aluminum is readily oxidized, 
often losing thirty to fifty percent of its reflection 
value, on that account, in a few months. This and 
other difficulties have been overcome thru the de- 
velopment of a processed aluminum known as 
ALZAK, developed by the Aluminum Company of 
America. Only equipment bearing the trade name 
“ALZAK*” is made under this process. 


ALZAK Aluminum 


Aluminum that has been ALZAK processed has 
a clear, colorless, non-porous, protective aluminum- 
oxide film which completely encases the surface. 
This finish has a remarkable adherence to the metal 
and is extremely hard. It has unusual abrasion- 
resistance and ability to withstand repeated clean- 
ings with complete restoration of initial reflection 
efficiency. 


ALZAK is essentially non-tarnishing and is un- 
affected by temperatures met with in lighting prac- 
tice. It is made with specular (highly polished) sur- 
face suitable for use where a high degree of light 
control is required, or a diffuse (mat) surface suit- 
able for use where lighting is to be of a diffused 
character. This surface is resistant to corrosive con- 
ditions such as exposure to weather, it does not 
easily collect dirt but when necessary it may be 
readily cleaned with soap and water or Bon Ami 
if required. 


The initial reflection factor and efficiency of 
ALZAK is relatively high and the outstanding ad- 
vantage of this new development over the older 
methods of processing is permanence. This is best 
illustrated by a test in which an ALZAK surface 
was exposed to the weather for seven months. It 
was Cleaned from time to time. At the end of this 
period, its reflectivity was still 84%, which is the 
value it showed when it was originally made. 


*ALZAK equipment produced by Curtis Light- 
ing, Inc., also bears their trade name “LUNAX”’. 


Refer Trans. I.E.S., May, 1934—Vol. XXIX, No. 
5, pp. 351-363. 
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GENERAL @ ELECTRIC 


SUPPLY CORPORATION 


GENERAL OFFICES: BRIDGEPORT, CONN. 


Sales Offices and Warehouses are located in the following cities: 


ARIZONA 
Phoenix 


CALIFORNIA 
Fresno 
Long Beach 
Los Angeles 
Oakland 
Sacramento 
San Diego 
San Francisco 


COLORADO 


Denver 


CONNECTICUT 
Bridgeport 
Hartford 
New Haven 
Waterbury 


FLORIDA 
Jacksonville 
Miami 
Tampa 


GEORGIA 
Atlanta 
Savannah 


IDAHO 


Boise 


ILLINOIS 
Chicago 
Rockford 
Springfield 


INDIANA 
Evansville 
Indianapolis 
Muncie 


IOWA 
Des Moines 
Sioux City 


KENTUCKY 


Louisville 


LOUISIANA 
New Orleans 
Shreveport 


MAINE 
Bangor 
Portland 


MARYLAND 
Baltimore 


MASSACHUSETTS 
Boston 
Springfield 
Worcester 


MICHIGAN 
Detroit 
Grand Rapids 
Kalamazoo 
Lansing 


MINNESOTA 
Duluth 
Minneapolis 
St. Paul 


MISSISSIPPI 
Jackson 


MISSOURI 
Joplin 
Kansas City 
St. Louis 


MONTANA 
Billings 
Butte 


NEBRASKA 
Omaha 


NEW HAMPSHIRE 
Manchester 


NEW JERSEY 
Jersey City 
Newark 
Paterson 


NEW YORK 
Brooklyn 
Bronx 
Buffalo 
New York 
Niagara Falls 
Rochester 


NORTH CAROLINA 
Charlotte 
Raleigh 


OHIO 


Akron 
Cincinnati 
Cleveland 
Columbus 
Dayton 
Toledo 


Youngstown 


OKLAHOMA 


Oklahoma City 
Tulsa 


OREGON 
Portland 


PENNSYLVANIA 
Allentown 
Erie 
Philadelphia 
Pittsburgh 
Reading 
Scranton 


RHODE ISLAND 
Providence 


TENNESSEE 


Chattanooga 
Knoxville 
Memphis 
Nashville 


TEXAS 


Abilene 
Amarillo 
Dallas 

El Paso 
Fort Worth 
Houston 
San Antonio 


UTAH 
Salt Lake City 


VIRGINIA 


Norfolk 
Richmond 


WASHINGTON 
Seattle 
Spokane 


WISCONSIN 


Appleton 
LaCrosse 
Milwaukee 


General Information 


In compiling this publication, we have endeavored to make it a com- 
plete and up-to-date reference book of standard lighting materials, illus- 
trating and describing material for which there is a constant demand. 
Special catalogs, bulletins and prices will be furnished upon request, cover- 
ing material not fully described, or shown in this book. 


List Prices: The list prices given herein agree with the latest correct 
list prices at time of issue but are included for information only. They 
are not offered as a quotation, and are subject to change without notice. 


Shipping Weights: Packed shipping weights are given throughout this 
book. These are average weights only and may vary slightly. Consequently, 
we do not guarantee absolute accuracy but offer them as close approxt- 
mations. 


Shipments: All material is shipped at the risk of the purchaser. Our 
responsibility ceases when the material is delivered to the transportation 
company in good condition and receipt obtained therefor. 


Quotations and Orders: Always specify complete catalog number and 
give size, finish, type, etc., with description of item, to avoid errors. Address 
our nearest office — see page 198. 


Returning Goods: No goods should be returned for credit or exchange 
without first taking the matter up with us. We stand ready at any time to 
rectify any mistake that we make, and without cost to our customers, but 
under no circumstances should goods be returned without first consulting 
us for shipping instructions. 


Listing: The data given in this publication are for the convenience of 
customers. Every effort has been made to achieve accuracy, but we cannot 
be responsible for errors. Particularly where dimensions are given herein, 
for reference only, before such figures are used in plans, specifications or 
construction, samples of the material should be obtained, or such figures 
will be promptly confirmed by correspondence. Our manufacturers reserve 
the right to change the dimensions and specifications of their materials 
without notice. 
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